Page 1



3GPP TSG-RAN WG3 Meeting #91-bis 
R3-160995
Bengaluru, India, 11-15.04.2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.465
	CR
	0003
	rev
	2
	Current version:
	13.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Correction to the description of the Xw UP protocol services and Xw-U Sequence Number

	
	

	Source to WG:
	Nokia, Alcatel-Lucent Shanghai Bell

	Source to TSG:
	R3

	
	

	Work item code:
	TEI13, LTE_WLAN_radio
	
	Date:
	2016-03-30

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
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5.5.3.6
Highest successfully delivered Xw-U Sequence Number

Description: This parameter indicates feedback about the in-sequence delivery status of LWAAP PDUs at the WT towards, or to the UE.

Value range: {0..217-1}.

Field length: 2 octets.
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