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	Other comments:
	


9.2.3.56
Additional CS/PS coordination information

Informs the RNC about additional information related to CS/PS coordination.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Additional CS/PS coordination information
	
	
	
	

	>Old LAI
	O
	
	LAI
9.2.3.6
	See TS 23.251 [39].

	>Old RAC
	O
	
	RAC
9.2.3.7
	See TS 23.251 [39].

	>NRI
	O
	
	BIT STRING (SIZE (10))
	This IE is not used and shall be ignored by the receiver.

	>UE is Attaching
	O
	
	NULL
	See TS 23.251 [39].


9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RANAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

umts-Access (20) modules (3) ranap (0) version1 (1) ranap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

Unchanged parts omitted

-- A

AccuracyFulfilmentIndicator ::= ENUMERATED{


requested-Accuracy-Fulfilled,


requested-Accuracy-Not-Fulfilled,

...

}

Additional-CSPS-coordination-information ::= SEQUENCE {


old-LAI




LAI

OPTIONAL,


old-RAC




RAC

OPTIONAL,


nRI





BIT STRING (SIZE (10))

OPTIONAL,


uE-is-Attaching


NULL
OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {Additional-CSPS-coordination-information-ExtIEs} } OPTIONAL,


...

}

Additional-CSPS-coordination-information-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

Unchanged parts omitted

-- N

NAS-PDU




::= OCTET STRING

NAS-SequenceNumber


::= BIT STRING (SIZE (2))

-- Reference: 24.008

NAS-SynchronisationIndicator
::= BIT STRING (SIZE (4))

NewBSS-To-OldBSS-Information

::= OCTET STRING

NonSearchingIndication ::= ENUMERATED {


non-searching,


searching

}


NRTLoadInformationValue
::= INTEGER (0..3)

Unchanged parts omitted

END

