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--------------------------------------------------------- 1st change ------------------------------------------------------------------------
6.4.1
Physical downlink shared channel for BL/CE UEs

For BL/CE UEs, the following additions and exceptions hold in addition to those in clause 6.4:

-
For BL/CE UEs resource elements occupied by CSI reference signals shall be counted in the PDCSH mapping but not used for transmission of the PDSCH.
· For BL/CE UEs resource elements within PRBs containing PBCH repetitions shall be counted in the PDSCH mapping but not used for transmission of the PDSCH.
· For BL/CE UEs in CEModeB configured in transmission mode 9, in MBSFN subframe(s), resource elements that correspond to the positions of cell-specific reference signals as in subframe #0 shall not be counted in the PDSCH mapping and not used for transmission of the PDSCH.
--------------------------------------------------------- 2nd change ------------------------------------------------------------------------
6.8B.5
Mapping to resource elements

Mapping to resource elements shall be done according to Clause 6.8A.5with the following exceptions:

-
The term EPDCCH shall be replaced by MPDCCH.

-
The mapping shall be repeated across each of the 
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 valid downlink subframes.

-
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 is the number of ECCEs used for this MPDCCH in the first of the 
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 subframes.

-
For an MPDCCH associated with a 2+4 PRB set as defined in [4], the mapping to resource elements 
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 on antenna port 
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 shall be in increasing order of first the index 
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 and then the index
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 over the 6 PRBs for MPDCCH format 5 and over the 2 or 4 PRBs for the other MPDCCH formats.

-
Resource elements occupied by CSI reference signals shall be counted in the MPDCCH mapping but not used for transmission of the MPDCCH. The UE may assume there is no MPDCCH transmission which uses overlapping sets of subframes as PDSCH transmissions to that UE, where the MPDCCH is located at a different narrowband than the PDSCH.
· For BL/CE UEs in CEModeB, in MBSFN subframe(s), resource elements that correspond to the positions of cell-specific reference signals as in subframe #0 shall not be counted in the MPDCCH mapping and not used for transmission of the MPDCCH.
--------------------------------------------------------- End of change --------------------------------------------------------------------
_1522136569.unknown

_1522136571.unknown

_1522136573.unknown

_1522136574.unknown

_1522136572.unknown

_1522136570.unknown

_1522136568.unknown

