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	Reason for change:
	In section 5.2.2.5 of TS 36.331, we specify that a UE unable to acquire SystemInformationBlockType1 is one of the essential system information missing case. There are 3 types of UEs, which are the UE in normal coverage, the BL UE and the UE in CE. Since a BL UE or a UE in CE doesn’t acquire the SystemInformationBlockType1 from the network, the essentail system information missing will always happen.

	
	

	Summary of change:
	In the section 5.2.2.5, adds the sentences to specify the UE is only need to acquire SystemInformationBlockType1 when it is not a BL UE and not a UE in CE.
Impact analysis
Impacted functionality: 

The changes only impact the corrected functionality.

Inter-operability:
1.
If the network is implemented according to the CR and the UE is not, UE will always consider a CE cell as a barred cell.

2.
If the UE is implemented according to the CR and the network is not, there is no inter-operability issue.
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	A BL UE and a UE in CE always under the essential system information missing situation.
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5.2.2.5
Essential system information missing

The UE shall:

1>
if in RRC_IDLE or in RRC_CONNECTED while T311 is running:

2>
if the UE is unable to acquire the MasterInformationBlock; or
2> if the UE is neither a BL UE nor in CE and the UE is unable to acquire the SystemInformationBlockType1; or
2>
BL UE or UE in CE is unable to acquire SystemInformationBlockType1-BR or SystemInformationBlockType1-BR is not scheduled:

3>
consider the cell as barred in accordance with TS 36.304 [4]; and

3>
perform barring as if intraFreqReselection is set to allowed, and as if the csg-Indication is set to FALSE;

2>
else if the UE is unable to acquire the SystemInformationBlockType2:

3>
treat the cell as barred in accordance with TS 36.304 [4];

