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3
Definitions, symbols and abbreviations

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1], TS 36.300 [9] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1] or TS 36.300 [9].

1xRTT
CDMA2000 1x Radio Transmission Technology

ACDC
Application specific Congestion control for Data Communication

ACK
Acknowledgement

AM
Acknowledged Mode

ANDSF
Access Network Discovery and Selection Function

ARQ
Automatic Repeat Request

AS
Access Stratum

ASN.1
Abstract Syntax Notation One

BCCH
Broadcast Control Channel

BCD
Binary Coded Decimal

BCH
Broadcast Channel
BR
Bandwidth Reduced
BR-BCCH
Bandwidth Reduced Broadcast Control Channel
BL
Bandwidth reduced Low complexity

BLER
Block Error Rate
CA
Carrier Aggregation

CCCH
Common Control Channel

CCO
Cell Change Order

CE
Coverage Enhancement

CG
Cell Group
CMAS
Commercial Mobile Alert Service

CP
Control Plane

C-RNTI
Cell RNTI

CRS
Cell-specific Reference Signal

CSFB
CS fallback

CSG
Closed Subscriber Group

CSI
Channel State Information

DC
Dual Connectivity
DCCH
Dedicated Control Channel

DCI
Downlink Control Information

DFN
Direct Frame Number
DL
Downlink

DL-SCH
Downlink Shared Channel

DRB
(user) Data Radio Bearer

DRX
Discontinuous Reception

DTCH
Dedicated Traffic Channel

EAB
Extended Access Barring
eDRX
Extended DRX
EHPLMN
Equivalent Home Public Land Mobile Network

eIMTA
Enhanced Interference Management and Traffic Adaptation
ENB
Evolved Node B

EPC
Evolved Packet Core

EPDCCH
Enhanced Physical Downlink Control Channel

EPS
Evolved Packet System

ETWS
Earthquake and Tsunami Warning System

E-UTRA
Evolved Universal Terrestrial Radio Access

E-UTRAN
Evolved Universal Terrestrial Radio Access Network

FDD
Frequency Division Duplex

FFS
For Further Study

GERAN
GSM/EDGE Radio Access Network

GNSS
Global Navigation Satellite System
5
Procedures

5.2.2.4
System information acquisition by the UE

The UE shall:

1>
apply the specified BCCH configuration defined in 9.1.1.1 or BR-BCCH configuration defined in 9.1.1.X;

1>
if the procedure is triggered by a system information change notification:
2>
if the UE uses an idle DRX cycle longer than the modification period:
3>
start acquiring the required system information, as defined in 5.2.2.3, from the next eDRX acquisition period boundary;

2>
else

3>
start acquiring the required system information, as defined in 5.2.2.3, from the beginning of the modification period following the one in which the change notification was received;
NOTE 1:
The UE continues using the previously received system information until the new system information has been acquired.

1>
if the UE is in RRC_IDLE and enters a cell for which the UE does 3>
discard the corresponding radio resource configuration information included in the radioResourceConfigCommon previously received in a dedicated message, if any;
5.7.2
ASN.1 violation or encoding error

The UE shall:

1>
when receiving an RRC message on the BCCH, BR-BCCH, PCCH, CCCH, MCCH, SC-MCCH or SBCCH for which the abstract syntax is invalid [13]:

2>
ignore the message;

NOTE:
This section applies in case one or more fields is set to a value, other than a spare, reserved or extended value, not defined in this version of the transfer syntax. E.g. in the case the UE receives value 12 for a field defined as INTEGER (1..11). In cases like this, it may not be possible to reliably detect which field is in the error hence the error handling is at the message level.

6
Protocol data units, formats and parameters (tabular & ASN.1)

6.2.1
General message structure
–
BCCH-BCH-Message
The BCCH-BCH-Message class is the set of RRC messages that may be sent from the E‑UTRAN to the UE via BCH on the BCCH logical channel.

-- ASN1START

BCCH-BCH-Message ::= SEQUENCE {


message




BCCH-BCH-MessageType

}

BCCH-BCH-MessageType ::=





MasterInformationBlock

-- ASN1STOP

–
BCCH-DL-SCH-Message
The BCCH-DL-SCH-Message class is the set of RRC messages that may be sent from the E‑UTRAN to the UE via DL‑SCH on the BCCH logical channel.

-- ASN1START

BCCH-DL-SCH-Message ::= SEQUENCE {


message




BCCH-DL-SCH-MessageType

}

BCCH-DL-SCH-MessageType ::= CHOICE {


c1





CHOICE {



systemInformation





SystemInformation,



systemInformationBlockType1



SystemInformationBlockType1


},


messageClassExtension
SEQUENCE {}

}

--ASN1STOP

–
BCCH-DL-SCH-Message-BR
The BCCH-DL-SCH-Message-BR class is the set of RRC messages that may be sent from the E‑UTRAN to the UE via DL-SCH on the BR-BCCH logical channel.
-- ASN1START

BCCH-DL-SCH-Message-BR ::= SEQUENCE {


message




BCCH-DL-SCH-MessageType-BR-r13

}

BCCH-DL-SCH-MessageType-BR-r13 ::= CHOICE {


c1





CHOICE {



systemInformation-BR-r13



SystemInformation-BR-r13,



systemInformationBlockType1-BR-r13

SystemInformationBlockType1-BR-r13


},


messageClassExtension
SEQUENCE {}

}
-- ASN1STOP

6.2.2
Message definitions
–
SystemInformation
The SystemInformation message is used to convey one or more System Information Blocks. All the SIBs included are transmitted with the same periodicity. SystemInformation-BR uses the same structure as Systeminformation.
Signalling radio bearer: N/A

RLC-SAP: TM

Logical channels: BCCH and BR-BCCH
Direction: E‑UTRAN to UE

SystemInformation message
-- ASN1START

SystemInformation-BR-r13 ::=
SystemInformation

SystemInformation ::=



SEQUENCE {


criticalExtensions




CHOICE {



systemInformation-r8



SystemInformation-r8-IEs,



criticalExtensionsFuture


SEQUENCE {}


}

}

SystemInformation-r8-IEs ::=

SEQUENCE {


sib-TypeAndInfo





SEQUENCE (SIZE (1..maxSIB)) OF CHOICE {



sib2







SystemInformationBlockType2,



sib3







SystemInformationBlockType3,



sib4







SystemInformationBlockType4,



sib5







SystemInformationBlockType5,



sib6







SystemInformationBlockType6,



sib7







SystemInformationBlockType7,



sib8







SystemInformationBlockType8,



sib9







SystemInformationBlockType9,



sib10







SystemInformationBlockType10,



sib11







SystemInformationBlockType11,



...,



sib12-v920






SystemInformationBlockType12-r9,



sib13-v920






SystemInformationBlockType13-r9,



sib14-v1130






SystemInformationBlockType14-r11,



sib15-v1130






SystemInformationBlockType15-r11,



sib16-v1130






SystemInformationBlockType16-r11,



sib17-v1250






SystemInformationBlockType17-r12,



sib18-v1250






SystemInformationBlockType18-r12,



sib19-v1250






SystemInformationBlockType19-r12,



sib20-v1310






SystemInformationBlockType20-r13


},


nonCriticalExtension



SystemInformation-v8a0-IEs


OPTIONAL

}

SystemInformation-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

–
SystemInformationBlockType1
SystemInformationBlockType1 contains information relevant when evaluating if a UE is allowed to access a cell and defines the scheduling of other system information. SystemInformationBlockType1-BR uses the same structure as SysteminformationBlockType1.
Signalling radio bearer: N/A

RLC-SAP: TM

Logical channels: BCCH and BR-BCCH
Direction: E‑UTRAN to UE

SystemInformationBlockType1 message
-- ASN1START

SystemInformationBlockType1-BR-r13 ::=
SystemInformationBlockType1

SystemInformationBlockType1 ::=

SEQUENCE {


cellAccessRelatedInfo



SEQUENCE {



plmn-IdentityList




PLMN-IdentityList,



trackingAreaCode




TrackingAreaCode,



cellIdentity





CellIdentity,



cellBarred






ENUMERATED {barred, notBarred},



intraFreqReselection



ENUMERATED {allowed, notAllowed},



csg-Indication





BOOLEAN,



csg-Identity





CSG-Identity


OPTIONAL
-- Need OR


},


cellSelectionInfo




SEQUENCE {



q-RxLevMin






Q-RxLevMin,



q-RxLevMinOffset




INTEGER (1..8)


OPTIONAL
-- Need OP


},


p-Max







P-Max





OPTIONAL,


-- Need OP


freqBandIndicator




FreqBandIndicator,


schedulingInfoList




SchedulingInfoList,


tdd-Config






TDD-Config




OPTIONAL,
-- Cond TDD


si-WindowLength





ENUMERATED {












ms1, ms2, ms5, ms10, ms15, ms20,












ms40},


systemInfoValueTag




INTEGER (0..31),


nonCriticalExtension



SystemInformationBlockType1-v890-IEs
OPTIONAL

}

SystemInformationBlockType1-v890-IEs::=
SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING SystemInformationBlockType1-v8h0-IEs)


OPTIONAL,


nonCriticalExtension



SystemInformationBlockType1-v920-IEs
OPTIONAL

}

-- Late non critical extensions

SystemInformationBlockType1-v8h0-IEs ::=
SEQUENCE {


multiBandInfoList




MultiBandInfoList

OPTIONAL,
-- Need OR


nonCriticalExtension



SystemInformationBlockType1-v9e0-IEs
OPTIONAL

}

SystemInformationBlockType1-v9e0-IEs ::= SEQUENCE {


freqBandIndicator-v9e0



FreqBandIndicator-v9e0

OPTIONAL,
-- Cond FBI-max


multiBandInfoList-v9e0



MultiBandInfoList-v9e0

OPTIONAL,
-- Cond mFBI-max


nonCriticalExtension



SystemInformationBlockType1-v10j0-IEs
OPTIONAL

}

SystemInformationBlockType1-v10j0-IEs ::= SEQUENCE {


freqBandInfo-r10




NS-PmaxList-r10



OPTIONAL,
-- Need OR


multiBandInfoList-v10j0



MultiBandInfoList-v10j0

OPTIONAL,
-- Need OR

nonCriticalExtension



SEQUENCE {}




OPTIONAL

}

-- Regular non critical extensions

SystemInformationBlockType1-v920-IEs ::=
SEQUENCE {


ims-EmergencySupport-r9



ENUMERATED {true}


OPTIONAL,
-- Need OR


cellSelectionInfo-v920



CellSelectionInfo-v920

OPTIONAL,
-- Cond RSRQ


nonCriticalExtension



SystemInformationBlockType1-v1130-IEs
OPTIONAL

}

SystemInformationBlockType1-v1130-IEs ::=
SEQUENCE {


tdd-Config-v1130



TDD-Config-v1130


OPTIONAL,
-- Cond TDD-OR


cellSelectionInfo-v1130


CellSelectionInfo-v1130

OPTIONAL,
-- Cond WB-RSRQ

nonCriticalExtension


SystemInformationBlockType1-v1250-IEs
OPTIONAL
}

SystemInformationBlockType1-v1250-IEs ::=
SEQUENCE {


cellAccessRelatedInfo-v1250




SEQUENCE {



category0Allowed-r12





ENUMERATED {true}

OPTIONAL
-- Need OP


},


cellSelectionInfo-v1250




CellSelectionInfo-v1250

OPTIONAL,
-- Cond RSRQ2

freqBandIndicatorPriority-r12


ENUMERATED {true}


OPTIONAL,
-- Cond mFBI

nonCriticalExtension


SystemInformationBlockType1-v1310-IEs
OPTIONAL




}

SystemInformationBlockType1-v1310-IEs ::=
SEQUENCE {


hyperSFN-r13







BIT STRING (SIZE (10))

OPTIONAL,
-- Need OR


eDRX-Allowed-r13






ENUMERATED {true}


OPTIONAL,
-- Need OR

cellSelectionInfoCE-r13




CellSelectionInfoCE-r13
OPTIONAL,
-- Need OP


bandwidthReducedAccessRelatedInfo-r13
SEQUENCE {



si-WindowLength-BR-r13




ENUMERATED {














ms20, ms40, ms60, ms80, ms120, 














ms160, ms200, spare},


si-RepetitionPattern-r13



ENUMERATED {everyRF, every2ndRF, every4thRF,
















every8thRF},


schedulingInfoList-BR-r13



SchedulingInfoList-BR-r13
OPTIONAL,
-- Need OR



fdd-DownlinkOrTddSubframeBitmapLC-r13
CHOICE {




subframePattern10-r13




BIT STRING (SIZE (10)),




subframePattern40-r13




BIT STRING (SIZE (40))



}
















OPTIONAL, 
-- Need OP



fdd-UplinkSubframeBitmapLC-r13


BIT STRING (SIZE (10)) 

OPTIONAL, 
-- Need OP



startSymbolLC-r13





INTEGER (1..4),



si-HoppingConfigCommon-r13



ENUMERATED {on,off},



si-ValidityTime-r13





ENUMERATED {true}
OPTIONAL,


-- Need OP



systemInfoValueTagList-r13



SystemInfoValueTagList-r13
OPTIONAL
-- Need OR

}















OPTIONAL,
-- Cond BW-reduced

nonCriticalExtension





SEQUENCE {}




OPTIONAL
}

PLMN-IdentityList ::=




SEQUENCE (SIZE (1..maxPLMN-r11)) OF PLMN-IdentityInfo

PLMN-IdentityInfo ::=




SEQUENCE {


plmn-Identity






PLMN-Identity,


cellReservedForOperatorUse



ENUMERATED {reserved, notReserved}

}

SchedulingInfoList ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SchedulingInfo

SchedulingInfo ::=
SEQUENCE {


si-Periodicity





ENUMERATED {












rf8, rf16, rf32, rf64, rf128, rf256, rf512},


sib-MappingInfo





SIB-MappingInfo

}

SchedulingInfoList-BR-r13 ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SchedulingInfo-BR-r13

SchedulingInfo-BR-r13 ::=
SEQUENCE {


si-Narrowband-r13



INTEGER (1..maxAvailNarrowBands-r13),


si-TBS-r13





ENUMERATED {b152, b208, b256, b328, b408, b504, b600, b712,












b808, b936}
}

SIB-MappingInfo ::= SEQUENCE (SIZE (0..maxSIB-1)) OF SIB-Type

SIB-Type ::=





ENUMERATED {











sibType3, sibType4, sibType5, sibType6,











sibType7, sibType8, sibType9, sibType10,











sibType11, sibType12-v920, sibType13-v920,











sibType14-v1130, sibType15-v1130,











sibType16-v1130, sibType17-v1250, sibType18-v1250,











..., sibType19-v1250, sibType20-v1310}

SystemInfoValueTagList-r13 ::=

SEQUENCE (SIZE (1..maxSI-Message)) OF SystemInfoValueTagSI-r13

SystemInfoValueTagSI-r13 ::=

INTEGER (0..3)

CellSelectionInfo-v920 ::=


SEQUENCE {


q-QualMin-r9





Q-QualMin-r9,


q-QualMinOffset-r9




INTEGER (1..8)





OPTIONAL
-- Need OP

}

CellSelectionInfo-v1130 ::=


SEQUENCE {


q-QualMinWB-r11





Q-QualMin-r9

}
CellSelectionInfo-v1250 ::=


SEQUENCE {


q-QualMinRSRQ-OnAllSymbols-r12





Q-QualMin-r9

}

-- ASN1STOP

8
Protocol data unit abstract syntax

8.2
Structure of encoded RRC messages

An RRC PDU, which is the bit string that is exchanged between peer entities/ across the radio interface contains the basic production as defined in X.691.

RRC PDUs shall be mapped to and from PDCP SDUs (in case of DCCH) or RLC SDUs (in case of PCCH, BCCH, BR-BCCH, CCCH or MCCH) upon transmission and reception as follows:

-
when delivering an RRC PDU as an PDCP SDU to the PDCP layer for transmission, the first bit of the RRC PDU shall be represented as the first bit in the PDCP SDU and onwards; and

-
when delivering an RRC PDU as an RLC SDU to the RLC layer for transmission, the first bit of the RRC PDU shall be represented as the first bit in the RLC SDU and onwards; and

-
upon reception of an PDCP SDU from the PDCP layer, the first bit of the PDCP SDU shall represent the first bit of the RRC PDU and onwards; and

-
upon reception of an RLC SDU from the RLC layer, the first bit of the RLC SDU shall represent the first bit of the RRC PDU and onwards.
8.5
Padding

If the encoded RRC message does not fill a transport block, the RRC layer shall add padding bits. This applies to PCCH, BCCH and BR-BCCH.

Padding bits shall be set to 0 and the number of padding bits is a multiple of 8.
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9
Specified and default radio configurations

Specified and default configurations are configurations of which the details are specified in the standard. Specified configurations are fixed while default configurations can be modified using dedicated signalling.

9.1
Specified configurations

9.1.1
Logical channel configurations

9.1.1.1
BCCH configuration

Parameters

	Name
	Value
	Semantics description
	Ver

	PDCP configuration
	N/A
	
	

	RLC configuration
	TM
	
	

	MAC configuration
	TM
	
	


NOTE:
RRC will perform padding, if required due to the granularity of the TF signalling, as defined in 8.5.

9.1.1.2
CCCH configuration

Parameters

	Name
	Value
	Semantics description
	Ver

	PDCP configuration
	N/A
	
	

	RLC configuration
	TM
	
	

	MAC configuration
	
	Normal MAC headers are used
	

	Logical channel configuration
	
	
	

	priority
	1
	Highest priority
	

	prioritisedBitRate
	infinity
	
	

	bucketSizeDuration
	N/A
	
	

	logicalChannelGroup
	0
	
	

	logicalChannelSR-Mask-r9
	release
	
	v920


9.1.1.3
PCCH configuration

Parameters

	Name
	Value
	Semantics description
	Ver

	PDCP configuration
	N/A
	
	

	RLC configuration
	TM
	
	

	MAC configuration
	TM
	
	


NOTE:
RRC will perform padding, if required due to the granularity of the TF signalling, as defined in 8.5.

9.1.1.4
MCCH and MTCH configuration

Parameters

	Name
	Value
	Semantics description
	Ver

	PDCP configuration
	N/A
	
	

	RLC configuration
	UM
	
	

	sn-FieldLength
	size5
	
	

	t-Reordering
	0
	
	


9.1.1.5
SBCCH configuration

Parameters

	Name
	Value
	Semantics description
	Ver

	PDCP configuration
	N/A
	
	

	RLC configuration
	TM
	
	

	MAC configuration
	TM
	
	


NOTE:
RRC will perform padding, if required due to the granularity of the TF signalling, as defined in 8.5.

9.1.1.6
STCH configuration

Parameters

	Name
	Value
	Semantics description
	Ver

	PDCP configuration
	
	
	

	discardTimer
	Undefined
	Up to UE implementation
	

	pdcp-SN-Size
	16
	
	

	maxCID
	15
	
	

	profiles
	
	
	

	RLC configuration
	
	Uni-directional UM RLC

UM window size is set to 0
	

	sn-FieldLength
	5
	
	

	logicalChannelIdentity
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	Logical channel configuration
	
	
	

	priority
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	prioritisedBitRate
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	bucketSizeDuration
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	logicalChannelGroup
	3
	
	

	MAC configuration
	
	
	

	maxHARQ-Tx
	4
	
	


9.1.1.7
SC-MCCH and SC-MTCH configuration

Parameters

	Name
	Value
	Semantics description
	Ver

	PDCP configuration
	N/A
	
	

	RLC configuration
	UM
	
	

	sn-FieldLength
	size5
	
	

	t-Reordering
	0
	
	


9.1.1.X
BR-BCCH configuration

Parameters

	Name
	Value
	Semantics description
	Ver

	PDCP configuration
	N/A
	
	

	RLC configuration
	TM
	
	

	MAC configuration
	TM
	
	


NOTE:
RRC will perform padding, if required due to the granularity of the TF signalling, as defined in 8.5.

Annex A (informative): Guidelines, mainly on use of ASN.1

Editor's note
No agreements have been reached concerning the extension of RRC PDUs so far. Any statements in this section about the protocol extension mechanism should be considered as FFS.

A.4.3.2
Further guidelines

Further to the general principles defined in the previous section, the following additional guidelines apply regarding the use of extension markers:

-
Extension markers within SEQUENCE

-
Extension markers are primarily, but not exclusively, introduced at the higher nesting levels

-
Extension markers are introduced for a SEQUENCE comprising several fields as well as for information elements whose extension would result in complex structures without it (e.g. re-introducing another list)

-
Extension markers are introduced to make it possible to maintain important information structures e.g. parameters relevant for one particular RAT

-
Extension markers are also used for size critical messages (i.e. messages on BCCH, BR-BCCH, PCCH and CCCH), although introduced somewhat more carefully

-
The extension fields introduced (or frozen) in a specific version of the specification are grouped together using double brackets.

-
Extension markers within ENUMERATED

-
Spare values are used until the number of values reaches the next power of 2, while the extension marker caters for extension beyond that limit

-
A suffix of the form "vXYZ" is used for the identifier of each new value, e.g. "value-vXYZ".

-
Extension markers within CHOICE:

-
Extension markers are introduced when extension is foreseen and when comprehension is not required by the receiver i.e. behaviour is defined for the case where the receiver cannot comprehend the extended value (e.g. ignoring an optional CHOICE field). It should be noted that defining the behaviour of a receiver upon receiving a not comprehended choice value is not required if the sender is aware whether or not the receiver supports the extended value.

-
A suffix of the form "vXYZ" is used for the identifier of each new choice value, e.g. "choice-vXYZ".

Non-critical extensions at the end of a message/ of a field contained in an OCTET or BIT STRING:

-
When a nonCriticalExtension is actually used, a "Need" statement should not be provided for the field, which always is a group including at least one extension and a field facilitating further possible extensions. For simplicity, it is recommended not to provide a "Need" statement when the field is not actually used either.

Further, more general, guidelines:

-
In case a need statement is not provided for a group, a "Need" statement is provided for all individual extension fields within the group i.e. including for fields that are
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