Page 1



3GPP TSG-RAN WG4 Meeting #78bis 
R4-161541
San Jose Del Cabo, Mexico, 11 - 15 Apr, 2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.101
	CR
	3491
	rev
	
	Current version:
	13.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:

	Square brackets on B39 single carrier spurious emission requirements for protecting B3

	
	

	Source to WG:
	China Telecom

	Source to TSG:
	R4

	
	

	Work item code:
	LTE-RF
	
	Date:
	2016-04-01

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	The square brackets on B39 single carrier spurious emission requirements for protecting B3 were removed by mistake, while the square brackets on the corresponding CA requirements are still kept.

This CR proposes to add back the square brackets on B39 single carrier spurious emission requirements for protecting B3, in order to make the requirements to be consistent between single carrier and CA cases.

	
	

	Summary of change:
	Add back the square brackets on B39 single carrier spurious emission requirements for protecting B3 in Table 6.6.3.2-1.
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< Start of change >
6.6.3.2
Spurious emission band UE co-existence

This clause specifies the requirements for the specified E-UTRA band, for coexistence with protected bands.

NOTE:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.

Table 6.6.3.2-1: Requirements

	E-UTRA Band
	Spurious emission 

	
	
Protected band

	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	< unchanged text omitted >

	39
	E-UTRA Band 1, 8, 22, 26, 34, 40, 41, 42, 44, 45
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	1805
	
	1855
	[-40]
	1
	32

	
	Frequency range
	1855
	
	1875
	[-15.5]
	5
	15,26,32

	
	Frequency range
	1875
	
	1880
	[-15.5]
	5
	15,26,33

	< unchanged text omitted >


< End of change >
