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	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.101
	3493
	 
	F
	Rel-13
	CR to Correct Notes for CA REFSENS Tables
	R4-161567
	ZTE, Nubia Technology
	TEI13

	36.101
	3494
	 
	D
	Rel-13
	Editorial modification on uplink inter-band CA
	R4-161670
	CATT
	TEI13

	36.133
	3384
	 
	F
	Rel-13
	Removal of  conditions for intra-frequency relative RSRQ measurement accuracy requirements under operation with frame structure 3
	R4-161684
	CATT
	LTE_LAA

	36.133
	3394
	 
	F
	Rel-13
	CR: Correction to Band 66 notes in E-UTRA band groups
	R4-161740
	Dish Network
	TEI13

	36.133
	3406
	 
	F
	Rel-13
	CR of typo in interruption requirements
	R4-161844
	LG Electronics
	LTE_eD2D_Prox-Core

	36.101
	3517
	 
	F
	Rel-13
	Introduction of 4Rx requirement for Band 1
	R4-162092
	NTT DOCOMO, INC.
	LTE_4Rx_AP_DL-Core

	36.133
	3418
	 
	F
	Rel-13
	Editorial correction in RRM requirements
	R4-162136
	Ericsson
	TEI13

	36.133
	3423
	 
	F
	Rel-13
	Channel occupancy measurement requirements
	R4-162144
	Ericsson
	LTE_LAA-Core

	36.133
	3428
	 
	F
	Rel-13
	Inter-frequency RSSI measurement requirements
	R4-162149
	Ericsson
	LTE_LAA-Core

	36.133
	3430
	 
	F
	Rel-13
	Editorial correction in LAA requirements
	R4-162151
	Ericsson
	LTE_LAA-Core

	36.133
	3432
	 
	F
	Rel-13
	RS-SINR accuracy requirements with CA
	R4-162157
	Ericsson
	LTE_MC_load-Core

	36.133
	3434
	 
	F
	Rel-13
	4 DL PCell in FDD Event triggered reporting on deactivated SCells in non-DRX # 3
	R4-162165
	Ericsson
	LTE_CA_B4_B4_B5_B30-Core

	36.133
	3435
	 
	F
	Rel-13
	4 DL PCell in TDD Event triggered reporting on deactivated SCells in non-DRX # 4
	R4-162166
	Ericsson
	LTE_CA_B4_B4_B5_B30-Core

	36.133
	3436
	 
	F
	Rel-13
	5 DL PCell in FDD Event triggered reporting on deactivated SCells in non-DRX # 1
	R4-162167
	Ericsson
	LTE_CA_B1_B3_B7_B7_B28-Perf

	36.133
	3437
	 
	F
	Rel-13
	5 DL PCell in TDD Event triggered reporting on deactivated SCells in non-DRX # 2
	R4-162168
	Ericsson
	LTE_CA_B1_B3_B7_B7_B28-Perf

	36.101
	3522
	 
	F
	Rel-13
	CR on reference measurement channel for Rel-13 eMTC
	R4-162238
	Ericsson
	LTE_MTCe2_L1-Core

	36.101
	3526
	 
	F
	Rel-13
	Introduction of 4Rx REFSENS for Band 41
	R4-162252
	CMCC
	LTE_4Rx_AP_DL-Core

	36.101
	3528
	 
	F
	Rel-13
	Rx requirement for the non-contiguous CA with more than two component carriers
	R4-162284
	Nokia
	TEI13

	36.133
	3454
	 
	F
	Rel-12
	RSTD CA interruption on SCC in Release 12
	R4-162412
	Huawei, HiSilicon
	TEI13

	36.133
	3455
	 
	F
	Rel-13
	RSTD CA interruption on SCC in release 13
	R4-162413
	Huawei, HiSilicon
	TEI13

	36.101
	3548
	 
	F
	Rel-13
	Correction to UE Categories for 64 QAM Reference channels
	R4-162520
	Anritsu
	LTE_UL64QAM-Core

	36.133
	3483
	 
	B
	Rel-13
	Measurement accuracy requirements for Rel-13 MTC UE
	R4-162560
	Ericsson
	LTE_MTCe2_L1-Core

	36.101
	3549
	 
	F
	Rel-13
	Clean up for CRS-IM related requirements
	R4-162591
	Ericsson
	LTE_CRSIM-Perf

	36.104
	780
	 
	F
	Rel-13
	Band 46 sub-bands indication
	R4-162683
	Nokia
	LTE_LAA-Core

	36.104
	781
	 
	F
	Rel-13
	Band 46 channel access procedures requiremen
	R4-162686
	Nokia
	LTE_LAA-Core

	36.133
	3421
	1
	F
	Rel-13
	Reporting criteria for LAA
	R4-162715
	Ericsson
	LTE_LAA-Core

	36.133
	3379
	1
	F
	Rel-13
	CR: UE transmit timing Requirements for Cat-M1 UEs
	R4-162736
	Nokia
	LTE_MTCe2_L1-Core

	36.133
	3484
	1
	F
	Rel-13
	Timing requirements for eMTC
	R4-162737
	Ericsson
	LTE_MTCe2_L1-Core

	36.133
	3478
	1
	F
	Rel-13
	CR for eMTC RLM
	R4-162738
	Nokia, Qualcomm, Ericsson, Huawei, HiSilicon
	LTE_MTCe2_L1-Core

	36.133
	3433
	1
	F
	Rel-13
	RS-SINR measurement requirements with CA
	R4-162755
	Ericsson
	LTE_MC_load-Core

	36.101
	3545
	1
	F
	Rel-13
	Maintenance CR for CRS-IM
	R4-162801
	Huawei, HiSilicon
	LTE_CRSIM-Perf

	36.104
	773
	1
	F
	Rel-13
	Correction on co-existence and co-location emssion requirement for LAA
	R4-162909
	Huawei, Nokia, Ericsson
	LTE_LAA-Core

	36.101
	3531
	1
	F
	Rel-13
	Correction on eMTC in TS 36.101
	R4-162912
	Huawei
	LTE_MTCe2_L1-Core

	36.101
	3499
	1
	F
	Rel-13
	Correction of Pcmax for Prose
	R4-162913
	Ericsson, InterDigital, Qualcomm
	LTE_eD2D_Prox-Core

	36.101
	3507
	1
	C
	Rel-13
	Correcting fallback inconsistencies in CA of B41 and B42 in REL-13
	R4-162915
	SoftBank Corp.
	LTE_CA_B41_B42_B42, LTE_CA_B41_B41_B42_B42

	36.893
	2
	 
	F
	Rel-13
	B68 UE spurious emissions for DTT protection in the arab region
	R4-162917
	Motorola Solutions, Ericsson, Qualcomm, Skyworks
	LTE_FDD_700_ARAB-Core

	37.105
	2
	1
	F
	Rel-13
	Editorial corrections - alignment with 3GPP drafting rules
	R4-162951
	Ericsson
	AAS_BS_LTE_UTRA-Core

	37.977
	35
	 
	F
	Rel-13
	CR to TR37.977: RC+CE Test Volume Validation
	R4-163007
	Bluetest, CTTC, ETS-Lindgren
	UTRA_LTE_MIMO_OTA-Core

	36.133
	3396
	 
	F
	Rel-13
	New test cases: Event triggered reporting on deactivated SCells and interruption probability (0.5%) without DRX (FDD 4 DL CA and TDD 4 DL CA)
	R4-163012
	Nokia
	TEI13

	36.133
	3452
	1
	F
	Rel-13
	4 DL FDD CA Event Triggered Reporting with 3 deactivated SCells in Non-DRX
	R4-163013
	Huawei, HiSilicon
	LTE_CA_B2_B4_B7_B12-Perf, LTE_CA_B4_B4_B5_B30-Perf, LTE_CA_B4_B4_B12_B30-Perf, LTE_CA_B4_B4_B29_B30-Perf

	36.133
	3453
	1
	F
	Rel-13
	4 DL TDD CA Event Triggered Reporting with 3 deactivated SCells in Non-DRX
	R4-163014
	Huawei, HiSilicon
	LTE_CA_B2_B4_B7_B12-Perf, LTE_CA_B4_B4_B5_B30-Perf, LTE_CA_B4_B4_B12_B30-Perf, LTE_CA_B4_B4_B29_B30-Perf

	36.133
	3397
	 
	F
	Rel-13
	New test cases: Event triggered reporting on deactivated SCells and interruption probability (0.5%) without DRX (FDD 5 DL CA and TDD 5 DL CA)
	R4-163015
	Nokia
	TEI13

	36.133
	3450
	1
	F
	Rel-13
	5 DL FDD CA Event Triggered Reporting with Deactivated SCells in Non-DRX
	R4-163016
	Huawei, HiSilicon
	LTE_CA_B1_B3_B7_B7_B28-Perf, LTE_CA_B3_B3_B7_B7_B28-Perf

	36.133
	3451
	1
	F
	Rel-13
	5 DL TDD CA Event Triggered Reporting with Deactivated SCells in Non-DRX
	R4-163017
	Huawei, HiSilicon
	LTE_CA_B1_B3_B7_B7_B28-Perf, LTE_CA_B3_B3_B7_B7_B28-Perf

	36.133
	3474
	2
	F
	Rel-13
	maintenance on radio link monitoring for Rel-13 MTC UE
	R4-163039
	Huawei, HiSilicon
	LTE_MTCe2_L1-Core

	36.133
	3475
	2
	F
	Rel-13
	Maintenance on measurement requirements for Rel-13 MTC UE under normal coverage
	R4-163046
	Huawei, HiSilicon
	LTE_MTCe2_L1-Core

	36.133
	3476
	2
	F
	Rel-13
	Maintenance on measurement requirements for Rel-13 MTC UE under CEModeB
	R4-163047
	Huawei, HiSilicon
	LTE_MTCe2_L1-Core

	36.133
	3515
	 
	F
	Rel-13
	A clarification on LAA band
	R4-163324
	Ericsson
	LTE_LAA-Core

	36.133
	3516
	 
	F
	Rel-13
	Editorial corrections for LAA
	R4-163325
	Ericsson
	LTE_LAA-Core

	36.101
	3560
	 
	F
	Rel-13
	Corrections for CA_28A-42A and CA_28A-42C requirements
	R4-163346
	KDDI Corporation
	TEI13

	36.133
	3530
	 
	F
	Rel-13
	Editral correction for title in section A.8 and A.9 Rel-13
	R4-163354
	CATT
	TEI13

	36.133
	3553
	 
	F
	Rel-13
	Absolute and relative RSRP accuracies in FDD 4DL CA# 3
	R4-163510
	Ericsson
	LTE_CA_B4_B4_B5_B30-Core

	36.133
	3554
	 
	F
	Rel-13
	Absolute and relative RSRP accuracies in TDD 4DL CA# 4
	R4-163511
	Ericsson
	LTE_CA_B4_B4_B5_B30-Core

	36.133
	3557
	 
	F
	Rel-13
	Absolute and relative RSRQ accuracies in 5 DL FDD CA # 7
	R4-163514
	Ericsson
	LTE_CA_B1_B3_B7_B7_B28-Perf

	36.133
	3558
	 
	F
	Rel-13
	Absolute and relative RSRQ accuracies in 5 DL TDD CA # 8
	R4-163515
	Ericsson
	LTE_CA_B1_B3_B7_B7_B28-Perf

	36.133
	3562
	 
	F
	Rel-13
	E-UTRAN-WLAN RSSI event triggered reporting in non-DRX
	R4-163519
	Ericsson
	LTE_WLAN_radio-Perf

	36.101
	3576
	 
	F
	Rel-13
	RMC for verification of RF receiver requirements for LAA
	R4-163539
	Ericsson
	LTE_LAA-Core

	36.101
	3578
	 
	F
	Rel-13
	Corrections of CA 8A-42A/C in REL-13
	R4-163561
	SoftBank Corp.
	LTE_CA_B8_B42_B42

	37.105
	6
	 
	F
	Rel-13
	Correction of interfering signal level for Tx intermodulation
	R4-163671
	Ericsson, Nokia, Huawei, NEC
	AAS_BS_LTE_UTRA-Core

	36.133
	3569
	 
	F
	Rel-13
	CR on TDD-FDD 4DL CA activation and deactivation of known SCell in non-DRX
	R4-163699
	NTT DOCOMO, INC.
	TEI13

	36.133
	3571
	 
	F
	Rel-13
	CR on TDD-FDD 4DL CA activation and deactivation of unknown SCell in non-DRX
	R4-163701
	NTT DOCOMO, INC.
	TEI13

	36.101
	3585
	 
	F
	Rel-13
	CR on Frequency bands for UE category 0 and UE category M1
	R4-163796
	Ericsson
	LTE_MTCe2_L1-Core

	36.101
	3587
	 
	F
	Rel-13
	CR for dTib,c and dRib,c for CA combinations including Band 21 and 42
	R4-163805
	NTT DOCOMO, INC.
	LTE_CA_B1_B21_B42-Core, LTE_CA_B19_B21_B42-Core, LTE_CA_B1_B19_B21_B42-Core, LTE_CA_B1_B21_B42_B42-Core, LTE_CA_B19_B21_B42_B42-Core, LTE_CA_B1_B19_B21_B42_B42-Core

	36.101
	3590
	 
	F
	Rel-13
	CR for delta F_HD for B46 combinations
	R4-163850
	NTT DOCOMO, INC.
	LTE_LAA-Core

	36.101
	3610
	 
	F
	Rel-13
	Uplink configuration for reference sensitivity for B45
	R4-163993
	Huawei
	LTE_TDD_1447MHz_China-Core

	36.101
	3614
	 
	F
	Rel-13
	CR: Maintenance CR for demodulation performance requirements (Rel-13)
	R4-164046
	Huawei, HiSilicon
	TEI13

	36.133
	3612
	 
	F
	Rel-13
	PCell in FDD: absolute and relative RSRP accuracies in FDD-TDD 4DL CA
	R4-164091
	Huawei, HiSilicon
	LTE_CA_B2_B4_B7_B12-Perf, LTE_CA_B4_B4_B5_B30-Perf, LTE_CA_B4_B4_B12_B30-Perf, LTE_CA_B4_B4_B29_B30-Perf

	36.133
	3613
	 
	F
	Rel-13
	PCell in TDD: absolute and relative RSRP accuracies in TDD-FDD 4DL CA.
	R4-164092
	Huawei, HiSilicon
	LTE_CA_B2_B4_B7_B12-Perf, LTE_CA_B4_B4_B5_B30-Perf, LTE_CA_B4_B4_B12_B30-Perf, LTE_CA_B4_B4_B29_B30-Perf

	36.133
	3614
	 
	F
	Rel-13
	absolute and relative RSRP accuracies in FDD 5 DL CA
	R4-164093
	Huawei, HiSilicon
	LTE_CA_B1_B3_B7_B7_B28-Perf, LTE_CA_B3_B3_B7_B7_B28-Perf

	36.133
	3615
	 
	F
	Rel-13
	absolute and relative RSRP accuracies in TDD 5 DL CA
	R4-164094
	Huawei, HiSilicon
	LTE_CA_B1_B3_B7_B7_B28-Perf, LTE_CA_B3_B3_B7_B7_B28-Perf

	36.869
	1
	 
	F
	Rel-13
	Addition of BS coexistence studies of CA_66C, CA_66B and CA_66A-66A
	R4-164180
	Nokia, Verizon
	LTE_AWS_EXT-Core

	36.101
	3619
	 
	F
	Rel-13
	CR 36.101 on 7+38 blocking requirement
	R4-164235
	Vodafone
	TEI13

	36.893
	3
	 
	F
	Rel-13
	A-MPR for Band 68 using averaged TC SAW filter result
	R4-164399
	Qualcomm Incorporated
	LTE_FDD_700_ARAB-Core

	36.104
	799
	 
	F
	Rel-13
	Correction to BS spurious emissions for co-location with Band 46
	R4-164430
	Nokia
	LTE_LAA-Core

	36.101
	3579
	1
	F
	Rel-13
	CR on control channel requirements of 4 Rx UE
	R4-164553
	LG Electronics, Ericsson
	LTE_4Rx_AP_DL

	36.133
	3587
	1
	F
	Rel-13
	Modification on intra-frequency discovery signal measurement requirements in LAA
	R4-164567
	Huawei, HiSilicon,Nokia
	LTE_LAA-Core

	36.133
	3519
	1
	F
	Rel-13
	Inter-frequency measurement requirements
	R4-164568
	Ericsson, Nokia
	LTE_LAA-Core

	36.133
	3534
	1
	F
	Rel-13
	Test cases for E-UTRAN DC Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps
	R4-164584
	CATT
	LTE_dualC_enh-Core

	36.133
	3653
	1
	B
	Rel-13
	UE transmit timing test for eMTC UEs in CEModeA
	R4-164622
	Ericsson
	LTE_MTCe2_L1-Core

	36.133
	3570
	1
	F
	Rel-13
	CR on TDD-FDD 5DL CA activation and deactivation of known SCell in non-DRX
	R4-164628
	NTT DOCOMO, INC.
	TEI13

	36.133
	3572
	1
	F
	Rel-13
	CR on TDD-FDD 5DL CA activation and deactivation of unknown SCell in non-DRX
	R4-164629
	NTT DOCOMO, INC.
	TEI13

	36.133
	3655
	1
	F
	Rel-13
	Defining of ProSe periodicity for ProSe inter-frequency and CA operation
	R4-164631
	Ericsson, Qualcomm Incorporated, Nokia
	LTE_eD2D_Prox-Core

	36.133
	3555
	1
	F
	Rel-13
	PCell in FDD: absolute and relative RSRP accuracies in TDD-FDD 5 DL CA # 1
	R4-164649
	Ericsson
	LTE_CA_B1_B3_B7_B7_B28-Perf

	36.133
	3556
	1
	F
	Rel-13
	PCell in TDD: absolute and relative RSRP accuracies in TDD-FDD 5 DL CA # 2
	R4-164650
	Ericsson
	LTE_CA_B1_B3_B7_B7_B28-Perf

	36.101
	3636
	1
	F
	Rel-13
	Correction to A-MPR for NS_26
	R4-164659
	Qualcomm Incorporated
	LTE_FDD_700_ARAB-Core

	36.104
	789
	1
	F
	Rel-13
	Correction related to band 65
	R4-164660
	Ericsson
	TEI13

	36.141
	851
	1
	F
	Rel-13
	Correction related to band 65
	R4-164661
	Ericsson
	TEI13

	25.113
	65
	1
	F
	Rel-13
	Clarification in EMC environmental conditions references
	R4-164668
	Ericsson
	TEI13

	36.113
	59
	1
	F
	Rel-13
	Clarification in EMC environmental conditions references
	R4-164669
	Ericsson
	TEI13

	37.113
	47
	 
	F
	Rel-13
	Clarification in EMC environmental conditions references
	R4-164670
	Ericsson
	TEI13

	37.104
	294
	1
	F
	Rel-13
	Introduction of Band 46 in 37.104
	R4-164674
	Ericsson
	LTE_LAA-Core

	36.101
	3632
	1
	F
	Rel-13
	CR for TM9 tests with MBSFN subframes configured for PDSCH in Rel-13
	R4-164733
	Ericsson
	TEI13

	36.133
	3609
	1
	F
	Rel-13
	CR on UE transmit timing requirement
	R4-164755
	Huawei, HiSilicon
	TEI13

	36.133
	3591
	2
	F
	Rel-13
	Modification on CA requirements in LAA
	R4-164756
	Huawei, HiSilicon, Qualcomm Incorporated, Nokia
	LTE_LAA-Core

	36.133
	3640
	 
	F
	Rel-13
	4 DL CA PCell in FDD FDD-TDD RSRQ for E-UTRAN in Carrier Aggregation
	R4-164769
	Nokia
	TEI13

	37.105
	7
	1
	F
	Rel-13
	Correct spectrum emission mask and operating band UEM absolute basic limits
	R4-164789
	Huawei
	AAS_BS_LTE_UTRA-core

	37.114
	2
	1
	F
	Rel-13
	Clarification in EMC environmental conditions references
	R4-164790
	Ericsson
	AAS_BS_LTE_UTRA-Core

	37.977
	37
	 
	F
	Rel-13
	CR to TR37.977: RC+CE Validation Updates
	R4-164806
	Bluetest, CTTC, ETS-Lindgren
	UTRA_LTE_MIMO_OTA-Core

	36.307
	682
	1
	F
	Rel-13
	CR TS 36.307 REL-13
	R4-164816
	Nokia, Ericsson, Dish
	TEI13, LTE_4Rx_AP_DL

	36.101
	3602
	1
	F
	Rel-13
	Clarification on eMTC RX requirements in TS 36.101
	R4-164833
	Huawei, Intel
	LTE_MTCe2_L1-Core

	37.105
	11
	1
	D
	Rel-13
	37.105: Readability improvemenand corrections (sections 4 - 10)
	R4-164837
	Huawei
	AAS_BS_LTE_UTRA-Core

	36.853-13
	1
	 
	F
	Rel-13
	CR 36.853-13 on 7+38 blocking requirement
	R4-164838
	Vodafone
	TEI13

	36.101
	3551
	2
	F
	Rel-13
	Correction on eMTC In-band emissions in TS 36.101
	R4-164841
	Sequans Communications
	LTE_MTCe2_L1-Core

	36.133
	3541
	1
	F
	Rel-13
	Modifications on LAA SCell activation delay requirements
	R4-164848
	Nokia
	LTE_LAA-Core

	36.133
	3502
	1
	F
	Rel-13
	Rx-Tx time difference reporting
	R4-164851
	Intel Corporation
	TEI13

	36.133
	3578
	1
	F
	Rel-13
	Editorial corrections of an incorrect note for Band 32
	R4-164852
	Ericsson
	TEI13

	36.307
	691
	1
	F
	Rel-13
	Correction of RRM multiple uplink requirements and test cases in 36.307
	R4-164855
	Ericsson
	TEI13

	36.133
	3647
	2
	F
	Rel-13
	CR: RRC re-establishment requirements for Cat-M1 UEs
	R4-164861
	Nokia
	LTE_MTCe2_L1-Core

	36.133
	3377
	3
	F
	Rel-13
	CR: Intra-frequency handover requirements for Cat-M1 UEs in CEModeA
	R4-164862
	Nokia
	LTE_MTCe2_L1-Core

	36.133
	3622
	2
	F
	Rel-13
	CR on eMTC eDRX
	R4-164868
	Huawei, HiSilicon
	LTE_MTCe2_L1-Core

	36.133
	3666
	1
	F
	Rel-13
	CR: Intra-frequency handover requirements for Cat-M1 UEs in CEModeB
	R4-164875
	Nokia, Ericsson
	LTE_MTCe2_L1-Core

	36.133
	3641
	 
	F
	Rel-13
	4 DL CA PCell in TDD TDD-FDD RSRQ for E-UTRAN in Carrier Aggregation
	R4-164877
	Nokia
	TEI13

	36.133
	3642
	 
	F
	Rel-13
	5 DL PCell in FDD RSRQ for E-UTRAN in Carrier Aggregation
	R4-164878
	Nokia
	TEI13

	36.133
	3643
	 
	F
	Rel-13
	5 DL PCell in TDD RSRQ for E-UTRAN in Carrier Aggregation
	R4-164879
	Nokia
	TEI13

	37.977
	36
	2
	F
	Rel-14
	Definition of device positioning within the Multi Probe Anechoic Chamber test volume
	R4-164922
	Motorola Mobility, Spirent Communications, SGS Wireless
	UTRA_LTE_MIMO_OTA-Core
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