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< Unchanged sections omitted >

6.2
Transmit power

6.2.1
Void

Editor's note:
This "void" section was introduced because TS 36.101 v8.1.0 also contains a "void" sub-clause within the transmit power clause 6.2, and there is a strong desire in RAN5 to keep the test cases clauses numbering matching their specific core requirements as much as possible.

6.2.2
UE Maximum Output Power
6.2.2.1
Test purpose

To verify that the error of the UE maximum output power does not exceed the range prescribed by the specified nominal maximum output power and tolerance.

An excess maximum output power has the possibility to interfere to other channels or other systems. A small maximum output power decreases the coverage area.

6.2.2.2
Test applicability

This test case applies to all types of E-UTRA Power Class 3 UE release 8 and forward.

< Unchanged sections omitted >
6.2.3
Maximum Power Reduction (MPR)
Editor's note:

- Requirement for Band 44 is not yet finalised due to square brackets in core specification TS 36.101 Table 6.2.2-1.

- Test requirements values in this section need to be reviewed in order to take into account notes in Table 6.2.5.3-2: ΔTIB,c regarding ΔTIB,c and asymmetric lower tolerances in table 6.2.2.3-1.
6.2.3.1
Test purpose

The number of RB identified in Table 6.2.3.3-1 is based on meeting the requirements for adjacent channel leakage ratio and the maximum power reduction (MPR) due to Cubic Metric (CM).

Simple scaling can be used to derive the requirement for other bandwidth based on the previously agreed value for 5MHz channel bandwidth.

6.2.3.2
Test applicability

The requirements of this test apply in test cases 6.6.2.3 Adjacent Channel Leakage power Ratio to all types of E-UTRA Power Class 3 UE release 8 and forward

NOTE:
As a result TC 6.2.3 has not been included in the test case applicability table 4.1-1, TS 36.521-2. This does not preclude the test from being used for R&D or other purposes if deemed useful..

< Unchanged sections omitted >

6.2.4
Additional Maximum Power Reduction (A-MPR)

Editor's note:

1.
Test requirements values in this section need to be reviewed in order to take into account notes in Table 6.2.5.3-2: ΔTIB,c regarding ΔTIB,c and asymmetric lower tolerances in table 6.2.2.3-1.

2.
2.
For a transition period until RAN5#72, this test case in version 13.0.1 of 36.521-1 shall be used. This is to ensure no test coverage is lost before the UL 64QAM test case becomes available. 

3.
This test is incomplete for NS_05 in band 65 and NS_05 with modifiedMPRbehavior=1 in band 1. The following aspects are either missing or not yet determined:

- The test point analysis for NS_05 is missing in 3GPP TR 36.905.

- Test point applicability is under investigation.
6.2.4.1
Test purpose

Additional ACLR and spectrum emission requirements can be signalled by the network to indicate that the UE shall also meet additional requirements in a specific deployment scenario. To meet these additional requirements, Additional Maximum Power Reduction A-MPR is allowed for the output power as specified in Table 6.2.2.3-1. Unless stated otherwise, an A-MPR of 0 dB shall be used.
6.2.4.2
Test applicability

The requirements of this test apply in test case 6.6.2.2 Additional Spectrum Emission Mask for network signalled values NS_03, NS_04, NS_06, NS_07, NS_11, NS_20 and NS_21 to all types of E-UTRA Power Class 3 UE release 8 and forward.

The requirements of this test apply in test case 6.6.3.3 Additional Spurious Emissions for network signalled values NS_05, NS_07, NS_08, NS_09, NS_11, NS_12, NS_13, NS_14, NS_15, NS_16, NS_17, NS_18, NS_19, NS_20, NS_21. NS_24, and NS_25 to all types of E-UTRA Power Class 3 UE release 8 and forward.

NOTE:
As a result TC 6.2.4 has not been included in the test case applicability table 4.1-1, TS 36.521-2. This does not preclude the test from being used for R&D or other purposes if deemed useful.

< Unchanged sections omitted >

6.2.5
Configured UE transmitted Output Power

Editor’s notes: This clause is incomplete for B2+B4 CA tests and awaiting for RAN4 decision
· CA_2A-4A ΔTIB,c in Table 6.2.5.3-2 is still in square brackets

6.2.5.1
Test purpose

To verify the UE does not exceed the minimum between the PEMAX maximum allowed UL TX Power signalled by the E-UTRAN and the PUMAX maximum UE power for the UE power class.

6.2.5.2
Test applicability

This test applies to all types of E-UTRA Power Class 3 UE release 8 and forward.

< Unchanged sections omitted >

6.3.5
Power Control

Power control is used to limit the interference level and compensate the channel fading. The UE power is defined as the mean power in a subframe or ON power duration, whichever is available.
The UE transmission can be in two contiguity modes, i.e. contiguous transmission and non-contiguous transmission. The former has a transmission gap of 0 and the later has a transmission gap larger than 0. The transmission gap is the time interval between the end of the last UE transmission subframe and the beginning of the next UE transmission subframe or the UpPTS (for TDD).

6.3.5.1
Power Control Absolute power tolerance

6.3.5.1.1
Test purpose

To verify the ability of the UE transmitter to set its initial output power to a specific value at the start of a contiguous transmission or non-contiguous transmission with a long transmission gap, i.e. transmission gap is larger than 20 ms.
6.3.5.1.2
Test applicability

This test applies to all types of E-UTRA Power Class 3 UE release 8 and forward.

6.3.5.1.3
Minimum conformance requirement

Absolute power tolerance is the ability of the UE transmitter to set its initial output power to a specific value for the first sub-frame at the start of a contiguous transmission or non-contiguous transmission with a transmission gap larger than 20ms.
The minimum requirement on absolute power tolerance is given in Table 6.3.5.1.3-1 over the power range bounded by the Maximum output power as defined in sub-clause 6.2.2 and the Minimum output power as defined in sub clause 6.3.2.

For operating bands under Note 2 in Table 6.2.2.3-1, the absolute power tolerance as specified in Table 6.3.5.1.3-1 is relaxed by reducing the lower limit by 1.5 dB when the transmission bandwidth is confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high.

Table 6.3.5.1.3-1: Absolute power tolerance
	Conditions
	Tolerance

	Normal conditions
	± 9.0 dB

	Extreme conditions
	± 12.0 dB


The normative reference for this requirement is TS 36.101 [2] clause 6.3.5.1.1.



< Unchanged sections omitted >

6.3.5.2
Power Control Relative power tolerance

6.3.5.2.1
Test purpose

To verify the ability of the UE transmitter to set its output power relatively to the power in a target sub-frame relatively to the power of the most recently transmitted reference sub-frame if the transmission gap between these sub-frames is ≤ 20 ms.

6.3.5.2.2
Test applicability

This test applies to all types of E-UTRA Power Class 3 UE release 8 and forward.

< Unchanged sections omitted >

6.3.5.3
Aggregate power control tolerance

6.3.5.3.1
Test purpose

To verify the ability of the UE to maintain its power level in non-contiguous transmission within 21 ms in response to 0 dB TPC commands with respect to the first UE transmission, when the power control parameters specified in TS 36.213 are constant.

6.3.5.3.2
Test applicability

This test applies to all types of E-UTRA Power Class 3 UE release 8 and forward.
< Unchanged sections omitted >

6.6.2.3
Adjacent Channel Leakage power Ratio

6.6.2.3.1
Test purpose

To verify that UE transmitter does not cause unacceptable interference to adjacent channels in terms of Adjacent Channel Leakage power Ratio (ACLR).
6.6.2.3.2
Test applicability

This test case applies to all types of E-UTRA Power Class 3 UE release 8 and forward.

< End of changes >
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