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6.4
GERAN ASP Definitions

6.4.1
ASPs for Control Primitive Transmission

	TTCN-3 ASP Definition

	Type Name
	G_CPHY_CONFIG_REQ

	TTCN-3 Type
	Union

	Port
	GERAN_CL1

	G_CL1_CreateCell_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL1_DeleteCell_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL1_CreateBasicPhyCh_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL1_CreateMultiSlotConfig_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL1_DeleteChannel_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL1_ChangePowerLevel_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL1_CipheringControl_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL1_CipherModeModify_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL1_ChModeModify_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL1_ComingFN_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL2_HoldPhyInfo_REQ
	TS 34.123-3, clause 7.3.4.3.2.2

	G_CL1_L1Header_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL2_MeasRptControl_REQ
	TS 34.123-3, clause 7.3.4.3.2.2

	G_CL2_NoUAforSABM_REQ
	TS 34.123-3, clause 7.3.4.3.2.2

	G_CL2_ResumeUAforSABM_REQ
	TS 34.123-3, clause 7.3.4.3.2.2

	G_CL2_Release_REQ
	TS 34.123-3, clause 7.3.4.3.2.2

	G_CL1_SetNewKey_REQ
	TS 34.123-3, clause 7.3.4.3.2.1


	TTCN-3 ASP Definition

	Type Name
	G_CPHY_CONFIG_CNF

	TTCN-3 Type
	Union

	Port
	GERAN_CL1

	ComingFN
	RFN

	L1Header
	L1Header

	None
	This choice used when neither of the other choices are selected


	TTCN-3 ASP Definition

	Type Name
	G_CRLC_CONFIG_REQ

	TTCN-3 Type
	Union

	Port
	GERAN_CRLC

	G_CRLC_CreateRLC_MAC_REQ
	TS 34.123-3, clause 7.3.4.3.2.3

	G_CRLC_DeleteRLC_MAC_REQ
	TS 34.123-3, clause 7.3.4.3.2.3

	G_CRLC_DL_TBF_Config_REQ
	TS 34.123-3, clause 7.3.4.3.2.3

	G_CRLC_UL_TBF_Config_REQ
	TS 34.123-3, clause 7.3.4.3.2.3


	TTCN-3 ASP Definition

	Type Name
	G_CRLC_CONFIG CNF

	TTCN-3 Type
	empty record

	Port
	GERAN_CRLC


	TTCN-3 ASP Definition

	Type Name
	G_LLC_CONFIG_REQ

	TTCN-3 Type
	Union

	Port
	GERAN_CLLC

	G_CLLC_Assign_REQ
	TS 34.123-3, clause 7.3.4.3.2.4

	G_CLLC_ReassignLLE_REQ
	See below

	G_CLLC_CreateLLE_REQ
	TS 34.123-3, clause 7.3.4.3.2.4

	G_CLLC_DeleteLLE_REQ
	TS 34.123-3, clause 7.3.4.3.2.4

	G_CLLC_XID_Config_REQ
	See below

	G_CLLC_DoNotCheckSequenceNumber_REQ
	See below


	TTCN-3 ASP Definition

	Type Name
	G_CLLC_CONFIG_CNF

	TTCN-3 Type
	empty record

	Port
	GERAN_CLLC


	ASP Name
	G_CSNDCP_Activate_REQ

	PCO Type
	G_CSAP 

	Comments
	The ASP is used to activate the SNDCP entity 

	Parameter Name
	Parameter Type
	Comments

	sNDCPId
	SNDCPId
	The SNDCP entity identifier of the cell

	lLMEId
	LLMEId
	Logical link management entity Id

	nSAPI
	integer
	The Network Service Access Point Identifier

	sAPI
	SAPI
	LLC SAPI

	PCI_Compression
	INTEGER
	0 - RFC 1144 [54] compress;

1 - RFC 2507 [55] compression;

32 - no compression

	dataCompression
	INTEGER
	0 - ITU-T Recommendation V.42bis [56] compression;

1 - ITU-T Recommendation V.44 [57] compression;

32 - no compression

	nPDUNumberSync
	INTEGER
	0 - Asynchronous

1 - Synchronous

	Detailed Comments
	


	ASP Name
	G_CSNDCP_Activate_CNF

	PCO Type
	G_CSAP 

	Comments
	The ASP is used to get the confirmation of a G_CSNDCP_Activate_REQ 

	Parameter Name
	Parameter Type
	Comments

	sNDCPId
	SNDCPId
	SNDCPentity identifier 

	nSAPI
	NSAPI
	The Network Service Access Point Identifier

	Detailed Comments
	


	ASP Name
	G_CSNDCP_Release_REQ

	PCO Type
	G_CSAP 

	Comments
	This ASP is used to inform that the NSAPI is in use and the acknowledge mode peer to peer LLC operation for the requested SAPI is established. 

	Parameter Name
	Parameter Type
	Comments

	sNDCPId
	SNDCPId
	The SNDCP entity identifier 

	nSAPI
	integer
	The Network Service Access Point Identifier

	Detailed Comments
	


	TTCN-3 ASP Definition

	Type Name
	G_SNDCP_CONFIG_CNF

	TTCN-3 Type
	Record

	Port
	GERAN_CSNDCP


	TTCN-3 ASP Definition

	Type Name
	G_SNDCP_CONFIG_REQ

	TTCN-3 Type
	Union

	Port
	GERAN_CSNDCP

	G_CSNDCP_Activate_REQ
	

	G_CSNDCP_Release_REQ
	


	ASP Name
	G_CLLC_ReassignLLE_REQ

	PCO Type
	G_CSAP 

	Comments
	The ASP is used to reassign RLC/MAC entity to the specified LLME identity.

This ASP allows simulation of Intra-SGSN operations in tests.

	Parameter Name
	Parameter Type
	Comments

	lLMEId
	LLMEId
	Logical Layer Management Entity Id

	rLC_MAC_MappingInfo
	integer
	This parameter indicates the RLC/MAC emulation module in the cell, not the cell itself

	tLLI
	TLLI
	


	ASP Name
	G_CLLC_XID_Config_REQ

	PCO Type
	G_CSAP 

	Comments
	The ASP is used to inform the SS of the XID information responded to the UE by TTCN

	Parameter Name
	Parameter Type
	Comments

	lLMEId
	LLMEId
	

	tLLI 
	TLLI
	

	sAPI
	SAPI
	

	xID_Info
	XID_Info
	the XID parameters responded to the UE/MS

	Detailed Comments
	


	ASP Name
	G_CLLC_DoNotCheckSequenceNumber_REQ

	PCO Type
	G_CSAP 

	Comments
	The ASP commands the SS to not check the N(U) sequence number of the next LLC message to be received on the connection specified by the ASP parameters.  The SS should however use this value to update its value of N(U).

	Parameter Name
	Parameter Type
	Comments

	lLMEId
	LLMEId
	The identifier of the cell Logical Layer Management Entity Id

	tLLI 
	TLLI
	

	sAPI
	SAPI
	

	Detailed Comments
	


<End of Modified Section>
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9.2
MultiRAT PIXIT

Table 9.2-1: GERAN PIXIT

	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_GERAN_BandUnderTest
	GERAN_BandUnderTestType
	GSM_P900
	
	Indicates which band is under test


Table 9.2-2: UTRAN PIXIT

	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_UTRAN_CipheringAlgorithm
	CipheringAlgorithm_r7
	uea2
	uea0, uea1, uea2
	UTRAN Ciphering algorithm

	px_UARFCN_Low_TDD
	integer
	
	
	Low Range downlink UARFCN value for LCR TDD

	px_UARFCN_Mid_TDD
	integer
	
	
	Mid Range downlink UARFCN value for LCR TDD

	px_UARFCN_High_TDD
	integer
	
	
	High Range downlink UARFCN value for LCR TDD

	px_TDD_OperationBandCharstring
	charstring
	a
	px_UARFCN_Mid_TDD, px_UARFCN_Low_TDD and px_UARFCN_High_TDD shall take the values according to the value of px_TDD_OperationBandCharstring.
	Applicable for TDD
The operation band under test as defined in 34.108 clause 5.1.2.


Table 9.2-3: CDMA2000 HRPD PIXIT
	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_HRPD_BandClass
	BandclassCDMA2000_Type
	1
	
	Band Class;

Table 1.5-1 of C.S0057-E v1.0

Default value corresponds to 1.8 to 2.0 GHz PCS band

	px_HRPD_SectorID_Cell15
	SectorID_HRPD_Type
	oct2bit('FEA00000000000000000000000000001'O)
	
	Sector ID of Cell 15;

Clause 13.9 of C.S0024-C v2.0

	px_HRPD_SectorID_Cell16
	SectorID_HRPD_Type
	oct2bit('FEA00000000000000000000000000002'O)
	
	Sector ID of Cell 16;

Clause 13.9 of C.S0024-C v2.0

	px_HRPD_SectorID_Cell17
	SectorID_HRPD_Type
	oct2bit('FEA00000000000000000000000000003'O)
	
	Sector ID of Cell 17;

Clause 13.9 of C.S0024-C v2.0

	px_HRPD_SectorID_Cell18
	SectorID_HRPD_Type
	oct2bit('FEA00000000000000000000000000004'O)
	
	Sector ID of Cell 18;

Clause 13.9 of C.S0024-C v2.0

	px_ColorCode
	ColorCode_Type
	64
	
	Colour code of the subnet to which the sectors belong;

Same for all HRPD cells

	px_ColorCodeDiff
	B32_Type
	128
	
	Colour code of the subnet to which the sectors belong;

Adifferent colour code than default

	px_OpenLoopAdjust
	OpenLoopAdjust_Type
	10
	
	The value of open loop adjust to be used by access terminals in the open loop power estimate, expressed as an unsigned value in units of 1 dB. The value used by the access terminal is -1 times the value of this field

	px_UATI24
	O3_Type
	'123456'O
	
	UATI to be allocated to the UE,

clause 6.3.7.2.2 of C.S0024-C v2.0

	px_MACIndex
	integer
	15
	
	ReverseLinkMACIndex to be used. Allowed values 0...383 C.S0024-C v2.0 clause 12.4.1.3.2.2


Table 9.2-4: CDMA2000 1xRTT PIXIT
	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_1XRTT_BaseId_Cell19
	B16_Type
	int2bit (39,16)
	
	Base ID of Cell 19

	px_1XRTT_BaseId_Cell20
	B16_Type
	int2bit (40,16)
	
	Base ID of Cell 20

	px_1XRTT_BaseId_Cell21
	B16_Type
	int2bit (41,16)
	
	Base ID of Cell 21

	px_1XRTT_BaseId_Cell22
	B16_Type
	int2bit (42,16)
	
	Base ID of Cell 22

	px_1XRTT_NID
	B16_Type
	int2bit (100,16)
	
	default Network ID of 1xRTT Cells

	px_1XRTT_SID
	B15_Type
	int2bit (200,15)
	
	default SystemID of 1xRTT Cells

	px_1XRTT_TMSI_Def
	O4_Type
	'1234ABCD'O
	
	TMSI to be used in 1XRTT

	px_1XRTT_MinProtRev
	ProtRev_Type
	0
	
	Minimum Protocol revision supported by Base Station

	px_1XRTT_UserInfo_EncMode
	EncryptionMode_Type
	2
	
	Encryption Mode

Rijndael algorithm

	px_1XRTT_Sig_EncMode
	EncryptionMode_Type
	2
	
	Encryption Mode

Rijndael algorithm

	px_1XRTT_BandClass
	BandclassCDMA2000_Type
	1
	
	Band Class; Table 1.5-1 of C.S0057 E v1.0. Default value corresponds to 1.8 GHz to 2.0 GHz PCS band

	px_PowerDownRegEnabled
	boolean
	true
	
	Parameter for power down reg in 1xRTT

	px_1XRTT_Zone_Timer
	B3_Type
	‘000’B
	
	Zone timer sent in ‘System Parameters Message’ overhead message

	px_RAND
	B32_Type
	'00001111000011110000111100001111'B
	
	Random Challenge Data to be included along with mobility parameters in CSFBParametersResponseCDMA2000 or HandoverFromEUTRAPreparationRequest

	px_RAND2
	B32_Type
	'00001111000011110000111100001111'B
	
	Random Challenge Data to be included along with mobility parameters in CSFBParametersResponseCDMA2000 or HandoverFromEUTRAPreparationRequest


Table 9.2-5: WLAN PIXIT

	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_ePDG_Ipsec_CipheringAlgorithm
	IPsec_CipheringAlgorithm_Type
	des_ede3_cbc
	des_ede3_cbc,

aes_cbc,

nociph
	Ipsec Ciphering Algorithm used in ePDG

	px_ePDG_Ipsec_IntegrityAlgorithm
	IPsec_IntegrityAlgorithm_Type
	hmac_sha_1_96
	hmac_md5_96,

hmac_sha_1_96
	Ipsec Integrity Algorithm used in ePDG

	px_WLANBand
	WLAN_Band_Type
	Band2_4Ghz
	Band2_4Ghz, Band5Ghz, Band3_6Ghz
	WLAN ISM Band

	px_WLAN_RulesToBeTested
	WLAN_RulesToBeTested
	"ANDSF_Rules"
	"ANDSF_Rules",

"RAN_Rules"
	Rules to be tested in WLAN test cases

	px_WLAN_PDN1_ToOffload
	boolean
	true
	
	If set to true, the first PDN connection is offloaded to WLAN. If set to false, the second PDN connection is offloaded to WLAN.

	px_WLAN_UE_AddrIPv4
	charstring
	
	
	IPv4 WLAN UE Address

	px_WLAN_UE_AddrIPv6
	charstring
	
	
	IPv6 WLAN UE Address

	px_WLAN_NetworkAddrIPv4
	charstring
	
	
	IPv4 WLAN Network Address

	px_WLAN_NetworkAddrIPv6
	charstring
	
	
	IPv6 WLAN Network Address


<End of Modified Section>
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11
Guidelines on test execution

This clause provides the guidelines on test executions.

The restriction on test case execution as listed in this clause is due to the restriction of bandwidth to accommodate the necessary number of radio frequencies for the specific operating Band as used by the test cases.

11.1
EUTRA single technology

This clause provides the guidelines for the test cases to be executed on the pure EUTRA test configuration.

A test case using more than one radio frequency, i.e. using the radio frequencies f2 or f3 or f4 specified in TS 36.508 [3], shall avoid to be executed on operating:

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.1.1.1, 6.1.1.2, 6.1.1.3, 6.1.1.6, 6.1.1.7, 6.1.1.8, 6.1.2.7, 6.1.2.8, 6.1.2.9, 6.1.2.11, 6.1.2.13, 6.1.2.15, 6.1.2.17, 6.1.2.18, 6.3.1, 6.3.5, 6.3.6, 6.3.9, 6.4.1, 6.4.2,

8.1.3.4, 8.1.3.5, 8.2.2.6.2, 8.2.4.6, 8.3.1.3, 8.3.1.3a, 8.3.1.4, 8.3.1.6, 8.3.1.9, 8.3.1.10, 8.3.1.11, 8.3.1.26, 8.3.1.27, 8.3.1.31, 8.3.4.2, 8.3.4.3, 8.3.4.5, 8.6.2.2, 8.6.2.3a, 8.6.2.8, 8.6.2.10, 8.6.2.11, 8.6.2.12, 8.6.4.2, 8.6.4.3, 8.6.4.4, 8.6.4.8, 8.6.4.9, 8.6.4.10, 8.6.6.2, 8.6.6.5, 8.6.6.6, 8.6.6.7, 8.6.8.2, 8.6.8.6,

9.2.1.1.1a, 9.2.1.1.7, 9.2.1.1.13, 9.2.1.1.15, 9.2.1.1.16, 9.2.1.2.1, 9.2.1.2.10, 9.2.1.2.12, 9.2.1.2.14, 9.2.3.2.1, 9.2.3.2.12, 9.2.3.2.15, 9.2.3.2.16,

11.2.6, 11.2.7,

13.4.1.2,

17.4.1, 17.4.2, 17.4.3.

A test case using more than two radio frequencies, i.e. using the radio frequencies f3 or f4 specified in TS 36.508 [3], shall avoid to be executed on operating:

Band 6, 

Band 11,

Band 14, 

Band 17 with 5MHz bandwidth,

Band 23 with 10MHz bandwidth,

Band 30,

Band 38,

Band 39

The list containing such test cases is given below:

6.1.1.1, 6.1.1.2, 6.1.1.3, 6.1.1.6, 6.1.1.7, 6.1.1.8, 6.1.2.7, 6.1.2.8, 6.1.2.9, 6.1.2.15, 6.3.5

8.1.3.5, 8.3.1.4, 8.6.4.3,

9.2.1.1.1a, 9.2.1.1.7, 9.2.1.1.15,

11.2.7.

A test case using more than three radio frequencies, i.e. using the radio frequency f4 specified in TS 36.508 [3], shall avoid to be executed on operating:

Band 12 with 5MHz bandwidth,

Band 19,

Band 20,

Band 21,

Band 27,

Band 34.

The list containing such test cases is given below:

6.1.1.1, 6.1.1.2, 6.1.1.6, 6.1.1.8,

9.2.1.1.7.

11.1.1
Replacement of test case execution

In case of bandwidth limitation for accommodation of more frequencies, a number of test cases can be replaced with the corresponding mirror test cases without affecting the test coverage. The table 11.1.1-1 shows the possible replacements. Only one of the paired test cases is required for execution.

Table 11.1.1-1: Replacement of test cases

	Original test case
	Replacing test case

	6.1.1.1
	6.1.1.1b

	6.1.1.2
	6.1.1.2a

	6.1.1.3
	6.1.1.3b

	6.1.1.6
	6.1.1.6a

	6.1.2.7
	6.1.2.7a

	6.1.2.8
	6.1.2.8a

	6.1.2.9
	6.1.2.9a

	8.3.1.9
	8.3.1.9a

	8.3.1.11
	8.3.1.11a

	9.2.1.1.1a
	9.2.1.1.1b

	9.2.1.1.7
	9.2.1.1.7a

	9.2.1.1.13
	9.2.1.1.13a

	9.2.1.1.15
	9.2.1.1.15a

	9.2.1.1.16
	9.2.1.1.16a


11.2
EUTRA - UTRA - GERAN

This clause contains the guidelines for the EUTRA interRAT test cases to be executed on the different test configurations: with only UTRA configured, with only GERAN configured or with UTRA-GERAN both configured. Whether or not an EUTRA frequency band overlaps the UTRA band, the dependency will affect the restrictions of the test execution on this band.

NOTE:
The case where an EUTRA band overlaps a GSM band is not considered.

11.2.1
UTRA configured – GERAN not configured

This clause provides the guidelines for the EUTRA interRAT test cases where UTRA is configured, while GERAN is either not needed or not configured.

11.2.1.1
EUTRA band overlapping UTRA band

The restriction on test case execution as listed in this clause is due to the bandwidth of an EUTRA Band accommodating the necessary number of EUTRA or EUTRA, UTRA radio frequencies if an E-UTRA band overlaps the UTRA Band. A test case using more than one radio frequency, on the same EUTRA and UTRA band, shall avoid to be executed on operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.2.1.2, 6.2.1.3, 6.2.2.1, 6.2.2.5, 6.2.2.8, 6.2.3.3, 6.2.3.3a, 6.2.3.4, 6.2.3.4a, 6.2.3.5, 6.2.3.5a, 6.2.3.6, 6.2.3.13, 6.2.3.31, 6.2.3.32, 6.2.3.33, 6.2.4.1, 6.2.4.2, 6.2.4.3, 6.2.4.4, 6.2.4.5, 6.2.4.6, 6.2.4.7, 6.3.3, 6.3.4, 6.3.7, 6.4.3, 6.4.4, 6.4.5, 6.4.6,

8.1.3.6, 8.1.3.6a, 8.1.3.7, 8.3.2.3, 8.3.2.3a, 8.3.2.4, 8.3.3.2, 8.3.4.4, 8.4.1.2, 8.4.1.4, 8.4.1.5, 8.4.2.2, 8.4.2.4, 8.5.2.1, 8.6.3.1, 8.6.3.4, 8.6.5.1, 8.6.5.1a, 8.6.5.4, 8.6.7.1, 8.6.7.4, 8.6.9.1, 8.6.9.2, 8.6.10.1, 8.7.1,

9.2.1.1.11, 9.2.1.1.12, 9.2.1.2.1b, 9.2.1.2.1c, 9.2.1.2.1d, 9.2.1.2.5, 9.2.1.2.8, 9.2.1.2.9, 9.2.1.2.11, 9.2.1.2.13, 9.2.1.2.15, 9.2.2.1.3, 9.2.2.1.10, 9.2.3.1.6, 9.2.3.1.10, 9.2.3.1.11, 9.2.3.1.12, 9.2.3.1.15, 9.2.3.1.15a, 9.2.3.1.17, 9.2.3.1.18, 9.2.3.1.18a, 9.2.3.2.1a, 9.2.3.2.1b, 9.2.3.2.1c, 9.2.3.2.3, 9.2.3.2.5, 9.2.3.2.6, 9.2.3.2.7, 9.2.3.2.8, 9.2.3.2.9, 9.2.3.2.11, 9.2.3.2.13, 9.2.3.2.14, 9.2.3.3.1, 9.2.3.3.2, 9.2.3.3.3, 9.2.3.3.4, 9.2.3.3.5, 9.2.3.3.5a, 9.3.1.4, 9.3.1.5, 9.3.1.6,

11.2.10, 11.2.11,

13.1.2, 13.1.2a, 13.1.3, 13.1.4, 13.1.5, 13.1.15, 13.1.16, 13.3.2.1, 13.4.2.1, 13.4.2.4, 13.4.3.1, 13.4.3.2, 13.4.3.4, 13.4.3.6, 13.4.3.7, 13.4.3.8, 13.4.3.9, 13.4.3.10, 13.4.3.11, 13.4.3.13, 13.4.3.14, 13.4.3.15, 13.4.3.16, 13.4.3.18, 13.4.3.19, 13.4.3.20.

A test case using more than two radio frequencies on the same EUTRA and UTRA band shall avoid to be executed on operating:

Band 6,

Band 11,

Band 14,

Band 17 with 5MHz bandwidth,

Band 23 with 10MHz bandwidth,

Band 38,

Band 39.

The list containing such test cases is given below:

6.2.1.2, 6.2.1.3,

8.6.3.4, 8.6.5.1a, 8.6.7.4,

9.2.1.2.9, 9.2.1.2.11, 9.2.1.2.13, 9.2.3.1.15, 9.2.3.1.18, 9.2.3.2.5, 9.2.3.2.6, 9.2.3.2.7, 9.2.3.2.8, 9.2.3.2.11, 9.2.3.2.13, 9.2.3.2.14.

A test case using more than three radio frequencies, on the same EUTRA and UTRA band shall avoid to be executed on operating

Band 12 with 5MHz bandwidth,

Band 19,

Band 20, 

Band 21,

Band 27,

Band 34.

The list containing such test cases is given below:

9.2.1.2.13, 9.2.3.2.13.

11.2.1.2
EUTRA band not overlapping UTRA band

The restriction on test case execution as listed in this clause is due to the bandwidth of an EUTRA Band accommodating the necessary number of EUTRA radio frequencies. A test case using more than one radio frequency shall avoid to be executed on E-UTRA operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.2.1.2, 6.2.1.3,

8.6.3.4, 8.6.5.1a, 8.6.7.4,

9.2.1.2.9, 9.2.1.2.11, 9.2.1.2.13, 9.2.3.1.15, 9.2.3.1.18, 9.2.3.2.5, 9.2.3.2.6, 9.2.3.2.7, 9.2.3.2.8, 9.2.3.2.11, 9.2.3.2.13, 9.2.3.2.14,

A test case using more than two radio frequencies shall avoid to be executed on E-UTRA operating

Band 6,

Band 11,

Band 14,

Band 17 with 5MHz bandwidth,

Band 23 with 10MHz bandwidth,

Band 30,

Band 38,

Band 39.

The list containing such test cases is given below:

9.2.1.2.13, 9.2.3.2.13.

11.2.2
GERAN configured - UTRA not configured

This clause provides the guidelines for the EUTRA/GERAN test cases where UTRA is either not needed or not configured. The restriction on test case execution as listed in this clause is due to the restriction of bandwidth of an EUTRA Band accommodating the necessary number of EUTRA radio frequencies. 

A test case using more than one radio frequency shall avoid to be executed on E-UTRA operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31

The list containing such test cases is given below:

6.2.1.4, 6.2.3.17, 6.2.3.18,

8.3.2.2,

9.2.1.2.9, 9.2.1.2.11, 9.2.1.2.13, 9.2.3.1.15, 9.2.3.1.18, 9.2.3.2.5, 9.2.3.2.6, 9.2.3.2.7, 9.2.3.2.8, 9.2.3.2.11, 9.2.3.2.13, 9.2.3.2.14.

A test case using more than two radio frequencies, i.e. using the radio frequencies f3 or f4 specified in TS 36.508 [3], shall avoid to be executed on operating:

Band 6,

Band 11,

Band 14, 

Band 17 with 5MHz bandwidth,

Band 23 with 10MHz bandwidth,

Band 30,

Band 38,

Band 39

The list containing such test cases is given below:

9.2.1.2.13, 9.2.3.2.13.

11.2.3
Neither UTRA nor GERAN configured

Certain EMM test cases can be executed as EUTRA_Only configuration despite of UTRA or GERAN test branches included in the test cases. The restriction on test case execution as listed in this clause is due to the bandwidth of an EUTRA Band accommodating the necessary number of EUTRA radio frequencies.

A test case using more than one radio frequency shall avoid to be executed on E-UTRA operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

9.2.3.1.15, 9.2.3.1.18.

11.2.4
Both UTRA and GERAN configured

This clause provides the guidelines for the EUTRA - UTRA - GERAN test cases where three RAT technologies are simultaneously configured.

11.2.4.1
EUTRA band overlapping UTRA band

The restriction on test case execution as listed in this clause is due to the bandwidth of an EUTRA Band accommodating the necessary number of EUTRA or EUTRA, UTRA radio frequencies if an E-UTRA band overlaps the UTRA Band.

A test case using more than one radio frequency shall avoid to be executed on E-UTRA operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.2.1.1, 8.3.2.5, 8.3.2.6,

9.2.1.2.6, 9.2.1.2.7,

11.2.8

A test case using more than two radio frequencies, i.e. using the radio frequencies f3 or f4 specified in TS 36.508 [3], shall avoid to be executed on operating:

Band 6,

Band 11,

Band 14, 

Band 17 with 5MHz bandwidth,

Band 23 with 10MHz bandwidth,

Band 38

Band 39

The list containing such test cases is given below:

6.2.1.1.

11.2.4.2
EUTRA band not overlapping UTRA band

The restriction on test case execution as listed in this clause is due to the restriction of bandwidth of an EUTRA Band accommodating the necessary number of EUTRA radio frequencies.

A test case using more than one radio frequency shall avoid to be executed on E-UTRA operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.2.1.1

11.2.5
Replacement of test case execution

In case of bandwidth limitation for accommodation of more frequencies, a number of test cases can be replaced with the corresponding mirror test cases without affecting the test coverage. The table 11.2.1.5-1 shows the possible replacements. Only one of the paired test cases is required for execution.

Table 11.2.5-1: Replacement of interRAT test cases

	Original test case
	Replacing test case

	9.2.3.1.15
	9.2.3.1.15a

	9.2.3.1.18
	9.2.3.1.18a


11.3
EUTRA inter-band

The restriction on test case execution as listed in this clause is due to the restriction of bandwidth of an EUTRA band accommodating the necessary number of EUTRA radio frequencies. The inter-band test includes also EUTRA FDD-TDD and inter-band carrier aggregation tests.

11.3.1
Primary operating band

A test case using more than one radio frequency on the first operating band, shall avoid to be executed on operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.1.2.15a, 8.1.3.12.

11.3.2
Secondary operating band for inter-band cells

Test case using more than one radio frequency, on the second operating band, shall avoid to be executed on operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.1.1.1a, 6.1.1.3a, 6.1.1.4a, 6.1.2.16, 8.1.3.11a, 8.1.3.12b, 8.2.4.13a, 8.2.4.14a, 8.3.1.12a, 8.3.1.14a

11.3.3
Replacement of test case execution

In case of bandwidth limitation for accommodation of more frequencies, a number of test cases can be replaced with the corresponding mirror test cases without affecting the test coverage. The table 11.3.3-1 shows the possible replacements. Only one of the paired test cases is required for execution.

Table 11.3.3-1: Replacement of test cases

	Original test case
	Replacing test case

	8.1.3.12
	8.1.3.12b


11.4
EUTRA CA

The restriction on CA test case execution as listed in this clause is due to the restriction of bandwidth of an EUTRA CA band accommodating the necessary number of EUTRA radio frequencies.

11.4.1
CA contiguous Intra-band operation

Test case using more than two radio frequencies, i.e. using the radio frequencies f3 or f4 specified in TS 36.508 [3], shall avoid to be executed on E-UTRA CA Configuration:

CA_5B,

CA_23B,

CA_38C,

CA_39C.

The list containing such test cases is given below:

8.2.4.19.1, 8.2.4.21.1

11.4.2
CA Inter-band operation

Test case using more than one radio frequency on the primary band, i.e. using the radio frequency f2 specified in TS 36.508 [3], shall avoid to be executed on E-UTRA CA Configuration:

 CA_8A-11A,

CA_12A-25A,

CA_12A-30A,

CA_18A-28A,

CA_19A-21A,
CA_19A-28A,
CA_19A-42A,

CA_19A-42C,
CA_21A-42C,
and on E-UTRA CA switched configuration

CA_1A-18A,

CA_1A-19A,

CA_1A-21A,

CA_2A-12A,

CA_2A-13A,

CA_2A-17A,

CA_2A-29A,

CA_2A-30A,

CA_3A-19A,

CA_4A-12A,

CA_4A-13A,

CA_4A-17A,

CA_4A-29A,

CA_4A-30A,

CA_5A-12A,

CA_5A-13A,

CA_5A-17A,

CA_5A-30A,

CA_7A-12A,

CA_8A-11A,

CA_11A-18A,

CA_12A-30A,

CA_19A-21A,

CA_29A-30A

The list containing such test cases is given below:

8.2.4.19.2

Test case using more than one radio frequency on the primary band, i.e. using the radio frequency f2 or f6 (depending upon the Cell being used) specified in TS 36.508 [3], shall avoid to be executed on E-UTRA CA Configuration:

CA_8A-11A,

CA_19A-21A,

CA_12A_30A

and on E-UTRA CA switched configuration

CA_8A-11A,

CA_19A-21A,

CA_12A_30A,

CA_29A-30A

The list containing such test cases is given below:

8.2.4.21.2

These test cases can be run with switched allocation of PCell and SCell as specified in TS 36.508 [3] clause 6.2.3.2 (NOTE 3 and 4).

The following test cases are not applicable to be run when executed in the band combinations CA_2A-29A and CA_4A-29A, CA_20A-32A, CA_23A-29A, CA_20A-67A and on E-UTRA CA switched configuration CA_29A-30A:

7.1.2.10.2,

7.1.2.11.2,

7.1.4.20.2,

8.2.2.7.2,

8.2.4.17.2,

8.2.4.20.2,

8.2.4.23.2,

8.3.1.17.2,

8.3.1.18.2

The 3DL CA test cases can be run on 3CCs FDD-TDD band combinations, they  are using more than one radio frequency on the primary band, i.e. using the radio frequency f2 specified in TS 36.508 [3], shall avoid to be executed on E-UTRA CA Configuration:

CA_19A-42C

The list containing such test cases is given below:

7.1.2.11.4

11.4.3
CA non-contiguous Intra-band operation

Test case using more than two radio frequencies, i.e. using the radio frequencies f3 specified in TS 36.508 [3], shall avoid to be executed on E-UTRA CA Configuration:

CA_5A-5A,

CA_23A-23A

The list containing such test cases is given below:

8.2.4.19.3

8.2.4.21.3

11.5
EUTRA MFBI

The following EUTRA MFBI test cases shall be executed using the combinations specified in Table 11.5-1 for px_OverlappingNotSupportedFrequencyBand_MFBI and px_MFBI_FrequencyBand:

6.1.2.19, 6.1.2.20, 6.1.2.21, 6.2.3.34, 6.2.3.35

Table 11.5-1: Operating and MFBI EUTRA bands combinations

	px_OverlappingNotSupportedFrequencyBand_MFBI
	px_MFBI_FrequencyBand (Note)

	2
	25

	3
	9

	4
	10

	5
	18, 19, 26

	9
	3

	10
	4

	12
	17

	17
	12

	18
	5, 26, 27

	19
	5, 26

	25
	2

	26
	5, 18, 19, 27

	27
	18, 26

	33
	39

	38
	41

	39
	33

	41
	38

	Note: The UE supports one or more of the listed MFBI bands and does not support at least one overlapping band. If the UE supports all overlapping bands, these test cases are not applicable.


Test case 6.1.2.20 is not applicable to be run when executed in the band combination 5 & 18.

For test case 6.2.3.34 additionally the UTRA band combinations specified in Table 11.5-2 for px_UTRAN_OverlappingNotSupportedFrequencyBandMFBI and px_MFBI_UTRAN_FrequencyBand shall also be applicable

Table 11.5-2: Operating and MFBI UTRA bands combinations

	px_UTRAN_OverlappingNotSupportedFrequencyBandMFBI
	px_MFBI_UTRAN_FrequencyBand (Note)

	2
	25

	3
	9

	4
	10

	5
	18, 19, 26

	9
	3

	10
	4

	18
	5, 26

	19
	5, 26

	25
	2

	26
	5, 18, 19

	Note: The UE supports one or more of the listed MFBI bands and does not support at least one overlapping band. If the UE supports all overlapping bands, these test cases are not applicable.


11.6
EUTRA DC

The restriction on DC test case execution as listed in this clause is due to the restriction of bandwidth of an EUTRA DC band accommodating the necessary number of EUTRA radio frequencies.

Test case using more than one radio frequency on the primary band, i.e. using the radio frequency f2 specified in TS 36.508 [3], shall avoid to be executed on E-UTRA DC inter-band configuration:

DC_19A-21A,

and on E-UTRA DC switched configuration

DC_1A-19A,

DC_1A-21A,

DC_2A-13A,

DC_3A-19A,

DC_4A-12A,

DC_4A-13A,

DC_4A-17A,

DC_5A-12A,

DC_19A-21A

The list containing such test cases is given below:

8.2.4.25.1, 8.2.4.25.2, 8.2.4.25.3, 8.2.4.25.4, 8.2.4.25.5, 8.2.4.25.6, 8.2.4.25.7
