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<< Unchanged sections omitted >>
Table G.3A.5-22: Minimum Test time TDD FDD CA Soft buffer management test for FDD PCell (2DL CA)
	Clause 8.2.3.2.1A
Test No
	Demodulation scenario plain text:

RMC (Bandwidth, allocated RBs,

modulation, coding)

Antenna (configuration, correlation)

Propagation condition, Doppler

[additional parameters, if applicable]

(info only)
	Minimum Number of Active Subframes in each CC
	Minimum Number of Subframes (MNS) in the measured CC
(MNS = active and inactive

subframes)

	
	
	
	FDD/TDD

	1
	R.35-1 FDD+ R.35-1 TDD

(20+20 MHz,full,64QAM,0.39)

(2x2 Low)

EVA70
	10 000
	50 000

	2
	R.35-1 FDD+ R.35-1 TDD

(20+20 MHz,full,64QAM,0.39)

(2x2 Low)

EVA70
	10 000
	50 000

	3
	R.35-3 FDD+ R.35-1 TDD

(10+20 MHz,full,64QAM,0.39)

(2x2 Low)

EVA70
	10 000
	50 000

	4
	R.35-3 FDD+ R.35-1 TDD

(10+20 MHz,full,64QAM,0.39)

(2x2 Low)

EVA70
	10 000
	50 000

	5
	R.35-2 FDD+ R.35-1 TDD

(15+20 MHz,full,64QAM,0.39)

(2x2 Low)

EVA70
	10 000
	50 000

	6
	R.35-2 FDD+ R.35-1 TDD

(15+20 MHz,full,64QAM,0.39)

(2x2 Low)

EVA70
	10 000
	50 000


Table G.3A.5-23: Minimum Test time TDD FDD CA PDSCH Open Loop Spatial Multiplexing 2x2 for TDD PCell (2DL CA)

	Clause 8.2.3.2.2.1
Test No
	Demodulation scenario plain text:

RMC (Bandwidth, allocated RBs,

modulation, coding)

Antenna (configuration, correlation)

Propagation condition, Doppler

[additional parameters, if applicable]

(info only)
	Minimum Number of Active Subframes in each CC
	Minimum Number of Subframes (MNS) in the measured CC
(MNS = active and inactive

subframes)

	
	
	
	FDD/TDD

	1
	R.30 FDD + R.30-1 TDD
(20+20 MHz,full,QPSK,1/3)

(2x2 Low)

EVA70
	10 000
	25 000

	2
	R.11 FDD + R.30-1 TDD
(20+10 MHz,full,QPSK,1/3)

(2x2 Low)

EVA70
	10 000
	25 000

	3
	R.11-7 FDD + R.30-1 TDD
(20+15 MHz,full,QPSK,1/3)

(2x2 Low)

EVA70
	10 000
	25 000


Table G.3A.5-24: Minimum Test time TDD FDD CA PDSCH Open Loop Spatial Multiplexing 2x2 for TDD PCell (3DL CA)

	Clause 8.2.3.2.2.2

Test No
	Demodulation scenario plain text:

RMC (Bandwidth, allocated RBs,

modulation, coding)

Antenna (configuration, correlation)

Propagation condition, Doppler

[additional parameters, if applicable]

(info only)
	Minimum Number of Active Subframes in each CC
	Minimum Number of Subframes (MNS) in the measured CC
(MNS = active and inactive

subframes)

	
	
	
	FDD/TDD

	1
	R.30 FDD + R.30-1 TDD
(20+2x20 MHz,full,QPSK,1/3)

(2x2 Low)

EVA70
	10 000
	25 000

	2
	R.11-7 FDD + R.30-1 TDD
(15+2x20 MHz,full,QPSK,1/3)

(2x2 Low)

EVA70
	10 000
	25 000

	3
	R.11 FDD + R.30-1 TDD
(10+2x20 MHz,full,QPSK,1/3)

(2x2 Low)

EVA70
	10 000
	25 000


Table G.3A.5-25: Minimum Test time TDD FDD CA PDSCH Soft buffer management test for TDD PCell (2DL CA)

	Clause 8.2.3.2.2A
Test No
	Demodulation scenario plain text:

RMC (Bandwidth, allocated RBs,

modulation, coding)

Antenna (configuration, correlation)

Propagation condition, Doppler

[additional parameters, if applicable]

(info only)
	Minimum Number of Active Subframes in each CC
	Minimum Number of Subframes (MNS) in the measured CC
(MNS = active and inactive

subframes)

	
	
	
	FDD/TDD

	1
	R.35-1 FDD+ R.35-1 TDD

(20+20 MHz,full,64QAM,0.39)

(2x2 Low)

EVA70
	10 000
	50 000

	2
	R.35-1 FDD+ R.35-1 TDD

(20+20 MHz,full,64QAM,0.39)

(2x2 Low)

EVA70
	10 000
	50 000

	3
	R.35-3 FDD+ R.35-1 TDD

(10+20 MHz,full,64QAM,0.39)

(2x2 Low)

EVA70
	10 000
	50 000

	4
	R.35-3 FDD+ R.35-1 TDD

(10+20 MHz,full,64QAM,0.39)

(2x2 Low)

EVA70
	10 000
	50 000

	5
	R.35-2 FDD+ R.35-1 TDD

(15+20 MHz,full,64QAM,0.39)

(2x2 Low)

EVA70
	10 000
	50 000

	6
	R.35-2 FDD + R.35-1 TDD

(15+20 MHz,full,64QAM,0.39)

(2x2 Low)

EVA70
	10 000
	50 000


Table G.3A.5-26: Minimum Test time TDD FDD CA PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for FDD PCell (2DL CA)

	Clause 8.2.3.3.1.1

Test

No
	Demodulation scenario plain text:

RMC (Bandwidth, allocated RBs,

modulation, coding)

Antenna (configuration, correlation)

Propagation condition, Doppler

[additional parameters, if applicable]

(info only)
	Minimum Number of Active Subframes in each CC
	Minimum Number of Subframes (MNS) in each CC

(MNS = active and inactive

subframes)

	
	
	
	FDD/TDD

	1
	R.14-3 FDD + R.43TDD

(2x20 MHz,full,16QAM, 1/2)

(4x2 Low)

EVA 5
	50 000
	125 000

	2
	R.14 FDD + R.43TDD

(20+10 MHz,full,16QAM, 1/2)

(4x2 Low)

EVA 5
	50 000
	125 000

	3
	 R.14-7 FDD + R.43 TDD
(20+15 MHz,full,16QAM, 1/2)

(4x2 Low)

EVA 5
	50 000
	125 000


Table G.3A.5-27: Minimum Test time TDD FDD CA PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for FDD PCell (3DL CA)

	Clause 8.2.3.3.1.2

Test

No
	Demodulation scenario plain text:

RMC (Bandwidth, allocated RBs,

modulation, coding)

Antenna (configuration, correlation)

Propagation condition, Doppler

[additional parameters, if applicable]

(info only)
	Minimum Number of Active Subframes in each CC
	Minimum Number of Subframes (MNS) in each CC

(MNS = active and inactive

subframes)

	
	
	
	FDD/TDD

	1
	R.14-3 FDD + R.43TDD

(3x20 MHz,full,16QAM, 1/2)

(4x2 Low)

EVA 5
	50 000
	125 000

	2
	R.14-7 FDD +R.43 TDD

(20+20+15 MHz,full,16QAM, 1/2)

(4x2 Low)

EVA 5
	50 000
	125 000

	3
	R.14 FDD +R.43 TDD
(20+20+10 MHz,full,16QAM, 1/2)

(4x2 Low)

EVA 5
	50 000
	125 000


Table G.3A.5-28: Minimum Test time TDD FDD CA PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for TDD PCell (2DL CA)

	Clause 8.2.3.3.2.1

Test

No
	Demodulation scenario plain text:

RMC (Bandwidth, allocated RBs,

modulation, coding)

Antenna (configuration, correlation)

Propagation condition, Doppler

[additional parameters, if applicable]

(info only)
	Minimum Number of Active Subframes in each CC
	Minimum Number of Subframes (MNS) in each CC

(MNS = active and inactive

subframes)

	
	
	
	FDD/TDD

	1
	R.14-3 FDD + R.43TDD

(2x20 MHz,full,16QAM, 1/2)

(4x2 Low)

EVA 5
	50 000
	125 000

	2
	R.14 FDD + R.43TDD

(20+10 MHz,full,16QAM, 1/2)

(4x2 Low)

EVA 5
	50 000
	125 000

	3
	R.14-7 FDD + R.43TDD
(15+20 MHz,full,16QAM, 1/2)

(4x2 Low)

EVA 5
	50 000
	125 000


Table G.3A.5-29: Minimum Test time TDD FDD CA PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for TDD PCell (3DL CA)

	Clause 8.2.3.3.2.2
Test

No
	Demodulation scenario plain text:
RMC (Bandwidth, allocated RBs,

modulation, coding)

Antenna (configuration, correlation)

Propagation condition, Doppler

[additional parameters, if applicable]

(info only)
	Minimum Number of Active Subframes in each CC
	Minimum Number of Subframes (MNS) in each CC
(MNS = active and inactive

subframes)

	
	
	
	FDD/TDD

	1
	R.14-3 FDD + R.43TDD
(3x20 MHz,full,16QAM, 1/2)

(4x2 Low)

EVA 5
	50 000
	125 000

	2
	R.14 FDD + R.43TDD
(20+20+15 MHz,full,16QAM, 1/2)

(4x2 Low)

EVA 5
	50 000
	125 000

	3
	R.14-7 FDD + R.43TDD
(20+20+10 MHz,full,16QAM, 1/2)

(4x2 Low)

EVA 5
	50 000
	125 000


<< End of changes >>
