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14.1.6
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.211
	259
	-
	Rel-13
	MPDCCH search-space with Temporary C-RNTI
	F
	13.2.0
	R1-166621
	LTE_MTCe2_L1-Core
	

	36.211
	272
	1
	Rel-13
	Frequency hopping for SI and paging messages for BL/CE UE
	F
	13.2.0
	R1-167953
	LTE_MTCe2_L1-Core
	

	36.211
	275
	-
	Rel-13
	Scrambling of DL DMRS for BL/CE UE
	F
	13.2.0
	R1-167852
	LTE_MTCe2_L1-Core
	

	36.211
	276
	-
	Rel-13
	Enable cross-subframe channel estimation for BL/CE UE
	F
	13.2.0
	R1-167861
	LTE_MTCe2_L1-Core
	

	36.211
	278
	-
	Rel-13
	Frequency hopping interval for MPDCCH during random access for BL/CE UE
	F
	13.2.0
	R1-167909
	LTE_MTCe2_L1-Core
	

	36.211
	281
	-
	Rel-13
	Correction on MPDCCH transmission without repetition in special subframes
	F
	13.2.0
	R1-168155
	LTE_MTCe2_L1-Core
	

	36.211
	283
	-
	Rel-13
	Clarification of valid subframe in eMTC
	F
	13.2.0
	R1-168234
	LTE_MTCe2_L1-Core
	

	36.211
	285
	-
	Rel-13
	Clarification on PRACH system frame number
	F
	13.2.0
	R1-168508
	LTE_MTCe2_L1-Core
	

	36.211
	286
	-
	Rel-13
	PUCCH retuning with puncturing for BL/CE UE
	F
	13.2.0
	R1-168549
	LTE_MTCe2_L1-Core
	

	36.212
	215
	-
	Rel-13
	Subband CQI report and TM6
	F
	13.2.0
	1- 168287
	LTE_MTCe2_L1-Core
	

	36.212
	216
	1
	Rel-13
	CR for clarification of DCI sizes for format 6-1A (TM6 and TM9) in TS 36.212
	F
	13.2.0
	R1-168212
	LTE_MTCe2_L1-Core
	

	36.213
	695
	-
	Rel-13
	Transport block size determination for Msg2
	F
	13.1.2
	R1-166623
	LTE_MTCe2_L1-Core
	

	36.213
	698
	-
	Rel-13
	Correction on the reference of narrowband definition in TS 36.213
	F
	13.2.0
	R1-167184
	LTE_MTCe2_L1-Core
	

	36.213
	699
	-
	Rel-13
	Correction on the relationship between IMCS and ITBS for DCI format 6-1A in TS 36.213
	F
	13.2.0
	R1-167185
	LTE_MTCe2_L1-Core
	

	36.213
	700
	1
	Rel-13
	Correction on the scrambling initialization for SIB1-BR and SI for eMTC in TS 36.213
	F
	13.2.0
	R1-168157
	LTE_MTCe2_L1-Core
	

	36.213
	711
	-
	Rel-13
	Default max number of PUSCH repetitions for Msg3 for BL/CE UE
	F
	13.2.0
	R1-167853
	LTE_MTCe2_L1-Core
	

	36.213
	714
	1
	Rel-13
	PDSCH start subframe in TDD for BL/CE UE
	F
	13.2.0
	R1-168462
	LTE_MTCe2_L1-Core
	

	36.213
	715
	-
	Rel-13
	Repetition with aperiodic CSI for BL/CE UE
	F
	13.2.0
	R1-167857
	LTE_MTCe2_L1-Core
	

	36.213
	720
	1
	Rel-13
	Correction for UL grant size in RAR
	F
	13.2.0
	R1-168513
	LTE_MTCe2_L1-Core
	

	36.213
	721
	2
	Rel-13
	MBSFN subframes and SIB2 decoding
	F
	13.2.0
	R1-168437
	LTE_MTCe2_L1-Core
	

	36.213
	722
	1
	Rel-13
	Overriding of invalid subframe for msg3 PUSCH when R=1
	F
	13.2.0
	R1-168424
	LTE_MTCe2_L1-Core
	

	36.213
	723
	-
	Rel-13
	On the mapping of TPC command field to power correction values in TS 36.213
	F
	13.2.0
	R1-168156
	LTE_MTCe2_L1-Core
	

	36.213
	724
	-
	Rel-13
	Correction on the MPDCCH scheduling Paging in special subframe in TS 36.213
	F
	13.2.0
	R1-168158
	LTE_MTCe2_L1-Core
	

	36.213
	725
	1
	Rel-13
	Clarification of valid subframe in eMTC
	F
	13.2.0
	R1-168213
	LTE_MTCe2_L1-Core
	

	36.213
	728
	1
	Rel-13
	PUCCH resource allocation
	F
	13.2.0
	R1-168519
	LTE_MTCe2_L1-Core
	

	36.213
	729
	1
	Rel-13
	RV version for PDSCH carrying paging
	F
	13.2.0
	R1-168399
	LTE_MTCe2_L1-Core
	

	36.213
	732
	-
	Rel-13
	Draft CR on RV Cycling for PUSCH and PDSCH
	F
	13.2.0
	R1-168450
	LTE_MTCe2_L1-Core
	

	36.213
	736
	-
	Rel-13
	Clarification on MPDCCH monitoring on SFN rollover and search space overlap
	F
	13.2.0
	R1-168509
	LTE_MTCe2_L1-Core
	

	36.213
	737
	-
	Rel-13
	PUCCH transmission and invalid subframes
	F
	13.2.0
	R1-168521
	LTE_MTCe2_L1-Core
	

	36.213
	738
	-
	Rel-13
	SRS bit in DCI
	F
	13.2.0
	R1-168535
	LTE_MTCe2_L1-Core
	


