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<<Start of change>>
9.4.1.3.2
TDD

For the parameters specified in Table 9.4.1.3.2-1, and using the downlink physical channels specified in Annex C.3.2, the minimum requirements are specified in Table 9.4.1.3.2-2.

Table 9.4.1.3.2-1 PMI test for single-layer (TDD)

	Parameter
	Unit
	Test 1

	Bandwidth
	MHz
	10

	Transmission mode
	
	9

	Uplink downlink configuration
	
	1

	Special subframe configuration
	
	4

	Propagation channel
	
	EVA5

	Precoding granularity
	PRB
	50

	Antenna configuration
	
	8 x 2

	Correlation modeling
	
	High, Cross polarized

	Cell-specific reference signals
	
	Antenna ports 0,1

	CSI reference signals
	
	Antenna ports

15,…,22

	Beamforming model
	
	Annex B.4.3

	CSI-RS periodicity and subframe offset

TCSI-RS / ∆CSI-RS 
	
	5/ 4

	CSI-RS reference signal configuration
	
	0

	CodeBookSubsetRestriction bitmap
	
	0x0000 0000 001F FFE0 0000 0000 FFFF

	 Downlink power allocation                                                                                                     
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	dB[mW/15kHz]
	-98

	Reporting mode
	
	PUSCH 3-1

	Reporting interval
	ms
	5

	 PMI delay (Note 2)
	ms
	10

	Measurement channel
	
	R.45-1 TDD for UE Category 1, R.45 TDD for UE Category 2-8

	OCNG Pattern
	
	OP.7 TDD for UE Category 1, OP.1 TDD for UE Category 2-8

	Max number of HARQ transmissions
	
	4

	Redundancy version coding sequence
	
	{0,1,2,3}

	ACK/NACK feedback mode
	
	Multiplexing

	Note 1:
For random precoder selection, the precoder shall be updated in each TTI (1 ms granularity).

Note 2:
If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4).
Note 3:
PDCCH DCI format 0 with a trigger for aperiodic CQI shall be transmitted in downlink SF#4 and #9 to allow aperiodic CQI/PMI/RI to be transmitted on uplink SF#3 and #8.

Note 4: 
Randomization of the principle beam direction shall be used as specified in B.2.3A.4


Table 9.4.1.3.2-2 Minimum requirement (TDD)

	Parameter
	Test 1

	 
	3

	UE Category
	1-8


<<Unchanged part omitted>>

A.5.1.6
OCNG FDD pattern 6: dynamic OCNG FDD pattern when user data is in 2 non-contiguous blocks 

This OCNG Pattern fills with OCNG all empty PRB-s (PRB-s with no allocation of data or system information) of the DL sub-frames, when the unallocated area is discontinuous in frequency domain (divided in two parts by the first allocated block). The second allocated block ends with PRB 
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Table A.5.1.6-1: OP.6 FDD: OCNG FDD Pattern when user data is in 2 non-contiguous blocks
	Relative power level 
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 [dB]
	PDSCH Data

	Subframe
	

	0
	5
	1 – 4, 6 – 9
	

	Allocation
	

	0 – (First allocated PRB of first block -1) 
and 
(Last allocated PRB of first block +1) – (First allocated PRB of second block -1)
	0 – (First allocated PRB of first block -1) 
and 
(Last allocated PRB of first block +1) – (First allocated PRB of second block -1)
	0 – (First allocated PRB of first block -1) 
and 
(Last allocated PRB of first block +1) – (First allocated PRB of second block -1)
	

	0
	0
	0
	Note 1

	Note 1:     These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter
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is used to scale the power of PDSCH.

Note 2:      If two or more transmit antennas with CRS are used in the test, the OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS according to transmission mode 2. The parameter
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 applies to each antenna port separately, so the transmit power  is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.


A.5.1.7
OCNG FDD pattern 7: dynamic OCNG FDD pattern when user data is in multiple non-contiguous blocks 

This OCNG Pattern fills with OCNG all empty PRB-s (PRB-s with no allocation of data, EPDCCH or system information) of the DL sub-frames, when the unallocated area is discontinuous in frequency domain (divided in multiple parts by the M allocated blocks for data transmission). The m-th allocated block starts with RPB [image: image8.wmf]m
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, where m = 1, …, M. The system bandwidth starts with RPB 0 and ends with
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Table A.5.1.7-1: OP.7 FDD: OCNG FDD Pattern when user data is in multiple non-contiguous blocks 
	Relative power level 
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 [dB]
	PDSCH Data

	Subframe
	

	0
	5
	1 – 4, 6 – 9
	

	Allocation
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	0
	0
	0
	Note 1

	Note 1:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter
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is used to scale the power of PDSCH.

Note 2:
If two or more transmit antennas with CRS are used in the test, the OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS according to transmission mode 2. The parameter
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 applies to each antenna port separately, so the transmit power is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.


<<Unchanged part omitted>>

A.5.2.6
OCNG TDD pattern 6: dynamic OCNG TDD pattern when user data is in 2 non-contiguous blocks 

This OCNG Pattern fills with OCNG all empty PRB-s (PRB-s with no allocation of data or system information) of the subframes available for DL transmission (depending on TDD UL/DL configuration), when the unallocated area is discontinuous in frequency domain (divided in two parts by the first allocated block). The second allocated block ends with PRB 
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Table A.5.2.6-1: OP.6 TDD: OCNG TDD Pattern when user data is in 2 non-contiguous blocks
	Relative power level 
[image: image30.wmf]PRB

g

 [dB]
	PDSCH Data

	Subframe (only if available for DL)
	

	0
	5
	3, 4, 6, 7, 8, 9 
 (6 as normal subframe) Note 2
	1,6 
(6 as special subframe) Note 2
	

	Allocation
	

	0 – (First allocated PRB of first block -1) 
and 
(Last allocated PRB of first block +1) – (First allocated PRB of second block -1)
	0 – (First allocated PRB of first block -1) 
and 
(Last allocated PRB of first block +1) – (First allocated PRB of second block -1)
	0 – (First allocated PRB of first block -1) 
and 
(Last allocated PRB of first block +1) – (First allocated PRB of second block -1)
	0 – (First allocated PRB of first block -1) 
and 
(Last allocated PRB of first block +1) – (First allocated PRB of second block -1)
	

	0
	0
	0
	0
	Note 1

	Note 1:     These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter
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is used to scale the power of PDSCH.

Note 2:     Subframes available for DL transmission depends on the Uplink-Downlink configuration in Table 4.2-2 in 3GPP TS 36.211

Note 3:     If two or more transmit antennas with CRS are used in the test, the OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS according to transmission mode 2. The parameter
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 applies to each antenna port separately, so the transmit power is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.


A.5.2.7
OCNG TDD pattern 7: dynamic OCNG TDD pattern when user data is in multiple non-contiguous blocks 

This OCNG Pattern fills with OCNG all empty PRB-s (PRB-s with no allocation of data, EPDCCH or system information) of the DL sub-frames, when the unallocated area is discontinuous in frequency domain (divided in multiple parts by the M allocated blocks for data transmission). The m-th allocated block starts with RPB [image: image33.wmf]m
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, where m = 1, …, M. The system bandwidth starts with RPB 0 and ends with
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Table A.5.2.7-1: OP.7 TDD: OCNG TDD Pattern when user data is in multiple non-contiguous blocks
	Relative power level 
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 [dB]
	PDSCH Data

	Subframe (only if available for DL)
	

	0
	5
	3, 4, 6, 7, 8, 9 
 (6 as normal subframe) Note 2
	1,6 
(6 as special subframe) Note 2
	

	Allocation
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	Note 1

	Note 1:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated. The parameter[image: image57.wmf]PRB
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is used to scale the power of PDSCH.

Note 2:
Subframes available for DL transmission depends on the Uplink-Downlink configuration in Table 4.2-2 in 3GPP TS 36.211

Note 3:
If two or more transmit antennas with CRS are used in the test, the OCNG shall be transmitted to the virtual users by all the transmit antennas with CRS according to transmission mode 2. The parameter[image: image58.wmf]PRB
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 applies to each antenna port separately, so the transmit power is equal between all the transmit antennas with CRS used in the test. The antenna transmission modes are specified in section 7.1 in 3GPP TS 36.213.
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