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RAN4 CRs to closed Rel-12 WIs (Agenda Item 14.4.5)
	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.133
	3677
	 
	Rel-12
	F
	Duration of T3 in RRM 3DL Test cases A.8.16.31, A.8.16.32, A.8.16.33, A.8.16.34
	R4-164991
	Anritsu
	LTE_CA_B1_B3_B5-Perf

	36.133
	3678
	 
	Rel-13
	A
	Duration of T3 in RRM 3DL Test cases A.8.16.31, A.8.16.32, A.8.16.33, A.8.16.34.
	R4-164992
	Anritsu
	LTE_CA_B1_B3_B5-Perf

	36.133
	3679
	 
	Rel-14
	A
	Duration of T3 in RRM 3DL Test cases A.8.16.31, A.8.16.32, A.8.16.33, A.8.16.34.
	R4-164993
	Anritsu
	LTE_CA_B1_B3_B5-Perf

	36.101
	3745
	 
	Rel-12
	F
	Removal of square brackets for Cat-0 REFSENS configuration
	R4-165827
	Ericsson
	LC_MTC_LTE-Core

	36.101
	3746
	 
	Rel-13
	A
	Removal of square brackets for Cat-0 REFSENS configuration
	R4-165828
	Ericsson
	LC_MTC_LTE-Core

	36.101
	3747
	 
	Rel-14
	A
	Removal of square brackets for Cat-0 REFSENS configuration
	R4-165829
	Ericsson
	LC_MTC_LTE-Core

	36.133
	3792
	 
	Rel-12
	F
	Corrections in Rel-12 Cat-0 requirements
	R4-165844
	Ericsson
	LC_MTC_LTE-Core

	36.133
	3804
	 
	Rel-14
	A
	Resolving TBDs in HD-FDD RLM test-cases for Rel-12 category 0 UEs
	R4-165856
	Ericsson
	LC_MTC_LTE-Core

	36.101
	3774
	 
	Rel-12
	F
	2UL CA 5+17 correction
	R4-166165
	Nokia
	LTE_CA_2UL-A3-Core, LTE_SC_enh_dualC-Core

	36.101
	3775
	 
	Rel-13
	A
	2UL CA 5+17 correction
	R4-166166
	Nokia
	LTE_CA_2UL-A3-Core, LTE_SC_enh_dualC-Core

	36.101
	3776
	 
	Rel-14
	A
	2UL CA 5+17 correction
	R4-166167
	Nokia
	LTE_CA_2UL-A3-Core, LTE_SC_enh_dualC-Core

	36.133
	3928
	 
	Rel-12
	F
	CR for correction to some parameters in D2D RRM tests
	R4-166243
	Qualcomm Incorporated
	LTE_D2D_Prox-Perf

	36.133
	3929
	 
	Rel-13
	A
	CR for correction to some parameters in D2D RRM tests
	R4-166244
	Qualcomm Incorporated
	LTE_D2D_Prox-Perf

	36.133
	3930
	 
	Rel-14
	A
	CR for correction to some parameters in D2D RRM tests
	R4-166245
	Qualcomm Incorporated
	LTE_D2D_Prox-Perf

	36.101
	3806
	 
	Rel-14
	A
	Updated CA demodulation performance requirements (Rel-14)
	R4-166468
	Huawei, HiSilicon
	LTE_CA_Mult-Perf

	36.101
	3820
	 
	Rel-14
	A
	Correction on subframe pair definition for PCMAX of DC
	R4-166548
	Ericsson
	LTE_SC_enh_dualC

	36.101
	3821
	 
	Rel-13
	A
	Correction on subframe pair definition for PCMAX of DC
	R4-166549
	Ericsson
	LTE_SC_enh_dualC

	36.101
	3822
	 
	Rel-12
	F
	Correction on subframe pair definition for PCMAX of DC
	R4-166550
	Ericsson
	LTE_SC_enh_dualC

	36.101
	3805
	1
	Rel-13
	F
	Updated CA demodulation performance requirements (Rel-13)
	R4-167021
	Huawei, HiSilicon
	LTE_CA_Mult-Perf

	36.133
	3793
	1
	Rel-12
	F
	Resolving TBDs in HD-FDD RLM test-cases for Rel-12 category 0 UEs
	R4-167041
	Ericsson
	LC_MTC_LTE-Core

	36.133
	3794
	1
	Rel-13
	F
	Resolving TBDs in HD-FDD RLM test-cases for Rel-12 category 0 UEs
	R4-167042
	Ericsson
	LC_MTC_LTE-Core
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