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Introduction

Total Number of CRs agreed for this WI: 12. TSs being affected:

· 36.508 - 
  0 CR(s)

· 36.509 - 
  0 CR(s)

· 36.521-1 - 
  7 CR(s)

· 36.521-2 - 
  0 CR(s)

· 36.521-3 - 
  0 CR(s)

· 36.523-1 - 
  0 CR(s)

· 36.523-2 - 
  0 CR(s)

· 36.523-3 - 
  0 CR(s)

· 36.904 - 
  5 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-168974
	36.521-1
	3210
	-
	F
	Rel-14
	14.0.0
	Addition of TM10 CQI reporting test cases with NAICS
	LTE_NAICS-UEConTest

	R5-168981
	36.521-1
	3215
	-
	F
	Rel-14
	14.0.0
	Test Tolerances for FDD PDSCH Closed Loop Single Layer Spatial Multiplexing on antenna ports 7 or 8 with TM9 Interference Model – Enhanced Performance Requirement Type B (8.3.1.1.4)
	LTE_NAICS-UEConTest

	R5-168982
	36.521-1
	3216
	-
	F
	Rel-14
	14.0.0
	Test Tolerances for FDD PDSCH Closed Loop Single-layer Spatial Multiplexing on antenna ports 7 or 8 with TM3 interference model - Enhanced Performance Requirement Type B (8.3.1.1.6)
	LTE_NAICS-UEConTest

	R5-168983
	36.521-1
	3217
	-
	F
	Rel-14
	14.0.0
	Test Tolerances for TDD PDSCH Closed Loop Single-layer Spatial Multiplexing on antenna ports 7 or 8 with TM9 Interference Model - Enhanced Performance Requirement Type B (8.3.2.1.5)
	LTE_NAICS-UEConTest

	R5-168984
	36.521-1
	3218
	-
	F
	Rel-14
	14.0.0
	Test Tolerances for TDD PDSCH Closed Loop Single-layer Spatial Multiplexing on antenna ports 7 or 8 with TM3 Interference Model - Enhanced Performance Requirement Type B (8.3.2.1.7)
	LTE_NAICS-UEConTest

	R5-168985
	36.521-1
	3219
	-
	F
	Rel-14
	14.0.0
	Test Tolerances for FDD and TDD CQI Reporting under fading conditions - PUCCH 1-1 (CSI Reference Symbol) TM9 - Enhanced Receiver Type B (9.3.8.2.1 and 9.3.8.2.2)
	LTE_NAICS-UEConTest

	R5-169610
	36.521-1
	3170
	1
	F
	Rel-14
	14.0.0
	Introduction of NAICS demod test cases 8.3.1.1.5 (FDD) and 8.3.2.1.6 (TDD)
	LTE_NAICS-UEConTest

	R5-168690
	36.904
	0041
	-
	F
	Rel-12
	12.2.0
	Add Test Tolerance analysis for FDD PDSCH Closed Loop Single-layer Spatial Multiplexing on antenna ports 7 or 8 with TM9 Interference Model - Enhanced Performance Requirement Type B (8.3.1.1.4)
	LTE_NAICS-UEConTest

	R5-168691
	36.904
	0042
	-
	F
	Rel-12
	12.2.0
	Add Test Tolerance analysis for FDD PDSCH Closed Loop Single-layer Spatial Multiplexing on antenna ports 7 or 8 with TM3 interference Model - Enhanced Performance Requirement Type B (8.3.1.1.6)
	LTE_NAICS-UEConTest

	R5-168692
	36.904
	0043
	-
	F
	Rel-12
	12.2.0
	Add Test Tolerance analysis for TDD PDSCH Closed Loop Single-layer Spatial Multiplexing on antenna ports 7 or 8 with TM9 Interference Model - Enhanced Performance Requirement Type B (8.3.2.1.5)
	LTE_NAICS-UEConTest

	R5-168693
	36.904
	0044
	-
	F
	Rel-12
	12.2.0
	Add Test Tolerance analysis for TDD PDSCH Closed Loop Single-layer Spatial Multiplexing on antenna ports 7 or 8 with TM3 interference Model - Enhanced Performance Requirement Type B (8.3.2.1.7)
	LTE_NAICS-UEConTest

	R5-168694
	36.904
	0045
	-
	F
	Rel-12
	12.2.0
	Add Test Tolerance analysis for FDD and TDD CQI Reporting under fading conditions - PUCCH 1-1 (CSI Reference Symbol) TM9 - Enhanced  Receiver Type B (9.3.8.2.1 and 9.3.8.2.2)
	LTE_NAICS-UEConTest
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