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2 Correction to UTRAN MDT testcases
2.1 f_UTRAN34_ReconfigurationFACH_ToDCH
	Object name 
	f_UTRAN34_ReconfigureFACH_ToDCH

	Reason for change
	In the current TTCN implementation of the testcases 8.6.2.2 and 8.6.2.3 the function f_UTRAN34_ReconfigureFACH_ToDCH is called after the Step 7 and Step 7d respectively. This function configures the DL DPCH differently from what is sent in the CellUpdateConfirm message (For 8.6.2.2 and 8.6.2.3).

	Summary of change
	Instead of calling the template cs_DL_CommonInformationRB_SetUp_FDD(tsc_DL_DPCH1_SFP_64k_PS, flexible), called cs_DL_CommonInfoDCH_SRB_FDD(tsc_DL_DPCH1_SFP_64k_PS, flexible, true),
Please see screenshot for details.

	Module
	

	Label
	WA#


Before:
	<<SKIPPED CODE>>

//config DPCH DL
          f_UTRAN_CPHY_RL_Setup(cas_DL_DPCH_SetupInfo_FDD(p_CellId,
                                                          tsc_DL_DPCH1,
                                                          cs_DL_DPCH_FDD(cs_DL_CommonInformationRB_SetUp_FDD(tsc_DL_DPCH1_SFP_64k_PS, flexible),
                                                                         tsc_DL_DPCH1_ChC_64k_PS,
                                                                         tsc_DL_DPCH1_2ndScrC,
                                                                         tsc_DL_TxPower_DPCH_64k)));

<<SKIPPED CODE>>


After: 
	<<SKIPPED CODE>>

//config DPCH DL
          f_UTRAN_CPHY_RL_Setup(cas_DL_DPCH_SetupInfo_FDD(p_CellId,
                                                          tsc_DL_DPCH1,
                                                          cs_DL_DPCH_FDD(/*WA#8_6_2_3 cs_DL_CommonInformationRB_SetUp_FDD(tsc_DL_DPCH1_SFP_64k_PS, flexible),*/
                                                          



 cs_DL_CommonInfoDCH_SRB_FDD(tsc_DL_DPCH1_SFP_64k_PS, flexible, true),//WA#8_6_2_3
                                                                         tsc_DL_DPCH1_ChC_64k_PS,
                                                                         tsc_DL_DPCH1_2ndScrC,
                                                                         tsc_DL_TxPower_DPCH_64k)));                                           

<<SKIPPED CODE>>


