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	Reason for change:
	Following the implementation of MCC comments for TTCN CR R5s160586, the fields CQI_ReportPeriodic and SoundingRS_UL_ConfigDedicated are made optional in EUTRA_FDD_TDD_CellInfo_Type, and set to “omit” in the EUTRA cell info structure in the case of pc_FDD_TypeB_HalfDuplex = TRUE.
In the template cas_CellConfig_Def_REQ, the template cs_SoundingRS_UL_ConfigDedicated_r8( p_CellInfo.FDD_TDD_Info.soundingRS_UL_Config) is used to initialise SYSTEM_CTRL_REQ ASP (SYSTEM_CTRL_REQ ->Request ->Cell ->AddOrReconfigure ->Active-> SRS_UL_Config-> Dedicated-> R8andLater-> soundingRS_UL_ConfigDedicated). This causes a run-time error if p_CellInfo.FDD_TDD_Info.soundingRS_UL_Config is set to “omit”, because soundingRS_UL_ConfigDedicated is a mandatory field of SoundingRS_UL_ConfigDedicated_R8andLater_Type.


	
	

	Summary of change:
	Modified the definition of type SoundingRS_UL_ConfigDedicated_R8andLater_Type to make the field ‘soundingRS_UL_ConfigDedicated’ optional, since this field will not be applicable for a UE operating in FDD half-duplex mode.

	
	

	Consequences if not approved:
	A run-time error can occur when running any test case with PICS pc_FDD_TypeB_HalfDuplex = TRUE.
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	typedef  SoundingRS_UL_ConfigDedicated_R8andLater_Type
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	Other comments:
	


Change 1
	Function
	Typedef SoundingRS_UL_ConfigDedicated_R8andLater_Type

	Reason for change
	Following the implementation of MCC comments for TTCN CR R5s160586, the fields CQI_ReportPeriodic and SoundingRS_UL_ConfigDedicated are made optional in EUTRA_FDD_TDD_CellInfo_Type, and set to “omit” in the EUTRA cell info structure in the case of pc_FDD_TypeB_HalfDuplex = TRUE.

In the template cas_CellConfig_Def_REQ, the template cs_SoundingRS_UL_ConfigDedicated_r8( p_CellInfo.FDD_TDD_Info.soundingRS_UL_Config) is used to initialise SYSTEM_CTRL_REQ ASP (SYSTEM_CTRL_REQ ->Request ->Cell ->AddOrReconfigure ->Active-> SRS_UL_Config-> Dedicated-> R8andLater-> soundingRS_UL_ConfigDedicated). This causes a run-time error if p_CellInfo.FDD_TDD_Info.soundingRS_UL_Config is set to “omit”, because soundingRS_UL_ConfigDedicated is a mandatory field of SoundingRS_UL_ConfigDedicated_R8andLater_Type.


	Summary of change
	Modified the definition of type SoundingRS_UL_ConfigDedicated_R8andLater_Type to make the field ‘soundingRS_UL_ConfigDedicated’ optional, since this field will not be applicable for a UE operating in FDD half-duplex mode.

	TTCN module
	EUTRA_ASP_TypeDefs.ttcn

	MCC160 Comment
	


Before change

type record SoundingRS_UL_ConfigDedicated_R8andLater_Type {

    SoundingRS_UL_ConfigDedicated soundingRS_UL_ConfigDedicated,
    SoundingRS_UL_ConfigDedicated_v1020 soundingRS_UL_ConfigDedicated_v1020 optional,

    SoundingRS_UL_ConfigDedicatedAperiodic_r10 soundingRS_UL_ConfigDedicatedAperiodic_r10 optional

  };
After change
type record SoundingRS_UL_ConfigDedicated_R8andLater_Type {

    SoundingRS_UL_ConfigDedicated soundingRS_UL_ConfigDedicated optional, 
    SoundingRS_UL_ConfigDedicated_v1020 soundingRS_UL_ConfigDedicated_v1020 optional,

    SoundingRS_UL_ConfigDedicatedAperiodic_r10 soundingRS_UL_ConfigDedicatedAperiodic_r10 optional

  };
