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< Unchanged parts are omitted >
[bookmark: _Toc462752274]6.4.3.2	DCI Format N1
DCI format N1 is used for the scheduling of one NPDSCH codeword in one cell and random access procedure initiated by a NPDCCH order. The DCI corresponding to a NPDCCH order is carried by NPDCCH.
The following information is transmitted by means of the DCI format N1:
-	Flag for format N0/format N1 differentiation – 1 bit, where value 0 indicates format N0 and value 1 indicates format N1
-	NPDCCH order indicator – 1 bit
Format N1 is used for random access procedure initiated by a NPDCCH order only if NPDCCH order indicator is set to ‘1’, format N1 CRC is scrambled with C-RNTI, and all the remaining fields are set as follows:
-	Starting number of NPRACH repetitions – 2 bits as defined in section 16.3.21 of [3]
-	Subcarrier indication of NPRACH – 6 bits as defined in section 16.3.21 of [3]
-	All the remaining bits in format N1 are set to one
Otherwise, 

< Unchanged parts are omitted >
[bookmark: _Toc462752275]6.4.3.3	DCI Format N2
DCI format N2 is used for for paging and direct indication.
The following information is transmitted by means of the DCI format N2:
Flag for paging/direct indication differentiation – 1 bit, with value 0 for direct indication and value 1 for paging
If Flag=0: 
-	Direct Indication information – 8 bits provide direct indication of system information update and other fields, as defined in [6] 
-	Reserved information bits are added until the size is equal to that of format N2 with Flag=1
If Flag=1:
< Unchanged parts are omitted >

