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	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.133
	4258
	-
	A
	Rel-14
	Introduce 5MHz Bandwidth MPDCCH Reference Channel for Cat-M1 UE R14
	R4-1610031
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.133
	4260
	-
	A
	Rel-14
	Introduce 5MHz Bandwidth MPDSCH Reference Channel for Cat-M1 UE R14
	R4-1610033
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.133
	4262
	-
	A
	Rel-14
	Introduce 5MHz Bandwidth OCNG for Cat-M1 UE R14
	R4-1610035
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.133
	4280
	-
	A
	Rel-14
	CR on modification of cell reselection test case R14
	R4-1610067
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.133
	4352
	-
	A
	Rel-14
	Correction to the handover test case in CE mode A
	R4-1610413
	Qualcomm Incorporated, Anritsu
	LTE_MTCe2_L1-Perf

	36.133
	4251
	1
	F
	Rel-13
	Correction on test parameter in RSRP Intra frequency case for Cat-M1 UE in CE mode A
	R4-1610648
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.133
	4253
	1
	F
	Rel-13
	Correction on test parameter in RSRP Intra frequency case for Cat-M1 UE in CE mode B
	R4-1610649
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.133
	4320
	1
	B
	Rel-13
	Applicability rule for eMTC test cases in CEModeA and CEModeB
	R4-1610658
	Ericsson, Nokia, Qualcomm, Verizon
	LTE_MTCe2_L1-Perf

	36.133
	4321
	1
	A
	Rel-14
	Applicability rule for eMTC test cases in CEModeA and CEModeB
	R4-1610659
	Ericsson, Nokia, Qualcomm, Verizon
	LTE_MTCe2_L1-Perf

	36.133
	4351
	1
	F
	Rel-13
	Correction to the handover test case in CE mode A
	R4-1610660
	Qualcomm Incorporated, Anritsu
	LTE_MTCe2_L1-Perf

	36.133
	4308
	1
	B
	Rel-13
	SI reading tests for eMTC UEs in CEModeB
	R4-1610664
	Ericsson
	LTE_MTCe2_L1-Perf

	36.133
	4309
	1
	A
	Rel-14
	SI reading tests for eMTC UEs in CEModeB
	R4-1610665
	Ericsson
	LTE_MTCe2_L1-Perf

	36.101
	3884
	3
	F
	Rel-13
	CR for Rel-13 eMTC MPDCCH demodulation requirements
	R4-1610671
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.101
	3928
	3
	F
	Rel-13
	Correction of PDCSH demodulation requirements for eMTC
	R4-1610672
	Ericsson
	LTE_MTCe2_L1-Perf

	36.101
	4043
	1
	F
	Rel-13
	Finalizing CQI definition test for eMTC
	R4-1610673
	Ericsson
	LTE_MTCe2_L1-Perf

	36.141
	929
	1
	F
	Rel-13
	CR on cleaning up Rel-13 eMTC PUSCH conformance test
	R4-1610674
	Huawei
	LTE_MTCe2_L1-Perf

	36.133
	4220
	1
	B
	Rel-13
	CR: E-UTRAN FDD-FDD Intra frequency handover for Cat-M1 UEs in CEModeB
	R4-1610678
	Nokia, Alcatel-Lucent Shanghai Bell
	LTE_MTCe2_L1-Perf

	36.133
	4222
	1
	B
	Rel-13
	CR: E-UTRAN HD-FDD Intra frequency handover for Cat-M1 UEs in CEModeB
	R4-1610679
	Nokia, Alcatel-Lucent Shanghai Bell
	LTE_MTCe2_L1-Perf

	36.133
	4224
	1
	B
	Rel-13
	CR: E-UTRAN TDD-TDD Intra frequency handover for Cat-M1 UEs in CEModeB
	R4-1610680
	Nokia, Alcatel-Lucent Shanghai Bell
	LTE_MTCe2_L1-Perf

	36.101
	4045
	1
	F
	Rel-13
	Finalizing UE-selected subband CQI test for eMTC
	R4-1610685
	Ericsson
	LTE_MTCe2_L1-Perf
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