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	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	37.104
	304
	-
	F
	Rel-13
	Spurious responses for NB-IoT BS receiver blocking requirements
	R4-168080
	Nokia, Alcatel-Lucent Shanghai Bell, Ericsson
	NB_IOT-Core

	36.101
	3952
	-
	A
	Rel-14
	Clarification on TX-RX frequency separation for Cat.NB1 (Rel-14)
	R4-168413
	NTT DOCOMO, INC.
	NB_IOT-Core

	36.133
	4152
	 
	A
	Rel-14
	Requirements for redirection to non-amchor carrier
	R4-168574
	Ericsson
	NB_IOT-Core

	36.133
	4016
	1
	F
	Rel-13
	CR on RRC re-establishment RRM requirement
	R4-168726
	Huawei, HiSilicon
	NB_IOT-Core

	36.133
	4111
	1
	F
	Rel-13
	Corrections on NPDCCH  transmission parameters
	R4-168730
	ZTE
	NB_IOT-Core

	36.104
	881
	-
	A
	Rel-14
	Interfering signal bandwidth for NB-IoT BS receiver dynamic range requirements
	R4-168748
	Nokia, Alcatel-Lucent Shanghai Bell
	NB_IOT-Core

	36.104
	882
	-
	A
	Rel-14
	Spurious responses for NB-IoT BS receiver blocking requirements
	R4-168749
	Nokia, Alcatel-Lucent Shanghai Bell, Ericsson
	NB_IOT-Core

	37.104
	309
	-
	A
	Rel-14
	Spurious responses for NB-IoT BS receiver blocking requirements
	R4-168750
	Nokia, Alcatel-Lucent Shanghai Bell, Ericsson
	NB_IOT-Core

	37.104
	306
	1
	F
	Rel-13
	NB-IoT corrections to operating bands
	R4-168751
	Nokia, Alcatel-Lucent Shanghai Bell
	NB_IOT-Core

	37.104
	307
	1
	F
	Rel-14
	NB-IoT corrections to operating bands
	R4-168752
	Nokia, Alcatel-Lucent Shanghai Bell
	NB_IOT-Core

	36.101
	3896
	1
	F
	Rel-13
	A-MPR for NB-IoT
	R4-168760
	Ericsson
	NB_IOT-Core

	36.101
	3951
	1
	F
	Rel-13
	Clarification on TX-RX frequency separation for Cat.NB1 (Rel-13)
	R4-168761
	NTT DOCOMO, INC.
	NB_IOT-Core

	36.133
	4158
	-
	A
	Rel-14
	CR on PTW length in cell reselection requirement for NB-IoT
	R4-168768
	Huawei, HiSilicon
	NB_IOT-Core

	36.133
	4151
	1
	F
	Rel-13
	Requirements for redirection to non-amchor carrier
	R4-168803
	Ericsson
	NB_IOT-Core

	36.133
	4157
	2
	F
	Rel-13
	CR on PTW length in cell reselection requirement for NB-IoT
	R4-168935
	Huawei, HiSilicon
	NB_IOT-Core

	36.133
	4112
	1
	F
	Rel-14
	Corrections on NPDCCH  transmission parameters
	R4-169004
	ZTE
	NB_IOT-Core
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