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Introduction

Total Number of CRs agreed for this WI: 18. TSs being affected:

· 36.508 - 
  1 CR(s)

· 36.521-1 - 
13 CR(s)

· 36.521-2 - 
  0 CR(s)

· 36.521-3 - 
  1 CR(s)

· 36.523-1 - 
  2 CR(s)

· 36.523-2 - 
  1 CR(s)

· 36.523-3 - 
  0 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-170985
	36.508
	0884
	-
	F
	Rel-14
	14.0.0
	Update of V2X Sidelink Communication Test Environment
	LTE_SL_V2V-UEConTest

	R5-171010
	36.521-1
	3336
	-
	F
	Rel-14
	14.1.0
	Update RF general section for V2X information
	LTE_SL_V2V-UEConTest

	R5-171875
	36.521-1
	3282
	1
	F
	Rel-14
	14.1.0
	Addition of Band 47 for UE maximum output power for V2X Communication
	LTE_SL_V2V-UEConTest

	R5-171876
	36.521-1
	3284
	1
	F
	Rel-14
	14.1.0
	Introduction of UE maximum output power with additional requirements for V2X Communication
	LTE_SL_V2V-UEConTest

	R5-171877
	36.521-1
	3285
	1
	F
	Rel-14
	14.1.0
	Introduction of 6.2.5G Configured transmitted power for V2X Communication
	LTE_SL_V2V-UEConTest

	R5-171878
	36.521-1
	3286
	1
	F
	Rel-14
	14.1.0
	Introduction of 6.3.4G.1 General ON/OFF time mask for V2X Communication
	LTE_SL_V2V-UEConTest

	R5-171879
	36.521-1
	3337
	1
	F
	Rel-14
	14.1.0
	Add Operating bands, channel bandwidth and RMC for V2X
	LTE_SL_V2V-UEConTest

	R5-171880
	36.521-1
	3427
	1
	F
	Rel-14
	14.1.0
	Introduction of Reference sensitivity level for V2X
	LTE_SL_V2V-UEConTest

	R5-171881
	36.521-1
	3428
	1
	F
	Rel-14
	14.1.0
	Introduction of Maximum input level for V2X
	LTE_SL_V2V-UEConTest

	R5-171882
	36.521-1
	3429
	1
	F
	Rel-14
	14.1.0
	Introduction of Adjacent Channel Selectivity (ACS) for V2X
	LTE_SL_V2V-UEConTest

	R5-171883
	36.521-1
	3430
	1
	F
	Rel-14
	14.1.0
	Introduction of In-band blocking for V2X
	LTE_SL_V2V-UEConTest

	R5-171884
	36.521-1
	3431
	1
	F
	Rel-14
	14.1.0
	Introduction of Out-of-band blocking for V2X
	LTE_SL_V2V-UEConTest

	R5-171885
	36.521-1
	3432
	1
	F
	Rel-14
	14.1.0
	Introduction of Spurious response for V2X
	LTE_SL_V2V-UEConTest

	R5-171936
	36.521-1
	3283
	1
	F
	Rel-14
	14.1.0
	Introduction of UE maximum output power for modulation / channel bandwidth for V2X Communication
	LTE_SL_V2V-UEConTest

	R5-171886
	36.521-3
	1735
	1
	F
	Rel-14
	14.0.1
	Update RRM general section 3 for V2X information
	LTE_SL_V2V-UEConTest

	R5-171533
	36.523-1
	3952
	-
	F
	Rel-14
	13.3.0
	Addition of RRC V2V test case for in coverage transmission
	LTE_SL_V2V-UEConTest

	R5-171535
	36.523-1
	3951
	-
	F
	Rel-14
	13.3.0
	Addition of PDCP V2V test case
	LTE_SL_V2V-UEConTest

	R5-170987
	36.523-2
	0973
	-
	F
	Rel-14
	14.0.0
	Applicability of V2V SIG test cases
	LTE_SL_V2V-UEConTest
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