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Change 1
	Function name
	f_SelectionExpr

	Reason for change
	The selection expression associated with C146 is not aligned with 36.523-2 as it is using  "pc_E_UTRAN_2_GERAN_PSHO" (A.4.4-1/52) instead of "pc_HO_from_UTRA_to_eTDD" (A.4.4-1/53).


	Summary of change
	Corrected PICS associated with A.4.4-1/53 in C146

	TTCN module
	LTE_36523_SelectionExpressions.ttcn

	MCC160 Comment
	


Before change

case (C145){

        v_ApplCond := (pc_eFDD or pc_eTDD) and pc_UTRAN_ANR and not(pc_ue_CategoryDL_M1); //@sic R5-168609, R5-168641 sic@

      }

      //C146: UEs supporting (E-UTRA FDD or E-UTRA TDD) and UTRA and inter-RAT PS handover to E-UTRA from UTRA and NOT Category M1

      case (C146){

        v_ApplCond := (pc_eFDD or pc_eTDD) and pc_UTRA and (pc_HO_from_UTRA_to_eFDD or pc_E_UTRAN_2_GERAN_PSHO) and not(pc_ue_CategoryDL_M1); //@sic R5-168609, R5-168641 sic@

      }
      //C147:UEs supporting (E-UTRA FDD or E-UTRA TDD) and standalone GNSS receiver to provide detailed location information in RRC measurement report and logged measurements in RRC_IDLE and NOT Category M1

      case (C147){

        v_ApplCond := (pc_eFDD or pc_eTDD) and pc_StandaloneGNSS_Location and not(pc_ue_CategoryDL_M1); //@sic R5-168609 sic@

      }     
After change
    case (C145){

        v_ApplCond := (pc_eFDD or pc_eTDD) and pc_UTRAN_ANR and not(pc_ue_CategoryDL_M1); //@sic R5-168609, R5-168641 sic@

      }

      //C146: UEs supporting (E-UTRA FDD or E-UTRA TDD) and UTRA and inter-RAT PS handover to E-UTRA from UTRA and NOT Category M1

      case (C146){

        v_ApplCond := (pc_eFDD or pc_eTDD) and pc_UTRA and (pc_HO_from_UTRA_to_eFDD or pc_HO_from_UTRA_to_eTDD) and not(pc_ue_CategoryDL_M1); //@sic R5-168609, R5-168641 sic@

      }
      //C147:UEs supporting (E-UTRA FDD or E-UTRA TDD) and standalone GNSS receiver to provide detailed location information in RRC measurement report and logged measurements in RRC_IDLE and NOT Category M1

      case (C147){

        v_ApplCond := (pc_eFDD or pc_eTDD) and pc_StandaloneGNSS_Location and not(pc_ue_CategoryDL_M1); //@sic R5-168609 sic@

      }     
