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	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current version
	WI Code
	Phase

	RP-170535
	R3-170779
	Clarification that the Xw UE ID is unique within relevant node
	36.401
	0083
	 
	F
	13.2.0
	LTE_WLAN_aggr-Core
	Rel-14

	RP-170535
	R3-170780
	X2AP Support for Inter-eNB Mobility without WT Change
	36.423
	1023
	 
	B
	14.1.0
	LTE_WLAN_aggr-Core
	Rel-14

	RP-170535
	R3-170781
	XwAP Support for Inter-eNB Mobility without WT Change
	36.463
	0032
	 
	B
	14.0.0
	LTE_WLAN_aggr-Core
	Rel-14

	RP-170535
	R3-170783
	Introduction of WLAN band indication
	36.463
	0033
	 
	B
	14.0.0
	LTE_WLAN_aggr-Core
	Rel-14

	RP-170535
	R3-170784
	Uplink bearer identification
	36.463
	0034
	 
	B
	14.0.0
	LTE_WLAN_aggr-Core
	Rel-14

	RP-170535
	R3-170785
	Enabling uplink data bearers
	36.464
	0009
	 
	B
	13.2.0
	LTE_WLAN_aggr-Core
	Rel-14

	RP-170535
	R3-170786
	Enabling uplink data bearers
	36.465
	0011
	 
	B
	13.1.0
	LTE_WLAN_aggr-Core
	Rel-14

	RP-170535
	R3-170788
	WT Notifying neighbour eNB information on Xw
	36.463
	0035
	 
	B
	14.0.0
	LTE_WLAN_aggr-Core
	Rel-14
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