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---START OF CHANGE 1---
8.1.2.2.1.2
E-UTRAN intra frequency measurements when DRX is used

When DRX is in use the UE shall be able to identify a new detectable FDD intra frequency cell within Tidentify_intra as shown in table 8.1.2.2.1.2-1. When eDRX_CONN is in use the UE shall be able to identify a new detectable FDD intra frequency cell within Tidentify_intra as shown in table 8.1.2.2.1.2-1A. When highSpeedEnhancedMeasFlag is configured the UE shall be able to identify a new detectable FDD intra-frequency cell within Tidentify_intra as shown in table 8.1.2.2.1.2-1B.
Table 8.1.2.2.1.2-1: Requirement to identify a newly detectable FDD intrafrequency cell

	DRX cycle length (s)
	Tidentify_intra (s) (DRX cycles)

	≤0.04
	0.8 (Note1)

	0.04<DRX-cycle≤0.08
	Note2 (40)

	0.128
	3.2 (25)

	0.128<DRX-cycle≤2.56
	Note2(20)

	Note1:
Number of DRX cycle depends upon the DRX cycle in use.

Note2:
Time depends upon the DRX cycle in use.


Table 8.1.2.2.1.2-1A: Requirement to identify a newly detectable FDD intra-frequency cell when eDRX_CONN cycle is used
	eDRX_CONN cycle length (s)
	Tidentify_intra (s) (eDRX_CONN cycles)

	2.56<eDRX_CONN cycle≤10.24
	Note(20)

	Note: Time depends upon the eDRX_CONN cycle in use


Table 8.1.2.2.1.2-1B: Requirement to identify a newly detectable FDD intrafrequency cell for UE configured with highSpeedEnhancedMeasFlag
	DRX cycle length (s)
	Tidentify_intra (s) (DRX cycles)

	≤0.04
	0.8 (Note1)

	0.04<DRX-cycle≤0.08
	Note2(15)

	0.08<DRX-cycle≤1.28
	Note2(10)

	1.28<DRX-cycle≤2.56
	Note2(20)

	Note1:
Number of DRX cycle depends upon the DRX cycle in use.

Note2:
Time depends upon the DRX cycle in use.


A cell shall be considered detectable when

-
RSRP related side conditions given in Sections 9.1.2.1 and 9.1.2.2 are fulfilled for a corresponding Band,

-
RSRQ related side conditions given in Clause 9.1.5.1 are fulfilled for a corresponding Band,

-
RS-SINR related side conditions given in Section 9.1.17.2.1 are fulfilled for a corresponding Band,

-
SCH_RP and SCH Ês/Iot according to Annex B.2.1 for a corresponding Band.
When DRX is used in the RRC_CONNECTED state the measurement period for intra frequency measurements is Tmeasure_intra as shown in table 8.1.2.2.1.2-2. When eDRX_CONN is used in the RRC_CONNECTED state the measurement period for intra frequency measurements is Tmeasure_intra as shown in table 8.1.2.2.1.2-3. When highSpeedEnhancedMeasFlag is configured in the RRC_CONNECTED state the measurement period for intra frequency measurements is Tmeasure_intra as shown in table 8.1.2.2.1.2-4. The UE shall be capable of performing RSRP, RSRQ, and RS-SINR measurements for 8 identified-intra-frequency cells, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of Tmeasure_intra.

Table 8.1.2.2.1.2-2: Requirement to measure FDD intrafrequency cells

	DRX cycle length (s)
	Tmeasure_intra (s) (DRX cycles)

	≤0.04
	0.2 (Note1)

	0.04<DRX-cycle≤2.56
	Note2 (5)

	Note1:
Number of DRX cycle depends upon the DRX cycle in use.

Note2:
Time depends upon the DRX cycle in use.


Table 8.1.2.2.1.2-3: Requirement to measure FDD intra-frequency cells when eDRX_CONN cycle is used
	eDRX_CONN cycle length (s)
	Tmeasure_intra (s) (eDRX_CONN cycles)

	2.56<eDRX_CONN cycle≤10.24
	Note (5)

	Note: Time depends upon the eDRX_CONN cycle in use


Table 8.1.2.2.1.2-4: Requirement to measure FDD intrafrequency cells for UE configured with highSpeedEnhancedMeasFlag
	DRX cycle length (s)
	Tmeasure_intra (s) (DRX cycles)

	≤0.04
	0.2 (Note1)

	0.04<DRX-cycle≤0.08
	Note2 (4)

	0.08<DRX-cycle≤1.28
	Note2 (3)

	1.28<DRX-cycle≤2.56
	Note2 (5)

	Note1: 
Number of DRX cycle depends upon the DRX cycle in use.

Note2: 
Time depends upon the DRX cycle in use.


The RSRP measurement accuracy for all measured cells shall be as specified in the sub-clauses 9.1.2.1 and 9.1.2.2, the RSRQ measurement accuracy for all measured cells shall be as specified in the sub-clause 9.1.5.1, and RS-SINR measurement accuracy for all measured cells shall be as specified in the sub-clause 9.1.17.2.1.
---END OF CHANGE 1-
---START OF CHANGE 2---
8.1.2.2.2.2
E-UTRAN intra frequency measurements when DRX is used

When DRX is in use the UE shall be able to identify a new detectable TDD intra frequency cell within Tidentify_intra as shown in table 8.1.2.2.2.2-1. When eDRX_CONN is in use, the UE shall be able to identify a new detectable TDD intra frequency cell within Tidentify_intra as shown in table 8.1.2.2.2.2-1A. When highSpeedEnhancedMeasFlag is configured the UE shall be able to identify a new detectable TDD intra-frequency cell within Tidentify_intra as shown in table 8.1.2.2.2.2-1B.
Table 8.1.2.2.2.2-1: Requirement to identify a newly detectable TDD intrafrequency cell

	DRX cycle length (s)
	Tidentify_intra (s) (DRX cycles)

	≤0.04
	0.8 (Note1)

	0.04<DRX-cycle≤0.08
	Note2 (40)

	0.128
	3.2 (25)

	0.128<DRX-cycle≤2.56
	Note2(20)

	Note1:
Number of DRX cycle depends upon the DRX cycle in use.

Note2:
Time depends upon the DRX cycle in use.


Table 8.1.2.2.2.2-1A: Requirement to identify a newly detectable TDD intra-frequency cell when eDRX_CONN cycle is used
	eDRX_CONN cycle length (s)
	Tidentify_intra (s) (eDRX_CONN cycles)

	2.56<eDRX_CONN cycle≤10.24
	Note(20)

	Note: Time depends upon the eDRX_CONN cycle in use


Table 8.1.2.2.2.2-1B: Requirement to identify a newly detectable TDD intrafrequency cell for UE configured with highSpeedEnhancedMeasFlag
	DRX cycle length (s)
	Tidentify_intra (s) (DRX cycles)

	≤0.04
	0.8 (Note1)

	0.04<DRX-cycle≤0.08
	Note2(15)

	0.08<DRX-cycle≤1.28
	Note2(10)

	1.28<DRX-cycle≤2.56
	Note2(20)

	Note1:
Number of DRX cycle depends upon the DRX cycle in use.

Note2:
Time depends upon the DRX cycle in use.


A cell shall be considered detectable when

-
RSRP related side conditions given in Clause 9.1.2.1 and 9.1.2.2 are fulfilled for a corresponding Band,

-
RSRQ related side conditions given in Clause 9.1.5.1 are fulfilled for a corresponding Band,

-
RS-SINR related side conditions given in Clause 9.1.17.2.1 are fulfilled for a corresponding Band,

-
SCH_RP and SCH Ês/Iot according to Annex B.2.1 for a corresponding Band.

When DRX is in use in the RRC_CONNECTED state the measurement period for intra frequency measurements is Tmeasure_intra as shown in table 8.1.2.2.2.2-2. When eDRX_CONN is in use in the RRC_CONNECTED state, the measurement period for intra frequency measurements is Tmeasure_intra as shown in table 8.1.2.2.2.2-3. When highSpeedEnhancedMeasFlag is configured in the RRC_CONNECTED state the measurement period for intra frequency measurements is Tmeasure_intra as shown in table 8.1.2.2.2.2-4. The UE shall be capable of performing RSRP, RSRQ, and RS-SINR measurements for 8 identified intra-frequency cells and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of Tmeasure_intra.

Table 8.1.2.2.2.2-2: Requirement to measure TDD intra frequency cells

	DRX cycle length (s)
	Tmeasure_intra (s) (DRX cycles)

	≤0.04
	0.2 (Note1)

	0.04<DRX-cycle≤2.56
	Note2 (5)

	Note1:
Number of DRX cycle depends upon the DRX cycle in use.

Note2:
Time depends upon the DRX cycle in use.


Table 8.1.2.2.2.2-3: Requirement to measure TDD intra-frequency cells when eDRX_CONN cycle is used
	eDRX_CONN cycle length (s)
	Tmeasure_intra (s) (eDRX_CONN cycles)

	2.56<eDRX_CONN cycle≤10.24
	Note (5)

	Note: Time depends upon the eDRX_CONN cycle in use.


Table 8.1.2.2.2.2-4: Requirement to measure TDD intrafrequency cells for UE configured with highSpeedEnhancedMeasFlag
	DRX cycle length (s)
	Tmeasure_intra (s) (DRX cycles)

	≤0.04
	0.2 (Note1)

	0.04<DRX-cycle≤0.08
	Note2 (4)

	0.08<DRX-cycle≤1.28
	Note2 (3)

	1.28<DRX-cycle≤2.56
	Note2 (5)

	Note1:
Number of DRX cycle depends upon the DRX cycle in use.

Note2:
Time depends upon the DRX cycle in use.


The RSRP measurement accuracy for all measured cells shall be as specified in the sub-clauses 9.1.2.1 and 9.1.2.2, the RSRQ measurement accuracy for all measured cells shall be as specified in the sub-clause 9.1.5.1, and the RS-SINR measurement accuracy for all measured cells shall be as specified in the sub-clause 9.1.17.2.1.
---END OF CHANGE 2-
