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Modified Subclause
4.1A
ue-CategoryDL and ue-CategoryUL
The fields ue-CategoryDL and ue-CategoryUL define downlink/uplink capability respectively. The parameters set by the UE DL/UL Categories are defined in subclause 4.2. Tables 4.1A-1 and 4.1A-2 define the downlink and, respectively, uplink physical layer parameter values for each UE DL/UL Category. Table 4.1A-4 defines the minimum capability for the maximum number of bits of a MCH transport block received within a TTI for an MBMS capable UE capable of reception via MBSFN. Table 4.1A-6 defines the only combinations for UE UL and DL Categories that are allowed to be signalled with ue-CategoryDL and ue-CategoryUL. Table 4.1A-6 also defines which UE Categories a UE shall indicate in addition to the combinations for UE UL and DL Categories. A UE indicating DL category 13 may indicate category 9 or 10 in ue-Category-v1170.
Table 4.1A-1: Downlink physical layer parameter values set by the field ue-CategoryDL
	UE DL Category
	Maximum number of DL-SCH transport block bits received within a TTI (Note 1)
	Maximum number of bits of a DL-SCH transport block received within a TTI
	Total number of soft channel bits
	Maximum number of supported layers for spatial multiplexing in DL

	DL Category M1
	1000
	1000
	25344
	1

	DL Category 0 (Note 2)
	1000
	1000
	25344
	1

	DL Category 6
	301504
	149776 (4 layers, 64QAM)

75376 (2 layers, 64QAM)
	3654144
	2 or 4

	DL Category 7
	301504
	149776 (4 layers, 64QAM)

75376 (2 layers, 64QAM)
	3654144
	2 or 4

	DL Category 9
	452256
	149776 (4 layers, 64QAM)

75376 (2 layers, 64QAM)
	5481216
	2 or 4

	DL Category 10
	452256
	149776 (4 layers, 64QAM)

75376 (2 layers, 64QAM)
	5481216
	2 or 4

	DL Category 11
	603008
	149776 (4 layers, 64QAM)
195816 (4 layers, 256QAM)
75376 (2 layers, 64QAM)
97896 (2 layers, 256QAM)
	7308288
	2 or 4

	DL Category 12
	603008
	149776 (4 layers, 64QAM)
195816 (4 layers, 256QAM)
75376 (2 layers, 64QAM)
97896 (2 layers, 256QAM)
	7308288
	2 or 4

	DL Category 13
	391632
	195816 (4 layers, 256QAM)
97896 (2 layers, 256QAM)
	3654144
	2 or 4

	DL Category 14
	3916560
	391656 (8 layers, 256QAM)
	47431680
	8

	DL Category 15
	749856-798800 (Note 3)
	149776 (4 layers, 64QAM)

195816 (4 layers, 256QAM)

75376 (2 layers, 64QAM)

97896 (2 layers, 256QAM)
	9744384
	2 or 4

	DL Category 16
	978960 -1051360 (Note 3)
	149776 (4 layers, 64QAM)

195816 (4 layers, 256QAM)
75376 (2 layers, 64QAM)
97896 (2 layers, 256QAM)
	12789504
	2 or 4

	DL Category 17
	25065984
	391656 (8 layers, 256QAM)
	303562752
	8

	DL Category 18
	1174752-1206016 (Note 3)
	[299856 (8 layers, 64QAM)

391656 (8 layers, 256QAM)]

149776 (4 layers, 64QAM)

195816 (4 layers, 256QAM)

75376 (2 layers, 64QAM)

97896 (2 layers, 256QAM)
	14616576
	2 or 4 [or 8]

	DL Category 19
	1566336 -1658272 (Note 3)
	[299856 (8 layers, 64QAM)

391656 (8 layers, 256QAM)]

149776 (4 layers, 64QAM)

195816 (4 layers, 256QAM)

75376 (2 layers, 64QAM)

97896 (2 layers, 256QAM)
	19488768
	2 or 4 [or 8]

	NOTE 1:
In carrier aggregation operation, the DL-SCH processing capability can be shared by the UE with that of MCH received from a serving cell. If the total eNB scheduling for DL-SCH and an MCH in one serving cell at a given TTI is larger than the defined processing capability, the prioritization between DL-SCH and MCH is left up to UE implementation.
NOTE 2:
Within one TTI, a UE indicating category 0 shall be able to receive up to 1000 bits for a transport block associated with C-RNTI/Semi-Persistent Scheduling C-RNTI/P-RNTI/SI-RNTI/RA-RNTI and up to 2216 bits for another transport block associated with P-RNTI/SI-RNTI/RA-RNTI.

NOTE 3: 
The UE indicating category x shall reach the value within the defined range indicated by “Maximum number of DL-SCH transport block bits received within a TTI” of category x. The UE shall determine the required value within the defined range indicated by “Maximum number of DL-SCH transport block bits received within a TTI” of the corresponding category, based on its capabilities (i.e. CA band combination, MIMO, Modulation scheme). If the UE capability of CA band combination, MIMO and modulation scheme supported can exceed the upper limit of the defined range, the UE shall support the maximum value of the defined range indicated by “Maximum number of DL-SCH transport block bits received within a TTI” of the corresponding category.


Table 4.1A-2: Uplink physical layer parameter values set by the field ue-CategoryUL

	UE UL Category
	Maximum number of UL-SCH transport block bits transmitted within a TTI
	Maximum number of bits of an UL-SCH transport block transmitted within a TTI
	Support for 64QAM in UL
	Support for 256QAM in UL

	UL Category M1
	1000
	1000
	No
	No

	UL Category 0
	1000
	1000
	No
	No

	UL Category 3
	51024
	51024
	No
	No

	UL Category 5
	75376
	75376
	Yes
	No

	UL Category 7
	102048
	51024
	No
	No

	UL Category 8
	1497760
	149776
	Yes
	No

	UL Category 13
	150752
	75376
	Yes
	No

	UL Category 14
	9585664
	149776
	Yes
	No

	UL Category 15
	226128
	75376
	Yes
	No

	UL Category 16
	105528
	105528
	Yes
	Yes

	UL Category 17
	2119360
	211936
	Yes
	Yes

	UL Category 18
	211056
	105528
	Yes
	Yes

	UL Category 19
	13563904
	211936
	Yes
	Yes


Table 4.1A-3: Total layer 2 buffer sizes set by the fields ue-CategoryDL and ue-CategoryUL

	UE DL Category
	UE UL Category
	Total layer 2 buffer size [bytes]
	With support for split bearers

	DL Category M1
	UL Category M1
	20 000
	N/A

	DL Category 0
	UL Category 0
	20 000
	N/A

	DL Category 6
	UL Category 5
	3 500 000
	6 000 000

	DL Category 6
	UL Category 16
	3 800 000
	6 300 000

	DL Category 7
	UL Category 13
	4 200 000
	6 700 000

	DL Category 7
	UL Category 18
	4 800 000
	7 300 000

	DL Category 9
	UL Category 5
	5 000 000
	7 400 000

	DL Category 9
	UL Category 16
	5 200 000
	7 700 000

	DL Category 10
	UL Category 13
	5 700 000
	8 100 000

	DL Category 10
	UL Category 18
	6 200 000
	8 700 000

	DL Category 11
	UL Category 5
	6 400 000
	11 300 000

	DL Category 11
	UL Category 16
	6 600 000
	11 500 000

	DL Category 12
	UL Category 13
	7 100 000
	12 000 000

	DL Category 12
	UL Category 15
	7 700 000
	12 600 000

	DL Category 12
	UL Category 18
	7 600 000
	12 500 000

	DL Category 13
	UL Category 3
	4 200 000
	7 300 000

	DL Category 13
	UL Category 5
	4 400 000
	7 600 000

	DL Category 13
	UL Category 7
	4 700 000
	7 800 000

	DL Category 13
	UL Category 13
	5 100 000
	8 300 000

	DL Category 13
	UL Category 16
	4 700 000
	7 800 000

	DL Category 13
	UL Category 18
	5 700 000
	8 800 000

	DL Category 14
	UL Category 8
	50 800 000
	76 200 000

	DL Category 14
	UL Category 17
	56 600 000
	82 000 000

	DL Category 15
	UL Category 3
	8 000 000
	13 000 000

	DL Category 15
	UL Category 5
	8 200 000
	13 400 000

	DL Category 15
	UL Category 7
	8 500 000
	13 600 000

	DL Category 15
	UL Category 13
	8 900 000
	14 100 000

	DL Category 15
	UL Category 16
	8 500 000
	13 700 000

	DL Category 15
	UL Category 18
	9 500 000
	14 700 000

	DL Category 16
	UL Category 3
	10 000 000
	17 000 000

	DL Category 16
	UL Category 5
	10 600 000
	17 400 000

	DL Category 16
	UL Category 7
	10 800 000
	17 600 000

	DL Category 16
	UL Category 13
	11 000 000
	18 100 000

	DL Category 16
	UL Category 15
	12 000 000
	18 800 000

	DL Category 16
	UL Category 16
	8 500 000
	13 700 000

	DL Category 16
	UL Category 18
	11 800 000
	18 700 000

	DL Category 17
	UL Category 14
	330 000 000
	530 000 000

	DL Category 17
	UL Category 19
	360 000 000
	530 000 000

	DL Category 18
	UL Category 3
	11 800 000
	21 600 000

	DL Category 18
	UL Category 5
	12 000 000
	21 800 000

	DL Category 18
	UL Category 7
	12 300 000
	22 100 000

	DL Category 18
	UL Category 13
	12 700 000
	22 500 000

	DL Category 18
	UL Category 15
	13 400 000
	23 200 000

	DL Category 18
	UL Category 16
	12 300 000
	22 100 000

	DL Category 18
	UL Category 18
	13 300 000
	23 100 000

	DL Category 19
	UL Category 3
	16 000 000
	28 300 000

	DL Category 19
	UL Category 5
	16 300 000
	28 500 000

	DL Category 19
	UL Category 7
	16 500 000
	28 800 000

	DL Category 19
	UL Category 13
	17 000 000
	29 200 000

	DL Category 19
	UL Category 15
	17 700 000
	29 900 000

	DL Category 19
	UL Category 16
	16 500 000
	28 800 000

	DL Category 19
	UL Category 18
	17 500 000
	29 800 000


Table 4.1A-4: Maximum number of bits of a MCH transport block received within a TTI set by the field ue-CategoryDL for an MBMS capable UE capable of reception via MBSFN
	UE DL Category
	Maximum number of bits of a MCH transport block received within a TTI

	DL Category M1
	NA

	DL Category 0
	4584

	DL Category 6
	75376

	DL Category 7
	75376

	DL Category 9
	75376

	DL Category 10
	75376

	DL Category 11
	75376 (64QAM)
97896 (256QAM)

	DL Category 12
	75376 (64QAM)
97896 (256QAM)

	DL Category 13
	75376 (64QAM)
97896 (256QAM)

	DL Category 14
	75376 (64QAM)
97896 (256QAM)

	DL Category 15
	75376 (64QAM)
97896 (256QAM)

	DL Category 16
	75376 (64QAM)
97896 (256QAM)

	DL Category 17
	75376 (64QAM)
97896 (256QAM)

	DL Category 18
	75376 (64QAM)
97896 (256QAM)

	DL Category 19
	75376 (64QAM)
97896 (256QAM)


Table 4.1A-5: Half-duplex FDD operation type set by the field ue-CategoryDL for a half-duplex FDD capable UE

	UE DL Category
	Half-duplex FDD operation type

	DL Category M1
	Type B

	DL Category 0
	Type B

	DL Category 6
	Type A

	DL Category 7
	Type A

	DL Category 9
	Type A

	DL Category 10
	Type A

	DL Category 11
	Type A

	DL Category 12
	Type A

	DL Category 13
	Type A

	DL Category 14
	Type A

	DL Category 15
	Type A

	DL Category 16
	Type A

	DL Category 17
	Type A

	DL Category 18
	Type A

	DL Category 19
	Type A


Table 4.1A-6: supported DL/UL Categories combinations and maximum UE channel bandwidth set by the fields ue-CategoryDL and ue-CategoryUL and UE categories to be indicated
	UE DL Category
	UE UL Category
	UE categories
	Maximum UE channel bandwidth [MHz]

	DL Category M1
	UL Category M1
	N/A
	1.4

	DL Category 0
	UL Category 0
	N/A
	According to maximum channel bandwidth specified per band in TS 36.101 [6].

	DL Category 6
	UL Category 5
	Category 6, 4
	

	DL Category 6
	UL Category 16
	Category 6, 4

DL Category 6 and UL Category 5
	

	DL Category 7
	UL Category 13
	Category 7, 4
	

	DL Category 7
	UL Category 18
	Category 7, 4

DL Category 7 and UL Category 13
	

	DL Category 9
	UL Category 5
	Category 9, 6, 4
	

	DL Category 9
	UL Category 16
	Category 9, 6, 4

DL Category 9 and UL Category 5
	

	DL Category 10
	UL Category 13
	Category 10, 7, 4
	

	DL Category 10
	UL Category 18
	Category 10, 7, 4

DL Category 10 and UL Category 13 
	

	DL Category 11
	UL Category 5
	Category 11, 9, 6, 4
	

	DL Category 11
	UL Category 16
	Category 11, 9, 6, 4

DL Category 11 and UL Category 5
	

	DL Category 12
	UL Category 13
	Category 12, 10, 7, 4
	

	DL Category 12
	UL Category 15
	Category 12, 10, 7, 4
DL Category 12 and UL Category 13
	

	DL Category 12
	UL Category 18
	Category 12, 10, 7, 4

DL Category 12 and UL Category 13
	

	DL Category 13
	UL Category 3
	Category 6, 4, 9 (if supported)
	

	DL Category 13
	UL Category 5
	Category 6, 4, 9 (if supported)
	

	DL Category 13
	UL Category 7
	Category 7, 4, 10 (if supported)
	

	DL Category 13
	UL Category 13
	Category 7, 4, 10 (if supported)
	

	DL Category 13
	UL Category 16
	Category 6, 4

DL Category 13 and UL Category 5
	

	DL Category 13
	UL Category 18
	Category 7, 4

DL Category 13 and UL Category 13
	

	DL Category 14
	UL Category 8
	Category 8, 5
	

	DL Category 14
	UL Category 17
	Category 8, 5

DL Category 14 and UL Category 8
	

	DL Category 15
	UL Category 3
	Category 11, 9, 6, 4
	

	DL Category 15
	UL Category 5
	Category 11, 9, 6, 4
DL Category 11 and UL Category 5
	

	DL Category 15
	UL Category 7
	Category 12, 10, 7, 4
	

	DL Category 15
	UL Category 13
	Category 12, 10, 7, 4
DL Category 12 and UL Category 13
	

	DL Category 15
	UL Category 16
	Category 11, 9, 6, 4

DL Category 11 and UL Category 5

DL Category 15 and UL Category 5
	

	DL Category 15
	UL Category 18
	Category 12, 10, 7, 4

DL Category 12 and UL Category 13

DL Category 15 and UL Category 13
	

	DL Category 16
	UL Category 3
	Category 11, 9, 6, 4
	

	DL Category 16
	UL Category 5
	Category 11, 9, 6, 4
DL Category 11 and UL Category 5
	

	DL Category 16
	UL Category 7
	Category 12, 10, 7, 4
	

	DL Category 16
	UL Category 13
	Category 12, 10, 7, 4
DL Category 12 and UL Category 13
	

	DL Category 16
	UL Category 15
	Category 12, 10, 7, 4
DL Category 16,12 and UL Category 13
	

	DL Category 16
	UL Category 16
	Category 11, 9, 6, 4
DL Category 11 and UL Category 5
DL Category 16 and UL Category 5
	

	DL Category 16
	UL Category 18
	Category 12, 10, 7, 4

DL Category 12 and UL Category 13

DL Category 16 and UL Category 13
	

	DL Category 17
	UL Category 14
	Category 8, 5
DL Category 14 and UL Category 8
	

	DL Category 17
	UL Category 19
	Category 8, 5

DL Category 14 and UL Category 8

DL Category 17 and UL Category 14
	

	DL Category 18
	UL Category 3
	Category 11, 9, 6, 4

DL Category 16 and UL Category 3
	

	DL Category 18
	UL Category 5
	Category 11, 9, 6, 4

DL Category 16, 11 and UL Category 5
	

	DL Category 18
	UL Category 7
	Category 12, 10, 7, 4

DL Category 16 and UL Category 7
	

	DL Category 18
	UL Category 13
	Category 12, 10, 7, 4

DL Category 16, 12 and UL Category 13
	

	DL Category 18
	UL Category 15
	Category 12, 10, 7, 4

DL Category 16,12 and UL Category 13
	

	DL Category 18
	UL Category 16
	Category 11, 9, 6, 4

DL Category 11 and UL Category 5
DL Category 16 and UL Category 5
DL Category 18 and UL Category 5
	

	DL Category 18
	UL Category 18
	Category 12, 10, 7, 4

DL Category 12 and UL Category 13

DL Category 16 and UL Category 13
	

	DL Category 19
	UL Category 3
	Category 11, 9, 6, 4

DL Category 16 and UL Category 3
	

	DL Category 19
	UL Category 5
	Category 11, 9, 6, 4

DL Category 16, 11 and UL Category 5
	

	DL Category 19
	UL Category 7
	Category 12, 10, 7, 4

DL Category 16 and UL Category 7
	

	DL Category 19
	UL Category 13
	Category 12, 10, 7, 4

DL Category 16, 12 and UL Category 13
	

	DL Category 19
	UL Category 15
	Category 12, 10, 7, 4

DL Category 16,12 and UL Category 13
	

	DL Category 19
	UL Category 16
	Category 11, 9, 6, 4

DL Category 12 and UL Category 5

DL Category 16 and UL Category 5
DL Category 19 and UL Category 5
	

	DL Category 19
	UL Category 18
	Category 12, 10, 7, 4

DL Category 12 and UL Category 13

DL Category 16 and UL Category 13
DL Category 19 and UL Category 13
	


Next Modified Subclause
4.3.4
Physical layer parameters

4.3.4.1
ue-TxAntennaSelectionSupported
This  field defines whether the UE supports transmit antenna selection.

4.3.4.2
ue-SpecificRefSigsSupported
This field defines whether the UE supports PDSCH transmission mode 7 for FDD.

4.3.4.3
Void

4.3.4.4
enhancedDualLayerFDD
This field defines whether the UE supports enhanced dual layer (PDSCH transmission mode 8) for FDD.

4.3.4.5
enhancedDualLayerTDD
This field defines whether the UE supports enhanced dual layer (PDSCH transmission mode 8) for TDD. Enhanced dual layer shall be supported by UEs of this version of the specification supporting TDD.

4.3.4.6
supportedMIMO-CapabilityUL-r10
This field defines the maximum number of spatial multiplexing layers in the uplink direction for a certain band and bandwidth class in a supportedBandCombination supported by the UE.

4.3.4.7
supportedMIMO-CapabilityDL-r10
This field defines the maximum number of spatial multiplexing layers in the downlink direction for a certain band and bandwidth class in a supportedBandCombination supported by the UE. For bandwidth classes that include multiple component carriers (i.e. bandwidth classes B, C, D and so on), the field defines the maximum number of spatial multiplexing layers supported by the UE on all component carriers in the corresponding bandwidth class.
The support for more layers in supportedMIMO-CapabilityDL than given by the “maximum number of supported layers for spatial multiplexing in DL” derived from the ue-Category (without suffix) in the UE-EUTRA-Capability IE is only applicable to transmission mode 9 and transmission mode 10.
4.3.4.8
two-AntennaPortsForPUCCH-r10
This field defines whether the UE supports transmit diversity for PUCCH formats 1/1a/1b/2/2a/2b, and if the UE supports PUCCH format 3, transmit diversity for PUCCH format 3.

4.3.4.9
tm9-With-8Tx-FDD-r10

This field defines whether the UE supports PDSCH transmission mode 9 with 8 CSI reference signal ports for FDD.

4.3.4.10
pmi-Disabling-r10

This field defines whether the UE supports PMI disabling.
4.3.4.11
crossCarrierScheduling-r10

This field defines whether the UE supports cross carrier scheduling operation for carrier aggregation, including (if the UE supports carrier aggregation in UL) the use of PCell as the pathloss reference for an SCell when pathlossReference-r10 within UplinkPowerControlDedicatedSCell-r10 is configured as "pCell". The UE supports PDCCH DCI formats with CIF if the UE indicates support for cross carrier scheduling.

NOTE:
Regardless of whether the UE supports cross carrier scheduling operation or not, it is mandatory for a UE supporting carrier aggregation in UL to support the configuration where pathlossReference-r10 within UplinkPowerControlDedicatedSCell-r10 is set to “sCell”.
4.3.4.12
simultaneousPUCCH-PUSCH-r10

This field defines whether the UE baseband supports simultaneous transmission of PUCCH and PUSCH, and is band agnostic. If the UE indicates support of baseband capability for simultaneous transmission of PUCCH and PUSCH using this field, and if the UE indicates support of RF capability for non-contiguous UL resource allocation within a component carrier for a particular E-UTRA radio frequency band, then the UE supports simultaneous transmission of PUCCH and PUSCH within each component carrier of the band. If the UE indicates support of baseband capability for simultaneous transmission of PUCCH and PUSCH using this field, and if the UE indicates support of carrier aggregation in UL, then the UE supports simultaneous transmission of PUCCH and PUSCH across any UL component carriers which the UE can aggregate. If the UE supports uplink LAA, this field is only applicable for non-LAA cells. For LAA SCells, see subclause 7.7.4. If the UE supports DC, this field is applicable within a CG. If the UE supports PUCCH on SCell, this field is applicable within a PUCCH group as defined in TS 36.213 [22].
4.3.4.13
multiClusterPUSCH-WithinCC-r10

This field defines whether the UE baseband supports multi-cluster PUSCH transmission within a component carrier (i.e. PUSCH resource allocation type 1), and is band agnostic. If the UE indicates support of baseband capability for multi-cluster PUSCH transmission within a component carrier using this field, and if the UE indicates support of RF capability for non-contiguous UL resource allocation within a component carrier for a particular E-UTRA radio frequency band, then the UE supports multi-cluster PUSCH transmission within each component carrier of the band.

NOTE:
If the UE indicates support of carrier aggregation in UL, then the UE supports PUSCH transmissions over non-contiguous resource blocks across any UL component carriers which the UE can aggregate, regardless of whether or not the UE indicates support of baseband capability for multi-cluster PUSCH transmission within a component carrier using this field..

4.3.4.14
nonContiguousUL-RA-WithinCC-Info-r10

This field defines whether the UE RF supports non-contiguous UL resource allocations within a component carrier, and is signalled per E-UTRA radio frequency band which the UE supports.

4.3.4.15
crs-InterfHandl-r11
This field defines whether the UE supports CRS interference handling. It is mandatory for UEs of this release of the specification, except for Category 0 and M1 UEs.

4.3.4.16
Void

4.3.4.17
Void

4.3.4.18
ePDCCH-r11
This field defines whether the UE can receive DCI on UE specific search space on Enhanced PDCCH.
4.3.4.19
multiACK-CSI-Reporting-r11
This field defines whether the UE supports multi-cell HARQ ACK and periodic CSI reporting and SR on PUCCH format 3 if the UE supports FDD carrier aggregation with more than two DL component carriers or TDD carrier aggregation.
4.3.4.20
ss-CCH-InterfHandl-r11
This field defines whether the UE supports synchronisation signal and common channel interference handling if the UE supports crs-InterfHandl-r11. It is mandatory for UEs of this release of the specification to support this feature for TDD bands, except for Category 0 and M1 UEs.

4.3.4.21
tdd-SpecialSubframe-r11
This field defines whether the UE supports TDD special subframe as specified in TS 36.211 [17]. It is mandatory for UEs of this release of the specification.

4.3.4.22
txDiv-PUCCH1b-ChSelect-r11
This field defines whether the UE supports transmit diversity for PUCCH format 1b with channel selection if the UE supports carrier aggregation and two-AntennaPortsForPUCCH-r10.
4.3.4.23
ul-CoMP-r11
This field defines whether the UE supports UL Coordinated Multi-Point operation. It is mandatory for UEs of this release of the specification.

4.3.4.24
tm5-FDD
This field defines whether the UE supports PDSCH transmission mode 5 for FDD.

4.3.4.25
tm5-TDD
This field defines whether the UE supports PDSCH transmission mode 5 for TDD.

4.3.4.26
interBandTDD-CA-WithDifferentConfig-r11
This field defines whether the UE supports inter-band TDD carrier aggregation with different UL/DL configuration combinations. It is mandatory for UEs of this release of the specification if inter-band TDD carrier aggregation is supported.

4.3.4.27
e-HARQ-Pattern-FDD-r12
This field defines whether the UE supports enhanced HARQ pattern for TTI bundling operation for FDD.

4.3.4.28
tdd-FDD-CA-PCellDuplex-r12
The presence of this field indicates that the UE supports TDD/FDD CA in any supported band combination including at least one FDD band with bandParametersUL and at least one TDD band with bandParametersUL. The first bit is set to "1" if UE supports the TDD PCell. The second bit is set to "1" if UE supports FDD PCell. This field is included only if the UE supports band combination including at least one FDD band with bandParametersUL and at least one TDD band with bandParametersUL. If this field is included, the UE shall set at least one of the bits as "1". If this field is included with DC, then it is applicable within a CG, and the presence of this field indicates the capability of the UE to support TDD/FDD CA with at least one FDD band and at least one TDD band in the same CG, with the value indicating the support for TDD/FDD PCell (PSCell).

4.3.4.29
csi-SubframeSet-r12
This field defines whether the UE supports Rel-12 DL CSI subframe set configuration, Rel-12 DL CSI subframe set dependent CSI measurement/feedback, configuration of up to 2 CSI-IM resources for a CSI process with no more than 4 CSI-IM resources for all CSI processes of one frequency if the UE supports tm10, configuration of two ZP-CSI-RS for tm1-tm9, PDSCH RE mapping with two ZP-CSI-RS configurations, and EPDCCH RE mapping with two ZP-CSI-RS configurations if the UE supports EPDCCH. This field is only applicable for UEs supporting TDD.
4.3.4.30
phy-TDD-ReConfig-FDD-PCell-r12
This field defines whether the UE supports TDD UL/DL reconfiguration for TDD serving cell(s) via monitoring PDCCH with eIMTA-RNTI on a FDD PCell, and HARQ feedback according to UL and DL HARQ reference configurations.
4.3.4.31
phy-TDD-ReConfig-TDD-PCell-r12
This field defines whether the UE supports TDD UL/DL reconfiguration for TDD serving cell(s) via monitoring PDCCH with eIMTA-RNTI on a TDD PCell, and HARQ feedback according to UL and DL HARQ reference configurations.
4.3.4.32
pusch-SRS-PowerControl-SubframeSet-r12
This field defines whether the UE supports subframe set dependent UL power control for PUSCH and SRS. This field is only applicable for UEs supporting TDD.
4.3.4.33
enhanced-4TxCodebook-r12
This field defines whether the UE supports enhanced 4Tx codebook as specified in TS 36.211 [17].

4.3.4.34
pusch-FeedbackMode-r12
This field defines whether the UE supports PUSCH feedback mode 3-2 as specified in TS 36.213 [22].

4.3.4.35
naics-Capability-List-r12
This field indicates that the UE supports NAICS, i.e. receiving assistance information from serving cell and using it to cancel or suppress interference of a neighbouring cell for at least one band combination. For each entry of the list, the NAICS capability for a band combination is indicated as a combination of numberOfNAICSCapableCC and numberOfAggregatedPRB.

4.3.4.36
noResourceRestrictionForTTIBundling-r12
This field defines whether the UE supports TTI bundling operation without resource allocation restriction. It is mandatory for UEs of this release of the specification except for Category M1 UEs.

4.3.4.37
Void
4.3.4.38
discoverySignalsInDeactSCell-r12
This field defines whether the UE supports the behaviour on DL signals and physical channels when SCell is deactivated and discovery signals measurement is configured as specified in TS 36.211 [17]. A UE that supports this feature shall also support carrier aggregation and crs-DiscoverySignalsMeas-r12.

4.3.4.39
ul-64QAM-r12
This field defines whether the UE supports UL 64QAM. A UE that supports 64QAM in UL shall support 64QAM in UL in all supported frequency bands.

4.x.x.x
ul-256QAM-r14
This field indicates UL 256QAM support by the UE on a single component carrier within a band.

End of Modified Subclause
