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3.2
Abbreviations
For the purposes of the present document, the following abbreviations apply:

ACDC
Application specific Congestion control for Data Communication
ACK
Acknowledgement

AG
Absolute Grant

AICH
Acquisition Indicator CHannel

AM
Acknowledged Mode

ANDSF
Access Network Discovery and Selection Function

ANR
Automatic Neighbour Relation
AP
Access Point
AS
Access Stratum

ASC
Access Service Class

ASN.1
Abstract Syntax Notation.1

BCCH
Broadcast Control Channel

BCD
Binary Coded Decimal

BCFE
Broadcast Control Functional Entity

BDS
BeiDou Navigation Satellite System

BER
Bit Error Rate

BLER
BLock Error Rate

BSS
Base Station Sub-system

CCCH
Common Control Channel

CCPCH
Common Control Physical CHannel

CH
Conditional on history

CLTD
Closed Loop Transmit Diversity

CM
Connection Management

CN
Core Network

C-RNTI
Cell RNTI

CSFB
CS Fallback

CSG
Closed Subscriber Group

CTCH
Common Traffic CHannel

CTFC
Calculated Transport Format Combination

CV
Conditional on value

DBDS
Differential BDS

DCA
Dynamic Channel Allocation

DCCH
Dedicated Control Channel

DCFE
Dedicated Control Functional Entity

DCH
Dedicated Channel

DC-SAP
Dedicated Control SAP

DDI
Data Description Indicator

DGANSS
Differential GANSS

DGPS
Differential Global Positioning System

DL
Downlink
DPCCH2
Dedicated Physical Control Channel 2
DSCH
Downlink Shared Channel

DTCH
Dedicated Traffic Channel

DTM
Dual Transfer Mode

EAB
Extended Access Barring

E-AGCH
E-DCH Absolute Grant Channel

ECEF
Earth-Centered, Earth-Fixed
ECI

Earth-Centered-Inertial
E-DCH
Enhanced uplink DCH

E-DPCCH
E-DCH Dedicated Physical Control Channel (FDD Only)
E-DPDCH
E-DCH Dedicated Physical Data Channel (FDD Only)

EGNOS
European Geostationary Navigation Overlay Service
E-HICH
E-DCH HARQ Acknowledgement Indicator Channel

E-PUCH
Enhanced Uplink Physical Channel (TDD only)

E-RGCH
E-DCH Relative Grant Channel (FDD only)

E-RNTI
E-DCH RNTI

E-ROCH
E-DCH Rank and Offset Channel (FDD only)

E-RUCCH
E-DCH Random Access Uplink Control Channel (TDD only)

E-TFCI
E-DCH Transport Format Combination Indicator

ETWS
Earthquake and Tsunami Warning System

E-UCCH
E-DCH Uplink Control Channel (TDD only)

E-UTRA
Evolved Universal Terrestrial Radio Access

E-UTRAN
Evolved Universal Terrestrial Radio Access Network

FACH
Forward Access Channel

FDD
Frequency Division Duplex

F-DPCH
Fractional DPCH

F-TPICH
Fractional Transmitted Precoding Indicator Channel

GAGAN
GPS Aided Geo Augmented Navigation
GANSS
Galileo and Additional Navigation Satellite Systems
GC-SAP
General Control SAP

GERAN
GSM/EDGE Radio Access Network

GLONASS
GLObal'naya NAvigatsionnaya Sputnikovaya Sistema (Engl.: Global Navigation Satellite System)

GNSS
Global Navigation Satellite System

GRA
GERAN Registration Area

G-RNTI
Geran Radio Network Temporary Identity

HARQ
Hybrid Automatic Repeat Request

HCS
Hierarchical Cell Structure

HFN
Hyper Frame Number

H-RNTI
HS-DSCH RNTI

HS-DSCH
High Speed Downlink Shared Channel

ICD
Interface Control Document

ID
Identifier

IDNNS
Intra Domain NAS Node Selector
IE
Information element

IETF
Internet Engineering Task Force

IMB
Integrated Mobile Broadcast

IMEI
International Mobile Equipment Identity

IMSI
International Mobile Subscriber Identity

IP
Internet Protocol

ISCP
Interference on Signal Code Power

L1
Layer 1

L2
Layer 2

L3
Layer 3

LAI
Location Area Identity

MAC
Media Access Control
MBS
Metropolitan Beacon System
MBMS
Multimedia Broadcast Multicast Service

MBSFN
MBMS over a Single Frequency Network
MCC
Mobile Country Code

MCCH
MBMS point-to-multipoint Control Channel

MD
Mandatory default

MDT
Minimization of Drive Tests

MICH
MBMS notification Indicator Channel

MM
Mobility Management

MNC
Mobile Network Code

MP
Mandatory present

MTCH

MBMS point-to-multipoint Traffic Channel

MSAS
Multi-functional Satellite Augmentation System
MSCH
MBMS point-to-multipoint Scheduling Channel

NACC
Network Assisted Cell Change

NAS
Non Access Stratum

Nt-SAP
Notification SAP

NW
Network

OLTD
Open Loop Transmit Diversity

OP
Optional

PCCH
Paging Control Channel

PCH
Paging Channel

PDCP
Packet Data Convergence Protocol

PDSCH
Physical Downlink Shared Channel

PDU
Protocol Data Unit

PLMN
Public Land Mobile Network

PNFE
Paging and Notification Control Functional Entity

PRACH
Physical Random Access CHannel

PRN
Pseudo-Random Noise

PSI
Packet System Information

p-t-m
Point-to-Multipoint

P-TMSI
Packet Temporary Mobile Subscriber Identity

p-t-p
Point-to-Point

PUSCH
Physical Uplink Shared Channel
QoE
Quality of Experience
QoS
Quality of Service

QZSS
Quasi-Zenith Satellite System
RAB
Radio access bearer

RACH
Random Access CHannel

RAI
Routing Area Identity

RAT
Radio Access Technology

RB
Radio Bearer

RFE
Routing Functional Entity

RG
Relative Grant

RL
Radio Link

RLC
Radio Link Control

RLS
Radio Link Set

RNC
Radio Network Controller

ROHC
RObust Header Compression

RNTI
Radio Network Temporary Identifier

RRC
Radio Resource Control

RSCP
Received Signal Code Power

RSN
Retransmission Sequence Number

RSRP
Reference Signal Received Power

RSRQ
Reference Signal Received Quality

RSSI
Received Signal Strength Indicator

SAP
Service Access Point

SBAS
Satellite Based Augmentation System
SCFE
Shared Control Function Entity

SCTD
Space Code Transmit Diversity

SCTO
Soft Combining Timing Offset (MBMS)

S-DPCCH
Secondary Dedicated Physical Control Channel

S-E-DPCCH
Secondary E-DPCCH (FDD only)

S-E-DPDCH
Secondary E-DPDCH (FDD only)

SF
Spreading Factor

SG
Serving grant

SHCCH
Shared Control Channel

SI
System Information

SIR
Signal to Interference Ratio

SPS
Semi-Persistent Scheduling

S-RNTI
SRNC - RNTI

SV

Space Vehicle

TDD
Time Division Duplex

TF
Transport Format

TFCS
Transport Format Combination Set

TFS
Transport Format Set

TM
Transparent Mode

TME
Transfer Mode Entity

TMSI
Temporary Mobile Subscriber Identity

Tr
Transparent

TSN
Transmission Sequence Number

Tx
Transmission

UE
User Equipment

UL
Uplink

UM
Unacknowledged Mode

URA
UTRAN Registration Area

U-RNTI
UTRAN-RNTI

USCH
Uplink Shared Channel

UTC
Universal Coordinated Time

UTRAN
Universal Terrestrial Radio Access Network

WAAS
Wide Area Augmentation System

WGS-84
World Geodetic System 1984
WLAN
Wireless Local Area Network
<Next modification>
6.3
Signalling Radio Bearers
The Radio Bearers (RB) available for transmission of RRC messages are defined as "signalling radio bearers" and are specified in the following. The UE and UTRAN shall select the signalling radio bearers for RRC messages using RLC-TM, RLC-UM or RLC-AM on the DCCH and CCCH, according to the following:

-
Signalling radio bearer RB0 shall be used for all messages sent on the CCCH (UL: RLC-TM, DL: RLC-UM).

-
Signalling radio bearer RB1 shall be used for all messages sent on the DCCH, when using RLC unacknowledged mode (RLC-UM).

-
Signalling radio bearer RB2 shall be used for all messages sent on the DCCH, when using RLC acknowledged mode (RLC-AM), except for the RRC messages carrying higher layer (NAS) signalling and the MEASUREMENT REPORT message carrying the IE "Application layer measurement reporting".

-
Signalling radio bearer RB3 and optionally Signalling radio bearer RB4 shall be used for the RRC messages carrying higher layer (NAS) signalling and sent on the DCCH in RLC acknowledged mode (RLC-AM), as specified in subclauses 8.1.8., 8.1.9 and 8.1.10.

-
Signalling radio bearer RB4 shall be used for UE INFORMATION RESPONSE message and the MEASUREMENT REPORT message carrying the IE "Application layer measurement reporting".

-
Additionally, RBs whose identities shall be set between 5 and 32 may be used as signalling radio bearer for the RRC messages on the DCCH sent in RLC transparent mode (RLC-TM).

-
RRC messages on the SHCCH are mapped either on RACH or on the USCH in the uplink using TM and either on FACH or on the DSCH using RLC-UM. These messages are only specified for TDD mode.

-
RRC messages on the MCCH are mapped on FACH using RLC-UM. The transport channel configuration for MCCH is indicated on BCCH. For this signalling radio bearer no identity is applied.

-
RRC messages on the MSCH are mapped on FACH using RLC-UM. The transport channel configuration for MSCH is indicated on MCCH. For this signalling radio bearer no identity is applied.

The Radio Bearer configuration for signalling radio bearer RB0, SHCCH, BCCH on FACH, PCCH on PCH, BCCH mapped to BCH, RB0 mapped on HS-DSCH (FDD only) and RACH, BCCH mapped on HS-DSCH (FDD and 1.28 Mcps TDD only), PCCH mapped to HS-DSCH (FDD and 1.28 Mcps TDD only) and RB0 mapped on HS-DSCH and common E-DCH (FDD and 1.28 Mcps TDD only) are specified in subclauses 13.6, 13.6a, 13.6b, 13.6c, 13.6e, 13.6f, 13.6g and 13.6h.

Ciphering is never applied to signalling radio bearer RB0 or signalling radio bearers using RLC TM.

<Next modification>
8.4.1.3
Reception of MEASUREMENT CONTROL by the UE
Upon reception of a MEASUREMENT CONTROL message the UE shall perform actions specified in subclause 8.6 unless otherwise specified below.

The UE shall:

1>
read the IE "Measurement command";

1>
if the IE "Measurement command" has the value "setup":

2>
store this measurement in the variable MEASUREMENT_IDENTITY according to the IE "measurement identity", first releasing any previously stored measurement with that identity if that exists;

2>
for FDD or 3.84/7.68 Mcps TDD, if the measurement type is quality, UE internal, intra-frequency, inter-frequency or inter-RAT:

3>
if the UE is in CELL_FACH state:

4>
the UE behaviour is not specified.

2>
for 1.28 Mcps TDD, if the measurement type is quality, UE internal, or inter-RAT:

3>
if the UE is in CELL_FACH state:

4>
the UE behaviour is not specified.

2>
for 1.28 Mcps TDD, if the measurement type is intra-frequency or inter-frequency:

3>
if the UE is in CELL_FACH state:

4>
if the UE is working on the secondary frequency: 

5>
begin measurements according to the stored control information for this measurement identity.

4>
else:

5>
may begin measurements according to the stored control information for this measurement identity.

2>
if the measurement type is "inter-frequency measurement" and the IE "Inter-frequency SI Acquisition" is included or if the measurement type is "inter-RAT measurement" and the IE "E-UTRA SI Acquisition" is included:

3>
if the IE "report criteria" is not set to "Periodical reporting criteria":

4>
the UE behaviour is not specified.

2>
for measurement types "inter-RAT measurement" or "inter-frequency measurement" that require measurements on a frequency other than the actually used frequency:

3>
if, according to its measurement capabilities, the UE requires compressed mode to perform that measurement type:

4>
if, according to its measurement capabilities in the IE “Frequency specific compressed mode”, the UE does not require the compressed mode on all the frequencies associated the serving HS-DSCH cell and the secondary serving HS-DSCH cells; and

4>
the frequency to measure is in the band other than the band of the frequency of the serving HS-DSCH cell; and

4
the frequency to measure is in the band for which there is at least one frequency associated with the entry in the variable SECONDARY_CELL_HS_DSCH_RECEPTION set to TRUE; and

4>
if after reception of this message, a compressed mode pattern sequence with the IE “Frequency specific compressed mode” set to TRUE is active according to the IE "Current TGPS Status Flag" in UE variable TGPS_IDENTITY:

5>
if the measurement is valid in the current RRC state of the UE:

6>
begin measurements according to the stored control information for this measurement identity by applying the compressed mode pattern only to the band where the frequency to measure is.

4>
if, according to its measurement capabilities in the IE "Frequency specific compressed mode for non-contiguous operation", the UE does not require the compressed mode on all the frequencies associated the serving HS-DSCH cell and the secondary serving HS-DSCH cells; and

4>
the frequency to measure is in the same band as the frequency of the serving HS-DSCH cell; and

4
the frequency to measure is not associated with the serving HS-DSCH cell or with any entry in the variable SECONDARY_CELL_HS_DSCH_RECEPTION, which is in the same block of contiguous HS-DSCH cells as the serving HS-DSCH cell; and

4>
if after reception of this message, a compressed mode pattern sequence with the IE "Frequency specific compressed mode" set to TRUE is active according to the IE "Current TGPS Status Flag" in UE variable TGPS_IDENTITY:

5>
if the measurement is valid in the current RRC state of the UE:

6>
begin measurements according to the stored control information for this measurement identity by applying the compressed mode pattern only to the block of contiguous secondary serving HS-DSCH cells, which does not contain the serving HS-DSCH cell.

4>
else:

5>
if after reception of this message a compressed mode pattern sequence with an appropriate measurement purpose is active according to the IE "Current TGPS Status Flag" in UE variable TGPS_IDENTITY

6>
if the measurement is valid in the current RRC state of the UE:

7>
begin measurements according to the stored control information for this measurement identity.

3>
if, according to its measurement capabilities in the IE "Inter-frequency measurements on configured carriers without compressed mode", the UE does not require compressed mode to perform the measurements on the frequencies configured for HS-DSCH operation:

4>
if at least one of the entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE and the frequency to measure is same as the frequency of the secondary serving HS-DSCH cell; and

4>
if the measurement is valid in the current RRC state of the UE:

5>
begin measurements according to the stored control information for this measurement identity.

3>
if, according to its measurement capabilities, the UE does not require compressed mode to perform the measurements on at least one supported band of that measurement type:

4>
if the measurement is valid in the current RRC state of the UE:

5>
begin measurements according to the stored control information for this measurement identity.

3>
if, according to its measurement capabilities in the IE "Enhanced inter-frequency measurements without compressed mode", the UE does not require compressed mode to perform the measurements on two frequencies in addition to the downlink frequency in the IE "Frequency info" not included in the IE "Uplink secondary cell info FDD":

4>
if, the frequency to measure is same as the frequency derived from one of the entries in "Frequency info list for enhanced measurement" included in the variable CELL_INFO_LIST; and

4>
the frequency to measure along with all frequencies associated with entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION that are set to TRUE and the frequency of the serving HS-DSCH cell, corresponds to a valid configuration according to the number of additional secondary serving cells and the carrier combinations supported by the UE:

5>
if the measurement is valid in the current RRC state of the UE; and

5>
if the number of frequencies on which inter-frequency measurements without compressed mode are configured is less than or equal to two:

6>
begin measurements according to the stored control information for this measurement identity.

3>
if according to its measurement capabilities, the UE does not require compressed mode to perform measurement on adjacent frequency and the frequency derived from "Adjacent frequency info" included in the variable CELL_INFO_LIST is an adjacent frequency:

4>
if all the entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION are set to FALSE; or 

4>
if at least one of the entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE and the frequency derived from "Adjacent frequency info" included in the variable CELL_INFO_LIST is same as the frequency of the secondary serving HS-DSCH cell associated with such an entry:

5>
if the measurement is valid in the current RRC state of the UE; and

5>
inter-frequency measurements without compressed mode are not configured on any other frequency::

6>
begin measurements according to the stored control information for this measurement identity.

3>
if according to its measurement capabilities, the UE does not require compressed mode to perform measurement on a frequency in a different band from the band of the frequency of the serving HS-DSCH cell and these two bands form one of the band combinations reported in the IE "Radio Access Capability Band Combination List":

4>
if all the entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION are set to FALSE, and the frequency derived from  "Inter-band frequency info" included in the variable CELL_INFO_LIST is in another band, and these two bands form one of the band combinations reported in the IE "Radio Access Capability Band Combination List"; or

4>
if at least one of the entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE, and the frequency derived from "Inter-band frequency info" included in the variable CELL_INFO_LIST is in another band, and is same as the frequency of the secondary serving HS-DSCH cell associated with such an entry:

5>
if the measurement is valid in the current RRC state of the UE; and

5>
if inter-frequency measurements without compressed mode are not configured on any other frequency:

6>
begin measurements according to the stored control information for this measurement identity.

2>
for measurement type "inter-frequency measurement" that requires measurements on the downlink frequency associated with the secondary uplink frequency: 

3>
the UE shall not require compressed mode to perform the measurement, regardless of the activation status of secondary uplink frequency;

3>
if the measurement is valid in the current RRC state of the UE:

4>
begin measurements according to the stored control information for this measurement identity on the downlink frequency associated with the secondary uplink frequency.

NOTE:
The UE is not required to perform measurements on cells for which it needs compressed mode but a suitable compressed mode pattern is not activated.

2>
for measurement type "inter-frequency measurement" that requires measurements only on the same frequency as the actually used frequency:

3>
if the measurement is valid in the current RRC state of the UE:

4>
begin measurements according to the stored control information for this measurement identity.
2>
for measurement type "UE positioning measurement":

3>
if the UE is in CELL_FACH state:

4>
if IE "Positioning Method" is set to "OTDOA":

5>
if IE "Method Type" is set to "UE assisted":

6>
if IE "UE positioning OTDOA assistance data for UE assisted" is not included:

7>
if System Information Block type 15.4 is broadcast:

8>
read System Information Block type 15.4.

7>
act as specified in subclause 8.6.7.19.2.

5>
if IE "Method Type" is set to "UE based":

6>
if IE "UE positioning OTDOA assistance data for UE based" is not included:

7>
if System Information Block type 15.5 is broadcast:

8>
read System Information Block type 15.5.

7>
act as specified in subclause 8.6.7.19.2a.

2>
for measurement type "CSG Proximity detection":

3>
if the value of IE "UTRA CSG Proximity detection" is set to "enable":

4>
the UE shall perform CSG proximity detection function for UTRA CSG member cells;

4>
the UE shall include the detection result, if proximity is detected, in the IE "CSG Proximity Indication" of the corresponding MEASUREMENT REPORT message, as specified in subclause 14.7a.4.

3>
else:

4>
the UE shall disable the CSG proximity detection function for UTRA cells and not send measurement report containing the IE "CSG Proximity Indication" for any UTRA cells.

3>
if the value of IE "E-UTRA CSG Proximity detection" is set to "enable":
4>
the UE shall perform CSG proximity detection function for E-UTRA CSG member;

4>
the UE shall include the detection result, if proximity is detected, in the IE "CSG Proximity Indication" of the corresponding MEASUREMENT REPORT message, as specified in subclause 14.7a.4.

3>
else:

4>
the UE shall disable the CSG proximity detection function for E-UTRA cells and not send measurement report containing the IE "CSG Proximity Indication" for any E-UTRA cells.

2>
for measurement type "E-UTRA measurement for CELL_FACH":
3>
if the UE is not in CELL_FACH state:

4>
the UE behaviour is unspecified.

3>
else:

4>
act as specified in subclause 8.6.7.28.

2>
for measurement type "Application layer measurement configuration":
3>
if the UE is not in CELL_DCH or CELL_FACH state:

4>
the UE behaviour is unspecified.

3>
else:

4>
forward the content of the IE "Application layer measurement configuration" to upper layers.

2>
for any other measurement type:

3>
if the measurement is valid in the current RRC state of the UE:

4>
begin measurements according to the stored control information for this measurement identity.
1>
if the IE "Measurement command" has the value "modify":

2>
for all IEs present in the MEASUREMENT CONTROL message:

3>
if a measurement was stored in the variable MEASUREMENT_IDENTITY associated to the identity by the IE "measurement identity":

4>
 for FDD or 3.84/7.68 Mcps TDD, if the measurement type is quality, UE internal, intra-frequency, inter-frequency or inter-RAT:

5>
if the UE is in CELL_FACH state:

6>
the UE behaviour is not specified.

4>
for 1.28 Mcps TDD, if the measurement type is quality, UE internal, or inter-RAT:

5>
if the UE is in CELL_FACH state:

6>
the UE behaviour is not specified.

4>
for 1.28 Mcps TDD, if the measurement type is intra-frequency or inter-frequency:

5>
 if the UE is in CELL_FACH state:

6>
perform the actions as specified below.

4>
if measurement type is set to "intra-frequency measurement", for any of the optional IEs "Intra-frequency measurement objects list", "Intra-frequency measurement objects list on secondary UL frequency", "Intra-frequency measurement quantity", "Intra-frequency reporting quantity", "Measurement Validity", "report criteria" and "parameters required for each event" (given "report criteria" is set to "intra-frequency measurement reporting criteria") that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "inter-frequency measurement", for any of the optional IEs "Inter-frequency measurement quantity", "Inter-frequency reporting quantity", "Measurement Validity", "Inter-frequency set update" and "parameters required for each event" (given "report criteria" is set to either "inter-frequency measurement reporting criteria" or "intra-frequency measurement reporting criteria") that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "inter-RAT measurement", for any of the optional IEs "Inter-RAT measurement objects list", "E-UTRA frequency list", "E-UTRA frequency extension list", "Inter-RAT measurement quantity", and "Inter-RAT reporting quantity" that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "UE positioning measurement" and the IE "UE positioning OTDOA assistance data" is present, for any of the optional IEs "UE positioning OTDOA neighbour cell info for UE-assisted", "UE positioning OTDOA reference cell info for UE-assisted", "UE positioning OTDOA reference cell info for UE-based", "UE positioning OTDOA neighbour cell info for UE-based" and "UE positioning" that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "UE positioning measurement" and the IE "UE positioning GPS assistance data" is present, for any of the optional IEs "UE positioning GPS reference time", "UE positioning GPS reference UE position", "UE positioning GPS DGPS corrections", "UE positioning GPS ionospheric model", "UE positioning GPS UTC model", "UE positioning GPS acquisition assistance", "UE positioning GPS real-time integrity" that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "UE positioning measurement" and the IE "UE positioning GANSS assistance data" is present, for any of the optional IEs "UE positioning GANSS reference time", "UE positioning GANSS reference UE position", "UE positioning DGANSS corrections", "UE positioning GANSS ionospheric model", "UE positioning GANSS additional ionospheric model", "UE positioning GANSS UTC model", "UE positioning GANSS additional UTC models", "UE positioning GANSS reference measurement information", "UE positioning GANSS data bit assistance", "UE positioning GANSS Time model", "UE positioning GANSS real-time integrity", "UE positioning GANSS Earth orientation parameters", "UE positioning GANSS auxiliary information", "UE positioning DBDS corrections", "UE positioning BDS Ionospheric Grid Model" that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "traffic volume measurement", for any of the optional IEs "Traffic volume measurement Object", "Traffic volume measurement quantity", "Traffic volume reporting quantity", and"Measurement Validity" that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "quality measurement", for the optional IE "Quality reporting quantity" if it is present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "UE internal measurement", for any of the optional IEs "UE internal measurement quantity", and "UE internal reporting quantity" that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "CSG Proximity detection", for any of the IEs "UTRA CSG Proximity detection", and "E-UTRA CSG Proximity detection" that are present in the MEASUREMENT CONTROL message:
4>
if measurement type is set to "Application layer measurement configuration", if the IE "Container for application layer measurement configuration" is present in the MEASUREMENT CONTROL message:
5>
replace all instances of the IEs listed above (and all their children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IEs received in the MEASUREMENT CONTROL message;

5>
leave all other stored information elements unchanged in the variable MEASUREMENT_IDENTITY.
3>
otherwise:

4>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

2>
if measurement type is set to "inter-frequency measurement":

3>
if "report criteria" is set to "intra-frequency measurement reporting criteria" and "reporting criteria" in "inter-frequency measurement quantity" is set to "intra-frequency reporting criteria":

4>
for FDD, 3.84 Mcps TDD and 7.68 Mcps TDD; or

4>
for 1.28 Mcps TDD, if the UE only uses one frequency:

5>
leave the currently stored "inter-frequency measurement reporting criteria" within "report criteria" and "inter-frequency reporting criteria" within "inter-frequency measurement quantity" unchanged, and continue to act on the information stored in these variables.

NOTE:
If the UTRAN wants to modify the inter-frequency cell info list for an inter-frequency measurement configured with event based reporting without repeating any IEs related to the configured events, one possibility is to set the IE "report criteria" to "intra-frequency measurement reporting criteria", not include the IE "parameters required for each event", and set the IE "reporting criteria" in the IE "inter-frequency measurement quantity" to "intra-frequency reporting criteria".

4>
for 1.28 Mcps TDD, if the UE uses multiple frequencies:

5>
use the content of MEASUREMENT CONTROL to replace the IEs related to MEASUREMENT_IDENTITY which have stored;

5>
not delete the unchanged values.
2>
for measurement types "inter-frequency measurement" that require measurements on a frequency other than the actually used frequency, or that require measurements on another RAT:

3>
if, according to its measurement capabilities, the UE requires compressed mode to perform that measurement type:

4>
if, according to its measurement capabilities in the IE “Frequency specific compressed mode”, the UE does not require the compressed mode on all the frequencies associated the serving HS-DSCH cell and the secondary serving HS-DSCH cells; and

4>
the frequency to measure is in the band other than the band of the frequency of the serving HS-DSCH cell; and

4>
the frequency to measure is in the band for which there is at least one frequency associated with the entry in the variable SECONDARY_CELL_HS_DSCH_RECEPTION set to TRUE; and

4>
if after reception of this message, a compressed mode pattern sequence with the IE “Frequency specific compressed mode” set to TRUE is active according to the IE "Current TGPS Status Flag" in UE variable TGPS_IDENTITY:

5>
if the measurement is valid in the current RRC state of the UE:

6>
begin measurements according to the stored control information for this measurement identity by applying the compressed mode pattern only to the band where the frequency to measure is.

4>
if, according to its measurement capabilities in the IE "Frequency specific compressed mode for non-contiguous operation", the UE does not require the compressed mode on all the frequencies associated the serving HS-DSCH cell and the secondary serving HS-DSCH cells; and

4>
the frequency to measure is in the same band as the frequency of the serving HS-DSCH cell; and

4
the frequency to measure is not associated with the serving HS-DSCH cell or with any entry in the variable SECONDARY_CELL_HS_DSCH_RECEPTION, which is in the same block of contiguous HS-DSCH cells as the serving HS-DSCH cell; and

4>
if after reception of this message, a compressed mode pattern sequence with the IE "Frequency specific compressed mode" set to TRUE is active according to the IE "Current TGPS Status Flag" in UE variable TGPS_IDENTITY:

5>
if the measurement is valid in the current RRC state of the UE:

6>
begin measurements according to the stored control information for this measurement identity by applying the compressed mode pattern only to the block of contiguous secondary serving HS-DSCH cells, which does not contain the serving HS-DSCH cell.

4>
else:

5>
if after reception of this message a compressed mode pattern sequence with an appropriate measurement purpose is active according to the IE "Current TGPS Status Flag" in UE variable TGPS_IDENTITY

6>
if the measurement is valid in the current RRC state of the UE:

7>
begin measurements according to the stored control information for this measurement identity.

3>
if, according to its measurement capabilities in the IE "Inter-frequency measurements on configured carriers without compressed mode", the UE does not require compressed mode to perform the measurements on the frequencies configured for HS-DSCH operation:

4>
if at least one of the entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE and the frequency to measure is same as the frequency of the secondary serving HS-DSCH cell; and

4>
if the measurement is valid in the current RRC state of the UE:

5>
begin measurements according to the stored control information for this measurement identity.

3>
if, according to its measurement capabilities, the UE does not require compressed mode, on at least one supported band of that measurement type, to perform the measurements:

4>
resume the measurements according to the new stored measurement control information.

3>
if, according to its measurement capabilities in the IE "Enhanced inter-frequency measurements without compressed mode", the UE does not require compressed mode to perform the measurements on two frequencies in addition to the downlink frequency in the IE "Frequency info" not included in the IE "Uplink secondary cell info FDD":

4>
if, the frequency to measure is same as the frequency derived from one of the entries in "Frequency info list for enhanced measurement" included in the variable CELL_INFO_LIST; and

4>
the frequency to measure along with all frequencies associated with entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION that are set to TRUE and the frequency of the serving HS-DSCH cell, corresponds to a valid configuration according to the number of additional secondary serving cells and the carrier combinations supported by the UE:

5>
if the number of frequencies on which inter-frequency measurements without compressed mode are configured is less than or equal to two:

6>
resume the measurements according to the new stored measurement control information.

3>
if according to its measurement capabilities, the UE does not require compressed mode to perform measurement on adjacent frequency and the frequency derived from "Adjacent frequency info" included in the variable CELL_INFO_LIST is an adjacent frequency:

4>
if all the entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION are set to FALSE and inter-frequency measurements without compressed mode are not configured on any other frequency; or

4>
if at least one of the entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE and the frequency derived from "Adjacent frequency info" included in the variable CELL_INFO_LIST is same as the frequency of the secondary serving HS-DSCH cell associated with such an entry and inter-frequency measurements without compressed mode are not configured on any other frequency:

5>
if inter-frequency measurements without compressed mode are not configured on any other frequency:

6>
resume the measurements according to the new stored measurement control information.

3>
if according to its measurement capabilities, the UE does not require compressed mode to perform measurement on a frequency in a different band from the band of the frequency of the serving HS-DSCH cell and these two bands for one of the band combinations reported in the IE "Radio Access Capability Band Combination List":

4>
if all the entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION are set to FALSE, and the frequency derived from "Inter-band frequency info" included in the variable CELL_INFO_LIST is in another band, and these two bands form one of the band combinations reported in the IE "Radio Access Capability Band Combination List"; or

4>
if at least one of the entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE, and the frequency derived from "Inter-band frequency info" included in the variable CELL_INFO_LIST is in another band, and is the same as the frequency of the secondary serving HS-DSCH cell associated with such an entry:

5>
if inter-frequency measurements without compressed mode are not configured on any other frequency: 

6>
resume the measurements according to the new stored measurement control information.

2>
for measurement type "inter-frequency measurement" that requires measurements on the downlink frequency associated with the secondary uplink frequency: 

3>
the UE shall not require compressed mode to perform the measurement, regardless of the activation status of secondary uplink frequency;

3>
if the measurement is valid in the current RRC state of the UE:

4>
resume the measurements according to the new stored control information for this measurement identity on the downlink frequency associated with the secondary uplink frequency.

2>
for measurement type "inter-frequency measurement" that requires measurements only on the same frequency as the actually used frequency:

3>
if the measurement is valid in the current RRC state of the UE:

4>
resume measurements according to the new stored control information for this measurement identity.

2>
for measurement type "E-UTRA measurement for CELL_FACH":
3>
if the UE is not in CELL_FACH state:

4>
the UE behaviour is unspecified.

3>
else:
4>
act as specified in subclause 8.6.7.28.

2>
for measurement type "Application layer measurement configuration":
3>
if the UE is not in CELL_DCH or CELL_FACH state:

4>
the UE behaviour is unspecified.

3>
else:

4>
inform upper layers to clear the stored "Application layer measurement configuration" and forward the content of the IE "Application layer measurement configuration" to upper layers.
2>
for any other measurement type:

3>
resume the measurements according to the new stored measurement control information.

2>
for measurement type "inter-RAT measurement":

3> if "report criteria" is set to "inter-RAT measurement reporting criteria":

4>
if the value of "report criteria" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" is not "inter-RAT measurement reporting criteria"; or

4>
if the value of "report criteria" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" is "inter-RAT measurement reporting criteria" and if the IE "Parameters required for each event" is present:

5>
replace the IE "report criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "reporting criteria" received in the MEASUREMENT CONTROL message.

3>
if "report criteria" is not set to "inter-RAT measurement reporting criteria":

4>
replace the IE "reporting criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "reporting criteria" received in the MEASUREMENT CONTROL message.

2>
for measurement type "UE positioning measurement":

3>
if "reporting criteria" is set to "UE positioning reporting criteria":

4>
if the value of "reporting criteria" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" is not "UE positioning reporting criteria", or;

4>
if the value of "reporting criteria" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" is "UE positioning reporting criteria" and if the IE "Parameters required for each event" is present:

5>
replace the IE "reporting criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message.

3>
if "reporting criteria" is not set to "UE positioning reporting criteria":

4>
replace the IE "report criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message.

2>
for measurement type "traffic volume measurement":

3>
replace the IE "report criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message.

2>
for measurement type "quality measurement":

3>
replace the IE "report criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message;

3>
if "report criteria" is set to "quality measurement reporting criteria":

4>
if the value of "BLER reporting" in any instance of the IE "Quality reporting quantity" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message is set to TRUE:

5>
the UE behaviour is unspecified.

2>
for measurement type "UE internal measurement":

3>
if "report criteria" is set to "UE internal measurement reporting criteria":

4>
if the value of "report criteria" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" is not "UE internal measurement reporting criteria"; or

4>
if the value of "report criteria" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" is "UE internal measurement reporting criteria" and if the IE "Parameters sent for each UE internal measurement event" is present:

5>
replace the IE "report criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message.

3>
if "report criteria" is not set to "UE internal measurement reporting criteria":

4>
replace the IE "report criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message.

1>
if the IE "Measurement command" has the value "Release":

2>
terminate the measurement associated with the identity given in the IE "measurement identity";

2>
clear all stored measurement control information related associated to this measurement identity in variable MEASUREMENT_IDENTITY;
1> if any configured inter-frequency measurement is to be released; and

1>
if the UE supports Inter-frequency detected set measurements and Cells excluded from detected set measurements:

2>
for each non-used frequency, if "Cells to be excluded in non-used frequency detected cells" for a non-used frequency is stored, the UE shall:

3>
if the "measurement identity" corresponding with the stored "Cells to be excluded in non-used frequency detected cells" for that non-used frequency was released:
4>
clear the stored "Cells to be excluded in non-used frequency detected cells" for that non-used frequency.
1>
if any configured intra-frequency measurement is to be released; and

1>
if the UE supports Cells excluded from detected set measurements, and "Cells to be excluded in detected set cells" for the intra-frequency is stored, the UE shall:

2>
if the "measurement identity" corresponding with the stored "Cells to be excluded in detected set cells" for the intra-frequency was released:

3>
clear the stored "Cells to be excluded in detected set cells" for the intra-frequency.
1>
if the IE "Measurement command" has the value "ReleaseAll":

2>
terminate all measurements;

2>
clear corresponding measurement control information in variable MEASUREMENT_IDENTITY.

1>
if the IE "Measurement command" has the value "ReleaseSome":

2>
for each measurement indicated by IE "Measurement Identity" in the "Released measurements" list in IE "Release Some Measurements", the UE shall:

3>
terminate the corresponding measurement;

3>
clear corresponding measurement control information stored in variable MEASUREMENT_IDENTITY.
1>
if any configured application layer measurement configuration is to be released, the UE shall:

2>
inform upper layers to clear the stored "Application layer measurement configuration".
1>
if the IE "DPCH Compressed Mode Status Info" is present:

2>
if, as the result of this message, UE will have more than one transmission gap pattern sequence with the same measurement purpose active (according to IEs "TGMP" and "Current TGPS Status Flag" in variable TGPS_IDENTITY):

3>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

2>
if there is any pending "TGPS reconfiguration CFN" or any pending "TGCFN":

3>
the UE behaviour is unspecified.

2>
if there is a pending "activation time" for a reconfiguration procedure that included the IE "DPCH Compressed mode info":

3>
the UE behaviour is unspecified.
2>
if pattern sequence corresponding to IE "TGPSI" is already active (according to "Current TGPS Status Flag") in the variable TGPS_IDENTITY):

3>
if the "TGPS Status Flag" in this message is set to "deactivate" for the corresponding pattern sequence:

4>
deactivate this pattern sequence at the beginning of the frame indicated by IE "TGPS reconfiguration CFN" received in the message;

4>
set the "Current TGPS Status Flag" for this pattern sequence in the variable TGPS_IDENTITY to "inactive" at the frame indicated by IE "TGPS reconfiguration CFN" received in the message.

3>
if the "TGPS Status Flag" in this message is set to "activate" for the corresponding pattern sequence:

4>
deactivate this pattern sequence at the beginning of the frame indicated by IE "TGPS reconfiguration CFN" received in the message.

NOTE1:
The temporary deactivation of pattern sequences for which the status flag is set to "activate" can be used by the network to align the timing of already active patterns with newly activated patterns.

NOTE2:
The deactivation of pattern sequences only occurs as a result of RRC messages received by the UE, i.e. the UE does not set the "Current TGPS Status Flag" to "inactive" after the final gap of a finite length pattern sequence.

2>
after the time indicated by IE "TGPS reconfiguration CFN" has elapsed:

3>
activate the pattern sequence corresponding to each IE "TGPSI" for which the "TGPS status flag" in this message is set to "activate" at the time indicated by IE "TGCFN"; and

3>
set the corresponding "Current TGPS status flag" for this pattern sequence in the variable TGPS_IDENTITY to "active"; and

3>
begin the inter-frequency and/or inter-RAT measurements corresponding to the pattern sequence measurement purpose of each activated pattern sequence;

3>
if the values of IE "TGPS reconfiguration CFN" and IE "TGCFN" are equal:

4>
start the concerned pattern sequence immediately at that CFN.

2>
not alter pattern sequences stored in variable TGPS_IDENTITY, if the pattern sequence is not identified in IE "TGPSI" in the received message.

1>
if the IE "CELL_DCH measurement occasion info LCR" is present:
2>
perform actions for the IE "CELL_DCH measurement occasion info LCR" as specified in subclause 8.6.7.26;
1>
if the UE in CELL_FACH state receives a MEASUREMENT CONTROL message, which indicates the same measurement identity as that stored in the variable MEASUREMENT_IDENTITY:

2>
update the stored information with the traffic volume measurement control information in variable MEASUREMENT_IDENTITY; and

2>
refrain from updating the traffic volume measurement control information associated with this measurement identity in the variable MEASUREMENT_IDENTITY with the information received in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11) until this measurement is explicitly released with another MEASUREMENT CONTROL message.

1>
for FDD, if the IE "Read SFN indicator" included in the IE "Cell info" of an inter-frequency cell is set to TRUE and  according  to the UE's measurement capabilies, the UE requires DL compressed mode in order to perform measurements on the frequency for which the SFN is to be read:

2>
set the variable CONFIGURATION_INCOMPLETE to TRUE.
1>
clear the entry for the MEASUREMENT CONTROL message in the table "Accepted transactions" in the variable TRANSACTIONS.

The UE may:

1>
if the IE "Measurement command" has the value "setup":

2>
for measurement type "UE positioning measurement":

3>
if the UE is CELL_FACH state:

4>
if IE "Positioning Method" is set to "GPS":

5>
if IE "UE positioning GPS assistance data" is not included and variable UE_POSITIONING_GPS_DATA is empty:

6>
if System Information Block types 15, 15.1, 15.2 and 15.3 are broadcast:

7>
read System Information Block types 15, 15.1, 15.2 and 15.3.

6>
act as specified in subclause 8.6.7.19.3.

5>
if IE "GANSS Positioning Methods" is present:

6>
for each GNSS indicated in IE "GANSS Positioning Methods" and supported by UE:

7>
if IE "UE positioning GANSS assistance data" is not included and variable UE_POSITIONING_GANSS_DATA does not contain data for that GNSS:

8>
if System Information Block types 15bis, 15.1bis, 15.2bis, 15.2ter, 15.3bis, 15.6, 15.7 and 15.8 are broadcast:

9>
read System Information Block types 15bis, 15.1bis, 15.2bis, 15.2ter, 15.3bis, 15.6, 15.7 and 15.8.

8>
act as specified in subclause 8.6.7.19.7.
6>
if BDS is indicated in IE "GANSS Positioning Methods" and supported by UE:

7>
if IE "UE positioning GANSS assistance data" is not included:

8>
if System Information Block type 15.1ter is broadcast:

9>
read System Information Block type 15.1ter.

8>
act as specified in subclause 8.6.7.19.7.
1>
and the procedure ends.

<Next modification>
8.4.2
Measurement report
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Figure 8.4.2-1: Measurement report, normal case

8.4.2.1
General
The purpose of the measurement reporting procedure is to transfer measurement results from the UE to UTRAN.

For intra frequency measurement, the UE shall do the measurement reporting procedure on each configured uplink frequency regrardless its activation status.

8.4.2.2
Initiation
In CELL_DCH state, the UE shall:

1>
transmit a MEASUREMENT REPORT message on the uplink DCCH when the reporting criteria stored in variable MEASUREMENT_IDENTITY are met for any ongoing measurements that are being performed in the UE.

In CELL_FACH state, the UE shall:

1>
transmit a MEASUREMENT REPORT message on the uplink DCCH when the reporting criteria stored in variable MEASUREMENT_IDENTITY are met for any ongoing traffic volume measurement or UE positioning measurement or E-UTRA measurement for CELL_FACH that is being performed in the UE.

In TDD, if the Radio Bearer associated with the MEASUREMENT_IDENTITY fulfilling the reporting criteria for an ongoing traffic volume measurement is mapped on transport channel of type USCH, the UE shall:

1>
initiate the "PUSCH CAPACITY REQUEST" procedure instead of transmitting a MEASUREMENT REPORT (TDD Only).

In CELL_PCH or URA_PCH state, the UE shall:

1>
if the measurement reporting is not initiated according to subclause 8.5.40, subclause 8.5.47 or subclause 8.5.56:

2>
if variable READY_FOR_COMMON_EDCH or HSPA_RNTI_STORED_PCH is set to TRUE:

3>
move to CELL_FACH; 

3>
transmit a MEASUREMENT REPORT message on the uplink DCCH when the reporting criteria stored in variable MEASUREMENT_IDENTITY are fulfilled for any ongoing UE positioning measurement which is being performed in the UE.
2>
else:

3>
first perform the cell update procedure according to subclause 8.3.1, using the cause "uplink data transmission", in order to transit to CELL_FACH state; and then

3>
transmit a MEASUREMENT REPORT message on the uplink DCCH when the reporting criteria stored in variable MEASUREMENT_IDENTITY are fulfilled for any ongoing UE positioning measurement which is being performed in the UE.

For FDD and 1.28 Mcps TDD, the UE in CELL_PCH or URA_PCH state shall:

1>
if variable H_RNTI is set:

2>
if the measurement reporting is initiated according to subclause 8.5.40 or subclause 8.5.47 or subclause 8.5.56:

3>
move to CELL_FACH;
3>
set the IE "measurement identity" to "16";

3>
not set the IE "measured results" or "E-UTRA measured results";
3>
include the IE "measured results on RACH";

3>
if an event triggered traffic volume measurement has been configured:

4>
if the TCTV is larger than the threshold in the IE "Reporting threshold" for a traffic volume measurement stored in the MEASUREMENT_IDENTITY variable and that traffic volume measurement has "measurement identity" equal to 4, "Traffic volume event identity" equal to "4a", "Measurement validity" equal to "all states" or "all states except CELL_DCH":
5>
set the IE "Traffic volume event identity" to "4a".

3>
if an IE "Logged Measurement Info-FDD" or "Logged Measurement Info-TDD" in variable LOGGED_MEAS_REPORT_VARIABLE is present and registered PLMN is present in the IE "PLMN Identity List" stored in variable LOGGED_MEAS_REPORT_VARIABLE:

4>
include IE "Logged Meas Available".

3>
if IE "Logged ANR Report" in variable LOG_ANR_REPORT_VARIABLE is present and registered PLMN is the same as one of the PLMNs in the IE “PLMN Identity” or IE "Equivalent PLMN Identity List" stored in variable LOG_ ANR_REPORT_VARIABLE:
4>
include IE "ANR Logging Results Available".
3>
and then transmit the MEASUREMENT REPORT message on the uplink DCCH using AM RLC; when the MEASUREMENT REPORT message has been submitted to lower layers for transmission the procedure ends.

The reporting criteria are fulfilled if either:

-
a periodic MEASUREMENT REPORT message shall be sent according to the IE "Periodical Reporting Criteria"; or

-
an event in stored IE "Measurement reporting criteria" was triggered. Events and triggering of reports for different measurement types are described in detail in clause 14.
-
a "Container for application layer measurement reporting" is received from upper layers.
For the measurement, which triggered the MEASUREMENT REPORT message, the UE shall:

1>
set the IE "measurement identity" to the measurement identity, which is associated with that measurement in variable MEASUREMENT_IDENTITY;

1>
set the IE "measured results" or "measured results on secondary UL frequency" or "E-UTRA measured results" to include measurements according to the IE "reporting quantity" of that measurement stored in variable MEASUREMENT_IDENTITY; and

2>
if all the reporting quantities are set to FALSE:

3>
not set the IE "measured results" or "measured results on secondary UL frequency".

1>
if measurement type "E-UTRA measurement for CELL_FACH" is configured:

2>

set the IE "E-UTRA results for CELL_FACH" to include measurements according to the IE "Measurement quantity" of that measurement stored in variable MEASUREMENT_IDENTITY.
1>
if measurement type "Application layer measurement configuration" is configured and the UE is in CELL_DCH state:

2>

set the IE "Application layer measurement reporting" to include measurements according to the IE "Application layer measurement configuration" of that measurement stored in variable MEASUREMENT_IDENTITY.

1>
set the IE "Measured results" in the IE "Additional measured results" or "Measured results" in the IE "Additional measured results on secondary UL frequency" according to the IE "reporting quantity" for all measurements associated with the measurement identities included in the "Additional measurements list" stored in variable MEASUREMENT_IDENTITY of the measurement that triggered the measurement report; and

2>
if one or more additional measured results are to be included:

3>
include only the available additional measured results, and sort them in ascending order according to their IE "measurement identity" in the MEASUREMENT REPORT message.

1>
if the measurement report is triggered by an intra frequency event; and

1>
if this intra frequency event type was configured for both primary and secondary uplink frequencies; and

1>
if the same measurement identity is used to configure the measurements for both primary and secondary uplink frequencies:

2>
set both the IE "measured results" and "measured results on secondary UL frequency" as specified above.

2>
set both the IE "Measured results" in the IE "Additional measured results" and in the IE "Additional measured results on secondary UL frequency" as specified above.

1>
if the MEASUREMENT REPORT message was triggered by an event (i.e. not a periodical report):

2>
set the IE "Event results" or "Event results on secondary UL frequency" or "E-UTRA event results" or "E-UTRA results for CELL_FACH" according to the event that triggered the report.

2>
if the measurement report is triggered by an intra frequency event and the same measurement identity is used to configure the measurements for both primary and secondary uplink frequencies:

3>
if the measurement report was triggered by an event in both primary and secondary uplink frequencies at the same time: 

4>
set both the IE "Event results" and "Event results on secondary UL frequency" according to the event that triggered the report.

1>
if the IE Inter-RAT measured results list or the IE Inter-RAT measurement event results is included in the measurement report:

2>
if the indication status of the IE "Inter-RAT cell info indication" in the variable CELL_INFO_LIST is marked "present" , include the stored value of the IE "Inter-RAT cell info indication" in the MEASUREMENT REPORT message.
1>
if the measurement report is triggered by intra frequency event 1d and the table "Target cell preconfigurations" in the variable TARGET_CELL_PRECONFIGURATION includes the radio link that triggered the event or,

1>
if the measurement report is triggered by intra frequency event 1c on the primary frequency which indicates the current serving HS-DSCH cell as the only active CPICH triggering this event 1c report and the table "Target cell preconfigurations" in the variable TARGET_CELL_PRECONFIGURATION includes the target cell which fulfils the definition of Target cell HS-SCCH order, and if the "Enhanced Serving Cell Change for Event 1c Support Indicator" is received:

2>
if an "Activation time offset" different from 0 is configured for the target cell, include the IE "Activation time" in MEASUREMENT REPORT message. The Activation time shall be calculated by adding the Activation time offset to the current CFN:
3>
start continuous monitoring of target cell HS-SCCH indexed as number 1 in IE "Serving HS-DSCH cell information" in the stored configuration;

3>
stop monitoring target cell HS-SCCH at Activation time.

2>
else:

3>
start if not running, or restart if running, timer T324;

3>
start continuous monitoring of target cell HS-SCCH indexed as number 1 in IE "Serving HS-DSCH cell information" in the stored configuration until the expiry of timer T324.

The UE shall:

1>
transmit the MEASUREMENT REPORT message on the uplink DCCH using either AM or UM RLC according to the stored IE "measurement reporting mode" associated with the measurement identity that triggered the report.

When the MEASUREMENT REPORT message has been submitted to lower layers for transmission:

1>
the procedure ends.

<Next modification>
10.2.17
MEASUREMENT CONTROL
This message is sent by UTRAN to setup, modify or release a measurement in the UE.


RLC-SAP: AM


Logical channel: DCCH


Direction: UTRAN(UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Measurement Information elements
	
	
	
	
	

	Measurement Identity
	 CV-command2
	
	Measurement Identity 10.3.7.48
	
	

	Measurement Command
	MP
	
	Measurement Command 10.3.7.46
	
	

	Release Some Measurements
	CV-command3
	
	Release some measurements 10.3.7.46b
	
	REL-12

	Measurement Reporting Mode
	OP
	
	Measurement Reporting Mode 10.3.7.49
	
	

	Additional measurements list
	OP
	
	Additional measurements list 10.3.7.1
	
	

	CHOICE Measurement type
	CV-command
	
	
	
	

	>Intra-frequency measurement
	
	
	Intra-frequency measurement 10.3.7.36
	
	

	>Inter-frequency measurement
	
	
	Inter-frequency measurement 10.3.7.16
	
	

	>Inter-RAT measurement
	
	
	Inter-RAT measurement 10.3.7.27
	
	

	>UE positioning measurement
	
	
	UE positioning measurement 10.3.7.100
	
	

	>Traffic Volume measurement
	
	
	Traffic Volume measurement 10.3.7.68
	
	

	>Quality measurement
	
	
	Quality measurement 10.3.7.56
	
	

	>UE internal measurement
	
	
	UE internal measurement 10.3.7.77
	
	

	>CSG Proximity detection
	
	
	CSG Proximity detection 10.3.7.123
	
	REL-9

	>E-UTRA measurement for CELL_FACH
	
	
	E-UTRA measurement for CELL_FACH 10.3.7.137
	
	REL-11

	>Application layer measurement configuration
	
	
	Application layer measurement configuration 10.3.7.x
	
	REL-14

	CELL_DCH measurement occasion info LCR
	OP
	
	CELL_DCH measurement occasion info LCR
10.3.7.126
	
	REL-9

	Measurement Scaling Factor
	CV_Measurement
	
	Enumerated (SF_UTRA_CF1, SF_UTRA_CF2)
	The Measurement Scaling Factor is used to scale the measurement performance for UTRA/E-UTRA frequencies configured in CELL_DCH as specified in [19]. Even if no UTRA or E-UTRA frequency is configured for reduced measurement performance, the network may configure a scaling factor and configure any of the scaling factor values [19].
	REL-12

	Physical channel information elements
	
	
	
	
	

	DPCH compressed mode status info
	OP 
	
	DPCH compressed mode status info

10.3.6.34
	
	


	Condition
	Explanation

	Command2
	The IE is mandatory present if the IE "Measurement Command" is set to "Setup", "Modify" or "Release", otherwise the IE is not needed.

	Command3
	The IE is mandatory present if the IE "Measurement Command" is set to "ReleaseSome", otherwise the IE is not needed.

	Command
	The IE is mandatory present if the IE "Measurement command" is set to "Setup", optional if the IE "Measurement command" is set to "modify", otherwise the IE is not needed.

	Measurement
	The IE is optionally present if the IE "Inter-frequency measurement" and/or IE "Inter-RAT measurement" is present, otherwise the IE is not needed. 


<Next modification>
10.2.19
MEASUREMENT REPORT
This message is used by UE to transfer measurement results to the UTRAN.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UE(UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Activation time
	CV-PreConf
	
	Activation time 10.3.3.1
	
	REL-8

	Measurement Information Elements
	
	
	
	
	

	Measurement identity 
	MP
	
	Measurement identity 10.3.7.48
	
	

	Measured Results
	OP
	
	Measured Results 10.3.7.44
	
	

	Measured Results on secondary UL frequency
	OP
	
	Measured Results on secondary UL frequency 10.3.7.118
	
	REL-9

	Measured Results on RACH
	OP
	
	Measured Results on RACH 10.3.7.45
	
	

	Additional Measured results
	OP
	1 to <maxAdditionalMeas>
	
	
	

	>Measured Results
	MP
	
	Measured Results 10.3.7.44
	
	

	Additional Measured results on secondary UL frequency
	OP
	1 to <maxAdditionalMeas>
	
	
	REL-9

	>Measured Results
	MP
	
	Measured Results on secondary UL frequency10.3.7.118
	
	

	Event results
	OP
	
	Event results 10.3.7.7
	
	

	Event results on secondary UL frequency
	OP
	
	Cell measurement event results on secondary UL frequency 10.3.7.117
	
	REL-9

	Inter-RAT cell info indication
	CV-IRAT
	
	Integer (0..3)
	
	REL-5

	E-UTRA Measured Results
	OP
	
	E-UTRA Measured Results

10.3.7.6c
	
	REL-8

	E-UTRA Event Results
	OP
	
	E-UTRA Event Results

10.3.7.6a
	
	REL-8

	E-UTRA results for CELL_FACH
	OP
	
	E-UTRA results for CELL_FACH

10.3.7.138
	
	REL-11

	CSG Proximity Indication
	OP
	
	10.3.7.122
	
	REL-9

	Other Information elements
	
	
	
	
	Rel-10

	Logged Meas Available
	OP
	
	Enumerated (TRUE)
	Indicates the UE has logged measurements to report to the network
	Rel-10

	ANR Logging Results Available
	OP
	
	Enumerated (TRUE)
	True indicates the UE has ANR logging results to report to the Network.
	REL-10

	Application layer measurement reporting
	OP
	
	Application layer measurement reporting 10.3.7.y
	
	REL-14


	Condition
	Explanation

	IRAT
	The IE is optionally present if at least one of the IE "Inter-RAT measured results list" and the IE "Inter-RAT measurement event results" is included in the message. Otherwise, the IE is not needed.

	PreConf
	The IE is mandatory if the table “Target cell preconfigurations” in the variable includes the cell that triggered the event and the IE “Activation time offset” is different from 0. Otherwise, the IE is not needed.


<Next modification>
10.3.3.21
Measurement capability
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Inter-frequency detected set measurements
	CV-not_iRAT_HoInfo
	
	Enumerated

(TRUE)
	TRUE means that the UE is able to measure inter-frequency detected cells.
	REL-10

	Cells excluded from detected set measurements
	CV-not_iRAT_HoInfo
	
	Enumerated

(TRUE)
	TRUE means that the UE is able to exclude cells from detected set measurements.
	REL-11

	Wideband RSRQ FDD measurements
	CV-not_iRAT_HoInfo
	
	Enumerated

(TRUE)
	TRUE means that the UE is able to perform wideband RSRQ FDD measurements.
	REL-11

	Wideband RSRQ TDD measurements
	CV-not_iRAT_HoInfo
	
	Enumerated

(TRUE)
	TRUE means that the UE is able to perform wideband RSRQ TDD measurements.
	REL-11

	Event 2g reporting on a configured secondary downlink frequency
	CV-not_iRAT_HoInfo
	
	Enumerated

(TRUE)
	TRUE means that the UE is able to perform event 2g reporting on a configured secondary downlink frequency.
	REL-12

	Enhanced UPH reporting
	CV-not_iRAT_HoInfo
	
	Enumerated

(TRUE)
	TRUE means that the UE is able to perform reporting of filtered UPH measurement.
	REL-12

	Increased UE carrier monitoring UTRA 
	CV-not_iRAT_HoInfo
	
	Enumerated

(TRUE)
	TRUE means that the UE supports increased number of UTRA carrier monitoring in connected and idle mode as defined in [19].
	REL-12

	Increased UE carrier monitoring E-UTRA 
	CV-not_iRAT_HoInfo
	
	Enumerated

(TRUE)
	TRUE means that the UE supports increased number of E-UTRA carrier monitoring in connected and idle mode as defined in [74].
	REL-12

	Extended RSRQ lower value range 
	CV-not_iRAT_HoInfo
	
	Enumerated

(TRUE)
	TRUE means that the UE supports the extended RSRQ lower value range  from -34dB to -19.5dB.
	REL-12

	RSRQ measurement on all symbols
	CV-not_iRAT_HoInfo
	
	Enumerated

(TRUE)
	TRUE means that the UE supports the RSRQ measurement on all OFDM symbols and the extended upper RSRQ value range from -3dB to 2.5dB.
	REL-12

	Need for downlink compressed mode
	
	
	
	
	

	FDD measurements
	MP
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on FDD
	

	3.84 Mcps TDD measurements
	CV-3.84_Mcps_tdd_sup
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on 3.84 Mcps TDD
	Name changed in REL-4

	7.68 Mcps TDD measurements
	CV-7.68_Mcps_tdd_sup
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on 7.68 Mcps TDD
	REL-7

	1.28 Mcps TDD measurements
	CV-1.28_Mcps_tdd_sup
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on 1.28 Mcps TDD
	REL-4

	GSM measurements
	CV-gsm_sup
	
	
	
	

	>GSM 900
	MP
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on GSM 900
	

	>DCS 1800
	MP
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on DCS 1800
	

	>GSM 1900
	MP
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on GSM 1900
	

	Multi-carrier measurement
	CV-mc_sup
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on multi-carrier
	

	Adjacent Frequency measurements without compressed mode
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	TRUE means that the UE does not require compressed mode for adjacent frequency measurements.
	REL-8

	Inter-band Frequency measurements without compressed mode
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	TRUE means that the UE does not require compressed mode for Inter-band measurements for the band combinations reported in the IE “Radio Access Capability Band Combination List”.
	REL-9

	Enhanced inter-frequency measurements without compressed mode
	CV-not_iRAT_HoInfo
	
	Enumerated

(TRUE)
	TRUE means that the UE does not require compressed mode for measurements on two additional frequencies
	REL-10

	Frequency specific compressed mode
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	TRUE means that for the dual band operation the UE can apply compressed mode only to the configured frequencies, which belong to the frequency band other than the serving HS-DSCH cell.
	REL-10

	Inter-frequency measurements on configured carriers without compressed mode
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	TRUE means that the UE does not require compressed mode for measurements on the frequencies which are configured for HS-DSCH operation and associated with the secondary serving HS-DSCH cells.
	REL-11

	QoE Measurement Collection for streaming services
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	TRUE means that the UE supports QoE Measurement Collection for streaming services.
	REL-14

	Need for uplink compressed mode
	
	
	
	
	

	FDD measurements
	MP
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on FDD
	

	3.84 Mcps TDD measurements
	CV-3.84_Mcps_tdd_sup
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on 3.84 Mcps TDD
	Name changed in REL-4

	7.68 Mcps TDD measurements
	CV-7.68_Mcps_tdd_sup
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on 7.68 Mcps TDD
	REL-7

	1.28 Mcps TDD measurements
	CV-1.28_Mcps_tdd_sup
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on 1.28 Mcps TDD
	REL-4

	GSM measurements
	CV-gsm_sup
	
	
	
	

	>GSM 900
	MP
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on GSM 900
	

	>DCS 1800
	MP
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on DCS 1800
	

	>GSM 1900
	MP
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on GSM 1900
	

	Multi-carrier measurement
	CV-mc_sup
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on multi-carrier
	


	Condition
	Explanation

	3.84_Mcps_tdd_sup
	The IE is mandatory present if an IE "TDD RF capability" is present with the IE "Chip rate capability" set to "3.84 Mcps". Otherwise this field is not needed in the message.

	7.68_Mcps_tdd_sup
	The IE is mandatory present if an IE “TDD RF capability” is present with the IE “Chip rate capability” set to “7.68 Mcps”. Otherwise this field is not needed in the message.

	1.28_Mcps_tdd_sup
	The IE is mandatory present if an IE "TDD RF capability" is present with the IE "Chip rate capability" set to "1.28 Mcps". Otherwise this field is not needed in the message.

	gsm_sup
	The IE is mandatory present if the IE "Inter-RAT UE radio access capability" indicates support for GSM900, GSM1800 and/or GSM1900. Otherwise this field is not needed in the message.

	mc_sup
	The IE is mandatory present if the IE "Support of multi-carrier" has the value TRUE. Otherwise this field is not needed in the message.

	not_iRAT_HoInfo
	The IE is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is optionally present.


<Next modification>
10.3.7.50
Measurement Type
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Measurement Type
	MP
	
	Enumerated(Intra-frequency,

Inter-frequency,

Inter-RAT,

Traffic volume,

Quality,

UE internal, UE positioning, CSG proximity, application layer)
	


<Next modification>
10.3.7.x
Application layer measurement configuration
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Container for application layer measurement configuration
	MP
	
	Octet string (1..1000)
	
	REL-14


10.3.7.y
Application layer measurement reporting
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Container for application layer measurement reporting
	MP
	
	Octet string (1..8000)
	
	REL-14


<Next modification>
11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS

-- Core Network IEs :


CN-DomainIdentity,

<Partially omitted>

UpPCHposition-LCR,

-- Measurement IEs :


AdditionalMeasurementID-List,


AdditionalMeasurementID-List-r9,

ApplicationLayerMeasurementReporting,

CellDCHMeasOccasionInfo-TDD128-r9,


CSGProximityIndication,

CSGProximityIndication-vb50ext,

<Next modification>
MeasurementReport-vd20ext-IEs ::=
SEQUENCE {


-- Measurement IEs


measuredResults





MeasuredResults-vd20ext




OPTIONAL

}
MeasurementReport-vexyext-IEs ::=
SEQUENCE {


-- Measurement IEs


measuredResults





MeasuredResults-vexyext




OPTIONAL,

applicationLayerMeasurementReporting



ApplicationLayerMeasurementReporting


OPTIONAL,

nonCriticalExtensions



SEQUENCE {}







OPTIONAL
}
<Next modification>
11.3
Information element definitions

InformationElements DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


hiPDSCHidentities,


hiPUSCHidentities,


hiRM,


maxAC,


maxAdditionalMeas,

maxAddPos,

maxMultipleFrequencyBandsEUTRA,


maxMultipleFrequencyBandsFDD,


maxASC,


maxASCmap,

<Partially omitted>
MeasurementCapability-vc50ext ::=
SEQUENCE {


event2gReportingOnaConfiguredSecDLFrequency
ENUMERATED { true }

OPTIONAL,


extendedRsrqLowerValueRange




ENUMERATED { true }

OPTIONAL,


rsrqOnAllSymbols







ENUMERATED { true }

OPTIONAL,


increasedUECarrierMonitoringUTRA



ENUMERATED { true }

OPTIONAL,


increasedUECarrierMonitoringE-UTRA


ENUMERATED { true }

OPTIONAL,


enhancedUPHReporting






ENUMERATED { true }

OPTIONAL
}
MeasurementCapability-vexyext ::=
SEQUENCE {

rrcEventsforUPHReporting




ENUMERATED { true }


OPTIONAL,


qoEMeasurementCollectionForStreamingServices



ENUMERATED { true }


OPTIONAL
}

MessageAuthenticationCode ::=

BIT STRING (SIZE (32))

MinimumSF-DL ::=




ENUMERATED {











sf1, sf16 }

<Next modification>
MeasurementType-r14 ::=



CHOICE {


intraFrequencyMeasurement


IntraFrequencyMeasurement-r11,


interFrequencyMeasurement


InterFrequencyMeasurement-r12,


interRATMeasurement



InterRATMeasurement-r12,


up-Measurement





UE-Positioning-Measurement-r13,


trafficVolumeMeasurement


TrafficVolumeMeasurement,


qualityMeasurement




QualityMeasurement,


ue-InternalMeasurement


UE-InternalMeasurement-r14,


csgProximityDetection



CSGProximityDetection,


eutraMeasurementForCELLFACH

EUTRA-MeasurementForCELLFACH-r12,


applicationLayerMeasurementConfiguration

ApplicationLayerMeasurementConfiguration
}

<Next modification>
NonUsedFreqWList-r6 ::=

SEQUENCE (SIZE (1..maxFreq)) OF W

ApplicationLayerMeasurementConfiguration ::=

SEQUENCE {

containerForApplicationLayerMeasurementConfiguration



OCTET STRING ( SIZE (1..1000))
}
ApplicationLayerMeasurementReporting ::=

SEQUENCE {

containerForApplicationLayerMeasurementReporting




OCTET STRING ( SIZE (1..8000))
}

ObservedTimeDifferenceToGSM ::=

INTEGER (0..4095)

OTDOA-SearchWindowSize ::=


ENUMERATED {











c20, c40, c80, c160, c320,











c640, c1280, moreThan1280 }

-- SPARE: Pathloss, Max = 158

-- Values above Max are spare

Pathloss ::=





INTEGER (46..173)

<Next modification>

11.5
RRC information between network nodes

Internode-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


HandoverToUTRANCommand,


MeasurementReport,


PhysicalChannelReconfiguration,

<Partially omitted>

MeasurementReportingMode,


MeasurementType,


MeasurementType-r4,


MeasurementType-r6,


MeasurementType-r7,


MeasurementType-r8,


MeasurementType-r9,


MeasurementType-r10,


MeasurementType-r11,

MeasurementType-r12,

MeasurementType-r13,

MeasurementType-r14,

AdditionalMeasurementID-List,


AdditionalMeasurementID-List-r9,


PositionEstimate,

ReportingCellStatus,


ThresholdSFN-GPS-TOW-us,


TimeToTrigger,

-- MBMS IEs :


MBMS-JoinedInformation-r6,

<Next modification>
-- ***************************************************

--

-- SRNC Relocation information

--

-- ***************************************************
SRNC-RelocationInfo-r3 ::= CHOICE {


r3







SEQUENCE {



sRNC-RelocationInfo-r3


SRNC-RelocationInfo-r3-IEs,



v380NonCriticalExtensions


SEQUENCE {




sRNC-RelocationInfo-v380ext
SRNC-RelocationInfo-v380ext-IEs,




-- Reserved for future non critical extension




v390NonCriticalExtensions


SEQUENCE {





sRNC-RelocationInfo-v390ext


SRNC-RelocationInfo-v390ext-IEs,





v3a0NonCriticalExtensions


SEQUENCE {






sRNC-RelocationInfo-v3a0ext


SRNC-RelocationInfo-v3a0ext-IEs,





v3b0NonCriticalExtensions


SEQUENCE {







sRNC-RelocationInfo-v3b0ext


SRNC-RelocationInfo-v3b0ext-IEs,







v3c0NonCriticalExtensions


SEQUENCE {








sRNC-RelocationInfo-v3c0ext


SRNC-RelocationInfo-v3c0ext-IEs,








laterNonCriticalExtensions


SEQUENCE {









sRNC-RelocationInfo-v3d0ext


SRNC-RelocationInfo-v3d0ext-IEs,









-- Container for additional R99 extensions









sRNC-RelocationInfo-r3-add-ext

BIT STRING













(CONTAINING
SRNC-RelocationInfo-v3h0ext-IEs)
OPTIONAL,









v3g0NonCriticalExtensions


SEQUENCE {










sRNC-RelocationInfo-v3g0ext


SRNC-RelocationInfo-v3g0ext-IEs,










v4b0NonCriticalExtensions


SEQUENCE {











sRNC-RelocationInfo-v4b0ext


SRNC-RelocationInfo-v4b0ext-IEs,











v590NonCriticalExtensions


SEQUENCE {












sRNC-RelocationInfo-v590ext




















SRNC-RelocationInfo-v590ext-IEs,












v5a0NonCriticalExtensions


SEQUENCE {













sRNC-RelocationInfo-v5a0ext




















SRNC-RelocationInfo-v5a0ext-IEs,













v5b0NonCriticalExtensions


SEQUENCE {














sRNC-RelocationInfo-v5b0ext




















SRNC-RelocationInfo-v5b0ext-IEs,














v5c0NonCriticalExtensions


SEQUENCE {















sRNC-RelocationInfo-v5c0ext




















SRNC-RelocationInfo-v5c0ext-IEs,















v690NonCriticalExtensions

SEQUENCE {
















sRNC-RelocationInfo-v690ext




















SRNC-RelocationInfo-v690ext-IEs,
















v6b0NonCriticalExtensions

SEQUENCE {

















sRNC-RelocationInfo-v6b0ext




















SRNC-RelocationInfo-v6b0ext-IEs,

















v770NonCriticalExtensions
SEQUENCE {


















sRNC-RelocationInfo-v770ext




















SRNC-RelocationInfo-v770ext-IEs,


















v7e0NonCriticalExtensions
SEQUENCE {



















sRNC-RelocationInfo-v7e0ext




















SRNC-RelocationInfo-v7e0ext-IEs,



















v7f0NonCriticalExtensions
SEQUENCE {




















sRNC-RelocationInfo-v7f0ext




















SRNC-RelocationInfo-v7f0ext-IEs,




















nonCriticalExtensions























SEQUENCE {}
OPTIONAL



















}

OPTIONAL


















}

OPTIONAL

















}

OPTIONAL
















}

OPTIONAL















}

OPTIONAL














}

OPTIONAL













}

OPTIONAL












}

OPTIONAL











}

OPTIONAL










}

OPTIONAL









}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL


}

OPTIONAL


},


later-than-r3




CHOICE {



r4







SEQUENCE {




sRNC-RelocationInfo-r4


SRNC-RelocationInfo-r4-IEs,




v4d0NonCriticalExtensions

SEQUENCE {





sRNC-RelocationInfo-v4d0ext

SRNC-RelocationInfo-v4d0ext-IEs,





-- Container for adding non critical extensions after freezing REL-5





sRNC-RelocationInfo-r4-add-ext

BIT STRING

OPTIONAL,





v590NonCriticalExtensions


SEQUENCE {






sRNC-RelocationInfo-v590ext


SRNC-RelocationInfo-v590ext-IEs,






v5a0NonCriticalExtensions


SEQUENCE {







sRNC-RelocationInfo-v5a0ext


SRNC-RelocationInfo-v5a0ext-IEs,







v5b0NonCriticalExtensions


SEQUENCE {








sRNC-RelocationInfo-v5b0ext


SRNC-RelocationInfo-v5b0ext-IEs,








v5c0NonCriticalExtensions


SEQUENCE {









sRNC-RelocationInfo-v5c0ext


SRNC-RelocationInfo-v5c0ext-IEs,









v690NonCriticalExtensions


SEQUENCE {










sRNC-RelocationInfo-v690ext

SRNC-RelocationInfo-v690ext-IEs,










v6b0NonCriticalExtensions


SEQUENCE {











sRNC-RelocationInfo-v6b0ext


















SRNC-RelocationInfo-v6b0ext-IEs,











v770NonCriticalExtensions


SEQUENCE {












sRNC-RelocationInfo-v770ext


















SRNC-RelocationInfo-v770ext-IEs,












v7e0NonCriticalExtensions


SEQUENCE {













sRNC-RelocationInfo-v7e0ext


















SRNC-RelocationInfo-v7e0ext-IEs,













v7f0NonCriticalExtensions


SEQUENCE {














sRNC-RelocationInfo-v7f0ext


















SRNC-RelocationInfo-v7f0ext-IEs,














nonCriticalExtensions


SEQUENCE {}
OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



},



criticalExtensions



CHOICE {




r5







SEQUENCE {





sRNC-RelocationInfo-r5


SRNC-RelocationInfo-r5-IEs,





sRNC-RelocationInfo-r5-add-ext
BIT STRING

OPTIONAL,





v5a0NonCriticalExtensions

SEQUENCE {






sRNC-RelocationInfo-v5a0ext

SRNC-RelocationInfo-v5a0ext-IEs,






v5b0NonCriticalExtensions

SEQUENCE {







sRNC-RelocationInfo-v5b0ext

SRNC-RelocationInfo-v5b0ext-IEs,







v5c0NonCriticalExtensions


SEQUENCE {








sRNC-RelocationInfo-v5c0ext


SRNC-RelocationInfo-v5c0ext-IEs,








v690NonCriticalExtensions


SEQUENCE {









sRNC-RelocationInfo-v690ext


SRNC-RelocationInfo-v690ext-IEs,









v6b0NonCriticalExtensions


SEQUENCE {










sRNC-RelocationInfo-v6b0ext

SRNC-RelocationInfo-v6b0ext-IEs,











v770NonCriticalExtensions

SEQUENCE {












sRNC-RelocationInfo-v770ext


















SRNC-RelocationInfo-v770ext-IEs,












v7e0NonCriticalExtensions


SEQUENCE {













sRNC-RelocationInfo-v7e0ext


















SRNC-RelocationInfo-v7e0ext-IEs,













v7f0NonCriticalExtensions


SEQUENCE {














sRNC-RelocationInfo-v7f0ext


















SRNC-RelocationInfo-v7f0ext-IEs,














nonCriticalExtensions


SEQUENCE {}

OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r6







SEQUENCE {






sRNC-RelocationInfo-r6


SRNC-RelocationInfo-r6-IEs,






sRNC-RelocationInfo-r6-add-ext
BIT STRING










(CONTAINING SRNC-RelocationInfo-r6-add-ext-IEs)

OPTIONAL,






v6b0NonCriticalExtensions

SEQUENCE {







sRNC-RelocationInfo-v6b0ext

SRNC-RelocationInfo-v6b0ext-IEs,







v770NonCriticalExtensions

SEQUENCE {








sRNC-RelocationInfo-v770ext

SRNC-RelocationInfo-v770ext-IEs,








v820NonCriticalExtensions

SEQUENCE {









srnc-RelocationInfo-v820ext

SRNC-RelocationInfo-v820ext-IEs,









v860NonCriticalExtensions

SEQUENCE {










sRNC-RelocationInfo-v860ext

SRNC-RelocationInfo-v860ext-IEs,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





},





criticalExtensions



CHOICE {






r7







SEQUENCE {







sRNC-RelocationInfo-r7


SRNC-RelocationInfo-r7-IEs,







sRNC-RelocationInfo-r7-add-ext
BIT STRING










(CONTAINING SRNC-RelocationInfo-r7-add-ext-IEs)

OPTIONAL,







v820NonCriticalExtensions

SEQUENCE {








srnc-RelocationInfo-v820ext

SRNC-RelocationInfo-v820ext-IEs,








v860NonCriticalExtensions

SEQUENCE {









sRNC-RelocationInfo-v860ext

SRNC-RelocationInfo-v860ext-IEs,









nonCriticalExtensions


SEQUENCE {}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






},






criticalExtensions



CHOICE {







r8







SEQUENCE {








sRNC-RelocationInfo-r8


SRNC-RelocationInfo-r8-IEs,








sRNC-RelocationInfo-r8-add-ext
BIT STRING

OPTIONAL,








v7e0NonCriticalExtensions

SEQUENCE {









sRNC-RelocationInfo-v7e0ext

SRNC-RelocationInfo-v7e0ext-IEs,









v7f0NonCriticalExtensions

SEQUENCE {










sRNC-RelocationInfo-v7f0ext
















SRNC-RelocationInfo-v7f0ext-IEs,










v8d0NonCriticalExtensions

SEQUENCE {











sRNC-RelocationInfo-v8d0ext
















SRNC-RelocationInfo-v8d0ext-IEs,











nonCriticalExtensions


SEQUENCE {}
OPTIONAL










}
OPTIONAL









}
OPTIONAL








}
OPTIONAL







},







criticalExtensions



CHOICE {








r9







SEQUENCE {









sRNC-RelocationInfo-r9


SRNC-RelocationInfo-r9-IEs,









sRNC-RelocationInfo-r9-add-ext
BIT STRING

OPTIONAL,









v8d0NonCriticalExtensions

SEQUENCE {










sRNC-RelocationInfo-v8d0ext

SRNC-RelocationInfo-v8d0ext-IEs,










v970NonCriticalExtensions


SEQUENCE {











sRNC-RelocationInfo-v970ext

















SRNC-RelocationInfo-v970ext-IEs,











v9c0NonCriticalExtensions

SEQUENCE {












sRNC-RelocationInfo-v9c0ext


















SRNC-RelocationInfo-v9c0ext-IEs,












nonCriticalExtensions
SEQUENCE {}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL








},








criticalExtensions



CHOICE {









r10







SEQUENCE {










sRNC-RelocationInfo-r10


SRNC-RelocationInfo-r10-IEs,










sRNC-RelocationInfo-r10-add-ext
BIT STRING

OPTIONAL,










v9c0NonCriticalExtensions

SEQUENCE {











sRNC-RelocationInfo-v9c0ext

















SRNC-RelocationInfo-v9c0ext-IEs,











vab0NonCriticalExtensions


SEQUENCE {












sRNC-RelocationInfo-vab0ext

















SRNC-RelocationInfo-vab0ext-IEs,












nonCriticalExtensions


SEQUENCE {}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









},









criticalExtensions



CHOICE {










r11







SEQUENCE {











sRNC-RelocationInfo-r11


SRNC-RelocationInfo-r11-IEs,











sRNC-RelocationInfo-r11-add-ext
BIT STRING

OPTIONAL,











nonCriticalExtensions
SEQUENCE {}
OPTIONAL










},










criticalExtensions



CHOICE {











r12







SEQUENCE {












sRNC-RelocationInfo-r12

SRNC-RelocationInfo-r12-IEs,












sRNC-RelocationInfo-r12-add-ext
BIT STRING
OPTIONAL,












nonCriticalExtensions
SEQUENCE {}
OPTIONAL











},










criticalExtensions



CHOICE {












r13







SEQUENCE {













sRNC-RelocationInfo-r13

SRNC-RelocationInfo-r13-IEs,













sRNC-RelocationInfo-r13-add-ext
BIT STRING
OPTIONAL,













nonCriticalExtensions
SEQUENCE {}
OPTIONAL












},










criticalExtensions



SRNC-RelocationInfo-LaterCriticalExtensions










}









}









}








}







}






}





}




}



}


}

}

<Next modification>
SRNC-RelocationInfo-r13-IEs ::=


SEQUENCE {


-- Non-RRC IEs


-- IE rb-IdentityForHOMessage includes the identity of the RB used by the source SRNC


-- to send the message contained in the IE "TargetRNC-ToSourceRNC-Container".


-- Only included if type is "UE involved"



rb-IdentityForHOMessage

RB-Identity








OPTIONAL,



stateOfRRC





StateOfRRC,



stateOfRRC-Procedure


StateOfRRC-Procedure,


-- Ciphering related information IEs



cipheringStatusList


CipheringStatusList-r4,



latestConfiguredCN-Domain

CN-DomainIdentity,



calculationTimeForCiphering
CalculationTimeForCiphering




OPTIONAL,



count-C-List




COUNT-C-List








OPTIONAL,



cipheringInfoPerRB-List

CipheringInfoPerRB-List-r4




OPTIONAL,


-- Integrity protection related information IEs



integrityProtectionStatus

IntegrityProtectionStatus,



srb-SpecificIntegrityProtInfo
SRB-SpecificIntegrityProtInfoList


OPTIONAL,



implementationSpecificParams
ImplementationSpecificParams




OPTIONAL,


-- User equipment IEs



u-RNTI






U-RNTI,



c-RNTI






C-RNTI










OPTIONAL,


-- IE 'UE-RadioAccessCapability-r6' includes the Rel-5 radio access capability

 
-- extensions and earlier. Rel-6 and later extensions are included in IE 'UE-CapabilityContainer-IEs'.



ue-RadioAccessCapability

UE-RadioAccessCapability-r6,



ue-RadioAccessCapability-ext
UE-RadioAccessCapabBandFDDList



OPTIONAL,



ue-Positioning-LastKnownPos
UE-Positioning-LastKnownPos




OPTIONAL,



uESpecificBehaviourInformation1idle











UESpecificBehaviourInformation1idle


OPTIONAL,



uESpecificBehaviourInformation1interRAT











UESpecificBehaviourInformation1interRAT

OPTIONAL,


-- IE ueCapabilityContainer is used for the transparent transfer of capability

 
-- information received from the UE



ueCapabilityContainer


BIT STRING












(CONTAINING UE-CapabilityContainer-IEs)
OPTIONAL,


-- IE ueCapabilityContainer-RSC and IE ueCapabilityContainer-UCI are used for the 


-- transparent transfer of capability information received from the UE that was

 
-- introduced in a release independent manner, i.e., transferred within a VLEC. 


-- These UE capabilities are included both in the RRC CONNECTION SETUP COMPLETE and 


-- the UE CAPABILITY INFORMATION messages. 


-- Only the VLEC of one message needs to be included i.e. the one from these


-- messages that was last received.


-- Case 1: If the last received message was a RRC CONNECTION SETUP COMPLETE (RSC)



ueCapabilityContainer-RSC

BIT STRING








(CONTAINING RRCConnectionSetupComplete-r3-add-ext-IEs)
OPTIONAL,


-- Case 2: If the last received message was a UE CAPABILITY INFORMATION (UCI)



ueCapabilityContainer-UCI

BIT STRING








(CONTAINING UECapabilityInformation-r3-add-ext-IEs)

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList-r5

OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity








OPTIONAL,



srns-t-305





T-305










OPTIONAL,


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,



cn-DomainInformationList

CN-DomainInformationListFull




OPTIONAL,


-- Measurement IEs



ongoingMeasRepList



OngoingMeasRepList-r13





OPTIONAL,



interRATCellInfoIndication
InterRATCellInfoIndication




OPTIONAL,


-- Radio bearer IEs



predefinedConfigStatusList
PredefinedConfigStatusList,



srb-InformationList


SRB-InformationSetupList-r11,



rab-InformationList


RAB-InformationSetupList-r11




OPTIONAL,



pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode






OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r12





OPTIONAL,



ul-TransChInfoList



UL-AddReconfTransChInfoList-r8



OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4





OPTIONAL,



dl-TransChInfoList



DL-AddReconfTransChInfoList-r11



OPTIONAL,


-- PhyCH IEs



tpc-CombinationInfoList

TPC-CombinationInfoList





OPTIONAL,



e-RGCH-CombinationInfoList
E-RGCH-CombinationInfoList




OPTIONAL,



storedCompressedModeInfo

StoredCompressedModeInfo-r8




OPTIONAL,



secondary-tpc-CombinationInfoList

TPC-CombinationInfoList-r9

OPTIONAL,



secondary-e-RGCH-CombinationInfoList
E-RGCH-CombinationInfoList-r9


OPTIONAL, 



serving-HSDSCH-CellInformation
Serving-HSDSCH-CellInformation-r12

OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12







OPTIONAL,



ul-SecondaryCellInfoFDD

UL-SecondaryCellInfoFDD-r13




OPTIONAL,



dch-Enhancements-Info-FDD

DCH-Enhancements-Info-FDD





OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r12





OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r13




OPTIONAL,

-- Measurement report



measurementReport



BIT STRING








(CONTAINING MeasurementReport)






OPTIONAL,


-- Other IEs



failureCause




FailureCauseWithProtErr





OPTIONAL,



ue-HistoryInformation


UE-HistoryInformation






OPTIONAL,


-- MBMS IEs



mbms-JoinedInformation

MBMS-JoinedInformation-r6





OPTIONAL,



mbmsSelectedServiceInfo

MBMS-SelectedServiceInfo





OPTIONAL

}
SRNC-RelocationInfo-LaterCriticalExtensions ::=
   SEQUENCE {


criticalExtensions



CHOICE {



r14







SEQUENCE {




sRNC-RelocationInfo-r14

SRNC-RelocationInfo-r14-IEs,




sRNC-RelocationInfo-r14-add-ext
BIT STRING
OPTIONAL,




nonCriticalExtensions
SEQUENCE {}
OPTIONAL



},


criticalExtensions



SEQUENCE {}

}
}
SRNC-RelocationInfo-r14-IEs ::=


SEQUENCE {


-- Non-RRC IEs


-- IE rb-IdentityForHOMessage includes the identity of the RB used by the source SRNC


-- to send the message contained in the IE "TargetRNC-ToSourceRNC-Container".


-- Only included if type is "UE involved"



rb-IdentityForHOMessage

RB-Identity








OPTIONAL,



stateOfRRC





StateOfRRC,



stateOfRRC-Procedure


StateOfRRC-Procedure,


-- Ciphering related information IEs



cipheringStatusList


CipheringStatusList-r4,



latestConfiguredCN-Domain

CN-DomainIdentity,



calculationTimeForCiphering
CalculationTimeForCiphering




OPTIONAL,



count-C-List




COUNT-C-List








OPTIONAL,



cipheringInfoPerRB-List

CipheringInfoPerRB-List-r4




OPTIONAL,


-- Integrity protection related information IEs



integrityProtectionStatus

IntegrityProtectionStatus,



srb-SpecificIntegrityProtInfo
SRB-SpecificIntegrityProtInfoList


OPTIONAL,



implementationSpecificParams
ImplementationSpecificParams




OPTIONAL,


-- User equipment IEs



u-RNTI






U-RNTI,



c-RNTI






C-RNTI










OPTIONAL,


-- IE 'UE-RadioAccessCapability-r6' includes the Rel-5 radio access capability

 
-- extensions and earlier. Rel-6 and later extensions are included in IE 'UE-CapabilityContainer-IEs'.



ue-RadioAccessCapability

UE-RadioAccessCapability-r6,



ue-RadioAccessCapability-ext
UE-RadioAccessCapabBandFDDList



OPTIONAL,



ue-Positioning-LastKnownPos
UE-Positioning-LastKnownPos




OPTIONAL,



uESpecificBehaviourInformation1idle











UESpecificBehaviourInformation1idle


OPTIONAL,



uESpecificBehaviourInformation1interRAT











UESpecificBehaviourInformation1interRAT

OPTIONAL,


-- IE ueCapabilityContainer is used for the transparent transfer of capability

 
-- information received from the UE



ueCapabilityContainer


BIT STRING












(CONTAINING UE-CapabilityContainer-IEs)
OPTIONAL,


-- IE ueCapabilityContainer-RSC and IE ueCapabilityContainer-UCI are used for the 


-- transparent transfer of capability information received from the UE that was

 
-- introduced in a release independent manner, i.e., transferred within a VLEC. 


-- These UE capabilities are included both in the RRC CONNECTION SETUP COMPLETE and 


-- the UE CAPABILITY INFORMATION messages. 


-- Only the VLEC of one message needs to be included i.e. the one from these


-- messages that was last received.


-- Case 1: If the last received message was a RRC CONNECTION SETUP COMPLETE (RSC)



ueCapabilityContainer-RSC

BIT STRING








(CONTAINING RRCConnectionSetupComplete-r3-add-ext-IEs)
OPTIONAL,


-- Case 2: If the last received message was a UE CAPABILITY INFORMATION (UCI)



ueCapabilityContainer-UCI

BIT STRING








(CONTAINING UECapabilityInformation-r3-add-ext-IEs)

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList-r5

OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity








OPTIONAL,



srns-t-305





T-305










OPTIONAL,


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,



cn-DomainInformationList

CN-DomainInformationListFull




OPTIONAL,


-- Measurement IEs



ongoingMeasRepList



OngoingMeasRepList-r14





OPTIONAL,



interRATCellInfoIndication
InterRATCellInfoIndication




OPTIONAL,


-- Radio bearer IEs



predefinedConfigStatusList
PredefinedConfigStatusList,



srb-InformationList


SRB-InformationSetupList-r11,



rab-InformationList


RAB-InformationSetupList-r11




OPTIONAL,



pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode






OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r12





OPTIONAL,



ul-TransChInfoList



UL-AddReconfTransChInfoList-r8



OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4





OPTIONAL,



dl-TransChInfoList



DL-AddReconfTransChInfoList-r11



OPTIONAL,


-- PhyCH IEs



tpc-CombinationInfoList

TPC-CombinationInfoList





OPTIONAL,



e-RGCH-CombinationInfoList
E-RGCH-CombinationInfoList




OPTIONAL,



storedCompressedModeInfo

StoredCompressedModeInfo-r8




OPTIONAL,



secondary-tpc-CombinationInfoList

TPC-CombinationInfoList-r9

OPTIONAL,



secondary-e-RGCH-CombinationInfoList
E-RGCH-CombinationInfoList-r9


OPTIONAL, 



serving-HSDSCH-CellInformation
Serving-HSDSCH-CellInformation-r12

OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12







OPTIONAL,



ul-SecondaryCellInfoFDD

UL-SecondaryCellInfoFDD-r13




OPTIONAL,



dch-Enhancements-Info-FDD

DCH-Enhancements-Info-FDD





OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r12





OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r13




OPTIONAL,

-- Measurement report



measurementReport



BIT STRING








(CONTAINING MeasurementReport)






OPTIONAL,


-- Other IEs



failureCause




FailureCauseWithProtErr





OPTIONAL,



ue-HistoryInformation


UE-HistoryInformation






OPTIONAL,


-- MBMS IEs



mbms-JoinedInformation

MBMS-JoinedInformation-r6





OPTIONAL,



mbmsSelectedServiceInfo

MBMS-SelectedServiceInfo





OPTIONAL

}

-- IE definitions

CalculationTimeForCiphering ::=

SEQUENCE {


cell-Id







CellIdentity,


sfn








INTEGER (0..4095)

}

CipheringInfoPerRB ::=



SEQUENCE {


dl-HFN







BIT STRING (SIZE (20..25)),


ul-HFN







BIT STRING (SIZE (20..25))

}

CipheringInfoPerRB-r4 ::=


SEQUENCE {


rb-Identity






RB-Identity,


dl-HFN







BIT STRING (SIZE (20..25)),


dl-UM-SN






BIT STRING (SIZE (7)) 



OPTIONAL,


ul-HFN







BIT STRING (SIZE (20..25))

}

-- TABULAR: CipheringInfoPerRB-List, multiplicity value numberOfRadioBearers 

-- has been replaced with maxRB.

CipheringInfoPerRB-List ::=


SEQUENCE (SIZE (1..maxRB)) OF











CipheringInfoPerRB

<Next modification>
MeasurementCommandWithType-r11 ::=
CHOICE {


setup







MeasurementType-r11,


modify







NULL,


release







NULL

}

MeasurementCommandWithType-r12 ::=
CHOICE {


setup







MeasurementType-r12,


modify







NULL,


release







NULL

}

MeasurementCommandWithType-r13 ::=
CHOICE {


setup







MeasurementType-r13,


modify







NULL,


release







NULL

}
MeasurementCommandWithType-r14 ::=
CHOICE {


setup







MeasurementType-r14,


modify







NULL,


release







NULL

}

<Next modification>
OngoingMeasRepList-r10 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r10

OngoingMeasRepList-r11 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r11

OngoingMeasRepList-r12 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r12

OngoingMeasRepList-r13 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r13

OngoingMeasRepList-r14 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r14
<Next modification>
OngoingMeasRep-r11 ::=



SEQUENCE {


measurementIdentity




MeasurementIdentity-r9,


measurementCommandWithType


MeasurementCommandWithType-r11,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List-r9

OPTIONAL

}

OngoingMeasRep-r12 ::=



SEQUENCE {


measurementIdentity



MeasurementIdentity-r9,


measurementCommandWithType

MeasurementCommandWithType-r12,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List-r9

OPTIONAL

}

OngoingMeasRep-r13 ::=



SEQUENCE {


measurementIdentity



MeasurementIdentity-r9,


measurementCommandWithType

MeasurementCommandWithType-r13,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List-r9

OPTIONAL

}

OngoingMeasRep-r14 ::=



SEQUENCE {


measurementIdentity



MeasurementIdentity-r9,


measurementCommandWithType

MeasurementCommandWithType-r14,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List-r9

OPTIONAL

}
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