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1. 
Overall Description

RAN WG2 would like to thank SA2 for their LS.

Regarding retransmissions, RAN WG2 would like to make the following comments to SA2:

· Means to make the radio more robust should be handled by RAN e.g. by using RRM techniques, such as Forward Error Correction, quick repetition, etc. Quick retransmission made in upper layers e.g. the BM-SC, should be avoided, since this is very sub-optimal from a radio standpoint compared to RAN techniques. Also, since it is proposed that it is transparent to RAN, the aggregate bit rate including retransmissions may be increased by the repetition factor, and would therefore require a higher UE capability and radio channel.

· RAN WG2 understands that there can also be slow replays e.g. repetition every few minutes. However, it is not clear how a separate PTP flow could make things better, since a UE can change status e.g. PTP to/from PTM within less than a few minutes, change RNC etc. However, it is true that the repetition may be delivered several times, in PTP and PTM, to a UE if this kind of repetition is transparent to RAN.

2. Actions 

To SA2 

To discuss the points above, and inform RAN WG2 on whether they want to optimize for the second bullet i.e. slow replays.

3. Date of Next TSG RAN WG2 

TSG-RAN2 Meeting #37 25th–29th August 2003
Budapest, Hungary

TSG-RAN2 Meeting #38 6th–10th October 2003
Sophia Antipolis, France






























































































