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1. Overall Description:

RAN1 had a discussion on UE behaviour when the transport block size index value is 111111 and New Data Indicator has been incremented. RAN1 concluded that storing the received data is not feasible in this case in typical implementation.
It is RAN1 understanding that under this scenario, the UE should DTX. NACK is not seen as appropriate by RAN1. RAN1 kindly asks RAN2 to have a discussion whether to send Ack or DTX in this case. 

Since RAN1 specification will include the HS-SCCH error handling behaviour i.e. whether in line with UE capability or current HARQ configuration, RAN1 prefers to specify UE behaviour when the transport block size index value is 111111 and New Data Indicator has been incremented for UE within RAN1 specification to collect HS-SCCH error handling behaviour in one specification.
2. Actions:

To RAN2 group.

ACTION: 
RAN1 asks RAN2 to decide Ack or DTX when the transport block size index value is 111111 and New Data Indicator has been incremented.
RAN1 also asks RAN2 to confirm that HS-SCCH error handling behaviour falls within RAN1 specification.
3. Date of Next TSG-RAN1 Meetings:

TSG-RAN1 Meeting#34
6th - 10th October 2003
Seoul, Korea

TSG-RAN1 Meeting#35
17th - 21st November 2003
Lisbon, Portugal
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