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This document contains an updated version of the text proposal in R1-061358.

It is proposed to include the text proposal in TR 25.903.
Text proposal
-- Start of text proposal --
4.2.1.1
General Principle

The optimal solution for reducing DPCCH overhead of packet data users is turning off the DPCCH transmission when no data or HS-DPCCH is being transmitted. With such an ideal solution the idle packet data users would not consume any uplink air interface resources and the network resource allocation would set the limit on how many idle users could be kept in the CELL_DCH state. Due to practical reasons there may be a limit on the length of the DPCCH gating period as during long inactivity the Node B could not any more know whether the uplink synchronisation is lost or if there just is a very long inactivity period.

The basic principle in short is that if there is neither E-DCH nor HS-DPCCH transmission, the UE automatically stops the continuous DPCCH transmission and applies a known DPCCH activity (DPCCH on/off) pattern. When an E-DCH or HS-DPCCH transmission takes place also the DPCCH is transmitted regardless of the activity pattern.

I.e. during the E-DCH and HS-DPCCH inactivity the UE would activate a known DPCCH transmission pattern that would be e.g. a few DPCCH slots transmitted every few radio frames and no DPCCH transmission during other times. If E-DCH or HS-DPCCH is transmitted the DPCCH would be transmitted normally regardless of the pattern. Depending on the length of the DPCCH transmission gap, a DPCCH power control preamble of few slots may be needed before E-DCH/HS-DPCCH transmission may start. Reception of the downlink HS-SCCH/HS-PDSCH would be active and possible at all times. During the periods when UL DPCCH is not transmitted, Node B will not be able to perform UL SIR estimation and has no information on which to base the UL TPC commands sent on F-DPCH. Therefore the F-DPCH should also be gated during the periods of UL DPCCH gating.
-- Text omitted --
4.2.3
Benefits of the concept

· Less air interface capacity consumption per UE due to reduced UL DPCCH and F-DPCH noise contribution and therefore also increased UE battery life time compared to REL-6.*

· Compared to REL-6: Increased number of temporarily inactive users that can stay in CELL_DCH and that can therefore get active in a very short time avoiding frequent transitions to CELL_FACH.*

· Concept is intended to address also VoIP users between packet transmissions.

*: Better than for “SIR_target reduction” the more UL DPCCH is gated.

4.2.4
Open issues of the concept

· Impact on inner loop power control in UL & DL.

· How often/when will UL DPCCH and F-DPCH be sent for inactive users (how are the activity patterns designed?) in order to maintain power control stability and synchronisation status.

· How is reactivation started and the UL DPCCH and F-DPCH power set after each UL DPCCH gating gap? Longer power ramping needed?

· Modifying the CQI reporting for HSDPA from Release 6 could enable higher gains for Uplink DPCCH Gating.

· DL & UL have to be inactive at the same time during UL DPCCH gating.

· Impact on power balancing mechanism. (Note: This is not an issue if TPC based power control is not applied to F-DPCH/DPCCH.)
-- End of text proposal –



















