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1 Introduction
A study item on Synchronized E-DCH has been approved ‎[1].
This contribution provides a text proposal for TR 25.823 based on ‎[2].
2 Text proposal
--------------------------------------------------- Start of text proposal ---------------------------------------------------
7.2
TDM Proposal

7.2.1
WG1
TS 25.211 REL-7:

· No change foreseen

TS 25.212 REL-7:

· Information mapping for HS-SCCH order type for UL timing adjustment
TS 25.213 REL-7:

· No change foreseen
TS 25.214 REL-7:

· UL timing adjustment procedure

If there are changes to the scheduling grant signaling for improved TDM support, this will have some impact on the specifications.

7.2.2
WG2
TS 25.319 REL-7:

· Stage 2 description of the Synchronised EDCH operation

TS 25.321 REL-7:
· No impact foreseen
TS 25.331 REL-7:

· UE capability to be indicated either in RRC CONNECTION REQUEST or RRC CONNECTION SETUP message

If there are changes to the scheduling grant signaling for improved TDM support, this will have some impact on the specifications.

7.2.3
WG3
TS 25.423 REL-7:
· S-EDCH Support Indicator to be added to the Cell Capability Container FDD
TS 25.433 REL-7:

· Request for DL timing adjustment from NodeB to SRNC

7.2.4
WG4
TS 25.101 REL-7:

· Areas to be checked:
· Timing accuracy requirements for the UE timing advance procedure

TS 25.104 Rel-7:

· No change foreseen

TS 25.133 REL-7:

· If there are changes to the scheduling principles for UL this may impact the “Transport Format Selection in UE”

Additionally, functional tests on UE synchronisation performance may be required.
--------------------------------------------------- End of text proposal ---------------------------------------------------
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