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1. Overall Description:

RAN WG1 has discussed Further Enhancements for Cell_FACH in RAN1 #67 and would like to inform RAN2 about some decisions made about some of the sub-features that RAN1 had been tasked to evaluate in an LS [1].
Regarding the Stand-alone HS-DPCCH without ongoing E-DCH transmission sub-feature, it has been agreed that if the HS-DPCCH has been triggered by an HS-SCCH order, the UE can use the common E-DCH resource allocated if there is uplink data to transmit. It has also been agreed that the existing PRACH preamble ramping procedure is reused to obtain common E-DCH resource. Additionally, in the absence of any uplink data, UE shall send SI with E-RNTI in the header for collision resolution as per Rel-8.
For the case of implicit release, it is the view of RAN1 that the following additional conditions for restarting the timer Tb should be considered in case of downlink triggered transmission
· The timer Tb for standalone HS-DPCCH UE starts when the uplink DPCCH starts. 
· The timer Tb for standalone HS-DPCCH UE restarts if any MAC-ehs PDU is received or if TEBS<>0 while timer Tb is running as in Rel-8.
2. Actions:
To TSG RAN WG2:
RAN WG1 kindly asks RAN WG2 to take the above information and agreements into account for further protocol and signaling design.
3. Date of Next TSG-RAN WG1 Meetings:

TSG RAN1 Meeting #68         6 – 10 February 2012,
Dresden, Germany
TSG RAN1 Meeting #68bis    26 – 30 March 2012,
Jeju, Korea
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