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1. Introduction

At RAN1 #68bis meeting, PDSCH HARQ timing for TDD CA with different UL-DL configuration on different bands was discussed, and some conclusions had been drawn and re-written as follows:

 On PDSCH timing  for the case where  SCell(s) downlink subframes is a superset of PCell (namely case B)
· In case of self scheduling
· For full-duplex case, agreement is that SCell PDSCH HARQ timing should follow the SCell SIB1 HARQ timing.
· For half-duplex case, working assumption is to follow SCell SIB1 HARQ timing

· Can be revisited after discussion of other DL and UL cases

· FFS which alternative to choose for half-duplex case, in case of self scheduling,  

· Alt 1: the transmission direction of all subframes follow Pcell SIB1 configuration

· Alt 2: the transmission direction is determined by eNB
· In case of cross-carrier scheduling

· Alt 1: Follow P-Cell timing

Benefit: re-use R10 design for A/N transmission, no additional specification effort is needed

· Alt 2: Follow S-Cell timing

Benefit: able to use all DL subframes in SCell 

· Continue discussion. Revisit after the cross-subframe scheduling discussion.
On PDSCH timing for the case where the set of SCell(s) downlink subframe is neither a subset nor a superset of PCell (namely case C)

· In case of self-carrier scheduling, 

· For full duplex case, the timing table in alternative 1 is agreed.

· For half duplex case, working assumption is the timing table in alternative1

· In case where configuration 5 timing is used as a reference, it is agreed that the number of CCs that can be aggregated by a UE is limited to 2 CCs.

· FFS which alternative to choose for half-duplex case, in case of self scheduling,  

· Alt 1: the transmission direction of all subframes follow PCell SIB1 configuration

· Alt 2: the transmission direction is determined by eNB
·  In case of cross-carrier scheduling, working assumption is that no restriction on the combinations of TDD UL-DL configurations on different bands

· Can be revisit if any problems occurs until RAN1#69
The hesitation for the decision of cross-carrier scheduling case is that SCell SIB1 HARQ timing is helpful only when all the DL subframes of SCell(s) could be fully used. Otherwise, PCell SIB1 HARQ timing is sufficient. Therefore, in order to guarantee the peak data rate, some companies had shown their favor of cross-subframe scheduling. According to encouragement to study cross-subframe scheduling, in this paper, we propose some solutions to facilitate the cross-subframe scheduling in Rel-11.
2. PDCCH Enhancement to Support Cross-CC Scheduling in Inter-band TDD CA
2.1. Views on multiple-TTI/Cross-subframe scheduling
Multiple-TTI/Cross-subframe scheduling can allocate the DL resource timely so that the peak data rate can be improved. For instance, under the agreement that PDCCH on a serving cell c in subframe n can schedule PDSCH on other serving cell(s) in subframe n, if the set of DL subframes indicated by PCell SIB1 configuration is not a superset of the DL subframes indicated by SCell SIB1 configuration, one problem of scheduling timing has been identified in [2] - [5], as shown in Figure 1. Due to the lack of DL resources in the PDCCH CC, the DL assignment in a cross-CC scheduled carrier could not be timely allocated. Therefore, multiple-TTI/Cross-subframe scheduling is necessary to enhance the peak data rate.

However, there are some obstacles against introducing multiple-TTI/Cross-subframe scheduling. For example, PDSCH HARQ timing will face some confusion, eNB would not be able to indicate multiple DL subframes under current specification and we may also face some problem in PDCCH capacity.
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Figure 1. Problem of scheduling timing in Cross-CC scheduling
Nevertheless, we think peak data rate is the most important target of CA so that it is not reasonable to not schedule the “uncovered” DL subframes. In following part of this paper, we proposed two methods of PDCCH enhancement to enable the eNB to schedule the “uncovered” subframes without introducing extra signalling overhead and blind decoding trial.
2.2. Shared PDCCH with redundant bits to indicate the number of scheduled subframes

In [6], it was proposed using PDCCH bundling to do Multi-TTI/Cross-subframe scheduling in the Scell, where one PDCCH is used to indicate one TB that is mapping to several subframes. In this method, the data transmitted in one TB will use the same HARQ process, which leads to less transmission efficiency, longer RTT and less scheduling flexibility. 
In order to solve this problem, we propose a method of using the shared PDCCH for different HARQ process. Moreover, to make the UE successfully proceed the HARQ feedback for each process, eNBs should use some information bits to indicate the total number of scheduled subframes, as shown in Figure 2. 
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Figure 2. Shared PDCCH with indication of the number of scheduled subframes
For example, bearing in mind the fact that the carrier indicator field (CIF) bits are useful only when the DCI size for two CCs are the same, then we could reuse the redundant CIF bits to indicate the number of successive DL/UL subframes in the cross-carrier scheduled CCs. One illustration is shown in Figure 3, where CC0 and CC1 have the same DCI size and all CCs are cross-scheduled by the PDCCH on CC#0. In this case, one bit of CIF is used as indication of Cell Index for CC#0 and CC#1 while the other two bits are used to indicate the number of schedule subframes, which is ranged from 1 to 4. One implementation of the mapping of Cell Index and the number of subframes using the CIF bits is illustrated in Table 1.
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Figure 3. Cross-carrier scheduling with CCs having same DCI size
By using this mapping table, the UE could easily deduce the corresponding Cell Index and subframes to be scheduled. HARQ process number is then increased with the subframe index so that the HARQ feedback could be implemented independently. The disadvantage of this scheme is an increase in the UL overhead due to independent HARQ ACK feedback. However, this problem is not significant since the HARQ ACK overhead is still less than that supported in the Rel-10 CA.
Table 1. Relationship of CIF bits to Cell Index and Number of Scheduled Subframes
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The proposals based on the alternative could be summarized as follows.
· For inter-band TDD CA, it is proposed to use shared PDCCH to schedule multiple subframes in cross-carrier scheduled CCs, while with separated HARQ process.
· It is proposed to use redundant bits, e.g., CIF, in the DCI to indicate the number of scheduled subframes.
2.3. Separated PDCCH with redundant bits as Subframe Index
It was also proposed to link PDCCH and subframe independently. In this case, the DCI format is modified by adding a field of “Subframe Index” [5], [7], [8]. Although this method provides scheduling flexibility, it will introduce additional overhead in the DCI. An alternative way of indicating the subframe is to reuse some redundant bits, such as CIF bits.
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Figure 4. Separated PDCCH with indication of subframe index.
Figure 4 shows the mapping of the PDCCH to different subframes. Here, we also assume that cross-carrier scheduling is configured as in Figure 4, and two bits of CIF are left as the subframe index. If UL-DL configuration is provided as in Figure 4, one bit of the redundant CIF bits could be reused, as summarized in Table 2. Since association between a scheduling subframe and scheduled subframe(s) is unknown to the UE, high layer signalling is necessary for acknowledge this configuration.
The proposals based on the alternative could be summarized as follows.

· If separated PDCCH is used for multiple subframe scheduling in inter-band TDD CA, it is proposed to use redundant bits in DCI as Subframe Index.
· High layer signalling is used to acknowledge UE association between a scheduling subframe and scheduled subframes.
Table 2. Relationship of CIF bits to Cell Index and Subframe Index
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3. Conclusion

In this contribution, we presented following two alternatives regarding the scheduling timing issue when cross-carrier scheduling is assumed.
Alt. 1: Shared PDCCH with redundant bits to indicate the number of scheduled subframes
· For inter-band TDD CA, it is proposed to use shared PDCCH to schedule multiple subframes in cross-carrier scheduled CCs, while with separated HARQ process.
· It is proposed to use redundant bits in DCI to indicate the number of scheduled subframes.
Alt. 2: Separated PDCCH with redundant bits as Subframe Index
· If separated PDCCH is used for multiple subframe scheduling in inter-band TDD CA, it is proposed to use redundant bits in DCI as Subframe Index.
· High layer signalling is used to acknowledge UE association between scheduling subframe and scheduled subframes.
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