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1
Introduction

In TSG-RAN#57 a new study item, “Study on UMTS Heterogeneous Networks”, was approved [1]. In this contribution we provide a text proposal on Adaptive LPN UL Padding in Co-channel HetNets Deployment to the Technical Report [2].
2
Text Proposal

[------------------------------------------------------------- TEXT START --------------------------------------------------------------]

7.1.x
Adaptive Noise Padding/Desensitization
Even though LPN UL Padding/Desensitization could reduce the DL-UL imbalance, it forces LPN UEs to transmit at higher power, potentially causing unnecessary interference to the neighbouring cells. From an UL throughput point of view, LPN UL padding should be applied at the minimum value, i.e. just enough to overcome the UL interference from the neighbouring Macro UEs. 

One of the main purposes for LPN UL padding is to overcome the excessive out-cell UL interference that LPNs could observe. The levels of interference each LPN observes is different and depend on the location of the LPN, the type of UE, traffic distribution in the system, etc. To maximize the UL system performance, an adaptive algorithm to determine the best UL padding for each LPN can be considered. The design goal would be to apply minimum amount of padding necessary to control the out-cell interference to the desirable level. 

The following quantities are defined. 
· UL RoT (Nose Rise) is defined as
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, where Ior is the total received signal power from all UEs in the system, No is the NodeB receiver thermal noise. 
· Ior can be divided into
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, where 
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is the total received signal power from all UEs served by the cell. 
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 is the total received signal power from all UEs not served by the cell but having the cell in the active set. 
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 is total received signal power from all UEs not having the cell in the active set. 
· Out-cell RoT can be defined as
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. Measurement of out-cell RoT can be obtained from the measurement of No and measurement of out-cell total received power
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, NodeB can estimate the total received power Ior, and the total received power from the UEs that have the cell in the active set, i.e. 
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. Then, the remaining is the out-cell interference
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The purpose of adaptive LPN UL padding is to control the 
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 since this is the interference that LPN cannot control via power control loop or relative grant channel (E-RGCH). When LPN operates at the fixed RoT target and observes excessive out-cell interference, to protect the UEs served by the LPN, LPN needs to increase its noise figure via UL padding and ask UEs (served by the LPN) to transmit at higher power in order to overcome the excessive out-cell interference.

One possible adaptive LPN UL padding procedure is as follows:
· The LPN periodically measures the out-cell RoT,
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· If the 
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 is greater than the upper limit,
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, increase the LPN UL padding by .

· If the 
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 is smaller than the lower limit,
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, decrease the LPN UL padding by .

· The LPN padding is limited within the range
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Note that, there could be modifications to the procedure including the employing of hysteresis margins, usage of out-cell load (the ratio between the out-cell interference over the Ior) instead of the out-cell RoT, etc. However, the underlying idea is simply to improve the UL performance by applying the UL padding to the LPN when needed, i.e. when the LPN observes high out-cell interference that it cannot control.

The system performance of the above mentioned adaptive noise padding technique is shown below. The simulation assumptions are given in the Annex. Some additional salient assumptions are as follows:

· The LPN noise figure is assumed to be the same as the noise figure of Macro nodes. 

· The Macro transmit power is 43dBm and the LPN transmit power is 30dBm.

· 4 LPNs are uniformly dropped per geographic area of each Macro sector. 16 UEs are dropped per geographic area of each Macro sector with 50% Hotspot distribution.

· CIO is 3dB biased toward the LPN

· UL Full Buffer traffic is considered
· 3dB is used as the out-cell RoT upper limit
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. The padding is limited to be within [0dB 10dB].

Adaptive LPN UL padding is compared with 2dB and 6dB fixed padding values. Figure X shows the UL throughput performance comparing adaptive LPN UL padding with 2dB and 6dB fixed padding. It is clear to see that with adaptive padding, the fairness has been improved over 6dB fixed padding. 
In Table X, the following types of system performance metrics are compared:

· Average UE throughput: it is calculated as the average throughput of all UEs in the system

· 50% UE throughput: it is computed as the median throughput of all UEs in the systems

· 5% UE throughput: it is computed as the throughput of the UEs at 5% tail across all UEs in the system

· RoT statistics: RoT is only considered for non-empty cells. A non-empty cell is defined as a cell that serves at least one UE. The statistics of both average RoT and 90% point at the RoT CDF (cumulative distribution function) for Macro nodes and LPNs are shown. The 90% RoT indicates those cells in the system that are experiencing very high out-cell interference. 

The gains are presented as percentage throughput increase over the baseline system. The baseline is a system where LPNs are not present in the Macro cell. It is observed that adaptive padding provide gains over the 6dB padding, especially at the median and tail. Compared to fixed 2dB padding which is close to the optimum fixed padding setting, the adaptive padding offers a slight performance improvement.
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Figure X: UL Performance in HetNet Co-channel Deployment with and without Adaptive Padding
Table X: UL Performance in HetNet Co-channel Deployment with and without Adaptive Padding
	LPN Padding [dB]
	UL Throughput Gain [%]
	Macro RoT (dB)
	LPN RoT (dB)

	
	Mean
	Median
	5%
	Mean
	90%
	Mean
	90%

	Fixed 2dB
	708%
	237%
	142%
	5.5
	5.6
	4.4
	5.8

	Fixed 6dB
	673%
	116%
	91%
	5.7
	6.0
	3.2
	5.1

	Adaptive
	716%
	294%
	154%
	5.5
	5.7
	4.5
	5.8


Figure X shows the CDF of the padding being applied at LPNs. Most LPNs do not observe high out-cell interference, hence require no or minimum padding (~2dB). Only a small percentage of LPNs needs padding greater than 4dB. The application of small LPN UL padding resulting in large DL-UL imbalance actually provides better UL performance which compared to the application of large LPN padding in some cases. This is explained by noting that the LPN serves a lesser number of UEs compared to Macro and hence each UE served by LPN enjoys a larger share of the available RoT. 
If large LPN UL padding is applied to fully remove the DL-UL imbalance, system fairness would degrade since the UEs served by LPNs would have much better UL performance as compared to the UEs served by Macro cells.
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Figure X: CDF of UL Padding being applied at each LPN with Adaptive Padding Mechanism

Table X: Maximum Remaining DL-UL Imbalance with different LPN UL Padding levels
	LPN Padding [dB]
	CIO
[dB]
	Maximum Net Remaining DL-UL Imbalance [dB]

	
	
	

	2
	3
	8

	4
	
	6

	6
	
	4


Table X gives the maximum remaining DL-UL imbalance with different fixed LPN UL padding. It is observed that, in order to maximize the UL performance, a medium to large DL-UL imbalance in the system may perform better than small or no DL-UL imbalance. However, as the DL-UL imbalance increase, solutions for enhancing the HS-DPCCH reliability need to be considered.
[---------------------------------------------------------------- TEXT END --------------------------------------------------------------]
3
Conclusions

It is proposed to agree to and capture the text proposal on the Adaptive LPN UL Padding in Co-channel HetNets Deployment as presented in this document to the UMTS Hetnet TR [2].
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