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1. Overall Description:
RAN1 has agreed the need to introduce a new UE category for MTC UEs with 1 Rx antenna and reduced downlink bandwidth. RAN1 also has agreed the tables below for the new UE category. 
Table 1: Downlink physical layer parameter values 
	UE Category
	Maximum number of DL-SCH transport block bits received within a TTI
	Maximum number of bits of a DL-SCH transport block received within a TTI
	Total number of soft channel bits
	Maximum number of supported layers for spatial multiplexing in DL

	Category 0
	1000
	1000
	[25344/12672/6336] (Depend on the maximum HARQ process number adopted)
	1


Table 2: Uplink physical layer parameter values 
	UE Category
	Maximum number of UL-SCH transport block bits transmitted within a TTI
	Maximum number of bits of an UL-SCH transport block transmitted within a TTI
	Support for 64QAM in UL

	Category 0
	1000
	1000
	No


2. Actions:
To RAN2, RAN4:

ACTION:
RAN1 kindly requests RAN2 and RAN4 to take the RAN1 agreements into account in the subsequent discussion on UE category in each WG.
3. Date of Next TSG-RAN1 Meetings:
TSG-RAN1 Meeting #74b          7th-11th October 2013

         Guangzhou, China
TSG-RAN1 Meeting #75              11th-15th November 2013

         San Francisco, USA            
