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Way foward

Proposals
· Explicit reconfiguration DCI is transmitted in at least in Pcell PDCCH CSS.
· RNTI for explicit reconfiguration DCI (eIMTA-RNTI) is configured by UE specific RRC signalling
· The network would allocate the same eIMTA-RNTI for a group of UEs.
· The reconfiguration DCI at least carries 3 bits to explicitly indicate the target UL/DL configuration of a cell
· The multiplexing of multiple reconfigurations into one DCI is supported.
· UE knows the transmission periodicity and subframe index of explicit signalling in advance. (UE can know whether explicit signalling is missed or not.)
Topics to be discussed online

· Explicit signalling can be transmitted only in the DL or special subframes of following options.

· Option 1: UL HARQ reference configuration
· Option 2: SIB1 DL or special subframes
· Option 3: a specific DL or special subframe in SIB1 indicated DL subframes
· To discuss scenarios relating eIMTA and CoMP scenario 4 type deployment. CATT R1-134082 can be good document to be discussed.
· Explicit reconfiguration DCI is transmitted in EPDCCH.

· Explicit reconfiguration DCI is transmitted in Scell PDCCH.
· The DCI size to carry reconfiguration bits is aligned to following:

· Option 1:DCI format size of 1C or 0/1A/3/3A. Which DCI size is configured by RRC. In case of aligning to DCI format 0/1A/3/3A, the multiplexing of TPC commands and multiple TDD reconfiguration fields is possible .
· Option 2:DCI format size of 1C

· Option 3:DCI format size of 0/1A/3/3A. To multiplex with TPC is not allowed 
· Option 4:DCI format size of 0/1A/3/3A. To multiplex with TPC is allowed.

· In case explicit signalling cannot be detected,  to be discussed among following

· Option 1: UE shall monitor all possible non-DRX downlink or special subframes except if it is assigned as uplink by  (E)PDCCH (PHICH follows the discussion on HARQ session)
· "All possible downlink subframes" means subframe 3,4,7,8,9 assigned as U by SIB1.
· Option 2: UE shall monitor non-DRX downlink or special subframes indicated by SIB1 configuration
· Option 3: UE shall monitor non-DRX downlink or special subframes indicated by UL reference configuration

· Option 4: UE shall monitor non-DRX downlink or special subframes indicated by DL reference configuration unless assigned as uplink by (E)PDCCH (PHICH follows the discussion on HARQ session)
· Note: CSI measurement is discussed in agenda 7.2.1.1.3
 CSI feedback
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