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	Reason for change:
	According to RAN1 agreements, channel measurement restriction (MR) is supported for TM9 but not interference MR. However, the current version supports interference MR for TM9 (in Section 7.2.3 of TS36.213).

	
	

	Summary of change:
	It is recommended that such faulty description about interference MR support in TM 9 be removed in Section 7.2.3 of TS 36.213.

	
	

	Consequences if not approved:
	For a UE in transmission mode 9 and for a CSI process, when parameters CSI-Reporting-Type and interferenceMeasRestriction is configured by higher layers, UE behavior contradicts the current RAN1 agreement where interference MR is not supported in TM9.
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	Other comments:
	


7.2.3
Channel Quality Indicator (CQI) definition
…
For a UE in transmission mode 10 and for a CSI process, when parameters CSI-Reporting-Type and interferenceMeasRestriction is configured by higher layers, the UE shall derive the interference measurements for computing the CQI value reported in uplink subframe n and corresponding to the CSI process, based on only the most recent, no later than the CSI reference resource, configured CSI-IM resource associated with the CSI process.
For a UE in transmission mode 9 and for a CSI process, when parameters CSI-Reporting-Type and interferenceMeasRestriction is configured by higher layers, the UE shall derive the interference measurements for computing the CQI value reported in uplink subframe n and corresponding to the CSI process, based on only the CSI reference resource subframe.

…
