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5.1
UE measurement capabilities

The structure of the table defining a UE measurement quantity is shown below.

	Column field
	Comment

	Definition
	Contains the definition of the measurement.

	Applicable for
	States in which state(s) it shall be possible to perform this measurement. The following terms are used in the tables:

RRC_IDLE;
RRC_CONNECTED;

Intra-frequency appended to the RRC state: 

Shall be possible to perform in the corresponding RRC state on an intra-frequency cell;

Inter-frequency appended to the RRC state:

Shall be possible to perform in the corresponding RRC state on an inter-frequency cell

Inter-RAT appended to the RRC state:

Shall be possible to perform in the corresponding RRC state on an inter-RAT cell.


5.1.1
Reference Signal Received Power (RSRP)


	The reference point for the RSRP shall be the antenna connector of the UE.

If receiver diversity is in use by the UE, the reported value shall not be lower than the corresponding RSRP of any of the individual diversity branches. 
	

	Applicable for
	RRC_IDLE intra-frequency,
RRC_IDLE inter-frequency,
RRC_CONNECTED intra-frequency,

RRC_CONNECTED inter-frequency


NOTE 1: 
The number of resource elements within the considered measurement frequency bandwidth and within the measurement period that are used by the UE to determine RSRP is left up to the UE implementation with the limitation that corresponding measurement accuracy requirements have to be fulfilled.
NOTE 2: 
The power per resource element is determined from the energy received during the useful part of the symbol, excluding the CP.

<Text omitted>
5.1.25
SFN and subframe timing difference (SSTD)
	Definition
	The observed SFN and subframe timing difference (SSTD) between a PCell and a PSCell is defined as consisting of the following three components;

· SFN offset = (SFNPCell - SFNPSCell) mod 1024, where SFNPCell is the SFN of a PCell radio frame and SFNPSCell is the SFN of the PSCell radio frame of which the UE receives the start closest in time to the time when it receives the start of the PCell radio frame.
· Frame boundary offset = 
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, where TFrameBoundaryPCell is the time when the UE receives the start of a radio frame from the PCell and TFrameBoundaryPSCell is the time when the UE receives the start of the radio frame of PSCell that is closest in time to the radio frame received from the PCell. The unit of (TFrameBoundaryPCell - TFrameBoundaryPSCell) is [µs].
· Subframe boundary offset = TSubframePCell - TSubframePSCell, where TSubframePCell is the time when the UE receives the start of a subframe from the PCell and TSubframePSCell is the time when the UE receives the start of the subframe from the PSCell that is closest in time to the subframe received from the PCell.

The reference point for the observed SFN and subframe time difference shall be the antenna connector of the UE.

	Applicable for
	RRC_CONNECTED intra-frequency


5.1.26     IEEE 802.11 RSSI

	Definition
	The IEEE 802.11 RSSI is defined in [17].

	Applicable for
	RRC_CONNECTED inter-RAT
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