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9.1.5	MPDCCH assignment procedure
< Unchanged parts are omitted >
For MPDCCH UE-specific search space or for Type0-common search space if the higher layer parameter mPDCCH-NumRepetition is set to 1; or for Type2-common search space if the higher layer parameter mPDCCH-NumRepetition-RA is set to 1; 
-	The BL/CE UE is not required to monitor MPDCCH
-	For TDD and normal downlink CP, in special subframes for the special subframe configurations 0 and 5 shown in Table 4.2-1 of [3]
-	For TDD and extended downlink CP, in special subframes for the special subframe configurations 0, 4 and 7 shown in Table 4.2-1 of [3];
otherwise
-	The BL/CE UE is not required to monitor MPDCCH
-	For TDD, in special subframes, if the BL/CE UE is configured with CEModeB
-	For TDD and normal downlink CP, in special subframes for the special subframe configurations 0, 1, 2,5,6,7 and 9 shown in Table 4.2-1 of [3], if the BL/CE UE is configured with CEModeA
-	For TDD and extended downlink CP, in special subframes for the special subframe configurations 0, 4, 7, 8 and 9 shown in Table 4.2-1 of [3], if the BL/CE UE is configured with CEModeA.
-    For TDD, in special subframes, for MPDCCH in Type1-MPDCCH common search space.
< Unchanged parts are omitted >
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