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	Reason for change:
	- The current description does not cover the case that SIB1-NB does not indicate downlinkBitmap.
- The higher layer parameter name is downlinkBitmap and not downlinkBitmapNB.
- The term ‘valid NB-IoT DL subframe’ appears as “NB-IoT DL subframe” elsewhere in specifications.

- Subframe #4 not containing NB-SIB1 and subframe #9 are NB-IoT DL subframe

	
	

	Summary of change:
	- The valid NB-IoT DL subframe configuration when SIB1-NB does not indicate downlinkBitmap is covered by RRC specification
- Remove the word “valid” from “valid NB-IoT DL subframe”
- Change ‘subframe #4 and #9’ to ‘subframe #4 not containing NB-SIB1 and subframe #9’

	
	

	Consequences if not approved:
	- Inconsistency between RAN1 spec and RRC spec.
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	Other comments:
	


16.4
Narrowband physical downlink shared channel related procedures
A NB-IoT UE shall assume a subframe as a NB-IoT DL subframe according to the higher layer configuration after the NB-IoT UE obtains SystemInformationBlockType1-NB. The NB-IoT UE may expect subframe #4 not containing NB-SIB1 and subframe #9 not containing NSSS are always configured as NB-IoT DL subframe. 
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