[bookmark: _GoBack]3GPP TSG RAN WG1 Meeting	#88		   					 R1-1702331
Athens, Greece, 13th-17th February 2017

Agenda Item:	8.1.2.4.2
Source:	InterDigital Communications
Title:	On UL DM-RS design for NR
Document for:	Discussion and Decision
Introduction
So far, the following agreements related to NR DM-RS design have been made in RAN1:
Agreements in RAN1 #85 [1]:
· At least the following is studied for NR in order to reduce decoding latency
· RS used to start to demodulate a data transmission is located at the beginning of the time interval to which the data and associated RS for demodulation is physically mapped
· Other additional RS design associated with data demodulation is not precluded.

Agreements in RAN1 #86bis [2]:
· At least the following RSs are supported for NR downlink
· DM-RS: Reference signal with main functionalities of data and control demodulation
· FFS: channel state information estimation and interference estimation
· FFS: beam management
· At least the following RSs are supported for NR uplink
· DM-RS: Reference signal with main functionalities of data and control demodulation
· FFS: beam management
In this contribution, we share our views on the uplink demodulation reference signal (DM-RS) design for NR.
NR UL DM-RS Design
The DM-RS is a key aspect of the NR design, because it directly impacts the channel estimation accuracy.  One of the important design criteria regarding DM-RS is the density of pilot symbols in time and frequency, which is currently being studied [3]. 
Additionally, since it has been agreed that both OFDM and DFT-s-OFDM are supported in the UL for NR Phase 1, the DM-RS design for UL should be compatible with both of these waveforms.
The DM-RS should be designed to support MIMO as it is essential to meet the NR requirements. In terms of maximum number of layers for SU-MIMO, it has been agreed to support at least up to 8 layers in downlink and 4 layers in uplink, thus achieving spatial multiplexing gain as similar to LTE. To fully exploit the spatial multiplexing gain, it is recommended to support orthogonal DM-RS for the number of layers used for SU-MIMO operation in order to avoid unnecessary UE receiver complexity as well as inter-layer interference. The orthogonal DM-RS for MU-MIMO is also important to minimize interference from co-scheduled UE for the channel estimation.
For the uplink DM-RS for MU-MIMO operation, it has been an issue that uplink DM-RS is not orthogonal for different UEs if the scheduled resource is not identical since the sequences for the uplink DM-RS are not orthogonal if it is partially overlapped. Therefore, IFDMA DM-RS has been introduced for eFD-MIMO in LTE, which allows orthogonal DM-RS for the UEs scheduled with a different uplink resource blocks. The IFDMA DM-RS uses Comb style reference signal with different frequency offset (as similar to SRS in LTE), so that the reference signals using a different frequency offset are orthogonal each other in frequency domain irrespective of the uplink resource blocks scheduled for the UEs.
As uplink MU-MIMO is essential for NR to enable massive connections with massive Tx/Rx antennas at the gNB, the number of orthogonal DM-RS should be enough to support the MU-MIMO operation. Means to increase the number of orthogonal DM-RS, such as OCC and IFDMA, should be considered for the DM-RS design.
Proposal-1: IFDMA is considered for uplink DM-RS design.
It has been agreed that OFDM and DFT-s-OFDM are used as uplink waveform, where the DFT-s-OFDM has been introduced for a coverage limited UE. Since two uplink waveforms are used, a unified uplink DM-RS structure should be studied in order to avoid unnecessary specification efforts and/or UE implementation complexity.
In the context of flexible DM-RS structure, the DM-RS density can be flexibly configured with a default DM-RS and an additional DM-RS. The figure 1 shows the potential options for the default DM-RS and additional DM-RS with following two cases:
1. DM-RS and data are transmitted in the same OFDM symbol as illustrated in Figure 1 (b). In this case, the output of the DFT block in DFT-s-OFDM may need to be punctured to accommodate the additional reference symbols as illustrated in Figure 2. This approach is investigated in detail in [5].
2. DM-RS and data are not transmitted in the same OFDM symbol as illustrated in Figure 1 (c). In this case, the reference symbols can directly be mapped to the subcarriers for both OFDM and DFT-s-OFDM, such as in LTE. Note that this option may result in higher overhead as the required density of the RS in time increases, for example when the UE speed is very high.
For both cases, the DM-RS for different UEs can be multiplexed in frequency (e.g., IFDMA) as illustrated in Figure 1, and/or the code domain.
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Figure 2 Puncturing the DFT output to insert reference symbols in DFT-s-OFDM
Proposal-2: A unified uplink DM-RS for OFDM and DFT-s-OFDM with default/additional DM-RS is supported
Besides the above considerations, new technologies studied for NR may require new DM-RS design approaches. One such technology is non-orthogonal multiple access (NOMA).  NOMA schemes may need to support scheduled and synchronous access, as well as grant-free and (potentially) asynchronous access. The accuracy of channel estimation is critical for the operation of these schemes.  For NOMA applications utilizing scheduled based access, orthogonal allocation of the DM-RSs may be used to help increase the channel estimation accuracy. On the other hand, for grant-free communications, collisions between transmissions of different UEs will likely occur and DM-RSs will experience interference. This interference may be from the DM-RS of other UEs (for example when the transmissions are synchronous) or from the data of other UEs (for example when the transmissions are asynchronous). Therefore, DM- RS design should be robust enough to meet the requirements in such scenarios.
Proposal-3: study a robust DM-RS design for non-orthogonal multiple access

Summary
This contribution discussed the design considerations for DM-RS for NR. The following was proposed:
Proposal-1: IFDMA is considered for uplink DM-RS design
Proposal-2: A unified uplink DM-RS for OFDM and DFT-s-OFDM with default/additional DM-RS is supported
Proposal-3: Study a robust DM-RS design for non-orthogonal multiple access
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