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1
Introduction
In this contribution, we raise one issue regarding UL power control for clarification.
2
Discussion
In 36.213, LTE Release 8, Section 5.1.1.1, the following is specified:
· 
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is a parameter composed of the sum of a cell specific nominal component 
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 provided from higher layers for j=0 and 1 and a UE specific component 
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 provided by higher layers for j=0 and 1. For PUSCH (re)transmissions corresponding to a semi-persistent grant then j=0 , for PUSCH (re)transmissions corresponding to a dynamic scheduled grant then j=1 and for PUSCH (re)transmissions corresponding to the random access response grant then j=2.
For parameter 
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, when message 3 is under HARQ re-transmission scheduled by a UL grant via DCI format 0, it is not clear whether j=1 or j=2 should be used. That is, we have:

· For message 3 under HARQ re-transmission scheduled by a UL grant via DCI format 0

· Alt 1: 
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· Alt 2: 
[image: image6.wmf])

2

(

O_PUSCH

P

is used
It is recommended that RAN1 discuss and conclude this issue. 
3
Conclusions 
In this contribution, we discussed one issue related to LTE Rel-8 UL power control. In particular, the issue is:
· For message 3 under HARQ re-transmission scheduled by a UL grant via DCI format 0

· Alt 1: 
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· Alt 2: 
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It is recommended that RAN1 discuss and conclude this issue. 
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