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1.  Introduction
This contribution proposes parameters for Secondary CPICH. This parameter is needed in case of using adaptive alley antenna.

2.  Discussion
In RAN WG1, the following parameters are specified as layer 3 parameters for Secondary CPICH. 

· DL scrambling code (either Primary scrambling code or Secondary scrambling code)

· channelization code

Addition to above statements,

· Secondary CPICH exists optionally.

· If the scrambling code for the Secondary CPICH is same as the one for Primary CPICH, there is no need to set DL scrambling code. [ref TS25.211 section 5.3.3.1.2]

TS25.211 V2.4.0

5.3.3.1.2 Secondary Common Pilot Channel

The Secondary Common Pilot Channel is a specific case of the Common Pilot Channel as defined above with the following characteristics:

· Assigned an arbitrary channelization code,

· Can be assigned either the primary or a secondary scrambling code,

3.  Proposal
It is proposed to modify as follows to TS25.331.

10.2.6.x Secondary CPICH info

Information Element/Group name
Presence
Range
IE type and reference
Semantics description

DL scrambling code
C- PrimCPICH




Channelization code
M




Condition
Explanation

PrimCPICH
This IE is only included if the DL scrambling code is different to that of the primary CPICH



 (2)

10.1.6.1 SYSTEM INFORMATION

Information Element/Group name
Presence
Range
IE type and reference
Semantics description

PhyCH information elements





Primary CCPCH Info
O


Note1

Secondary CPICH Info
O


Note2

      Note1: DL scrambling code of the Primary CCPCH is same as the one for Primary CPICH.

      Note2: This parameter is needed in case of using adaptive alley antenna.

