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Introduction:

Several changes are proposed for TDD specific RRC messages and IE’s. The modifications are primarily editorial corrections.
Discussion:

Some aspects of the agreed changes defined TDD RRC reflector report need further refinement and a number of minor editorial issues resulting from the document merging should be corrected.

1. In TDD the Primary CCPCH Info is needed only when entering a new cell. When a UE is in an RRC connected state the Primary CCPCH is always known. Therefore in TDD the Primary CCPCH Info is only required in System Info (block 5) and in the Handover Command, and not in the RRC Connection  Re-establishment, RRC Connection Setup, Physical Channel Reconfiguration, Radio Bearer Reconfiguration, Radio Bearer Release, Radio Bearer Setup, and Transport Channel Reconfiguration messages as currently defined.

2. The TDD Synchronization Channel timeslot is identified in the Primary CCPCH IE and the PSCH Timeslot IE used in System Information (Block 5). Since Primary CCPCH Info is now included in System Info (block 5) the separate PSCH Timeslot IE is redundant and can be removed. Note that the IE name used in the Primary CCPCH and PSCH Timeslots does not match, but it is the same parameter. “PSCH Timeslot” should be used since it is more descriptive. Also System Info Block 5 note 1: “DL scrambling code of the Primary CCPCH is the same as the one for Primary CPICH” is only applicable for FDD.

3. In TDD the use of “repetition” on Secondary CCPCH’s should be optional not mandatory as currently defined. Therefore, the presence for Repetition Period, Repetition Length, and Superframe (now system frame?) Offset should be changed accordingly.

4. TDD Physical Channel IE’s use “Midamble Type” (256/512 chip) and “Midamble Shift” (time) to define Midamble attributes. In addition on the RACH two code sequences are possible (direct/inverted). In the PRACH Info IE “midamble code” is more descriptive then just “midamble” to define this attribute.

5. The Cell Update Confirm message also applies to TDD. So the “FDD only” comment should be removed.

6. The Handover Complete message indicates SSDT for Choice TDD. This should be changed to Choice FDD.

7. The DL & UL DPCH info IE uses semantics description field to identify TDD DPCH (RU) specific information. This format should be changed to use the “individual DPCH Info” category with range through “max DPCH count”.  
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10.1.1.5 CELL UPDATE CONFIRM 
This message confirms the cell update procedure and can be used to reallocate new RNTI information for the UE valid in the new cell.

RLC-SAP: UM 

Logical channel: DCCH

Direction: UTRAN(UE

Information Element
Presence
Range
IE type and reference
Semantics description

Message Type
M




UE information elements























U-RNTI
O


New U-RNTI

C-RNTI
O


New C-RNTI

RLC re-configuration indicator
C-AM_RLC_recon




UTRAN DRX cycle length
O




DRX Indicator
O




UTRAN mobility information elements











URA identifier
O




CN information elements





PLMN identity
O


(Note1,2)

CN related information

0 to <MaxNoCNdomains>

CN related information to be provided for each CN domain







   CN domain identity
O


(Note1,2)

   NAS system info
O


(Note1,2)

10.1.1.7 HANDOVER COMPLETE
<Functional description of this message to be included here>

RLC-SAP: AM 

Logical channel: DCCH

Direction: UE ( UTRAN

Information Element
Presence
Range
IE type and reference
Semantics description

Message Type
M




Phy CH information elements





CHOICE mode





   FDD





      SSDT indicator
O




10.1.4.1 RRC CONNECTION RE-ESTABLISHMENT 

<Functional description of this message to be included here>
RLC-SAP: UM 

Logical channel: DCCH

Direction: UTRAN ( UE

Information Element
Presence
Range
IE type and reference
Semantics description

Message Type
M




UE information elements





U-RNTI
O


Only in case of SRNC relocation

C-RNTI
O


Only if assigned to a common transport channel

Activation time
O




CN information elements





PLMN identity
O


(Note1)

CN related information

0 to <MaxNoCNdomains>

CN related information to be provided for each CN domain

   CN domain identity
O


(Note1)

   NAS system info
O


(Note1)

RB information elements





  RB information

0 to <MaxRBcount>

RB information is sent for each RB affected by this message

      RB identity
M




      RLC info
O


FFS

      RB multiplexing info
M




Transport Channel  Information Elements





TFCS
O


For uplink  TFCSs

TFCS
O


For downlink TFCSs

CHOICE mode





   TDD





      TFCS Identity
O


Uplink TFCS

      TFCS Identity
O


Downlink TFCS

TFC subset
O


For TFCSs in uplink

Uplink transport channels





   Transport channel identity

0 to <MaxDelTrCH>



   Reconfigured TrCH
   information

0 to <MaxReconAddTrCH>



      Transport channel identity
M




      TFS
M




   DRAC information
C DRAC
1 to <MaxReconAddTrCH>



      Dynamic Control





      Transmission time validity





      Time duration before retry





      Silent period duration 
      before release





Downlink transport channels





   Transport channel identity

0 to <MaxDelTrCH>



   Reconfigured TrCH
   information

0 to <MaxReconAddTrCH>



      Transport channel identity
M




      TFS
M




PhyCH information elements





Frequency info
O




Maximum allowed UL TX power
O




Uplink DPCH power control info
O




Uplink radio resource information





   CHOICE channel
    requirement
O




      Uplink DPDCH info





      PRACH info





Downlink radio resource information





   Downlink information

0 to <Max Rlcount>

Send downlink information for each radio link to be set-up

     CHOICE mode





         FDD





            Primary CCPCH info





      Downlink DPDCH info





      Secondary CCPCH info





CHOICE mode





   FDD





     SSDT indicator
O


FFS

      SSDT Cell ID
C ifSSDT


FFS

      CPCH SET info
O


UL/DL radio resource for CPCH control (Note3)

      Gated Transmission Control info
O


FFS

      Default DPCH Offset Value
O




   TDD





      Uplink Timing Advance
O










10.1.4.7 RRC CONNECTION SETUP

This message is used by the network to accept the establishment of an RRC connection for an UE, including assignment of  signalling link information, transport channel information and optionally physical channel information.

RLC-SAP: UM 

Logical channel: CCCH

Direction: UTRAN ( UE

Information Element
Presence
Range
IE type and reference
Semantics description

Message Type
M




UE information elements





Initial UE identity
M




U-RNTI
M










C-RNTI
O


Only if assigned to a common transport channel

Activation time
O




UTRAN DRX cycle length
O




DRX Indicator
O




RB information elements





RB identity
M


Indicates the signalling link

Signalling link type
M




RB mapping info
M


For the signalling link

TrCH information elements





TFCS
O


Uplink TFCS

TFCS
O


Downlink TFCS

CHOICE mode





   TDD





      TFCS Identity
O


Uplink TFCS

      TFCS Identity
O


Downlink TFCS

TFC subset
O




Uplink transport channel information

0 to <MaxULTrCHCount>

Send transport channel information for each new Uplink transport channel







   Transport channel identity
M




   TFS
M




Downlink transport channel information

0 to <MaxDLTrCHCount>

Send transport channel information for each new downlink transport channel

   





   Transport channel identity
M




   TFS
M




   Transparent mode signalling info
C if TM_DCH
0 or 1



PhyCH information elements





Frequency info
O




Maximum allowed UL TX power
O




Uplink DPCH power control info
O




Uplink radio resource information





   





   CHOICE channel
    requirement
O




      Uplink DPCH info





      PRACH info (for RACH)





Downlink radio resource information





   Downlink DPCH power control
   info
O




CHOICE mode





   FDD





       Downlink DPCH

        Compressed
        mode info
O




   Downlink information

0 to <Max RLcount>

Send downlink information for each radio link to be set-up

      CHOICE mode





         FDD





            Primary CCPCH info





      Downlink DPCH info





      Secondary CCPCH info





    





CHOICE mode





   FDD





      SSDT indicator
O


FFS

      SSDT Cell ID
C ifSSDT


FFS

      CPCH SET Info
O


UL/DL radio resource for CPCH control (Note2)

      Gated Transmission Control info
O, FFS


Note 3

      Default DPCH Offset Value
O




TDD





      Uplink Timing Advance
O




10.1.5.1 PHYSICAL CHANNEL RECONFIGURATION 

This message is used by UTRAN to assign, replace or release a set of physical channels used by a UE.

RLC-SAP: AM or UM 

Logical channel: DCCH

Direction: UTRAN ( UE

Information Element
Presence
Range
IE type and reference
Semantics description

Message Type
M




UE Information elements





Activation time
O




C-RNTI
C - RACH/FACH




UTRAN DRX cycle length
O




DRX Indicator
O
















Physical Channel information elements





Frequency info
O




Maximum allowed UL TX power
O




Uplink DPCH power control info
O




Uplink radio resource information





   CHOICE channel
    requirement
O




      Uplink DPCH info





      PRACH Info (for RACH) 





      CHOICE mode





         FDD





            PRACH info (for FAUSCH)





   





Downlink radio resource information





   Downlink DPCH power control
   info
O




   CHOICE mode





      FDD





         Downlink DPCH 

         Compressed
         mode info
O




   Downlink information

0 to <Max RLcount>

Send downlink information for each radio link 

      CHOICE mode





         FDD





            Primary CCPCH info





      Downlink DPCH info





      Secondary CCPCH info



For FACH

      Secondary CCPCH info



For PCH

      CHOICE mode





         TDD





            Secondary CCPCH info



For PICH







CHOICE mode





   FDD





      SSDT indicator
O


FFS

      SSDT Cell ID
C ifSSDT


FFS

      CPCH SET Info
O


UL/DL radio resource for CPCH control (Note2)

      Default DPCH Offset Value
O




   TDD





      Uplink Timing Advance
O










10.1.5.4 RADIO  BEARER RECONFIGURATION

This message is sent from UTRAN to reconfigure parameters related to a change of QoS. This procedure can also change the multiplexing of MAC, reconfigure transport channels and physical channels.

RLC-SAP: AM or UM 

Logical channel: DCCH

Direction: UTRAN ( UE

Information Element
Presence
Range
IE type and reference
Semantics description

Message Type
M




UE Information elements





Activation time
O




C-RNTI
C - RACH/FACH




UTRAN DRX cycle length
O




DRX Indicator
O




RB information elements





  RB information

0 to <MaxRBcount>

RB information is sent for each RB affected by this message

      RB identity
M




      RLC info
O


FFS

      RB mapping info
O




      RB suspend/resume
O


Not applicable to the signalling bearer.

Transport Channel  Information Elements





TFCS
O


for uplink TFCS

TFCS
O


for downlink TFCS

CHOICE mode





   TDD





      TFCS Identity
O


Uplink TFCS

      TFCS Identity
O


Downlink TFCS

TFC subset
O


for TFCSs in uplink

Uplink transport channels





   Transport channel identity

0 to <MaxDelTrCH>



   Reconfigured TrCH
   information

0 to <MaxReconAddTrCH>



      Transport channel identity
M




      TFS
M




   DRAC information
C DRAC
1 to <MaxReconAddTrCH>



      Dynamic Control





      Transmission time validity





      Time duration before retry





      Silent period duration 
      before release





Downlink transport channels





   Transport channel identity

0 to <MaxDelTrCH>



   Reconfigured TrCH
   information

0 to <MaxReconAddTrCH>



      Transport channel identity
M




      TFS
M




Physical Channel  information elements





Frequency info
O




Maximum allowed UL TX power
O




Uplink DPCH power control
 info
O




Uplink radio resource information
O




   CHOICE channel
    requirement
O




      Uplink DPCH info





      PRACH info (for RACH)





      CHOICE mode





         FDD





            PRACH info (for FAUSCH)





   





Downlink radio resource
 information





   Downlink DPCH power control
   info
O




   Downlink DPCH compressed
   mode info
O




   Downlink information

0 to <Max RLcount>

Send downlink information for each radio link 

      CHOICE mode





         FDD





            Primary CCPCH info





      Downlink DPCH info





      Secondary CCPCH info











CHOICE mode





   FDD





      SSDT indicator
O


FFS

      CPCH SET Info
O


UL/DL radio resource for CPCH control (Note2)

      Gated Transmission Control
info
O


FFS, Note 3

      Default DPCH Offset Value
O




   TDD





      Uplink Timing Advance
O




10.1.5.7 RADIO  BEARER RELEASE

<Functional description of this message to be included here>

RLC-SAP: AM or UM 

Logical channel: DCCH

Direction: UTRAN ( UE

Information Element
Presence
Range
IE type and reference
Semantics description

Message Type
M




UE Information elements





Activation time
O




C-RNTI
C - RACH/FACH




UTRAN DRX cycle length
O




DRX Indicator
O




RB information elements





RB identity

1 to <MaxRelRBcount>



RB identity

0 to <MaxOtherRBcount>



RB mapping info
O




Transport Channel  Information Elements





TFCS
O


for uplink TFCS

TFCS
O


for downlink TFCS

CHOICE mode





   TDD





      TFCS Identity
O


Uplink TFCS

      TFCS Identity
O


Downlink TFCS

TFC subset
O


for DCHs in uplink

Uplink transport channels





   Transport channel identity

0 to <MaxDelTrCH>



   Reconfigured TrCH
   information

0 to <MaxReconAddFFSTrCH>



      Transport channel identity
M




      TFS
M




   DRAC information
C DRAC
1 to <MaxReconAddFFSTrCH>



      Dynamic Control





      Transmission time validity





      Time duration before retry





      Silent period duration 
      before release





Downlink transport channels





   Transport channel identity

0 to <MaxDelTrCH>



   Reconfigured TrCH
   information

0 to <MaxReconAddTrCH>

Editor : this limit should probably also be MaxReconAddFFSTrCH

      Transport channel identity
M




      TFS
M




Physical Channel  information elements





Frequency info
O




Maximum allowed UL TX power
O




Uplink DPCH power control
 info
O




Uplink radio resource information
O




CHOICE mode





   FDD





      Gated Transmission Control info
O, FFS


Note 3

      CPCH SET Info
O


UL/DL radio resource for CPCH control (Note2)

   TDD





      Uplink Timing Advance
O




   CHOICE channel
    requirement
O




      Uplink DPCH info





      CHOICE mode





         FDD





            PRACH info (for FAUSCH)





            PRACH info (for RACH)











Downlink radio resource
 information





   Downlink information

0 to <Max RLcount>

Send downlink information for each radio link to be set-up

      CHOICE mode





         FDD





            Primary CCPCH info





      Downlink DPCH info





      Secondary CCPCH info





    





10.1.5.10 RADIO  BEARER SETUP

<Functional description of this message to be included here>

RLC-SAP: AM or UM

Logical channel: DCCH

Direction: UTRAN ( UE

Information Element
Presence
Range
IE type and reference
Semantics description

Message Type
M




CN information elements





NAS binding info
M




CN domain identity





UE Information elements





Activation time
O




C-RNTI
C – RACH/FACH




UTRAN DRX cycle length
O




DRX Indicator
O




RB information elements





Information for new RBs

1 to <MaxNewRBcount>



   RB identity
M




   RLC info
M




   RB mapping info
M




Information for other RB's affected by this message

0 to <MaxOtherRBcount>



   RB identity
M




   RB mapping info
M




Transport Channel  Information Elements





TFCS
O


for uplink TFCS

TFCS
O


for downlink TFCS

CHOICE mode





   TDD





      TFCS Identity
O


Uplink TFCS

      TFCS Identity
O


Downlink TFCS

TFC subset
O


for DCHs in uplink

Uplink transport channels





   Transport channel identity

0 to <MaxDelTrCH>

editor should this be FFS also?

   Reconfigured TrCH
   information

0 to <MaxReconAddTrCH>



      Transport channel identity
M




      TFS
M




   DRAC information
C DRAC
1 to <MaxReconAddTrCH>



      Dynamic Control





      Transmission time validity





      Time duration before retry





      Silent period duration 
     before release





Downlink transport channels





   Transport channel identity

0 to <MaxDelTrCH>

FFS

   Reconfigured TrCH
   information

0 to <MaxReconAddTrCH>



      Transport channel identity
M




      TFS
M




Physical Channel  information elements





Frequency info
O




Maximum allowed UL TX power
O




Uplink DPCH power control
 info
O




Uplink radio resource information
O




CHOICE mode





   FDD





      CPCH SET Info
O


UL/DL radio resource for CPCH control (Note2)

   CHOICE channel
    requirement
O




      Uplink DPCH info





      PRACH Info (for RACH)





      CHOICE mode





         FDD





            PRACH info (for FAUSCH)





   





Downlink radio resource
 information





   Downlink DPCH power control
   info
O




   CHOICE mode





      FDD





         Downlink DPCH compressed
   mode info
O




   Downlink information

0 to <Max RLcount>

Send downlink information for each radio link 

      CHOICE mode





         FDD





            Primary CCPCH info





      Downlink DPCH info





      Secondary CCPCH info





    





CHOICE mode





   FDD





      SSDT indicator
O


FFS

      SSDT Cell ID
C ifSSDT


FFS

      Gated Transmission Control
info
O


FFS

      Default DPCH Offset Value
O




   TDD





      Uplink Timing Advance
O










10.1.5.13 TRANSPORT CHANNEL RECONFIGURATION 

This message is used by UTRAN to configure the transport channel of a UE. This also includes a possible reconfiguration of physical channels. The message can also be used to assign a TFC subset and reconfigure physical channel.

RLC-SAP: AM or UM 

Logical channel: DCCH

Direction: UTRAN ( UE

Information Element
Presence
Range
IE type and reference
Semantics description

Message Type
M




UE Information elements





Activation time
O




C-RNTI
C - RACH/FACH




UTRAN DRX cycle length
O




DRX Indicator
O










Transport Channel  Information Elements





TFCS
O


for uplink TFCS

TFCS
O


for downlink TFCS

CHOICE mode





   TDD





      TFCS Identity
O


Uplink TFCS

      TFCS Identity
O


Downlink TFCS

TFC subset
O


for DCHs in uplink

Uplink transport channels





   Reconfigured TrCH
   information

0 to <MaxReconTrCH>



      Transport channel identity





      TFS





   DRAC information
C DRAC
1 to <MaxReconTrCHDRAC>



      Dynamic Control





      Transmission time validity





      Time duration before retry





      Silent period duration 
      before release





Downlink transport channels





   Reconfigured TrCH
   information

0 to <MaxReconTrCH>



      Transport channel identity





      TFS





Physical Channel  information elements





Frequency info
O




Maximum allowed UL TX power
O




Uplink DPCH power control
 info
O




Uplink radio resource information





CPCH SET Info
O


UL/DL radio resource for CPCH control (Note2)

   CHOICE channel
    requirement
O




      Uplink DPCH info





      CHOICE mode





         FDD





            PRACH info (for FAUSCH)





      PRACH info (for RACH)





   
O




Downlink radio resource
 information





   Downlink DPCH power control
   info
O




   CHOICE mode





      FDD





         Downlink DPCH compressed
   mode info
O




   Downlink information

0 to <Max RLcount>

Send downlink information for each radio link 

     CHOICE mode





        FDD





          Primary CCPCH info





      Downlink DPCH info





      Secondary CCPCH info





    





CHOICE mode





   FDD





      SSDT indicator
O


FFS

      SSDT Cell ID
C ifSSDT


FFS

      Gated Transmission Control
info
O


FFS, Note 3

Default DPCH Offset Value
O




   TDD





      Uplink Timing Advance
O




10.1.6.4.7
System Information Block type 5

The system information block type 5 contains parameters for the configuration of the common physical channels in the cell. The block may also contain scheduling information for other system information blocks.

Area scope: cell

UE mode: idle mode (and connected mode)

Information Element
Presence
Range
IE type and reference
Semantics description

Other information elements





Value tag
M




References to other system information blocks

0 .. <maxSysInfoBlockcount>















    Scheduling information
M




PhyCH information elements





Frequency info
O




Maximum allowed UL TX power
O




CHOICE mode





   





      





   FDD





      Secondary CPICH info
O


Note 2

Primary CCPCH info
O


Note 1

PRACH information

1 .. <maxPRACHcount>



   PRACH info
M




   TFS
M




   CHOICE mode





      FDD





         AICH info
M




      TDD





         ASC info
O




Secondary CCPCH information

1 .. <maxSCCPCHcount>



   Secondary CCPCH info
M




   TFCS
M


For FACHs and PCH

   FACH information

1 .. <maxFACHcount>



      TFS



For each FACHs and PCH

   PICH info
C-Pich




   Maximum allowed UL TX power





UE Information elements





   UTRAN_DRX_cycle length





Note 1: DL scrambling code of the Primary CCPCH is the same as the one for Primary CPICH for FDD.

10.2.6.4 Primary CCPCH info

Information Element/Group name
Presence
Range
IE type and reference
Semantics description

CHOICE mode





   FDD











      STTD indicator
O




   TDD





      PSCH Timeslot
M


The PSCH timeslot (the value k)

      Midamble type
O


Long or short midamble

      Cell parameters ID
M


For the cell parameter table

      Sync case
M


Case 1,2, or 3







10.2.6.5 Secondary CCPCH info

Information Element/Group name
Presence
Range
IE type and reference
Semantics description

CHOICE mode





   FDD





      Secondary  scrambling code
O

Integer (0..14)


      STTD indicator
O










         Spreading factor
M

Enumerated(4, 16, 32, 64, 128, 256)


         Code number
M

Integer(0..maxCodeNum)


      Pilot symbol existence
M

Boolean


      TFCI existence
M

Boolean


      Fixed or Flexible Position
M

Enumerated (Fixed, Flexible)


      Timing Offset
O


Time difference between PCCPCH

   TDD





      Channelization code
M




      Time slot
M


Timeslot of the Secondary CCPCH

      Midamble type
O


Long or short midamble for each time slot

      Midamble shift
M


Midamble shift of Secondary CCPCH for each timeslot

      Superframe offset
O


Offset of the first CCPCH transmission in a 72 superframe

      Repetition period
O


Repetition period of the CCPCH in the 72 superframe

      Repetition length
O


Length of the allocation for each repetition







Condition
Explanation




Range Bound
Explanation

MaxCodeNum
Maximum number of codes for one spreading factor (SF) is equal to SF-1.

10.2.6.6 PRACH info (for RACH)

Information Element/Group name
Presence
Range
IE type and reference
Semantics description

CHOICE mode





   FDD





      Available Signature

1 to <maxSigNum>



         Signature 
M

Enumerated (0,1.2…..15)


      Available SF

1 to <maxSf>



         SF
M

Enumerated (32,64,128,256 chip/sym)


      Scrambling code word number 
M

Enumerated (0,1.2…..255)


      Puncturing Limit
M




      Available Sub Channel number

1 to < maxSubChNum >



         Sub Channel number
M

Enumerated (0,1,2,….11)


      Persistence factor N
M

ffs
0-1 step ffs



















   TDD





      Spreading factor
M


Spreading factor 8 or 16 are possible

      Timeslot
M




      Channelisation code
M


1:1 mapping between spreading code and midamble shift

      Midamble Code
O


Basic midamble code for PRACH (two different codes possible)

10.2.6.8 Uplink DPCH info

Information Element/Group name
Presence
Range
IE type and reference
Semantics description

CHOICE mode





   FDD





      UL scrambling code



What short or long uplink scrambling code a certain UE should use

         Scrambling code type
M

Enumerated(short, long)


         Scrambling code number
M

Integer(0..16777215)
(24 bits)

      





      Number of DPDCH
M

Integer(1.. maxDPDCHcount)


         DPDCH channelization code
C-Single

Enumerated(4, 8, 16, 32, 64, 128, 256)
SF of the channelization code for data part

      TFCI existence
M
Boolean



      Number of FBI bits
O

Enumerated (1, 2 bits)
If neither SSDT nor FB Mode Transmit Diversity Signalling is supported, this parameter is not needed and the number of FBI bits is set to “0”.

      Puncturing Limit
M




   TDD





      Scrambling code type
M

Enumerated(short, long)


      Scrambling code number
M

Integer(0..16777215)
(24 bits)

      DPCH Activation Time
O


Farme number start of allocation period (the Superframe offset can be derived)

      Duration
O


Total number of frames

      Repetition period
O


Repetition period of the DPCH in the 72 Superframe

      Repetition length
O


Length of the allocation for each repetition

      TFCI presence
O


Coding for a TFCI field in a DPCH

      Individual DPCH Info

1 to <max DPCH count>



         DPCH channelisation code
M


SF of the channelisation code of the data part 

         Timeslot
M


Timeslot of DPCH 

         Midamble type
O


Short or long, for each time slot

         Midamble shift
M


Midamble shift for each timeslot 

         DPCH activation time
O


Frame number start of allocation (the Superframe OFFset can be derived) 

Condition
Explanation

Single
This IE is included if IE “Number of DPDCH” is “1”

Range Bound
Explanation

Max DPCH count
Maximum number of DPCH’s

MaxDPDCHcount
Maximum number of DPDCH's

10.2.6.10 Downlink DPCH info

Information Element/Group name
Presence
Range
IE type and reference
Semantics description

CHOICE mode





   FDD





      Secondary scrambling code
O

Integer (0..14)


      DL channelization code

1 to <maxChancount>

Channelization codes to be used in the downlink for DPCH

         Spreading factor
M

Enumerated(4, 16, 32, 64, 128, 256, 512)


         Code number
M

Integer(0..maxCodeNum)








      Fixed or Flexible Position
M

Enumerated (Fixed, Flexible)


      TFCI existence
M

Boolean


      Number of bits for Pilot bits
C-SF

Enumerated (2,4,8 bits)
 

     STTD Indicator
C-STTD




   TDD





      DPCH Activation Time
O


Farme number start of allocation period (the Superframe offset can be derived)

      Duration
O


Total number of frames

      Repetition period
O


Repetition period of the DPCH in the 72 Superframe

      Repetition length
O


Length of the allocation for each repetition

      TFCI presence
O


Coding for a TFCI field in a DPCH

      Individual DPCH Info

1 to <Max DPCH count>



         DPCH channelisation code
M


SF of the channelisation code of the data part

         Timeslot
M


Timeslot of DPCH

         Midamble type
O


Short or long, for each time slot

         Midamble shift
M


Midamble shift for each timeslot

         DPCH activation time
O


Frame number start of allocation (the Superframe OFFset can be derived) 

Condition
Explanation

STTD
This IE is only sent if STTD is applied




SF
This IE is only sent if SF=128 or 256 is applied.

If SF=256, value is 2,4 or 8

If SF=128, value is 4 or 8

Range Bound
Explanation

MaxChancount
Maximum number of channelization codes used for DL DPCH


Max DPCH count
Maximum Number of DPCH’s

MaxCodeNum
Maximum number of codes for one spreading factor (SF) is equal to SF-1.


Information Element/Group name
Presence
Range
IE type and reference
Semantics description
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7)
Between group of changed pages in the CR, insert a section break (insert / break / next page/)


8)
When all the changes have been made (using the "tools / track changes" feature of MS Word 97), the headers and page number need to be corrected other the headers will contain an error message like "error, reference not found". You can fix this by changing to page layout mode (view / page layout) to see the headers. Then, go to the menu item "view / header and footer", select the frame that contains the error message(s) ini the header and delete them (there are normally 2). Do not delete the page number in the middle. On the left side, write the spec name and current version number For example, "3G TS 21.111 version 3.0.0 (1999-04)". Go back to normal view.


9) 
For each group of changes, insert the correct starting page number. The number should be that which is a clean unmodified specification. It is only a guide to the reader only and so they can be +/- 1 page number wrong. Insert the page number using the following method. Go to the line following the first section break in your CR. Choose the menu item insert / page number / format / start at and insert the correct starting page number for that group of changes. click "OK" and then "CLOSE" (don't press "OK" at this last step). Repeat this step for each section break.


10)
When you have finished making all changes, go to "tools / track changes / highlight changes" and uncheck the "track changes while editing" box, otherwise the page numbers in the headers will be difficult to read. Make sure that the two other options in this box (highlight changes on screen" and "highlight changes in printed document" are both maked "X".


Examples of expressions of prevision in 3GPP specifications


To ensure that everybody else understands your proposed chnaged the same way that you do, it is very important to keep to the following rules:
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