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(1) IE ”Tbarred” was missing in by the editorial problem.

(2) Value range for IE ”Tbarred” is modified to “10 to 640 by step 10” in order to allow larger barred time (It was 0 to 63 sec previously).

(3) Currently, when the UE selects the neighbouring cell, the increase of UL interference in barred serving cell is not acceptable for cell selection and re-selection. However there is a case that the increase of UL interference in the barred serving cell can be accepted such as in the cell maintenance. Therefore, in the cell restriction mechanism, the function to indicate whether UTRAN accepts the increased UL interference in barred cell or not is proposed as IE” Intra-frequency cell re-selection indicator”.  
(4) Need column of IE” Access Class Barred list” is changed from “MP” to “MD” to save bits in case of cell is not barred.
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10.3.2
UTRAN mobility Information elements 

10.3.2.1
Cell Access Restriction

Indicates the restrictions to cell access. 

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Cell Barred
MP

Enumerated(not barred, barred)


Tbarred
CV-Barred

Integer (10..640) by step10
[s]

TS25.304

Intra-frequency cell re-selection indicator
CV-Barred

Enumerated(not allowed, allowed)


Access Class Barred list
MD
16

Default is no access class barred is applied.

The first instance of the parameter corresponds to Access Class 0, the second to Access Class 1 and so on up to Access Class 15. UE reads this IE of its access class stored in SIM.

>Access Class Barred
MP

Enumerated(not barred, barred) 


Cell Reserved for operator use
MP

Enumerated(reserved, not reserved)


Cell Reserved for SoLSA exclusive use
MP

Enumerated(reserved, not reserved)


Condition
Explanation

Barred
Presence is mandatory if the IE "Cell Barred" has the value "Barred"; otherwise the element is not needed in the message.


