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10.2.36
RRC CONNECTION RE-ESTABLISHMENT COMPLETE

NOTE:
Functional description of this message to be included here.


RLC-SAP: AM 


Logical channel: DCCH


Direction: UE ( UTRAN 

	Information Element
	Need
	Multi
	Type and reference
	Semantics description

	Message Type
	MP
	
	Message Type
	

	UE information elements
	
	
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	

	Uplink integrity protection activation info
	OP
	
	Integrity protection activation info 10.3.3.17
	

	CHOICE mode
	OP
	
	
	

	>TDD
	
	
	
	

	>>Uplink Timing Advance
	OP
	
	Uplink Timing Advance 10.3.6.69
	This information element shall be present in case of handover procedure. Calculated timing advance value for the new cell after handover in a synchronous TDD network

	>FDD
	
	
	
	(no data)

	Hyperframe number
	MP
	
	Hyper Frame Number 10.3.3.13
	

	RB Information elements
	
	
	
	

	Radio bearer uplink ciphering activation time info
	OP
	
	RB activation time info

10.3.4.10
	

	RB with PDCP information list
	OP
	1 to <MaxRBWithPDCPCount>
	
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation

	>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.17
	


	Multi bound
	Explanation

	MaxRBWithPDCPCount
	Maximum number of radio bearers which can have PDCP entity configured


