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8.2
Radio Bearer control procedures

8.2.1
Radio bearer establishment
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Figure 18: Radio Bearer Establishment, normal case
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Figure 19: Radio Bearer Establishment, UE reverts to old configuration

8.2.1.1
General

The purpose with this procedure is to establish new radio bearer(s). Each radio bearer established by the procedure belongs to one of the following categories:

· a signalling radio bearer, i.e. used for control plane signalling;

· a radio bearer that implements a radio access bearer (RAB) or RAB subflow(s) in the user plane. 

While establishing radio bearers, the procedure may perform a hard handover, see 8.3.5. The procedure may also be used to establish a transport channel for the transparent transfer of signalling.

8.2.1.2
Initiation

The upper layer in the network may request an establishment of radio bearer(s).

To initiate the procedure, UTRAN:

-
configures new radio links in any new physical channel configuration and start transmission and reception on the new radio links;

-
transmits a RADIO BEARER SETUP message on the downlink DCCH using AM or UM RLC.

If transport channels are added, reconfigured or deleted in uplink and/or downlink, UTRAN shall:

-
set TFCS according to the new transport channel(s).

If the IE "Activation Time" is included, UTRAN should set it to a value taking the UE performance requirements into account.

UTRAN should take the UE capabilities into account when setting the new configuration.

8.2.1.3
Reception of a RADIO BEARER SETUP message by the UE

Upon reception of a RADIO BEARER SETUP message the UE shall perform actions as specified below and transmit a RADIO BEARER SETUP COMPLETE message on the uplink DCCH using AM RLC. 

If the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO is set, the UE shall include and set the IE "Radio bearer uplink ciphering activation time info" to the value of that variable.

When the transmission of the RADIO BEARER SETUP COMPLETE message has been confirmed by RLC the UE shall resume data transmission on RB 2 and upwards if RLC-AM or RLC-UM is used on those radio bearers, the UE shall clear the variable ORDERED_CONFIG, clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO and the procedure ends.

The UE shall store the received physical channel configuration and the activation time in the variable ORDERED_CONFIG.

The UE shall act upon all received information elements as specified in 8.5.7, unless specified otherwise in the following.

The UE shall be able to receive an RADIO BEARER SETUP message and perform a hard handover, even if no prior UE measurements have been performed on the target cell and/or frequency:
The UE shall:

-
for the new radio bearer(s), use the multiplexing option applicable for the transport channels used according to the IE "RB mapping info";

-
for the new radio bearer(s), if the variable CIPHERING_STATUS is set to "Started", initialise ciphering on those radio bearers using the current ciphering hyperframe number;

-
for radio bearer(s) existing prior to the message, use the multiplexing option applicable for the transport channels used, according to their IE "RB mapping info" or their previously stored multiplexing options;

-
configure MAC multiplexing if that is needed in order to use said transport channel(s);

-
use MAC logical channel priority when selecting TFC in MAC;

-
suspend data transmission on RB 2 and upward, if RLC-AM or RLC-UM is used on those radio bearers.

If the IE "New C-RNTI" is included, the UE shall:

-
use that C-RNTI when using common transport channels of type RACH, FACH and CPCH in the current cell.

If the IE "RAB information to setup" is included, the procedure is used to establish radio bearers belonging to a radio access bearer and the UE shall:

-
Associate the new radio bearers with the radio access bearer that is identified by the IE "RAB info".

-
Check whether that radio acces bearer exists in the variable ESTABLISHED_RABS.

If the radio access bearer exists the UE shall: 

-
store information about the radio bearer under the radio access bearer entry in the variable ESTABLISHED_RABS.

If the radio access bearer does not exist the UE shall:

-
store information about the new radio access bearer in the variable ESTABLISHED_RABS

-
store information about the radio bearer under the radio access bearer entry in the variable ESTABLISHED_RABS.

-
indicate the establishment of the radio access bearer to the upper layer entity using the IE "CN domain identity", forwarding the content of the IE "RAB identity". 

-
For each new radio bearer, the UE shall:

-
create a new RAB subflow for the radio access bearer. 

-
Number the RAB subflow in the order of when the radio bearers within the radio access bearers where created. 

-
Store the number of the RAB subflow in the variable ESTABLISHED_RABS.

-
Indicate the establishment of each new RAB subflow to the upper layer entity using the IE "CN domain identity".

The UE should turn off the transmitter during the reconfiguration. The UE may first release the current physical channel configuration and shall then establish a new physical channel configuration according to 8.5.7 and the following. 

If neither the IE "PRACH info" nor the IE "Uplink DPCH info" is included, the UE shall

-
Let the physical channel of type PRACH that is given in system information be the default in uplink.

If neither the IE "Secondary CCPCH info" nor the IE "Downlink DPCH info" is included, the UE shall

-
Start to receive the physical channel of type Secondary CCPCH that is given in system information.

In FDD, if the IE 'PDSCH code mapping' is included but the IE 'PDSCH with SHO DCH Info' is not included and if the DCH has only one link in its active set then the UE shall act upon the 'PDSCH code mapping' IE as specified in subclause 8.5.7 and:

-
Infer that the PDSCH will be transmitted from the BS from which the downlink DPCH is transmitted. 

The UE shall use the transport channel(s) applicable for the physical channel types that is used. If neither the IE "TFS" is included or previously stored in the UE for that transport channel(s), the UE shall:

-
Use the TFS given in system information.

If none of the TFS stored is compatible with the physical channel, the UE shall:

-
Delete stored TFS and use the TFS given in system information:

The UE shall enter a state according to 8.5.8.

8.2.1.4
Unsupported configuration in the UE

If UTRAN instructs the UE to use a configuration that it does not support, the UE transmit a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC and set the IE "failure cause" the cause value "configuration unacceptable".

When the transmission of the RADIO BEARER SETUP FAILURE message has been confirmed by RLC, the UE shall resume data transmission on RB 2 and upwards if RLC-AM or RLC-UM is used on those radio bearers, the UE shall clear the variable ORDERED_CONFIG and the procedure ends.

8.2.1.5
Physical channel failure

If the UE failed to establish the physical channel(s) indicated in the RADIO BEARER SETUP message the UE shall:

-
Revert to the configuration prior to the reception of the RADIO BEARER SETUP message (old configuration) and transmit a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC. The procedure ends and the UE shall resume data transmission on RB 2 and upwards if RLC-AM or RLC-UM is used on those radio bearers and resumes the normal operation as if no radio bearer establishment attempt had occurred.

A physical channel failure occurs in case the criteria as defined in 8.5.4 are not fulfilled. If the UE is unable to revert to the old configuration or if used, the activation time has expired, the UE shall:

-
initiate a RRC connection re-establishment procedure according to subclause 8.1.5 and set the IE "failure cause" the cause value "physical channel failure".

8.2.1.6
Reception of the RADIO BEARER SETUP COMPLETE message by the UTRAN

When UTRAN has received the RADIO BEARER SETUP COMPLETE message, UTRAN may delete any old configuration and the procedure ends on the UTRAN side.

If the IE "UL Timing Advance" is included, UTRAN shall evaluate the timing advance value that the UE has to use in the new cell after handover.

8.2.1.7
Reception of RADIO BEARER SETUP FAILURE by the UTRAN

When UTRAN has received the RADIO BEARER SETUP FAILURE message, UTRAN may restore the old and delete the new configuration and the procedure ends on the UTRAN side. Upper layers should be notified of the failure.

8.2.1.8
Incompatible simultaneous reconfiguration

If the variable ORDERED_CONFIG is set upon the reception of the RADIO BEARER SETUP message, the UE shall:

-
keep the old configuration as before the RADIO BEARER SETUP message was received;

-
transmit a RADIO BEARER SETUP FAILURE message on the DCCH using AM RLC. The UE shall set the IE "failure cause" to "incompatible simultaneous reconfiguration".. When the transmission of RADIO BEARER SETUP FAILURE message has been confirmed by RLC the procedure ends.

8.2.1.9
Invalid RADIO BEARER SETUP message

If the variable ORDERED_CONFIG is not set and the RADIO BEARER SETUP message contains a protocol error causing the variable PROTOCOL_ERROR_REJECT to be set to TRUE according to clause 16, the UE shall perform procedure specific error handling as follows:

-
transmit a RADIO BEARER SETUP FAILURE message on the uplink DCCH using AM RLCand set the IE "failure cause" the cause value "protocol error";

-
include the IE "Protocol error information" with contents set to the value of the variable PROTOCOL_ERROR_INFORMATION;

-
when the transmission of the RADIO BEARER SETUP FAILURE message has been confirmed by RLC, the UE shall resume data transmission on RB 2 and upwards if RLC-AM or RLC-UM is used on those radio bearers. The UE shall resume normal operation as if the invalid RADIO BEARER SETUP message has not been received and the procedure ends.

8.2.2
Radio bearer reconfiguration
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Figure 20: Radio bearer reconfiguration, normal flow
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Figure 21: Radio bearer reconfiguration, failure case

8.2.2.1
General

The radio bearer reconfiguration procedure is used to reconfigure parameters for a radio bearer or the signalling link to reflect a change in QoS. While doing so, the procedure may perform a hard handover, see 8.3.5.

8.2.2.2
Initiation

The UTRAN initiates the procedure by:

-
configuring new radio links in any new physical channel configuration and start transmission and reception on the new radio links;

-
Transmitting a RADIO BEARER RECONFIGURATION message on the downlink DCCH using AM or UM RLC.

If transport channels are added, reconfigured or deleted in uplink and/or downlink, the UTRAN shall:

-
Set TFCS according to the new transport channel(s).

UTRAN should indicate that uplink transmission shall be suspended on certain bearers. Uplink transmission on a radio bearer used by the RRC signalling should not be suspended. 

If the IE "Activation Time" is included, UTRAN should set it to a value taking the UE performance requirements into account.

UTRAN should take the UE capabilities into account when setting the new configuration.

If the message is used to initiate a transition from CELL_DCH to CELL_FACH state, the UTRAN may assign a common channel configuration of a given cell and C-RNTI to be used in that cell to the UE. 

8.2.2.3
Reception of RADIO BEARER RECONFIGURATION by the UE in CELL_DCH state

Upon reception of a RADIO BEARER RECONFIGURATION message in CELL_DCH state, the UE shall perform actions specified below. 

The UE shall be able to receive an RADIO BEARER RECONFIGURATION message and perform a hard handover, even if no prior UE measurements have been performed on the target cell and/or frequency.

The UE shall store the received physical channel configuration and the activation time in the variable ORDERED_CONFIG.

The UE shall act upon all received information elements as specified in 8.5.7, unless specified otherwise in the following.
The UE shall:

-
For each reconfigured radio bearer or signalling link, use the multiplexing option applicable for the transport channels used according to the IE "RB mapping info";

-
Configure MAC multiplexing if that is needed in order to use said transport channel(s);

-
Use MAC logical channel priority when selecting TFC in MAC;

-
Suspend or resume uplink transmission for each radio bearer, as indicated by the IE "RB suspend/resume" information element;

-
Suspend data transmission on RB 2 and upward, if RLC-AM or RLC-UM is used on those radio bearers.

The UE should turn off the transmitter during the reconfiguration. The UE may first release the current physical channel configuration and shall then establish a new physical channel configuration according to 8.5.7 and the following. 

If neither the IE "PRACH info" nor the IE "Uplink DPCH info" is included, the UE shall:

-
Let the physical channel of type PRACH that is given in system information be the default in.

If neither the IEs "Secondary CCPCH info" nor "Downlink DPCH info" is included, the UE shall:

-
Start to receive the physical channel of type Secondary CCPCH that is given in system information.

In FDD, if the IE 'PDSCH code mapping' is included but the IE 'PDSCH with SHO DCH Info' is not included and if the DCH has only one link in its active set then the UE shall act upon the 'PDSCH code mapping' IE as specified in subclause 8.5.7 and:

-
Infer that the PDSCH will be transmitted from the BS from which the downlink DPCH is transmitted. 

The UE shall use the transport channel(s) applicable for the physical channel types that is used. If neither the IE "TFS" is included or previously stored in the UE for that transport channel(s), the UE shall:

-
Use the TFS given in system information.

If none of the TFS stored is compatible with the physical channel, the UE shall;

-
Delete stored TFS and use the TFS given in system information.

If the IE "Primary CCPCH info" and the IE "New C-RNTI" are included, the UE shall:

-
Select the cell indicated by the IE "Primary CCPCH info";

-
Use the given C-RNTI when using common transport channels of type RACH, FACH and CPCH in that given cell after having completed the transition to that cell.

The UE shall enter a state according to 8.5.8.

The UE shall transmit a RADIO BEARER RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC. 

If the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO is set, the UE shall include and set the IE "Radio bearer uplink ciphering activation time info" to the value of that variable.

When the transmission of the RADIO BEARER RECONFIGURATION COMPLETE message has been confirmed by RLC, the UE shall clear the variable ORDERED_CONFIG, clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO and the UE shall resume data transmission on each radio bearer fulfilling the following criteria:

-
The radio bearer identity is RB 2 and upward;

-
RLC-AM or RLC-UM is used; and 

-
The radio bearers was not indicated to be suspended by the IE "RB suspend/resume" information element in the RADIO BEARER RECONFIGURATION message.

The procedure ends. 

If the RADIO BEARER RECONFIGURATION message is used to initiate a transition from CELL_DCH to CELL_FACH state, the RADIO BEARER RECONFIGURATION COMPLETE message shall be transmitted on the RACH after the UE has completed the state transition. The UE shall clear the variable ORDERED_CONFIG and the procedure ends.

8.2.2.4
Reception of an RADIO BEARER RECONFIGURATION message by the UE in CELL_FACH state

Upon reception of a RADIO BEARER RECONFIGURATION message in CELL_FACH state, the UE shall perform actions specified below. 

The UE shall store the received physical channel configuration and the activation time in the variable ORDERED_CONFIG.

The UE shall act upon all received information elements as specified in 8.5.7, unless specified otherwise in the following.
The UE shall:

-
For each reconfigured radio bearer or signalling link, use the multiplexing option applicable for the transport channels used according to the IE "RB mapping info";

-
Configure MAC multiplexing if that is needed in order to use said transport channel(s);

-
Use MAC logical channel priority when selecting TFC in MAC;

-
Suspend or resume uplink transmission for each radio bearer, as indicated by the IE "RB suspend/resume". 

If the IE "New C-RNTI" is included, the UE shall:

-
Use that C-RNTI when using common transport channels of type RACH, FACH and CPCH in the current cell.

If neither the IE "PRACH info" nor the IE "Uplink DPCH info" is included, the UE shall:

-
Let the physical channel of type PRACH that is given in system information be the default in uplink.

If neither the IE "Secondary CCPCH info" nor the IE "Downlink DPCH info" is included, the UE shall:

-
Start to receive the physical channel of type Secondary CCPCH that is given in system information.

In FDD, if the IE 'PDSCH code mapping' is included but the IE 'PDSCH with SHO DCH Info' is not included then the UE shall act upon the 'PDSCH code mapping' IE as specified in Subclause 8.5.7 and:

-
Infer that the PDSCH will be transmitted from the BS from which the downlink DPCH is transmitted (there being only one link in the active set). 

The UE shall use the transport channel(s) applicable for the physical channel types that is used. If neither the IE "TFS" is included or previously stored in the UE for that transport channel(s), the UE shall:

-
Use the TFS given in system information.

If none of the TFS stored is compatible with the physical channel, the UE shall:

-
Delete stored TFS and use the TFS given in system information.

The UE shall enter a state according to 8.5.8.

The UE shall transmit a RADIO BEARER RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.

If the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO is set, the UE shall include and set the IE "Radio bearer uplink ciphering activation time info" to the value of that variable.

When the transmission of the RADIO BEARER RECONFIGURATION COMPLETE message has been confirmed by RLC, the UE shall clear the variable ORDERED_CONFIG, clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO and the procedure ends. 

8.2.2.5
Reception of a RADIO BEARER RECONFIGURATION COMPLETE message by the UTRAN

When UTRAN has received the RADIO BEARER RECONFIGURATION COMPLETE message, UTRAN may delete the old configuration..

If the IE "UL Timing Advance" is included, UTRAN shall evaluate the timing advance value that the UE has to use in the new cell after handover.

8.2.2.6
Unsupported configuration in the UE

If the UTRAN instructs the UE to use a configuration that it does not support, the UE shall:

-
transmit a RADIO BEARER RECONFIGURATION FAILURE message on the DCCH using AM RLC;

-
set the cause value in IE "failure cause" to "configuration unacceptable".

When the transmission of the RADIO BEARER RECONFIGURATION FAILURE message has been confirmed by RLC, the UE shall clear the variable ORDERED_CONFIG and the UE shall resume data transmission on RB 2 and upwards if RLC-AM or RLC-UM is used on those radio bearers. It shall resume the normal operation as if no radio bearer reconfiguration attempt had occurred and the procedure ends.

8.2.2.7
Physical channel failure

A physical channel failure occurs in case the criteria as defined in 8.5.4 are not fulfilled.

If the UE failed to establish the physical channel(s) indicated in the RADIO BEARER RECONFIGURATION message the UE shall:

-
revert to the configuration prior to the reception of the RADIO BEARER RECONFIGURATION message (old configuration);

-
transmit a RADIO BEARER RECONFIGURATION FAILURE message on the DCCH using AM RLC;

-
set the cause value in IE "failure cause" to "physical channel failure";

-
when the transmission of the RADIO BEARER RECONFIGURATION FAILURE message has been confirmed by RLC, the UE shall resume data transmission on RB 2 and upwards if RLC-AM or RLC-UM is used on those radio bearers. The procedure ends and the UE resumes the normal operation as if no radio bearer reconfiguration attempt had occurred.

If the UE is unable to revert to the old configuration or if used, the activation time has expired, the UE shall:

-
Initiate a RRC connection re-establishment procedure according to subclause 8.1.5.

8.2.2.8
Reception of a RADIO BEARER RECONFIGURATION FAILURE message by the UTRAN

When UTRAN has received the RADIO BEARER RECONFIGURATION FAILURE message, UTRAN may restore the old and delete the new configuration. The procedure ends on the UTRAN side. Upper layers should be notified of the failure.

8.2.2.9
No response from the UE in CELL DCH_state

If no RADIO BEARER RECONFIGURATION COMPLETE message or RADIO BEARER RECONFIGURATION FAILURE message has been received, the UTRAN may delete the old and new configuration. If the UE requests a re-establishment of the RRC connection, before all UE dedicated resources have been cleared, the new configuration may be re-assigned in the re-establishment procedure.

During transition from CELL_DCH to CELL_FACH, the UTRAN may also receive a CELL UPDATE message if the UE cannot use the assigned physical channel. 

8.2.2.10
No response from the UE in CELL_FACH state

If no RADIO BEARER RECONFIGURATION COMPLETE message or RADIO BEARER RECONFIGURATION FAILURE message has been received, the UTRAN may delete the old and new configuration. If the UE makes a cell update before all UE dedicated resources have been cleared, the configuration procedure can be restarted. 

8.2.2.11
Physical channel failure during transmission from CELL_DCH to CELL_FACH

If the UE fails to select the cell, which was assigned in the RADIO BEARER RECONFIGURATION message initiating transition from CELL_DCH to CELL_FACH, the UE shall perform cell reselection and initiate the cell update procedure. 

8.2.2.12
Suspension of signalling bearer

If the RADIO BEARER RECONFIGURATION message includes a request to suspend the signalling link with the IE "RB suspend/resume", the UE shall:

-
Revert to the configuration prior to the reception of the RADIO BEARER RECONFIGURATION message (old configuration);

-
send a RADIO BEARER RECONFIGURATION FAILURE message to the UTRAN;

-
set the cause value in IE "failure cause" to "configuration unacceptable";

-
When the transmission of the RADIO BEARER RECONFIGURATION FAILURE message has been confirmed by RLC, the procedure ends and the UE shall resume the normal operation as if no radio bearer reconfiguration attempt had occurred.

8.2.2.13
Incompatible simultaneous reconfiguration

If the variable ORDERED_CONFIG is set upon the reception of the RADIO BEARER RECONFIGURATION message, the UE shall:

-
keep the old configuration as before the RADIO BEARER RECONFIGURATION message was received;

-
transmit a RADIO BEARER RECONFIGURATION FAILURE message on the DCCH using AM RLC. The UE shall set the IE "failure cause" to "incompatible simultaneous reconfiguration".. When the transmission of RADIO BEARER RECONFIGURATION FAILURE message has been confirmed by RLC the procedure ends.

8.2.2.14
Invalid RADIO BEARER RECONFIGURATION message

If the variable ORDERED_CONFIG is not set and the RADIO BEARER RECONFIGURATION message contains a protocol error causing the variable PROTOCOL_ERROR_REJECT to be set to TRUE according to clause 16, the UE shall perform procedure specific error handling as follows:

-
Transmit a RADIO BEARER RECONFIGURATION FAILURE message on the uplink DCCH using AM RLCand set the IE "failure cause" the cause value "protocol error".

-
Include the IE "Protocol error information" with contents set to the value of the variable PROTOCOL_ERROR_INFORMATION.

-
When the transmission of the RADIO BEARER RECONFIGURATION FAILURE message has been confirmed by RLC, the UE shall resume data transmission on RB 2 and upwards if RLC-AM or RLC-UM is used on those radio bearers. The UE shall resume normal operation as if the invalid RADIO BEARER RECONFIGURATION message has not been received and the procedure ends.

8.2.3
Radio bearer release
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Figure 22: Radio Bearer Release, normal case
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Figure 23: Radio Bearer Release, UE reverts to old configuration

8.2.3.1
General

The purpose of this procedure is to release existing radio bearer(s). While doing so, the procedure may perform a hard handover, see 8.3.5.

8.2.3.2
Initiation

The upper layer in the network may request a release of radio bearer(s).

To initiate the procedure, UTRAN:

-
configures new radio links in any new physical channel configuration and start transmission and reception on the new radio links;

-
transmits a RADIO BEARER RELEASE message on the downlink DCCH using AM or UM RLC.

If transport channels are added, reconfigured or deleted in uplink and/or downlink, UTRAN shall:

Set TFCS according to the new transport channel(s).

If the IE "Activation Time" is included, UTRAN should set it to a value taking the UE performance requirements into account.

UTRAN should take the UE capabilities into account when setting the new configuration.

8.2.3.3
Reception of RADIO BEARER RELEASE by the UE

Upon reception of a RADIO BEARER RELEASE message the UE shall perform the following. 

The UE shall store the received physical channel configuration and the activation time in the variable ORDERED_CONFIG.

The UE shall act upon all received information elements as specified in 8.5.7, unless specified otherwise in the following.

The UE shall be able to receive an RADIO BEARER RELEASE message and perform a hard handover, even if no prior UE measurements have been performed on the target cell and/or frequency.
The UE shall:

For the released radio bearer(s), 

-
delete all stored multiplexing options;

-
indicate release of the RAB subflow stored in the variable ESTABLISHED_RABS to the upper layer entity corresponding to the CN domain identity stored in the variable ESTABLISHED_RABS;

-
delete the information about the radio bearer from the variable ESTABLISHED_RABS.

When all radio bearers belonging to the same radio access bearer have been released, the UE shall:

-
indicate release of the radio access bearer to the upper layer entity using the CN domain identity together with the RAB identity stored in the variable ESTABLISHED_RABS;

-
delete all information about the radio access bearer from the variable ESTABLISHED_RABS.

For all remaining radio bearer(s):

-
use the multiplexing option applicable for the transport channels used according to their IE "RB mapping info" or their previously stored multiplexing options;

-
configure MAC multiplexing if that is needed in order to use said transport channel(s);

-
use MAC logical channel priority when selecting TFC in MAC;

-
suspend data transmission on RB 2 and upward, if RLC-AM or RLC-UM is used on those radio bearers.

If the IE "New C-RNTI" is included, the UE shall:

-
Use that C-RNTI when using common transport channels of type RACH, FACH and CPCH in the current cell.

The UE should turn off the transmitter during the reconfiguration. The UE may first release the current physical channel configuration and shall then establish a new physical channel configuration according to 8.5.7 and the following. 

If neither the IE "PRACH info" nor the IE "Uplink DPCH info" is included, the UE shall:

-
Let the physical channel of type PRACH that is given in system information be the default in uplink.

If neither the IE "Secondary CCPCH info" nor the IE "Downlink DPCH info" is included, the UE shall:

-
Start to receive the physical channel of type Secondary CCPCH that is given in system information.

In FDD, if the IE 'PDSCH code mapping' is included but the IE 'PDSCH with SHO DCH Info' is not included and if the DCH has only one link in its active set then the UE shall act upon the 'PDSCH code mapping' IE as specified in subclause 8.5.7 and:

-
Infer that the PDSCH will be transmitted from the BS from which the downlink DPCH is transmitted. 

The UE shall use the transport channel(s) applicable for the physical channel types that is used. If neither the IE "TFS" is included or previously stored in the UE for that transport channel(s), the UE shall:

-
Use the TFS given in system information.

If none of the TFS stored is compatible with the physical channel, the UE shall:

-
Delete stored TFS and use the TFS given in system information.

-
If the RADIO BEARER RELEASE message is used to initiate a state transition to the CELL_FACH state and if an IE primary CCPCH info and C-RNTI to a given cell is included, the UE shall elect the cell indicated by the PCCPCH info IE.

-
Use the C-RNTI when using common transport channels of type RACH, FACH and CPCH in that given cell after having completed the transition to that cell.

The UE shall enter a state according to 8.5.8.

The UE shall transmit a RADIO BEARER RELEASE COMPLETE message on the uplink DCCH using AM RLC. If the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO is set, the UE shall include and set the IE "Radio bearer uplink ciphering activation time info" to the value of that variable.

When the transmission of the RADIO BEARER RELEASE COMPLETE message has been confirmed by RLC the UE shall clear the variable ORDERED_CONFIG, clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO, the UE shall resume data transmission on RB 2 and upwards if RLC-AM or RLC-UM is used on those radio bearers and the procedure ends.

If the RADIO BEARER RELEASE message is used to initiate a transition from CELL_DCH to CELL_FACH state, the RADIO BEARER RELEASE COMPLETE message shall be transmitted on the RACH after the UE has completed the state transition.

8.2.3.4
Unsupported configuration in the UE

If UTRAN instructs the UE to use a configuration that it does not support, the UE shall Transmit a RADIO BEARER RELEASE FAILURE message on the DCCH using AM RLC and set the value of the IE "failure cause" to "configuration unacceptable".

When the transmission of the RADIO BEARER RELEASE FAILURE message has been confirmed by RLC, the UE shall clear the variable ORDERED_CONFIG and the UE shall resume data transmission on RB 2 and upwards if
RLC-AM or RLC-UM is used on those radio bearers. The procedure ends.

8.2.3.5
Physical channel failure

If the UE failed to establish the physical channel(s) indicated in the RADIO BEARER RELEASE message the UE shall:

-
Revert to the configuration prior to the reception of the RADIO BEARER RELEASE message (old configuration) and transmit a RADIO BEARER RELEASE FAILURE message on the DCCH using AM RLC and set the value of the IE "failure cause" to "physical channel failure". When the transmission of the RADIO BEARER RELEASE FAILURE message has been confirmed by RLC, the UE shall resume data transmission on RB 2 and upwards if RLC-AM or RLC-UM is used on those radio bearers. The procedure ends and the UE resumes the normal operation as if no radio bearer release attempt had occurred.

A physical channel failure occurs in case the criteria as defined in 8.5.4 are not fulfilled . If the UE is unable to revert to the old configuration or if used, the activation time has expired, the UE shall:

-
Initiate a RRC connection re-establishment procedure according to subclause 8.1.5.

8.2.3.6
Reception of the RADIO BEARER RELEASE COMPLETE message by the UTRAN

When UTRAN has received the RADIO BEARER RELEASE COMPLETE message, UTRAN may delete any old configuration, and the procedure ends on the UTRAN side.

If the IE "UL Timing Advance" is included, UTRAN shall evaluate the timing advance value that the UE has to use in the new cell after handover.

8.2.3.7
Reception of the RADIO BEARER RELEASE FAILURE message by the UTRAN

When UTRAN has received the RADIO BEARER RELEASE FAILURE message, UTRAN may restore the old and delete the new configuration and the procedure ends on the UTRAN side. Upper layers should be notified of the failure.

8.2.3.8
Physical channel failure during transition from CELL_DCH to CELL_FACH

During transition from CELL_DCH to CELL_FACH, the UTRAN may also receive a CELL UPDATE message if the UE cannot use the assigned physical channel. 

If the UE fails to select the cell, which was assigned in the RADIO BEARER RELEASE message initiating transition from CELL_DCH to CELL_FACH, the UE shall perform cell reselection and initiate the cell update procedure. 

8.2.3.9
Incompatible simultaneous reconfiguration

If the variable ORDERED_CONFIG is set upon the reception of the RADIO BEARER RELEASE message, the UE shall:

-
keep the old configuration as before the RADIO BEARER RELEASE message was received;

-
transmit a RADIO BEARER RELEASE FAILURE message on the DCCH using AM RLC. The UE shall set the IE "failure cause" to "incompatible simultaneous reconfiguration". When the transmission of RADIO BEARER RELEASE FAILURE message has been confirmed by RLC the procedure ends.

8.2.3.10
Invalid RADIO BEARER RELEASE message

If the variable ORDERED_CONFIG is not set and the RADIO BEARER RELEASE message contains a protocol error causing the variable PROTOCOL_ERROR_REJECT to be set to TRUE according to clause 16, the UE shall perform procedure specific error handling as follows:

-
Transmit a RADIO BEARER RELEASE FAILURE message on the uplink DCCH using AM RLCand set the IE "failure cause" the cause value "protocol error".

-
Include the IE "Protocol error information" with contents set to the value of the variable PROTOCOL_ERROR_INFORMATION.

-
When the transmission of the RADIO BEARER RELEASE FAILURE message has been confirmed by RLC, the UE shall resume data transmission on RB 2 and upwards if RLC-AM or RLC-UM is used on those radio bearers. The UE shall resume normal operation as if the invalid RADIO BEARER RELEASE message has not been received and the procedure ends.

8.2.4
Transport channel reconfiguration
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Figure 24: Transport channel reconfiguration, normal flow
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Figure 25: Transport channel reconfiguration, failure case

8.2.4.1
General

The transport channel reconfiguration procedure is used to reconfigure transport channel parameters. While doing so, the procedure may perform a hard handover, see 8.3.5.

8.2.4.2
Initiation

The UTRAN shall:

-
Configure new radio links in any new physical channel configuration and start transmission and reception on the new radio links.

-
transmit a TRANSPORT CHANNEL RECONFIGURATION message on the downlink DCCH using AM or UM RLC. 

If transport channels are added, reconfigured or deleted in uplink and/or downlink, the UTRAN shall:

-
Set TFCS according to the new transport channel(s).

If the IE "Activation Time" is included, UTRAN should set it to a value taking the UE performance requirements into account.

UTRAN should take the UE capabilities into account when setting the new configuration.

8.2.4.3
Reception of an TRANSPORT CHANNEL RECONFIGURATION message by the UE in CELL_DCH state

Upon reception of a TRANSPORT CHANNEL RECONFIGURATION message in CELL_DCH state, the UE shall perform the following actions.

The UE shall store the received physical channel configuration and the activation time in the variable ORDERED_CONFIG.

The UE shall act upon all received information elements as specified in 8.5.7, unless specified otherwise in the following.

The UE shall be able to receive an TRANSPORT CHANNEL RECONFIGURATION message and perform a hard handover, even if no prior UE measurements have been performed on the target cell and/or frequency.
The UE should turn off the transmitter during the reconfiguration. The UE may first release the current physical channel configuration and shall then establish a new physical channel configuration according to 8.5.7 and the following.

The UE shall suspend data transmission on RB 2 and upward, if RLC-AM or RLC-UM is used on those radio bearers.

If neither the IE "PRACH info" nor the IE "Uplink DPCH info" is included, the UE shall:

-
Let the physical channel of type PRACH that is given in system information be the default in uplink.

If neither the IE "Secondary CCPCH info" nor the IE "Downlink DPCH info" is included, the UE shall:

-
Start to receive the physical channel of type Secondary CCPCH that is given in system information.

In FDD, if the IE 'PDSCH code mapping' is included but the IE 'PDSCH with SHO DCH Info' is not included and if the DCH has only one link in its active set then the UE shall act upon the 'PDSCH code mapping' IE as specified in subclause 8.5.7 and:

-
Infer that the PDSCH will be transmitted from the BS from which the downlink DPCH is transmitted. 

The UE shall use the transport channel(s) applicable for the physical channel types that is used. If the IE "TFS" is neither included nor previously stored in the UE for that transport channel(s), the UE shall:

-
Use the TFS given in system information.

If none of the TFS stored is compatible with the physical channel, the UE shall:

-
Delete stored TFS and use the TFS given in system information.

If the TRANSPORT CHANNEL RECONFIGURATION message is used to initiate a state transition to the CELL_FACH state and if the IE "Primary CCPCH info" and IE "New C-RNTI" to a given cell is included, the UE shall

-
Select the cell indicated by the IE "Primary CCPCH info".

-
Use the C-RNTI when using common transport channels of type RACH, FACH and CPCH in that given cell after having completed the transition to that cell.

The UE shall enter a state according to 8.5.8.

The UE shall transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC. 

If the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO is set, the UE shall include and set the IE "Radio bearer uplink ciphering activation time info" to the value of that variable.

If the TRANSPORT CHANNEL RECONFIGURATION message is used to initiate a transition from CELL_DCH to CELL_FACH state, the TRANSPORT CHANNEL RECONFIGURATION COMPLETE message shall be transmitted on the RACH after the UE has completed the state transition. When the transmission of the TRANSPORT CHANNEL RECONFIGURATION COMPLETE message has been confirmed by RLC, the UE shall clear the variable ORDERED_CONFIG, the UE shall resume data transmission on RB 2 and upwards if RLC-AM or RLC-UM is used on those radio bearers and the procedure ends. 

8.2.4.4
Reception of an TRANSPORT CHANNEL RECONFIGURATION message by the UE in CELL_FACH state

Upon reception of a TRANSPORT CHANNEL RECONFIGURATION message in CELL_FACH state, the UE shall perform the following.

The UE shall store the received physical channel configuration and the activation time in the variable ORDERED_CONFIG.

The UE shall act upon all received information elements as specified in 8.5.7, unless specified otherwise in the following.
If the IE "New C-RNTI" is included, the UE shall:

-
Use that C-RNTI when using common transport channels of type RACH, FACH and CPCH in the current cell.

If neither the IE "PRACH info" nor IE "Uplink DPCH info" is included, the UE shall:

-
Let the physical channel of type PRACH that is given in system information be the default in uplink.

If neither the IE "Secondary CCPCH info" nor IE "Downlink DPCH info" is included, the UE shall:

-
Start to receive the physical channel of type Secondary CCPCH that is given in system information.

In FDD, if the IE 'PDSCH code mapping' is included but the IE 'PDSCH with SHO DCH Info' is not included then the UE shall act upon the 'PDSCH code mapping' IE as specified in subclause 8.5.7 and:

-
Infer that the PDSCH will be transmitted from the BS from which the downlink DPCH is transmitted (there being only one link in the active set).

The UE shall use the transport channel(s) applicable for the physical channel types that is used. If the IE "TFS" is neither included nor previously stored in the UE for that transport channel(s), the UE shall:

-
Use the TFS given in system information.

If none of the TFS stored is compatible with the physical channel, the UE shall:

-
Delete stored TFS and use the TFS given in system information.

The UE shall enter a state according to 8.5.8.

The UE shall transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC. 

If the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO is set, the UE shall include and set the IE "Radio bearer uplink ciphering activation time info" to the value of that variable.

When the transmission of the TRANSPORT CHANNEL RECONFIGURATION COMPLETE message has been confirmed by RLC, the UE shall clear the variable ORDERED_CONFIG, clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO and the procedure ends. 

8.2.4.5
Reception of the TRANSPORT CHANNEL RECONFIGURATION COMPLETE message by the UTRAN

When UTRAN has received the TRANSPORT CHANNEL RECONFIGURATION COMPLETE message, UTRAN may delete any old configuration and the procedure ends on the UTRAN side.

If the IE "UL Timing Advance" is included, UTRAN shall evaluate the timing advance value that the UE has to use in the new cell after handover.

8.2.4.6
Unsupported configuration in the UE

If the UTRAN instructs the UE to use a configuration that it does not support, the UE shall:

-
transmit a TRANSPORT CHANNEL RECONFIGURATION FAILURE message on the DCCH using AM RLC and set the cause value in IE "Failure Cause" to "configuration unacceptable".

-
When the transmission of the TRANSPORT CHANNEL RECONFIGURATION FAILURE message has been confirmed by RLC, the UE shall clear the variable ORDERED_CONFIG, the UE shall resume data transmission on RB 2 and upwards if RLC-AM or RLC-UM is used on those radio bearers and the procedure ends.

8.2.4.7
Physical channel failure

If the UE failed to establish the physical channel(s) indicated in the TRANSPORT CHANNEL RECONFIGURATION message the UE shall:

-
Revert to the configuration prior to the reception of the TRANSPORT CHANNEL RECONFIGURATION message (old configuration) and transmit a TRANSPORT CHANNEL RECONFIGURATION FAILURE message on the DCCH using AM RLC and set the cause value in IE "Failure Cause" to "physical channel failure". When the transmission of the TRANSPORT CHANNEL RECONFIGURATION FAILURE message has been confirmed by RLC, the UE shall resume data transmission on RB 2 and upwards if RLC-AM or RLC-UM is used on those radio bearers. The procedure ends and the UE resumes the normal operation as if no transport channel reconfiguration attempt had occurred.

A physical channel failure occurs in case the criteria as defined in 8.5.4 are not fulfilled. If the UE is unable to revert to the old configuration or if used, the activation time has expired, the UE shall:

-
Initiate a RRC connection re-establishment procedure according to subclause 8.1.5.

8.2.4.8
Reception of the TRANSPORT CHANNEL RECONFIGURATION FAILURE message by the UTRAN

When UTRAN has received the TRANSPORT CHANNELRECONFIGURATION FAILURE message, UTRAN may restore the old and delete the new configuration and the procedure ends on the UTRAN side. Upper layers should be notified of the failure.

8.2.4.9
Non-receipt of TRANSPORT CHANNEL CONFIGURATION COMPLETE message and TRANSPORT CHANNEL RECONFIGURATION FAILURE message in CELL_DCH state

If UTRAN does not receive TRANSPORT CHANNEL RECONFIGURATION COMPLETE message or TRANSPORT CHANNEL RECONFIGURATION FAILURE it may delete the old and new configuration. If the UE requests a re-establishment of the RRC connection, before all UE dedicated resources have been cleared, the new configuration may be re-assigned in the re-establishment procedure.

During transition from CELL_DCH to CELL_FACH, the UTRAN may also receive a CELL UPDATE message if the UE cannot use the assigned physical channel. 

8.2.4.10
Non-receipt of TRANSPORT CHANNEL CONFIGURATION COMPLETE message and TRANSPORT CHANNEL RECONFIGURATION FAILURE message in CELL_FACH state

If UTRAN does not receive TRANSPORT CHANNEL RECONFIGURATION COMPLETE message or TRANSPORT CHANNEL RECONFIGURATION FAILURE message it may delete the old and new configuration. If the UE makes a cell update before all UE dedicated resources have been cleared, the configuration procedure can be restarted. 

8.2.4.11
Physical channel failure during transition from CELL_DCH to CELL_FACH

If the UE fails to select the cell, which was assigned in the TRANSPORT CHANNEL RECONFIGURATION message initiating transition from CELL_DCH to CELL_FACH, the UE shall perform cell and initiate the cell update procedure. 

8.2.4.12
Incompatible simultaneous reconfiguration

If the variable ORDERED_CONFIG is set upon the reception of the TRANSPORT CHANNEL RECONFIGURATION message, the UE shall:

-
keep the old configuration as before the TRANSPORT CHANNEL RECONFIGURATION message was received;

-
transmit a TRANSPORT CHANNEL RECONFIGURATION FAILURE message on the DCCH using AM RLC. The UE shall set the IE "failure cause" to "incompatible simultaneous reconfiguration". When the transmission of TRANSPORT CHANNEL RECONFIGURATION FAILURE message has been confirmed by RLC the procedure ends.

8.2.4.13
Invalid TRANSPORT CHANNEL RECONFIGURATION message

If the variable ORDERED_CONFIG is not set and the TRANSPORT CHANNEL RECONFIGURATION message contains a protocol error causing the variable PROTOCOL_ERROR_REJECT to be set to TRUE according to clause 16, the UE shall perform procedure specific error handling as follows:

-
Transmit a TRANSPORT CHANNEL RECONFIGURATION FAILURE message on the uplink DCCH using AM RLCand set the IE "failure cause" the cause value "protocol error".

-
Include the IE "Protocol error information" with contents set to the value of the variable PROTOCOL_ERROR_INFORMATION.

-
When the transmission of the TRANSPORT CHANNEL RECONFIGURATION FAILURE message has been confirmed by RLC, the UE shall resume data transmission on RB 2 and upwards if RLC-AM or RLC-UM is used on those radio bearers. The UE shall resume normal operation as if the invalid TRANSPORT CHANNEL RECONFIGURATION message has not been received and the procedure ends.

8.2.5
Transport format combination control
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Figure 26: Transport format combination control, normal flow
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Figure f1: Transport format combination control, failure case

8.2.5.1
General

The transport format combination control procedure is used to control the allowed uplink transport format combinations within the transport format combination set.

8.2.5.2
Initiation

The UTRAN shall transmit the TRANSPORT FORMAT COMBINATION CONTROL message on the downlink DCCH using AM, UM or TM RLC. When not stated otherwise elsewhere, the UE may initiate the transport format combination control procedure also when another procedure is ongoing, and in that case the state of the latter procedure shall not be affected. 

UTRAN should not initiate a transport format combination control procedure, during while awaiting the completion of the following procedures:

-
Radio bearer establishment (subclause 8.2.1);

-
Radio bearer release (subclause 8.2.3);

-
Radio bearer reconfiguration (subclause 8.2.2);

-
Transport channel reconfiguration (subclause 8.2.4);

-
Physical channel reconfiguration (subclause 8.2.6).

To change the sub-set of allowed transport format combinations, the UTRAN shall set the allowed TFCs in the IE "TFC subset". The network can optionally specify the duration for which a new TFC sub-set applies. The network shall do this by using the IE "TFC Control duration".

To completely remove the previous restrictions of allowed transport format combinations, the UTRAN shall set the "full transport format combination" in the IE "TFC subset".

8.2.5.3
Reception of a TRANSPORT FORMAT COMBINATION CONTROL message by the UE

Upon reception of the TRANSPORT FORMAT COMBINATION CONTROL message, and if the variable ORDERED_CONFIG is not set the UE shall determine whether the IE "TFC Control duration" is included.

If the IE "TFC Control duration" is not included then the UE shall:

-
Store the newly specified TFC (sub)set in the variable to be called 'default TFC (sub)set';

-
Configure the allowed transport format combinations as defined in subclause 8.5.7.5.3.
If the IE "TFC Control duration" is included in the message then:

-
The TFC set or TFC sub-set specified in the message shall be activated at frame n + z where n is the frame (with 10 ms resolution) at which the UE received the message and z is specified in TR 25.926 (UE radio access capabilities). The specified TFC set or sub-set shall then be applied for the number of (10 ms) frames specified in the IE "TFC Control duration". 

If no further TFC Control messages are received during this interval then:

-
At the end of the defined period the UE shall change the TFC (sub)set back to the 'default TFC (sub)set'.

If further TFC Control messages are received during the 'TFC Control duration' period then the UE shall re-configure itself in accordance with the TFC (sub)set defined in the most recently received message. 
8.2.5.4
Incompatible simultaneous reconfiguration

If the variable ORDERED_CONFIG is set, the UE shall:

-
keep the TFC subset as before the TRANSPORT FORMAT COMBINATION CONTROL message was received;

-
transmit a TRANSPORT FORMAT COMBINATION CONTROL FAILURE message on the DCCH using AM RLC. The UE shall set the IE "failure cause" to "incompatible simultaneous reconfiguration". When the transmission of TRANSPORT FORMAT COMBINATION CONTROL FAILURE message has been confirmed by RLC the procedure ends.

8.2.5.5
Invalid TRANSPORT FORMAT COMBINATION CONTROL message

If the variable ORDERED_CONFIG is not set and the TRANSPORT FORMAT COMBINATION CONTROL message contains a protocol error causing the variable PROTOCOL_ERROR_REJECT to be set to TRUE according to clause 16, the UE shall perform procedure specific error handling as follows:

-
Transmit a TRANSPORT FORMAT COMBINATION CONTROL FAILURE message on the uplink DCCH using AM RLC and set the IE "failure cause" the cause value "protocol error".

-
Include the IE "Protocol error information" with contents set to the value of the variable PROTOCOL_ERROR_INFORMATION.

-
When the transmission of the TRANSPORT FORMAT COMBINATION CONTROL FAILURE message has been confirmed by RLC, the UE shall resume data transmission on RB 2 and upwards if RLC-AM or RLC-UM is used on those radio bearers. The UE shall resume normal operation as if the invalid TRANSPORT FORMAT COMBINATION CONTROL message has not been received and the procedure ends.

8.2.6
Physical channel reconfiguration
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Figure 27: Physical channel reconfiguration, normal flow
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Figure 28: Physical channel reconfiguration, failure case

8.2.6.1
General

The physical channel reconfiguration procedure is used to establish, reconfigure and release physical channels. While doing so, the procedure may perform a hard handover, see 8.3.5.

8.2.6.2
Initiation

To initiate the procedure, the UTRAN should:

-
Configure new radio links in any new physical channel configuration and start transmission and reception on the new radio links.

-
transmit a PHYSICAL CHANNEL RECONFIGURATION message on the downlink DCCH using AM or UM RLC. 

UTRAN should take the UE capabilities into account when setting the new configuration.

If the message is used to initiate a transition from CELL_DCH to CELL_FACH state, the UTRAN may assign a common channel configuration of a given cell and C-RNTI to be used in that cell to the UE. 

8.2.6.3
Reception of a PHYSICAL CHANNEL RECONFIGURATION message by the UE in CELL_DCH state

Upon reception of a PHYSICAL CHANNEL RECONFIGURATION message, the UE shall perform the following actions. 

The UE shall store the received physical channel configuration and the activation time in the variable ORDERED_CONFIG.

The UE shall act upon all received information elements as specified in 8.5.7, unless specified otherwise in the following.
The UE shall be able to receive an PHYSICAL CHANNEL RECONFIGURATION message and perform a hard handover, even if no prior UE measurements have been performed on the target cell and/or frequency.
The UE shall suspend data transmission on RB 2 and upward, if RLC-AM or RLC-UM is used on those radio bearers.

If the IE "New C-RNTI" is included, the UE shall:

-
Use that C-RNTI when using common physical channels of type RACH, FACH and CPCH in the current cell.

The UE should turn off the transmitter during the reconfiguration. The UE may first release the current physical channel configuration and shall then establish a new physical channel configuration according to 8.5.7 and the following. 

If neither the IE "PRACH info" nor IE "Uplink DPCH info" is included, the UE shall:

-
Let the physical channel of type PRACH that is given in system information be the default in uplink.

If neither the IE "Secondary CCPCH info" nor IE "Downlink DPCH info" is included, the UE shall:

-
Start to receive the physical channel of type Secondary CCPCH that is given in system information.

In FDD, if the IE 'PDSCH code mapping' is included but the IE 'PDSCH with SHO DCH Info' is not included and if the DCH has only one link in its active set then the UE shall act upon the 'PDSCH code mapping' IE as specified in subclause 8.5.7 and:

-
Infer that the PDSCH will be transmitted from the BS from which the downlink DPCH is transmitted. 

The UE shall use the physical channel(s) applicable for the physical channel types that is used. If IE "TFS" is neither included nor previously stored in the UE for that physical channel(s), the UE shall:

-
Use the TFS given in system information.

If none of the TFS stored is compatible with the physical channel, the UE shall:

-
Delete stored TFS and use the TFS given in system information.

If the PHYSICAL CHANNEL RECONFIGURATION message is used to initiate a state transition to the CELL_FACH state and if an IE "Primary CCPCH info" and IE "New C-RNTI" to a given cell is included, the UE shall:

-
Select the cell indicated by the IE "Primary CCPCH info".

-
Use the C-RNTI when using common transport channels of type RACH, FACH and CPCH in that given cell after having completed the transition to that cell.

The UE shall enter a state according to 8.5.8.

The UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC. 

If the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO is set, the UE shall include and set the IE "Radio bearer uplink ciphering activation time info" to the value of that variable.

When the transmission of the PHYSICAL CHANNEL RECONFIGURATION COMPLETE message has been confirmed by RLC, the UE shall clear the variable ORDERED_CONFIG, clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO, the UE shall resume data transmission on RB 2 and upwards if RLC-AM or RLC-UM is used on those radio bearers and the procedure ends. 

If the PHYSICAL CHANNEL RECONFIGURATION message is used to initiate a transition from CELL_DCH to CELL_FACH state, the PHYSICAL CHANNEL RECONFIGURATION COMPLETE message shall be transmitted on the RACH after the UE has completed the state transition. The UE shall clear the variable ORDERED_CONFIG, clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO and the procedure ends.

8.2.6.4
Reception of PHYSICAL CHANNEL RECONFIGURATION by the UE in CELL_FACH state

The UE shall store the received physical channel configuration and the activation time in the variable ORDERED_CONFIG.

The UE shall act upon all received information elements as specified in 8.5.7, unless specified otherwise in the following.
If the IE "New C-RNTI" is included, the UE shall:

-
Use that C-RNTI when using common physical channels of type RACH, FACH and CPCH in the current cell.

If neither the IE "PRACH info" nor IE "Uplink DPCH info" is included, the UE shall:

-
Let the physical channel of type PRACH that is given in system information be the default in uplink.

If neither the IE "Secondary CCPCH info" nor IE "Downlink DPCH info" is included, the UE shall:

-
Start to receive the physical channel of type Secondary CCPCH that is given in system information.

In FDD, if the IE 'PDSCH code mapping' is included but the IE 'PDSCH with SHO DCH Info' is not included then the UE shall act upon the 'PDSCH code mapping' IE as specified in subclause 8.5.7 and:

-
Infer that the PDSCH will be transmitted from the BS from which the downlink DPCH is transmitted (there being only one link in the active set). 

The UE shall use the physical channel(s) applicable for the physical channel types that is used. If neither the IE "TFS" is included or previously stored in the UE for that physical channel(s), the UE shall:

-
Use the TFS given in system information.

If none of the TFS stored is compatible with the physical channel, the UE shall:

-
Delete stored TFS and use the TFS given in system information.

The UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC. 

If the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO is set, the UE shall include and set the IE "Radio bearer uplink ciphering activation time info" to the value of that variable.

When the transmission of the PHYSICAL CHANNEL RECONFIGURATION COMPLETE message has been confirmed by RLC, the UE shall enter a state according to subclause 8.5.8 applied on the PHYSICAL CHANNEL RECONFIGURATION message. If the UE ends up in the CELL_PCH or URA_PCH state, it shall delete its C-RNTI. The UE shall clear the variable ORDERED_CONFIG, clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO and the procedure ends.

8.2.6.5
Reception of a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message by the UTRAN

When UTRAN has received the PHYSICAL CHANNEL RECONFIGURATION COMPLETE message, UTRAN may delete any old configuration and the procedure ends on the UTRAN side.

UTRAN may delete the C-RNTI of the UE if the procedure caused the UE to leave the CELL_FACH state.

If the IE "UL Timing Advance" is included, UTRAN shall evaluate the timing advance value that the UE has to use in the new cell after handover.

8.2.6.6
Unsupported configuration in the UE

If the UE instructs the UE to use a configuration that it does not support, the UE shall

-
transmit a PHYSICAL CHANNEL RECONFIGURATION FAILURE message on the DCCH using AM RLC and shall set the cause value in IE "failure cause" to "configuration unacceptable".

When the transmission of the PHYSICAL CHANNEL RECONFIGURATION FAILURE message has been confirmed by RLC, the UE shall clear the variable ORDERED_CONFIG and the procedure ends.

8.2.6.7
Physical channel failure

If the UE failed to establish the physical channel(s) indicated in the PHYSICAL CHANNEL RECONFIGURATION message the UE shall:

-
Revert to the configuration prior to the reception of the PHYSICAL CHANNEL RECONFIGURATION message (old configuration) and transmit a PHYSICAL CHANNEL RECONFIGURATION FAILURE message on the DCCH using AM RLC and shall set the cause value in IE "failure cause" to "physical channel failure". The procedure ends and the UE resumes the normal operation as if no physical channel reconfiguration attempt had occurred.

A physical channel failure occurs in case the criteria as defined in 8.5.4 are not fulfilled . If the UE is unable to revert to the old configuration or if used, the activation time has expired, the UE shall:

-
Initiate a RRC connection re-establishment procedure according to subclause 8.1.5

8.2.6.8
Reception of the PHYSICAL CHANNEL RECONFIGURATION FAILURE message by the UTRAN

When UTRAN has received the PHYSICAL CHANNEL RECONFIGURATION FAILURE message, UTRAN may delete the new configuration and the procedure ends on the UTRAN side. Upper layers should be notified of the failure.

8.2.6.9
Non-receipt of PHYSICAL CHANNEL RECONFIGURATION COMPLETE message or PHYSICL CHANNEL RECONFIGURATION FAILURE message in CELL_DCH state

If no PHYSICAL CHANNEL RECONFIGURATION COMPLETE message or PHYSICAL CHANNEL RECONFIGURATION FAILURE message has been received, the UTRAN may delete the old and new configuration. If the UE requests a re-establishment of the RRC connection, before all UE dedicated resources have been cleared, the new configuration may be re-assigned in the re-establishment procedure.

During transition from CELL_DCH to CELL_FACH, the UTRAN may also receive a CELL UPDATE message if the UE cannot use the assigned physical channel. 

8.2.6.10
Non-receipt of PHYSICAL CHANNEL RECONFIGURATION COMPLETE message or PHYSICL CHANNEL RECONFIGURATION FAILURE message in CELL_FACH state

If no PHYSICAL CHANNEL RECONFIGURATION COMPLETE message or PHYSICAL CHANNEL RECONFIGURATION FAILURE message has been received, the UTRAN may delete the old and new configuration. If the UE makes a cell update before all UE dedicated resources have been cleared, the configuration procedure can be restarted. 

8.2.6.11
Physical channel failure during transition from CELL_DCH to CELL_FACH

If the UE fails to select the cell, which was assigned in the PHYSICAL CHANNEL RECONFIGURATION message initiating transition from CELL_DCH to CELL_FACH, the UE shall perform cell and initiate the cell update procedure. 

8.2.6.12
Incompatible simultaneous reconfiguration

If the variable ORDERED_CONFIG is set upon the reception of the PHYSICAL CHANNEL RECONFIGURATION message, the UE shall 

-
keep the old configuration as before the PHYSICAL CHANNEL RECONFIGURATION message was received

-
transmit a PHYSICAL CHANNEL RECONFIGURATION FAILURE message on the DCCH using AM RLC. The UE shall set the IE "failure cause" to "incompatible simultaneous reconfiguration". When the transmission of PHYSICAL CHANNEL RECONFIGURATION FAILURE message has been confirmed by RLC the procedure ends.

8.2.6.13
Invalid PHYSICAL CHANNEL RECONFIGURATION message

If the variable ORDERED_CONFIG is not set and the PHYSICAL CHANNEL RECONFIGURATION message contains a protocol error causing the variable PROTOCOL_ERROR_REJECT to be set to TRUE according to clause 16, the UE shall perform procedure specific error handling as follows:

-
Transmit a PHYSICAL CHANNEL RECONFIGURATION FAILURE message on the uplink DCCH using AM RLCand set the IE "failure cause" the cause value "protocol error".

-
Include the IE "Protocol error information" with contents set to the value of the variable PROTOCOL_ERROR_INFORMATION.

-
When the transmission of the PHYSICAL CHANNEL RECONFIGURATION FAILURE message has been confirmed by RLC, the UE shall resume data transmission on RB 2 and upwards if RLC-AM or RLC-UM is used on those radio bearers. The UE shall resume normal operation as if the invalid PHYSICAL CHANNEL RECONFIGURATION message has not been received and the procedure ends.

 […]

8.3.3
RNTI reallocation
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Figure 38: RNTI reallocation procedure, normal flow
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Figure f7: RNTI reallocation procedure, failure case

8.3.3.1
General

The purpose of this procedure is to allocate a new C-RNTI and/or U-RNTI to an UE in connected mode.

8.3.3.2
Initiation

To initiate the procedure UTRAN transmits an RNTI REALLOCATION message to the UE on the downlink DCCH.

8.3.3.3
Reception of RNTI REALLOCATION message by the UE

When the UE receives an RNTI REALLOCATION message, it shall take the following actions and then transmit an RNTI REALLOCATION COMPLETE message on the uplink DCCH. The procedure ends when the transmission of the RNTI REALLOCATION COMPLETE message has been confirmed by RLC.

If the IE "new U-RNTI" is present, the UE shall store and start to use the values of these IEs as the current U-RNTI.

If the IE "new C-RNTI" is present, the UE shall store and start to use the value of this IE.

If the IE "CN domain identity" and the IE "NAS system information" are included, the UE shall forward the content of the IE to the non-access stratum entity of the UE indicated by the IE "CN domain identity".

8.3.3.4
Reception of an RNTI REALLOCATION COMPLETE message by the UTRAN

When the network receives RNTI REALLOCATION COMPLETE message, UTRAN may delete any old C-RNTI and old U-RNTI. The procedure ends.

8.3.3.5
Invalid RNTI REALLOCATION message

If the RNTI REALLOCATION message contains a protocol error causing the variable PROTOCOL_ERROR_REJECT to be set to TRUE according to clause 16, the UE shall perform procedure specific error handling as follows:

-
transmit a RNTI REALLOCATION FAILURE message on the uplink DCCH using AM RLCand set the IE "failure cause" the cause value "protocol error";

-
include the IE "Protocol error information" with contents set to the value of the variable PROTOCOL_ERROR_INFORMATION.

-
When the transmission of the RNTI REALLOCATION FAILURE message has been confirmed by RLC, the UE shall resume normal operation as if the invalid RNTI REALLOCATION message has not been received and the procedure ends.

8.3.4
Active set update in soft handover
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Figure 39: Active Set Update procedure, successful case
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Figure 40: Active Set Update procedure, failure case

8.3.4.1
General

The purpose of the active set update procedure is to update the active set of the connection between the UE and UTRAN. This procedure shall be used in CELL_DCH state. The UE should keep on using the old RLs while allocating the new RLs. Also the UE should keep on using the transmitter during the reallocation process.
8.3.4.2
Initiation 

The procedure is initiated when UTRAN orders a UE in CELL_DCH state, to make the following modifications of the active set of the connection:

a)
Radio link addition;

b)
Radio link removal;

c)
Combined radio link addition and removal.

In case a) and c), UTRAN should:

-
prepare new additional radio link(s) in the UTRAN prior to the command to the UE. 

In all cases, UTRAN should:

-
send an ACTIVE SET UPDATE message on downlink DCCH using AM or UM RLC.

UTRAN should include the following information:

-
IE "Radio Link Addition Information": Downlink DPCH information and other optional parameters relevant for the additional radio links with Primary CCPCH info used for the reference ID to indicate which radio link to add. This IE is need in case a) and c);

-
IE "Radio Link Removal Information": Primary CCPCH info used for the reference ID to indicate which radio link to remove. This IE is need in case b) and c).

If SRNC relocation is performed simultaneously during active set update procedure when all radio links are replaced simultaneously, the UTRAN shall include the IE "U-RNTI" and IE "CN domain identity" and IE "NAS system information" in the ACTIVE SET UPDATE messages.

8.3.4.3
Reception of an ACTIVE SET UPDATE message by the UE

-
Upon reception of an ACTIVE SET UPDATE message the UE shall s tore the received IE "Radio Link Addition Information" and the IE "Radio Link Removal Information" to the variable ORDERED_ASU.

The UE shall act upon all received information elements as specified in 8.5.7, unless specified otherwise in the following.

The UE shall:

-
at first, add the RLs indicated in the IE "Radio Link Addition Information";

-
remove the RLs indicated in the IE "Radio Link Removal Information" . If the UE active set is full or becomes full, an RL, which is indicated to remove, shall be removed before adding RL, which is indicated to add;

-
if the ACTIVE SET UPDATE message includes the IE "U-RNTI", update its identity; 

-
if the ACTIVE SET UPDATE message includes the IE "CN domain identity" and the IE "NAS system information", the UE shall forward the content of the IE to the non-access stratum entity of the UE indicated by the IE "CN domain identity";

-
if the ACTIVE SET UPDATE message includes the IE 'TFCI combining indicator' associated with a radio link to be added then the UE should configure Layer 1 to soft combine TFCI (field 2) of this new link with those links already in the TFCI (field 2) combining set;

-
transmit an ACTIVE SET UPDATE COMPLETE message on the uplink DCCH using AM RLC;

-
if the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO is set, the UE shall include and set the IE "Radio bearer uplink ciphering activation time info" to the value of that variable;

-
when the transmission of the ACTIVE SET UPDATE COMPLETE message has been confirmed by RLC the contents of the variable ORDERED_ASU shall be cleared, the UE shall clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO and the procedure ends on the UE side.

8.3.4.4
Abnormal case: Unsupported configuration in the UE

-
If UTRAN instructs the UE to use a configuration that it does not support; or

-
If a radio link in the IE "Radio Link Removal Information" in the ACTIVE SET UPDATE message is not part of the active set,

the UE shall:

-
keep the active set and the contents of the variable ORDERED_ASU, as it was before the ACTIVE SET UPDATE message was received;

-
transmit an ACTIVE SET UPDATE FAILURE message on the DCCH using AM RLC;

-
set the IE "failure cause" to "configuration unacceptable";

-
when the transmission of the ACTIVE SET UPDATE FAILURE message has been confirmed by RLC the procedure ends on the UE side.

8.3.4.5
Reception of the ACTIVE SET UPDATE COMPLETE message by the UTRAN

When the UTRAN has received the ACTIVE SET UPDATE COMPLETE message, 

-
the UTRAN may remove radio link(s) that are indicated to remove to the UE in case b) and c); and

-
the procedure ends on the UTRAN side.

8.3.4.6
Reception of the ACTIVE SET UPDATE FAILURE message by the UTRAN

When the UTRAN has received the ACTIVE SET UPDATE FAILURE message, the UTRAN may delete radio links that are indicated to add to the UE. The procedure ends on the UTRAN side.

8.3.4.7
Incompatible simultaneous reconfiguration

If any of the variables ORDERED_CONFIG or ORDERED_ASU are set, the UE shall: 

-
Transmit an ACTIVE SET UPDATE FAILURE message on the DCCH using AM RLC. The UE shall set the IE "failure cause" to "incompatible simultaneous reconfiguration"..

-
When the transmission of the ACTIVE SET UPDATE FAILURE message has been confirmed by RLC the procedure ends and the UE shall keep the active set and the contents of the variable ORDERED_ASU, as it was before the ACTIVE SET UPDATE message was received.

8.3.4.8
Invalid ACTIVE SET UPDATE message

If none of the variables ORDERED_CONFIG or ORDERED_ASU are set and the ACTIVE SET UPDATE message contains a protocol error causing the variable PROTOCOL_ERROR_REJECT to be set to TRUE according to clause 16, the UE shall perform procedure specific error handling as follows:

-
Transmit a ACTIVE SET UPDATE FAILURE message on the uplink DCCH using AM RLCand set the IE "failure cause" the cause value "protocol error".

-
Include the IE "Protocol error information" with contents set to the value of the variable PROTOCOL_ERROR_INFORMATION.

-
When the transmission of the ACTIVE SET UPDATE FAILURE message has been confirmed by RLC, the UE shall resume normal operation as if the invalid ACTIVE SET UPDATE message has not been received and the procedure ends.
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