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Introduction:

UE classifications need to specify support for the number of downlink physical channels per timeslot.

Discussion:

Currently downlink UE classifications for TDD specify the number of physical channels per radio frame. At WG2 #14 a WG1 LS (Tdoc R2-00-1157) requested a limit of 9 downlink physical channels per timeslot for all DL UE classes except the 2mb/s class.
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Other 
comments:


10.3.3.26
Physical channel capability

Information Element/Group name
Need
Multi
Type and Reference
Semantics description

Downlink physical channel capability information elements





CHOICE mode
MP




>FDD





>>Maximum number of simultaneous CCTrCH
MP

Integer (1..8)


>> Max no DPCH/PDSCH codes
MP

Integer

(1..8)
Maximum number of DPCH/PDSCH codes to be simultaneously received

>> Max no physical channel bits received 
MP

Integer

(600, 1200, 2400, 3600, 4800, 7200, 9600, 14400, 19200, 28800, 38400, 48000, 57600, 67200, 76800)
Maximum number of physical channel bits received in any 10 ms interval (DPCH, PDSCH, S-CCPCH)

At least 1 spare values needed

>>Support for SF 512
MP

Boolean
TRUE means supported

>>Support of PDSCH
MP

Boolean
TRUE means supported

>>Simultaneous reception of SCCPCH and DPCH
MP

Boolean
TRUE means supported

>>Simultaneous reception of SCCPCH, DPCH and PDSCH
CV-if_sim_rec_pdsch _sup

Boolean
TRUE means supported

>>Max no of S-CCPCH RL
CV-if_sim_rec

Integer(1)
Maximum number of simultaneous S-CCPCH radio links

At least 7 spare values needed.

>TDD





>>Maximum number of simultaneous CCTrCH
MP

Integer (1..8)


>>Maximum number of timeslots per frame
MP

Integer

(1..14)
At least 2 spare values needed.

>>Maximum number of physical channels per frame
MP

Integer

(1..224)
At least 32 spare values needed

>>Minimum SF
MP

Integer (1, 16)


>>Support of PDSCH
MP

Boolean
TRUE means supported

>>Maximum number of physical channels per timeslot
MP

Integer (1..16)


Uplink physical channel capability information elements





CHOICE mode
MP




>FDD





>>Maximum number of DPDCH bits transmitted per 10 ms
MP

Integer (600, 1200, 2400, 4800. 9600, 19200. 28800, 38400, 48000, 57600)
At least 6 spare values needed

>>Support of PCPCH
MP

Boolean
TRUE means supported

>TDD





>>Maximum number of simultaneous CCTrCH
MP

Integer (1..8)


>>Maximum Number of timeslots per frame
MP

Integer

(1..14)
At least 2 spare values needed

>>Maximum number of physical channels per timeslot
MP

Integer

(1, 2)


>>Minimum SF
MP

Integer

(1, 2, 4, 8, 16)
At least 3 spare values needed

>>Support of PUSCH
MP

Boolean
TRUE means supported

Condition
Explanation

if_sim_rec_pdsch_sup
Presence is mandatory if IE Simultaneous reception of SCCPCH and DPCH = True and IE Support of PDSCH = True. Otherwise this field is not needed in the message.

if_sim_rec
Presence is mandatory if IE capability Simultaneous reception of SCCPCH and DPCH = True. Otherwise this field is not needed in the message.

11.3.3
User equipment information elements
DL-PhysChCapabilityTDD ::=


SEQUENCE {


maxSimultaneousCCTrCH-Count


MaxSimultaneousCCTrCH-Count,


maxTS-PerFrame





MaxTS-PerFrame,


maxPhysChPerFrame




MaxPhysChPerFrame,


minimumSF






MinimumSF-DL,


supportOfPDSCH





BOOLEAN,


maxPhysChPerTS





MaxPhysChPerTS


}

MaxPhysChPerTS ::=



INTEGER (1..16)
