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This document deals with the primitives of the physical layer for 1.28 Mcps TDD. Modifications compared to 3.84 Mcps TDD are only required in Access Information and in the physical channel description. The latter has already been treated in  R2-001529.

It is proposed to include the following text in section 11 ‘Primitives of the Physical Layer’ of TR 25.834.

11  Primitives of the physical layer

11.1 Generic names of primitives between layers 1 and 2

No modifications for UTRA TDD 1.28 Mcps are required compared to UTRA TDD 3.84 Mcps.

11.2
Generic names of primitives between layers 1 and 3

No modifications for UTRA TDD 1.28 Mcps are required compared to UTRA TDD 3.84 Mcps.

11.2.1 STATUS PRIMITIVES

No modifications for UTRA TDD 1.28 Mcps are required compared to UTRA TDD 3.84 Mcps.

11.2.2 CONTROL PRIMITIVES

No modifications for UTRA TDD 1.28 Mcps are required compared to UTRA TDD 3.84 Mcps.

11.3
Parameter definition

11.3.1 Error code

No modifications for UTRA TDD 1.28 Mcps are required compared to UTRA TDD 3.84 Mcps.

11.3.2 Event value

No modifications for UTRA TDD 1.28 Mcps are required compared to UTRA TDD 3.84 Mcps.

11.3.3 Access Information

For the UTRA TDD 1.28 Mcps the access information options are:

· Ready for RACH data transmission (when Ack on FPACH has been received),

· No response received in FPACH while maximum number of synchronisation attempts has been performed.

11.3.4 Transport Format Subset

No modifications for UTRA TDD 1.28 Mcps are required compared to UTRA TDD 3.84 Mcps.

