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8.5.7.x
RAB NAS Synchronisation Indicator
If the IE “NAS Synchronisation Indicator” is present in a message, the UE shall forward the content to the non-access stratum entity for the associated RAB.
10.2.25
RADIO BEARER RECONFIGURATION

This message is sent from UTRAN to reconfigure parameters related to a change of QoS. This procedure can also change the multiplexing of MAC, reconfigure transport channels and physical channels.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE Information elements





Integrity check info
CH

Integrity check info 10.3.3.15


Integrity protection mode info
OP

Integrity protection mode info 10.3.3.18


Ciphering mode info
OP

Ciphering mode info 10.3.3.5


Activation time
MD

Activation time 10.3.3.1
Default value is "now"

New U-RNTI
OP

U-RNTI 10.3.3.45


New C-RNTI
OP

C-RNTI 10.3.3.8


DRX Indicator
MP

DRX Indicator 10.3.3.10


UTRAN DRX cycle length coefficient
MD

UTRAN DRX cycle length coefficient 10.3.3.47
Default value is the existing value of UTRAN DRX cycle length coefficient

CN information elements





CN Information info
OP

CN Information info 10.3.1.3


RB information elements





RAB information to reconfigure list
OP
1 to < maxRABsetup >



>RAB information to reconfigure
MP

RAB information to reconfigure 10.3.4.9a


RB information to reconfigure list
OP
1to <maxRB>



>RB information to reconfigure
MP

RB information to reconfigure 10.3.4.15


RB information to be affected list
OP
1 to <maxRB>



>RB information to be affected
MP

RB information to be affected 10.3.4.14


TrCH Information Elements





Uplink transport channels





UL Transport channel information common for all transport channels
OP

UL Transport channel information common for all transport channels 10.3.5.24


Deleted TrCH information list
OP


1 to <maxTrCH>



> Deleted UL TrCH information
MP

Deleted UL TrCH information 10.3.5.5


Added or Reconfigured TrCH
 information list
OP


1 to <maxTrCH>



>Added or Reconfigured UL TrCH information
MP

Added or Reconfigured UL TrCH information 10.3.5.2


CHOICE mode
OP




>FDD





>>CPCH set ID
OP

CPCH set ID 10.3.5.3


>> Added or Reconfigured TrCH
 information for DRAC list
OP


1 to <maxTrCH>



>>>DRAC static information
MP

DRAC static information 10.3.5.7


>TDD



(no data)

Downlink transport channels





DL Transport channel information common for all transport channels
OP

DL Transport channel information common for all transport channels 10.3.5.6


Deleted TrCH information list
OP


1 to <maxTrCH>



>Deleted DL TrCH information
MP

Deleted DL TrCH information 10.3.5.4


Added or Reconfigured TrCH
 information list
OP


1 to <maxTrCH>



>Added or Reconfigured DL TrCH information
MP

Added or Reconfigured DL TrCH information 10.3.5.1


PhyCH information elements





Frequency info
MD

Frequency info 10.3.6.30
Default value is the existing value of frequency information

Uplink radio resources





Maximum allowed UL TX power
MD

Maximum allowed UL TX power 10.3.6.33
Default value is the existing maximum UL TX power

CHOICE channel requirement
OP


At least one spare choice (criticality = reject) required

>Uplink DPCH info 


Uplink DPCH info 10.3.6.76


>PRACH Info (for RACH) 


PRACH Info (for RACH) 10.3.6.44


Downlink radio resources





CHOICE mode
MP




>FDD





>>Downlink information common for all radio links
OP

Downlink information common for all radio links 10.3.6.20


>>Downlink PDSCH information
OP

Downlink PDSCH information 10.3.6.26


>>CPCH SET Info
OP

CPCH SET Info 10.3.6.10


>TDD



(no data)

Downlink information per radio link list
OP


1 to <maxRL>



>Downlink information for each radio link
MP

Downlink information for each radio link 10.3.6.23


10.2.28
RADIO BEARER RELEASE

This message is used by UTRAN to release a radio bearer. It can also include modifications to the configurations of transport channels and/or physical channels.


RLC-SAP: AM or UM 


Logical channel: DCCH


Direction: UTRAN ( UE

Information Element/Group name
Need
Multi
Type and reference
Semantics description

Message Type
MP

Message Type


UE Information Elements





Integrity check info
CH

Integrity check info 10.3.3.15


Integrity protection mode info
OP

Integrity protection mode info 10.3.3.18


Ciphering mode info
OP

Ciphering mode info 10.3.3.5


Activation time
MD

Activation time 10.3.3.1
Default value is "now"

New U-RNTI
OP

U-RNTI 10.3.3.45


New C-RNTI
OP

C-RNTI 10.3.3.8


DRX Indicator
MP

DRX Indicator 10.3.3.10


UTRAN DRX cycle length coefficient
MD

UTRAN DRX cycle length coefficient 10.3.3.47
Default value is the existing value of UTRAN DRX cycle length coefficient

CN Information Elements





CN Information info
OP

CN Information info 10.3.1.3


RB Information Elements





RAB information to reconfigure list
OP
1 to < maxRABsetup >



>RAB information to reconfigure
MP

RAB information to reconfigure 10.3.4.9a


RB information to release list
MP
1 to <maxRB>



>RB information to release
MP

RB information to release 10.3.4.16


RB information to be affected list
OP
1 to <maxRB>



>RB information to be affected
MP

RB information to be affected 10.3.4.14


TrCH Information Elements





Uplink transport channels





UL Transport channel information common for all transport channels
OP

UL Transport channel information common for all transport channels 10.3.5.24


Deleted TrCH information list
OP
1 to <axTrCH>



>Deleted UL TrCH information
MP

Deleted UL TrCH information 10.3.5.5


Added or Reconfigured TrCH
 information list
OP
1 to <maxTrCH>



>Added or Reconfigured UL TrCH information
MP

Added or Reconfigured UL TrCH information 10.3.5.2


CHOICE mode
OP




>FDD





>>CPCH set ID
OP

CPCH set ID 10.3.5.3


>> Added or Reconfigured TrCH
 information for DRAC list
OP
1 to <maxTrCH>



>>>DRAC static information
MP

DRAC static information 10.3.5.7


>TDD



(no data)

Downlink transport channels





DL Transport channel information common for all transport channels
OP

DL Transport channel information common for all transport channels 10.3.5.6


Deleted TrCH information list
OP
1 to <maxTrCH>



>Deleted DL TrCH information
MP

Deleted DL TrCH information 10.3.5.4


Added or Reconfigured TrCH
 information list
OP
1 to <maxTrCH>



>Added or Reconfigured DL TrCH information
MP

Added or Reconfigured DL TrCH information 10.3.5.1


PhyCH information elements





Frequency info
MD

Frequency info 10.3.6.30
Default value is the existing value of frequency information

Uplink radio resources





Maximum allowed UL TX power
MD

Maximum allowed UL TX power 10.3.6.33
Default value is the existing maximum UL TX power

CHOICE channel requirement
OP


At least one spare choice (criticality = reject) required

>Uplink DPCH info 


Uplink DPCH info 10.3.6.76


>PRACH Info (for RACH) 


PRACH Info (for RACH) 10.3.6.44


Downlink radio resources





CHOICE mode
MP




>FDD





>>Downlink information common for all radio links
OP

Downlink information common for all radio links 10.3.6.20


>>Downlink PDSCH information
OP

Downlink PDSCH information 10.3.6.26


>>CPCH SET Info
OP

CPCH SET Info 10.3.6.10


>TDD



(no data)

Downlink information per radio link list
OP
1 to <maxRL>

Send downlink information for each radio link to be set-up

>Downlink information for each radio link
MP

Downlink information for each radio link 10.3.6.23


10.3.4.8
RAB info

This IE contains information used to uniquely identify a radio access bearer.

Information Element/Group name
Need
Multi
Type and reference
Semantics description

RAB identity
MP

RAB identity 10.3.1.14


CN domain identity
MP

CN domain identity 10.3.1.1


RAB NAS Synchronisation Indicator
OP

RAB NAS Synchronisation info 10.3.4.x


Re-establishment timer
MP

Re-establishment timer 10.3.3.30


10.3.4.9a
RAB information to reconfigure
Information Element/Group name
Need
Multi
Type and reference
Semantics description

RAB identity
MP

RAB Identity 10.3.1.14


RAB NAS synchronisation indicator
MP

RAB NAS Synchronisation info 10.3.4.x


10.3.4.x
RAB NAS Synchronisation info

This IE contains information used to uniquely identify a radio access bearer.

Information Element/Group name
Need
Multi
Type and reference
Semantics description

NAS Synchronisation info
MP

Bitstring(4)


11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS


CN-DomainIdentity,


CN-InformationInfo,


FlowIdentifier,


NAS-Message,


PagingRecordTypeID,


ServiceDescriptor,


SignallingFlowInfoList

FROM CoreNetwork-IEs


URA-Identity

FROM UTRANMobility-IEs


ActivationTime,


C-RNTI,


CapabilityUpdateRequirement,


CellUpdateCause,


CipheringAlgorithm,


CipheringModeInfo,


DRX-Indicator,


EstablishmentCause,


FailureCauseWithProtErr,


HyperFrameNumber,


InitialUE-Identity,


IntegrityProtActivationInfo,


IntegrityProtectionModeInfo,


PagingCause,


PagingRecordList,


ProtocolErrorIndicator,


ProtocolErrorIndicatorWithInfo,


Re-EstablishmentTimer,


RedirectionInfo,


RejectionCause,


ReleaseCause,


RRC-MessageTX-Count,


SecurityCapability,


STARTList,


U-RNTI,


U-RNTI-Short,


UE-RadioAccessCapability,


URA-UpdateCause,


UTRAN-DRX-CycleLengthCoefficient,


WaitTime

FROM UserEquipment-IEs


PredefinedConfigIdentity,


RAB-Info,


RAB-InformationSetupList,

RAB-InformationReconfigList,

RB-ActivationTimeInfo,


RB-ActivationTimeInfoList,


RB-COUNT-C-InformationList,


RB-COUNT-C-MSB-InformationList,


RB-IdentityList,


RB-InformationAffectedList,


RB-InformationReconfigList,


RB-InformationReleaseList,


RB-InformationSetupList,


RB-WithPDCP-InfoList,


SRB-InformationSetupList,


SRB-InformationSetupList2

FROM RadioBearer-IEs


CPCH-SetID,


DL-AddReconfTransChInfo2List,


DL-AddReconfTransChInfoList,


DL-CommonTransChInfo,


DL-DeletedTransChInfoList,


DRAC-StaticInformationList,


TFC-Subset,


UL-AddReconfTransChInfoList,


UL-CommonTransChInfo,


UL-DeletedTransChInfoList

FROM TransportChannel-IEs


AllocationPeriodInfo,


CCTrCH-PowerControlInfo,


ConstantValue,


CPCH-SetInfo,


DL-CommonInformation,


DL-CommonInformationPost,


DL-InformationPerRL,


DL-InformationPerRL-List,


DL-InformationPerRL-ListPost,


DL-DPCH-PowerControlInfo,


DL-OuterLoopControl,


DL-PDSCH-Information,


DPCH-CompressedModeStatusInfo,


FrequencyInfo,


IndividualTS-InterferenceList,


MaxAllowedUL-TX-Power,


PDSCH-Info,


PRACH-RACH-Info,


PrimaryCCPCH-TX-Power,


PUSCH-CapacityAllocationInfo,


RL-AdditionInformationList,


RL-RemovalInformationList,


SSDT-Information,


TFC-ControlDuration,


TimeslotList,


TX-DiversityMode,


UL-ChannelRequirement,


UL-DPCH-Info,


UL-DPCH-InfoPost,


UL-TimingAdvance

FROM PhysicalChannel-IEs


AdditionalMeasurementID-List,


EventResults,


MeasuredResults,


MeasuredResultsList,


MeasuredResultsOnRACH,


MeasurementCommand,


MeasurementIdentityNumber,


MeasurementReportingMode,


PrimaryCCPCH-RSCP,


TimeslotListWithISCP,


TrafficVolumeMeasuredResultsList

FROM Measurement-IEs


BCCH-ModificationInfo,


InterSystemHO-Failure,


InterSystemMessage,


ProtocolErrorInformation,


SegCount,


SegmentIndex,


SFN-Prime,


SIB-Data-fixed,


SIB-Data-variable,


SIB-Type

FROM Other-IEs


maxSIBsegm

FROM Constant-definitions;

-- ***************************************************

--

-- RADIO BEARER RECONFIGURATION

--

-- ***************************************************

RadioBearerReconfiguration ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfo2List

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-CommonInformation


DL-CommonInformation

OPTIONAL,





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL,





cpch-SetInfo




CPCH-SetInfo



OPTIONAL




},




tdd







NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RADIO BEARER RECONFIGURATION COMPLETE

--

-- ***************************************************

RadioBearerReconfigurationComplete ::= SEQUENCE {


-- User equipment IEs



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,



-- TABULAR: UL-TimingAdvance is applicable for TDD mode only.



ul-TimingAdvance



UL-TimingAdvance




OPTIONAL,


-- Radio bearer IEs



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfo



OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RADIO BEARER RECONFIGURATION FAILURE

--

-- ***************************************************

RadioBearerReconfigurationFailure ::= SEQUENCE {


-- User equipment IEs



failureCause




FailureCauseWithProtErr,


-- Radio bearer IEs



potentiallySuccesfulBearerList
RB-IdentityList





OPTIONAL,


-- Extension mechanism for non- release99 information


nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

-- ***************************************************

--

-- RADIO BEARER RELEASE

--

-- ***************************************************

RadioBearerRelease ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



drx-Indicator




DRX-Indicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs


rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,


rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfo2List

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-CommonInformation


DL-CommonInformation

OPTIONAL,





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL,





cpch-SetInfo




CPCH-SetInfo



OPTIONAL




},




tdd






NULL



},



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL,


-- Extension mechanism for non- release99 information


criticalExtension



SEQUENCE {}






OPTIONAL,



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

END

11.3
Information element definitions

11.3.1
Core network information elements

NAS-Synchronisation-Indicator
::=

BIT STRING(SIZE(4))
NAS-SystemInformationGSM-MAP ::= 
OCTET STRING (SIZE (1..8))

P-TMSI-GSM-MAP ::=




BIT STRING (SIZE (32))

PagingRecordTypeID ::=



ENUMERATED {











imsi-GSM-MAP,











tmsi-GSM-MAP-P-TMSI,











imsi-DS-41,











tmsi-DS-41 }

PLMN-Identity ::=




SEQUENCE {


mcc








MCC,


mnc








MNC

}

PLMN-Type ::=





CHOICE {


gsm-MAP







SEQUENCE {



plmn-Identity





PLMN-Identity


},


ansi-41






SEQUENCE {



p-REV






P-REV,



min-P-REV





Min-P-REV,



sid







SID,



nid







NID


},


gsm-MAP-and-ANSI-41



SEQUENCE {



plmn-Identity




PLMN-Identity,



p-REV






P-REV,



min-P-REV





Min-P-REV,



sid







SID,



nid







NID


},


spare






NULL

}

RAB-Identity ::=




CHOICE {


gsm-MAP-RAB-Identity



BIT STRING (SIZE (8)),


ansi-41-RAB-Identity



BIT STRING (SIZE (8))

}

RAI ::=







SEQUENCE {


lai








LAI,


rac








RoutingAreaCode

}

RoutingAreaCode ::=




BIT STRING (SIZE (8))

ServiceDescriptor ::=



CHOICE {


gsm-MAP







BIT STRING (SIZE (4)),


ansi-41







BIT STRING (SIZE (4))

}

SignallingFlowInfoList ::=


SEQUENCE (SIZE (1..maxSignallingFlow)) OF











FlowIdentifier

TMSI-GSM-MAP ::=




BIT STRING (SIZE (32))

END

11.3.4
Radio bearer information elements

RadioBearer-IEs DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


CN-DomainIdentity,

NAS-Synchronisation-Indicator,

RAB-Identity

FROM CoreNetwork-IEs


Re-EstablishmentTimer

FROM UserEquipment-IEs


PreDefTransChConfiguration,


TransportChannelIdentity

FROM TransportChannel-IEs


PreDefPhyChConfiguration

FROM PhysicalChannel-IEs


maxLoCHperRLC,


maxPDCPAlgoType,


maxRABsetup,


maxRB,


maxRBallRABs,


maxRBMuxOptions,


maxRBperRAB,


maxSRBsetup

FROM Constant-definitions;

RAB-InformationSetup ::=


SEQUENCE {


rab-Info






RAB-Info,

nas-SynchronisationIndicator

NAS-SynchronisationIndicator
OPTIONAL,

rb-InformationSetupList



RB-InformationSetupList

}

RAB-InformationReconfigList ::= 
SEQUENCE (SIZE (1.. maxRABsetup)) OF











RAB-InformationReconfig
RAB-InformationReconfig ::=


SEQUENCE {

rab-Identity





RAB-Identity,

nas-SynchronisationIndicator

NAS-SynchronisationIndicator

}
END
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For each group of changes, insert the correct starting page number. The number should be that which is a clean unmodified specification. It is only a guide to the reader only and so they can be +/- 1 page number wrong. Insert the page number using the following method. Go to the line following the first section break in your CR. Choose the menu item insert / page number / format / start at and insert the correct starting page number for that group of changes. click "OK" and then "CLOSE" (don't press "OK" at this last step). Repeat this step for each section break.


10)
When you have finished making all changes, go to "tools / track changes / highlight changes" and uncheck the "track changes while editing" box, otherwise the page numbers in the headers will be difficult to read. Make sure that the two other options in this box (highlight changes on screen" and "highlight changes in printed document" are both maked "X".


Examples of expressions of prevision in 3GPP specifications


To ensure that everybody else understands your proposed chnaged the same way that you do, it is very important to keep to the following rules:


SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the USIM" is correct Do not use "The ME resets the USIM" or "the ME must reset the USIM"


SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.


MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".


CAN: To be used to indicate possibility and capability. To be used instead of phrases such as "be able to", "there is a possibility of" or "it is possible to".


A more detailed guide to the 3GPP drafting rules can be found on the 3GPP server at:



ftp://ftp.3gpp.org/information/drafting-rules.pdf

ANNEX A   
The CR cover sheet


This annex provides further information on how to fill out the cover sheet of a CR.


The header:


a)
The header, including the TSG or Working Group, the tdoc number (normally obtinaed from the 3GPP support team) and the meeting location and date.


The title box:


b)
The change request number. This is a 3 digit number and is allocated by the 3GPP support team project manager of the relevant WG. For GSM specifications, it is prefixed with an "A"


c)
The 3G or GSM specification number (e.g. 21.111 for 3G or 12.05 for GSM).


d)
The TSG or SMG plenary meeting to which this CR will be submitted to if it gets agreed at the WG meeting. 


e)
for approval/for information: one box only shall be marked with an "X"


Proposed change affects:


f)
At least one box shall be marked with an "X"


Source:


g)
The company name of the author of the CR. If the CR has already been agreed at a Working groups or sub working group, meeting, the subgroup name ( and Tdoc number) should be used instead.


Subject:


h)
One line (only) of concise text that describes the subject of the CR. Details should be put under "reason for change"



good examples:
"Clarification to FETCH command"






"Alignment of operation and parameter names"



recently used



bad examples:
"correction"






"editorial correction"






"correction to TS xxx.yy"






"various improvements"


Work item:



h)
The name of the 3G work item for which the CR is relevant.


Category and release:


i)
Choose one category only


Reason:


j)
This should be 1 to 10 lines of text that describes in further detail the reasons why the change is necessary and how the change is done.


Clauses Affected:


m)
Each subclause that is affected by the change should be listed here. New subclause number can be followed by " (new) ".


Other specs affected:


n)
Other 3G core specifications: to be used if the CR is linked to a CR for another 3G specification.
Other 2G core specifications: to be used if a CR is also needed for a GSM or other 2G specification.



MS test specifications: to be used if a change is needed to the MS test specifications.



BSS test specifications: to be used if a change is needed to the base station test specifications.



O&M specifications: to be used if a change is needed to O&M specifications.



When listing other CRs in part n) use, for example, the form "21.111-CR001" or "12.05-A123"


______________________________________


How to create a CR for 3G or SMG specifications.


File location: http://ftp.3gpp.org/information/3gCRF-??.doc





