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During its 13th meeting, TSG RAN WG4 discussed various issues related to the UE measurements on GSM system. In the discussions it was identified that for GSM measurements 3 different compressed mode pattern sequences can be utilised, but according to TSG RAN WG2 specification TS 25.331 only one measurement purpose can be assigned to UE for GSM measurements. This was felt to be ambiguous and imprecise, especially for UE measurement task control purposes.  Therefore the following working assumption was made among the group to further proceed with UE measurement requirements:

1. The identified measurement purposes are GSM carrier RSSI measurement, Initial BSIC identification, and BSIC re-confirmation.  

2. For each compressed mode pattern sequence, the network shall assign separately each one of those GSM measurement purposes to the UE. 

It should be noted that the measurement procedures based on these purposes are defined and described in TS 25.133 independently in order for RAN WG4 to be able to set requirements on the above mentioned tasks. This approach will also allow the network operator to control the amount of time the UE shall use for the respective tasks. 

TSG RAN WG4 would like to get confirmation from TSG RAN WG2 that the above working assumption is appropriate for TSG RAN WG2, and that changes to the TS 25.331 can be implemented accordingly.  

TSG RAN WG4 appreciates confirmation from TSG RAN WG2 when the changes in TS25.331 have been done. 
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