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	Clarification is needed in PLMN selection procedure description in 25.304. (Pointed out in Idle Mode joint meeting in February 2001.)

The current spec. states “. On each carrier, the UE shall search for the "strongest" cell “. However other cells should also be seen by the mobile.
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	In PLMN selection procedure, the UE shall search also for cells that are not the “strongest” on the carrier
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	Some cells could not be selected during PLMN selection
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5.1.2.2
UTRA case

The UE shall scan all RF channels in the UTRA band according to its capabilities to find available PLMNs. On each carrier, the UE shall search first for the "strongest" cell (according to the cell search procedures for FDD, see [TS 25.214], and TDD, see [TS 25.224])(other cells may be considered also) and read its system information, in order to find out which PLMN the cell belongs to. If UE can read the PLMN identity, the found PLMN is reported to the non-access stratum, provided that the following conditions are fulfilled:

1.
For an FDD cell, the measured primary CPICH Ec/I0 value shall be greater than or equal to [tbd] dB, and the measured primary CPICH RSCP value shall be greater than or equal to [tdb] dBm.

2.
For a TDD cell, the measured P-CCPCH RSCP shall be greater than or equal to [tbd] dBm.

The search for PLMNs on the rest of the carriers may be stopped on request of the non-access stratum. UE may optimise this search by using stored information of carrier frequencies and optionally also information on cell parameters, e.g. scrambling codes, from previously received measurement control information elements.
Once the UE has selected a PLMN, the cell selection procedure is performed in order to select a suitable cell of that PLMN to camp on.
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